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1. Overall Description:

SA2 has discussed the following issue regarding the usage of the DRX parameters.

Currently the UE can indicate the DRX parameters only in ATTACH procedure. When UE is doing the attach to radio network, it is not able to predict which kind of applications will be used and is not able to set  the optimal parameters for applications. As an end result, a set of compromise parameters will be set. The compromise parameters will usually lead to appropriate battery operating times, but may lead to inappropriate sleeping times, from application point of view. Different applications may also have different needs for DRX parameters. 

Currently the RAU procedures can be used to change the DRX parameters, but this causes extra use of signalling resources. 

To improve the Rel-5 functionality a CR to 23.060 was discussed in SA2 which proposes to specify that if MS needs to change its current DRX values it may include the DRX Parameters IE as an optional parameter in PDP context Activation/Modification/Deactivation messages. The draft 23.060 CR is attached for information; this CR has not been accepted by SA2 at this stage. SA2 would like to ask relevant groups to study the proposal and provide their comments and opinions on the issue.

2. Actions:

To GERAN1 and GERAN2 group:

SA2 would like to ask GERAN2 to study the proposal and give their view of the benefits of this proposed improvement of functionality.

To CN1 group:

SA2 would like to ask CN1 to study the proposal and evaluate whether the Mobility Management layer of the MS would be able to handle the different requests to modify the DRX parameters from different applications. SA2 would also like to know if it would be acceptable to introduce the necessary changes from Rel-5 onwards.

To RAN1, RAN2 and RAN3 group:

SA2 would like to ask RAN1, RAN2 and RAN3 guidance on how the DRX parameters are used in UTRAN, can UTRAN benefit from this improvement and does the proposal conflict with the current mechanisms used. 
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