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It is proposed to remove this abbreviation without substitution.
In clause "10.3.1.3 CN Information info", there is a note 


"NOTE:
Necessity of PLMN is FFS and for CN domain identity and NAS system information, the confirmation in SA WG2 is needed", 


which was introduced by RAN2#5 while enhancing "Cell Update Confirm" message, for the reason 


"when also broadcast it remains unclear why they are also included in a dedicated channel message. An "ffs" shall be added until clarification is available."

This Note is still present, so not further studies seem do have been done. But since introduction of this note, many information elements were restructured and also sending of IEs mentioned above was made optional. So from the protocol point of view, there is no need to keep this note, but for reason of clarity it should be removed without substitution.
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" NOTE:
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In informative clause B.6.1 there is a FFS (for further study) regarding the temporary block flow to GSM/GPRS in case of Inter-RAT handover failure.

In clause "8.3.7.5
UE fails to complete requested handover", it is clearly stated, that UE shall revert back to UTRA configuration, if the UE does not succeed in establishing the connection to the target radio access technology. 

Even if B.6.1 is only informative, any misleading information about establishment of "temporary block flow" shall be removed, since a different mandatory behaviour is covered by clause 8.3.7.5.
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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

CPCH
Common Packet CHannel

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DGPS
Differential Global Positioning System

DL
Downlink

DRAC
Dynamic Resource Allocation Control

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

FACH
Forward Access Channel

FDD
Frequency Division Duplex


GC-SAP
General Control SAP

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MCC
Mobile Country Code

MD
Mandatory default

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

P-TMSI
Packet Temporary Mobile Subscriber Identity

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RL
Radio Link

RLC
Radio Link Control

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SF
Spreading Factor

SHCCH
Shared Control Channel

SIR
Signal to Interference Ratio

S-RNTI
SRNC - RNTI

SSDT
Site Selection Diversity Transmission

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network

[...]

10.3.1.3
CN Information info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN identity
	OP
	
	PLMN identity 10.3.1.11
	

	CN common GSM-MAP NAS system information
	OP
	
	NAS system information (GSM-MAP) 10.3.1.9
	

	CN domain related information
	OP
	1 to <maxCNdomains>
	
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	

	>CN domain specific GSM-MAP NAS system info
	MP
	
	NAS system information (GSM-MAP) 10.3.1.9
	



[...]

10.3.5.23
Transport Format Set

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE Transport channel type
	MP
	
	
	

	>Dedicated transport channels
	
	
	
	The transport channel that is configured with this TFS is of type DCH

	>>Dynamic Transport Format Information
	MP
	1 to <maxTF>
	
	

	>>>RLC Size
	MP
	
	Integer(0..4992)


	Unit is bits

	>>>Number of TBs and TTI List
	MP
	1 to <maxTF>
	
	Present for every valid number of TB's (and TTI) for this RLC Size.

	>>>>Transmission Time Interval 
	CV-dynamicTTI
	
	Integer(10,20,40,80)
	Unit is ms.

	>>>>Number of Transport blocks 
	MP
	
	Integer(0..512)
	

	>>>CHOICE Logical Channel List
	MP
	
	
	The logical channels that are allowed to use this RLC Size



	>>>>ALL
	
	
	Null
	All logical channels mapped to this transport channel.

	>>>>Configured
	
	
	Null
	The logical channels configured to use this RLC size in the RB mapping info. 10.3.4.21 if present in this message or in the previously stored configuration otherwise

	>>>>Explicit List
	
	1 to 15
	
	Lists the logical channels that are allowed to use this RLC size.

	>>>>>RB Identity
	MP
	
	RB identity 10.3.4.16
	

	>>>>>LogicalChannel
	CH-UL-RLCLogicalChannels
	
	Integer(0..1)
	Indicates the relevant UL logical channel for this RB. "0" corresponds to the first, "1" corresponds to the second UL logical channel configured for this RB in the IE "RB mapping info".

	>>Semi-static Transport Format Information
	MP
	
	Semi-static Transport Format Information 10.3.5.11
	

	>Common transport channels
	
	
	
	The transport channel that is configured with this TFS is of a type not equal to DCH

	>>Dynamic Transport Format Information
	MP
	1 to <maxTF>
	
	Note

	>>>RLC Size
	MP
	
	Integer(0..4992)


	Unit is bits

	>>>Number of TBs and TTI List
	MP
	1 to <maxTF>
	
	Present for every valid number of TB's (and TTI) for this RLC Size.

	>>>>Number of Transport blocks 
	MP
	
	Integer(0..512)
	

	>>>>CHOICE mode
	MP
	
	
	

	>>>>>FDD
	
	
	
	(no data)

	>>>>>TDD
	
	
	
	

	>>>>>>Transmission Time Interval
	CV-dynamicTTI
	
	Integer(10,20,40,80)
	Unit is ms.

	>>>CHOICE Logical Channel List
	MP
	
	
	The logical channels that are allowed to use this RLC Size. 

	>>>>ALL
	
	
	Null
	All logical channels mapped to this transport channel.

	>>>>Configured
	
	
	Null
	The logical channels configured to use this RLC size in the RB mapping info. 10.3.4.21 if present in this message or in the previously stored configuration otherwise

	>>>>Explicit List
	
	1 to 15
	
	Lists the logical channels that are allowed to use this RLC size.

	>>>>>RB Identity
	MP
	
	RB identity 10.3.4.16
	

	>>>>>LogicalChannel
	CV-UL-RLCLogicalChannels
	
	Integer(0..1)
	Indicates the relevant UL logical channel for this RB. "0" corresponds to the first, "1" corresponds to the second UL logical channel configured for this RB in the IE "RB mapping info".

	>>Semi-static Transport Format Information
	MP
	
	Semi-static Transport Format Information 10.3.5.11
	


	Condition
	Explanation

	dynamicTTI
	This IE is mandatory present if dynamic TTI usage is indicated in IE Transmission Time Interval in Semi-static Transport Format Information. Otherwise it is not needed.

	UL-RLCLogicalChannels
	If "Number of uplink RLC logical channels" in IE "RB mapping info" in this message is 2 or the IE "RB mapping info" is not present in this message and 2 UL logical channels are configured for this RB, then this IE is mandatory present. Otherwise this IE is not needed.



[...]

B.3.4.3
RRC Connection mobility tasks (URA_PCH)

In URA_PCH State the location of a UE is known on UTRAN Registration area level.

In this state, the UE mobility is performed through URA reselection procedures, which may differ from the definitions in [4]. The UE performs cell reselection and upon selecting a new UTRA cell belonging to a URA that does not match the URA used by the UE, the UE moves to CELL_FACH state and initiates a URA update towards the network. After the URA update procedure has been performed, the UE changes its state back to URA_PCH state if neither the UE nor the network has any more data to transmit.

Upon selecting a new cell belonging to another radio access system than UTRA, the UE enters idle mode and makes an access to that system according to its specifications.

[...]

B.6
Inter-RAT handover with simultaneous PS and CS domain services


B.6.1
Inter-RAT handover UTRAN to GSM / BSS

For a UE in CELL_DCH state using both CS and PS Domain services the Inter-RAT handover procedure is based on measurement reports from the UE but initiated from UTRAN.

The UE performs the Inter-RAT handover from UTRA RRC Connected Mode to GSM Connected Mode first. When the UE has sent handover complete message to GSM / BSS the UE initiates a temporary block flow towards GPRS and sends a RA update request.

If the Inter-RAT handover from UTRA RRC Connected Mode to GSM Connected Mode was successful the handover is considered as successful regardless if the UE was able to establish a temporary block flow or not towards GPRS.

In case of Inter-RAT handover failure the UE has the possibility to go back to UTRA RRC Connected Mode and re-establish the connection in the state it originated from.
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