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1. Introduction

At the last RAN2 meeting, it was concluded related to the ‘interplay between RLC RESET and MAC-hs buffer flush’ issue that only a single logical channel should be used for an AM RLC entity if it is mapped to an HS-DSCH. However the decision is not properly reflected in the specification and this contribution presents a CR for this purpose. 

This contribution also presents a mechanism to prevent irrelevant data loss due to a MAC-hs buffer flush by an RLC RESET. 

2. Discussion

2.1 Preventing 2 Logical Channel usages

An RLC AM entity is allowed to have 2 logical channels to separately transmit data PDUs and control PDUs. If the RLC entity is not using the HS-DSCH, these separate logical channels have some benefits in a sense of prioritizing more important data. However if the AM entity is mapped to HS-DSCH, the usage of 2 logical channel could cause problems as pointed out in [1].

So at the last RAN2 meeting, the conclusion was that it should be preferred not to use 2 logical channels in case of an RLC AM entity mapped to HS-DSCH. 

The first draft CR attached in this contribution is reflecting the decision in TS 25.322.
2.2 MAC-hs buffer flush upon RLC RESET

With the above solution, there still remains a problem we need to cope with. When an RLC RESET is performed, data may remain in a priority queue and consequently be transmitted wasting radio resource. 

To solve this, it was previously proposed that the RNC informs the Node B about the RLC RESET and the Node B flush the priority queue storing the data from the radio bearer being reset [2]. 

This solution was not warmly welcomed because it imposes a possibility of flushing data from other radio bearers as well. Therefore an updated solution is proposed in this contribution.
The identified problem only exists when multiple RLC entities are mapped to a single priority queue. If a priority queue is accommodating only one RLC AM entity, then we can flush the priority queue without losing relevant PDUs from other logical channels. Therefore the proposal is to allow RLC to send an RLC RESET indication to the Node B only when the RLC entity is not multiplexed with other RLC entities in a priority queue.

The following sequence would take place:
1. RRC informs RLC whether it is multiplexed with other RLCs on the same priority queue or it has the pririty queue to itself, upon the RLC establishment.

2. When an RLC RESET happens, and if the RLC entity is multiplexed with other RLC entities then the RLC entity does not inform Node B of the RLC RESET occurence. 

3. When an RLC RESET happens, and if the RLC entity has a priority queue to itself, then the RLC entity informs Node B of the RLC RESET occurence.

4. Node B flushes a related priority queue when an RLC RESET indication arrives from RNC.
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Figure 1. Description of the proposed scheme

Figure 1 describes the proposed scheme. 
1. RB #10, RB#11 and RB #12 mapping to HS-DSCH is established.
2. RRC establishes 3 RLC entities for those Radio Bearers by sending CRLC-CONFIG-REQ primitives.

3-1. Priority Queue Multiplexing Indicator is set to ‘YES’ in the primitives establishing RB #10 and RB #11‘s RLC entities , which means that those RLCs share a priority queue with other RLC entities.

3-2. Priority Queue Multiplexing Indicator is set to ‘NO’ in the primitive establishing RB #12’s RLC entities, which means that the RLC entity does not share a priority queue.

4-1. When RLC RESET occurs on the RB #12’s RLC, the RLC entity sends RLC RESET INDICATOR parameter in MAC-DATA –REQ primitive carrying RESET PDU. 
4-2. When RLC RESET occurs on the RB#10 or RB#11’s RLC entity, the RLC entity does not sends RLC RESET INDICATOR parameter in MAC-DATA-REQ primitive carrying RESET PDU.

With the above scheme, we can solve the problem of transmitting unnecessary PDU’s through the air interface without any major change on the specification, when RLC RESET occurs. 
3. Conclusion
This contribution contains 3 draft CRs.

The first CR proposes to add a note stating that a configuration using 2 Logical channels for one RLC AM entity should not be used on HS-DSCH.
The second CR proposes to include a new parameter Priority Queue Multiplexing Indicator in CRLC-CONGIF-REQ primitive.
The third CR proposes to include a new parameter RLC RESET INDICATOR in the MAC-DATA-REQ primitive.

It is proposed to discuss these issues and agree on the attach CRs.
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4.2.1.3.1
Transmitting side

The transmitting side of the AM-RLC entity receives RLC SDUs from upper layers through the AM-SAP.

RLC SDUs are segmented and/or concatenated into AMD PDUs of a fixed length. The segmentation is performed if the received RLC SDU is larger than the length of available space in the AMD PDU. The AMD PDU size is a semi-static value that is configured by upper layers and can only be changed through re-establishment of the AM RLC entity by upper layers. The AMD PDU may contain segmented and/or concatenated RLC SDUs. The AMD PDU may also contain Padding to ensure that it is of a valid size. Length Indicators are used to define boundaries between RLC SDUs within AMD PDUs. Length Indicators are also used to define whether Padding or Piggybacked STATUS PDU is included in the AMD PDU.

After the segmentation and/or concatenation are performed, the AMD PDUs are placed in the Retransmission buffer and at the MUX.

AMD PDUs buffered in the Retransmission buffer are deleted or retransmitted based on the status report found within a STATUS PDU or Piggybacked STATUS PDU sent by the peer AM RLC entity. This status report may contain positive or negative acknowledgements of individual AMD PDUs received by the peer AM RLC entity.
The MUX multiplexes AMD PDUs from the Retransmission buffer that need to be retransmitted, and the newly generated AMD PDUs delivered from the Segmentation/Concatenation function.

The PDUs are delivered to the function that completes the AMD PDU header and potentially replaces padding with piggybacked status information. A Piggybacked STATUS PDUs can be of variable size in order to match the amount of free space in the AMD PDU. The AMD PDU header is completed based on the input from the RLC Control Unit that indicates the values to set in various fields (e.g. Polling Bit). The function also multiplexes, if required, Control PDUs received from the RLC Control Unit (RESET and RESET ACK PDUs), and from the Reception buffer (Piggybacked STATUS and STATUS PDUs), with AMD PDUs.
The ciphering (if configured) is then applied to the AMD PDUs. The AMD PDU header is not ciphered. Piggybacked STATUS PDU and Padding in AMD PDU (when present) are ciphered. Control PDUs (i.e. STATUS PDU, RESET PDU, and RESET ACK PDU) are not ciphered.
The transmitting side of the AM RLC entity submits AMD PDUs to the lower layer through either one or two DCCH or DTCH logical channels.

Note: if an AM RLC entity is mapped to HS-DSCH transport channel, the AM RLC entity should not use two logical channels to submit AMD PDUs to the lower layer. 
3GPP TSG-RAN2 Meeting #37 
Tdoc (
DocNumber

Budapest, Hungary, 24th  ~  29th August 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.322
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	

	

	Title:
(

	Defining a new parameter for MAC-hs buffer flush upon RLC RESET

	
	

	Source:
(

	Samsung

	
	

	Work item code:
(

	TEI 5
	
	Date: (

	25/08/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel 5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	It is not possible to flush MAC-hs buffer when RLC RESET is initiated, which could waste air resource.

	
	

	Summary of change:
(

	New parameter “Priority Queue Multiplexing Indicator” is defined in AM_parameters of CRLC_CONFIG_REQ primitive. 

	
	

	Consequences if 
(

not approved:
	Useless MAC-hs PDUs will sometimes be transmitted when RLC RESET procedure is initated.

	
	

	Clauses affected:
(

	8.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.1
Primitives between RLC and upper layers

The primitives between RLC and upper layers are shown in table 8.1.

Table 8.1: Primitives between RLC and upper layers

	Generic Name
	Parameters

	
	Req.
	Ind.
	Resp.
	Conf.

	RLC-AM-DATA
	Data, CNF, DiscardReq, MUI, UE-ID type indicator 
	Data, DiscardInfo
	Not Defined
	Status, MUI

	RLC-UM-DATA
	Data, UE-ID type indicator, DiscardReq, MUI
	Data
	Not Defined
	MUI 

	RLC-TM-DATA
	Data, UE-ID type indicator, DiscardReq, MUI
	Data, Error_Indicator
	Not Defined
	MUI 

	CRLC-CONFIG
	E/R, Stop (UM/AM only), Continue (UM/AM only), Ciphering Elements (UM/AM only),

TM_parameters (TM only), UM_parameters (UM only), AM_parameters (AM only)
	Not Defined
	Not Defined
	Not Defined

	CRLC-SUSPEND (UM/AM only)
	N
	Not Defined
	Not Defined
	VT(US) (UM only), VT(S) (AM only)

	CRLC-RESUME (UM/AM only)
	No Parameter
	Not Defined
	Not Defined
	Not Defined

	CRLC-STATUS
	Not Defined
	EVC
	Not Defined
	Not Defined


Each Primitive is defined as follows:

RLC-AM-DATA-Req/Ind/Conf

-
RLC-AM-DATA-Req is used by upper layers to request transmission of an RLC SDU in acknowledged mode.

-
RLC-AM-DATA-Ind is used by the AM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in acknowledged mode and to indicate to upper layers of the discarded RLC SDU in the peer RLC AM entity.

-
RLC-AM-DATA-Conf is used by the AM RLC entity to confirm to upper layers the reception of an RLC SDU by the peer-RLC AM entity or to inform the upper layers of a discarded SDU.

RLC-UM-DATA-Req/Ind/Conf

-
RLC-UM-DATA-Req is used by upper layers to request transmission of an RLC SDU in unacknowledged mode.

-
RLC-UM-DATA-Ind is used by the UM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in unacknowledged mode.
-
RLC-UM-DATA-Conf is used by the UM RLC entity to inform the upper layers of a discarded SDU.

RLC-TM-DATA-Req/Ind/Conf

-
RLC-TM-DATA-Req is used by upper layers to request transmission of an RLC SDU in transparent mode.

-
RLC-TM-DATA-Ind is used by the TM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in transparent mode.
-
RLC-TM-DATA-Conf is used by the TM RLC entity to inform the upper layers of a discarded SDU.
CRLC-CONFIG-Req

This primitive is used by upper layers to establish, re-establish, release, stop, continue or modify the RLC. Ciphering elements are included for UM and AM operation.

CRLC-SUSPEND-Req/Conf

-
CRLC-SUSPEND-Req is used by upper layers to suspend the UM or AM RLC entity.

-
CRLC-SUSPEND-Conf is used by the UM or AM RLC entity to confirm that the entity is suspended.

CRLC-RESUME-Req

This primitive is used by upper layers to resume the UM or AM RLC entity after the UM or AM RLC entity has been suspended.

CRLC-STATUS-Ind

It is used by an RLC entity to send status information to upper layers.

8.2
Primitive parameters

Following parameters are used in the primitives:

1)
The parameter Data is the RLC SDU that is mapped onto the Data field in RLC PDUs. When AM or UM RLC entities are used, the length of the Data parameter is a multiple of 8 bits, otherwise (TM RLC entity) the length of Data parameter is a bit-string whose length may not be a multiple of 8 bits.

2)
The parameter Confirmation Request (CNF) indicates whether the transmitting side of the AM RLC entity needs to confirm the reception of the RLC SDU by the peer-RLC AM entity. If required, once all AMD PDUs that make up the RLC SDU are positively acknowledged by the receiving AM RLC entity, the transmitting AM RLC entity notifies upper layers.

3)
The parameter Message Unit Identifier (MUI) is an identity of the RLC SDU, which is used to indicate which RLC SDU that is confirmed with the RLC-AM-DATA-Conf. primitive, or discarded with the RLC-AM/UM/TM-DATA-Conf. Primitive.
4)  The parameter E/R indicates establishment, re-establishment, release or modification of an RLC entity, where re-establishment is applicable to AM and UM RLC entities only. If re-establishment is requested, the state variables and configurable parameters are initialised according to subclause 9.7.7. If release is requested, all protocol parameters, variables and timers are released and the RLC entity enters the NULL state. If modification is requested, the protocol parameters indicated by upper layers (e.g. ciphering parameters) are only modified, while keeping the other protocol parameters, such as the protocol variables, protocol timers and protocol state unchanged. AM RLC entities are always re-established if the AMD PDU size is changed. The modification of other protocol parameters does not require a re-establishment.
5)
The parameter Event Code (EVC) indicates the reason for the CRLC-STATUS-Ind e.g., unrecoverable errors such as data link layer loss or recoverable status events such as reset.

6)
The parameter Ciphering Elements are only applicable for UM and AM operations. These parameters are Ciphering Mode, Ciphering Key, Transmitting Activation Time (Sequence Number to activate a new ciphering configuration at the Sender), Receiving Activation Time (Sequence Number to activate a new ciphering configuration at the Receiver) and HFN (Hyper Frame Number).

7)
The AM_parameters are only applicable for AM operation. These parameters are AMD PDU size, In-sequence Delivery Indication (indicating that RLC SDUs are delivered to upper layers in sequence or that they can be delivered out of sequence), Timer values (see subclause 9.5), Protocol parameter values (see subclause 9.6), Polling triggers (see subclause 9.7.1), Status triggers (see subclause 9.7.2), Periodical Status blocking configuration (see subclause 9.7.2), SDU discard mode (see subclause 9.7.3), Minimum WSN (see subclause 9.2.2.11.3), Send MRW and Priority Queue Mulitplexing Indicator. The Minimum WSN is always greater than or equal to the number of transport blocks in the smallest transport block set. The Send MRW indicates that the information of each discarded RLC SDU is sent to the Receiver, and the MRW SUFI is sent to the Receiver even if no segments of the RLC SDU to be discarded were submitted to a lower layer. Priority Queue Multiplexing Indicator indicates whether the RLC AM entity is multiplexed with other RLC entities in a Priority Queue. 
8)
The parameter DiscardInfo indicates to upper layer the discarded RLC SDU in the peer-RLC AM entity. It is applicable only when in-sequence delivery is configured and it is to be used when upper layers require the reliable data transfer.

9)
The Stop parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to (see subclause 9.7.6):

-
not transmit nor receive any RLC PDUs.

10)
The Continue parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to continue transmission and reception of RLC PDUs.
11)
The UM_parameters are only applicable for UM operation. It contains Timer_Discard value (see subclause 9.5) and largest UMD PDU size (see subclause 9.2.2.8).

12)
The TM_parameters are only applicable for TM operation. It contains e.g. segmentation indication (see subclauses 9.2.2.9 and 11.1.2.1), Timer_Discard value (see subclause 9.5) and delivery of erroneous SDU indication (see subclause 11.1.3).

13)
The N parameter indicates that an RLC entity will not send a PDU with "Sequence Number">=VT(S)+N for AM and "Sequence Number">=VT(US)+N for UM, where N is a non-negative integer.

14)
The VT(S) parameter indicates the value of the Send State Variable for the case of the AM.
15)
The VT(US) parameter indicates the value of the UM Data State Variable, for the case of the UM.
16)
The Error_Indicator parameter indicates that the RLC SDU is erroneous (see subclause 11.1.3).
17)
The parameter UE-ID type indicator indicates the RNTI type (U-RNTI or C-RNTI) to be used for the associated RLC SDU. This parameter is not required at the UE.
18)
The parameter DiscardReq indicates whether the transmitting RLC entity needs to inform the upper layers of the discarded RLC SDU. If required, the transmitting RLC entity notifies upper layers when the SDU is discarded.

19)
The parameter Status is only applicable for AM operation. This parameter indicates whether a RLC SDU is successfully transmitted or discarded.
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8.2
Primitives between MAC and RLC

8.2.1
Primitives

The primitives between MAC layer and RLC layer are shown in table 8.2.1.1.

Table 8.2.1.1: Primitives between MAC layer and RLC layer

	Generic Name
	Parameter

	
	Request
	Indication
	Response
	Confirm

	MAC-DATA
	Data, BO, UE-ID type indicator, RLC Entity Info, RLC RESET indicator
	Data, No_TB,

TD (note), Error indication
	
	

	MAC-STATUS
	
	No_PDU, PDU_Size, TX status, Status_Report_REQ
	BO,

RLC Entity Info
	

	NOTE:
TDD only.


MAC-DATA-Req/Ind:

-
MAC-DATA-Req primitive is used to request that an upper layer PDU be sent using the procedures for the information transfer service;

-
MAC-DATA-Ind primitive indicates the arrival of upper layer PDUs received within one transmission time interval by means of the information transfer service.

MAC-STATUS-Ind/Resp:

-
MAC-STATUS-Ind primitive indicates to RLC for each logical channel the rate at which it may transfer data to MAC. Parameters are the number of PDUs that can be transferred in each transmission time interval and the PDU size; it is possible that MAC would use this primitive to indicate that it expects the current buffer occupancy of the addressed logical channel in order to provide for optimised TFC selection on transport channels with long transmission time interval. At the UE, MAC-STATUS-Ind primitive is also used to indicate from MAC to RLC that MAC has requested data transmission by PHY (i.e. PHY-DATA-REQ has been submitted, see Fig. 11.2.2.1), or that transmission of an RLC PDU on RACH or CPCH has failed due to exceeded preamble ramping cycle counter.
-
MAC-STATUS-Resp primitive enables RLC to acknowledge a MAC-STATUS-Ind. It is possible that RLC would use this primitive to indicate that it has nothing to send or that it is in a suspended state or to indicate the current buffer occupancy to MAC.

8.2.2
Parameters

a)
Data:

-
it contains the RLC layer messages (RLC-PDU) to be transmitted, or the RLC layer messages that have been received by the MAC sub-layer.

b)
Number of transmitted transport blocks (No_TB) :

-
indicates the number of transport blocks transmitted by the peer entity within the transmission time interval, based on the TFI value.

c)
Buffer Occupancy (BO):

-
the parameter Buffer Occupancy (BO) indicates for each logical channel the amount of data in number of bytes that is available for transmission and retransmission in RLC layer. When MAC is connected to an AM RLC entity, control PDUs to be transmitted and RLC PDUs outside the RLC Tx window shall also be included in the BO. RLC PDUs that have been transmitted but not negatively acknowledged by the peer entity shall not be included in the BO.

d)
RX Timing Deviation (TD), TDD only:

-
it contains the RX Timing Deviation as measured by the physical layer for the physical resources carrying the data of the Message Unit. This parameter is optional and only for Indication. It is needed for the transfer of the RX Timing Deviation measurement of RACH transmissions carrying CCCH data to RRC.

e)
Number of PDU (No_PDU):

-
specifies the number of PDUs that the RLC is permitted to transfer to MAC within a transmission time interval.

f)
PDU Size (PDU_Size):

-
specifies the size of PDU that can be transferred to MAC within a transmission time interval.

g)
UE-ID Type Indicator:

-
indicates the UE-ID type to be included in MAC for a DCCH and DTCH when they are mapped onto a common transport channel (i.e. FACH, RACH, DSCH in FDD or CPCH). On the UE side UE-ID Type Indicator shall always be set to C-RNTI.
h)
TX status:

-
when set to value "transmission unsuccessful" this parameter indicates to RLC that transmission of an RLC PDU failed in the previous Transmission Time Interval, when set to value "transmission successful" this parameter indicates to RLC that the requested RLC PDU(s) has been submitted for transmission by the physical layer.
i)
RLC Entity Info
-
indicates to MAC the configuration parameters that are critical to TFC selection depending on its mode and the amount of data that could be transmitted at the next TTI. This primitive is meant to insure that MAC can perform TFC selection (see subclause 11.4).

j)
Error indication

-
When a MAC SDU is delivered to upper layer, an error indication is given for the SDU to upper layer if an error indication for the SDU has been received from lower layer.
k)
Status_Report_REQ
-
indicates to all AM RLC entities mapped on HS-DSCH to generate a status report when the MAC-hs resets.
l)  RLC RESET indictor

-
indicates to MAC-hs entity that the RLC AM entity sending the MAC-DATA-Request is under the RLC RESET procedure. 

11.6.1
Network operation

The following are the functions of the various functional entities at the network in support of the HARQ protocol used on HS-DSCH.

11.6.1.1
Scheduler

The scheduler performs the following functions:

-
Schedules all UEs within a cell;

-
Services priority queues:

-
The scheduler schedules MAC-hs SDUs based on information from upper layers. One UE may be associated with one or more MAC-d flows. Each MAC-d flow contains HS-DSCH MAC-d PDUs for one or more priority queues.

-
Determines the HARQ Entity and the queue to be serviced;

· Sets the TSN for new data blocks being transferred from the selected queue;

-
set the TSN to value 0 for the first MAC-hs PDU transmitted for each Queue ID within an HS-DSCH;

-
increment the TSN with one for each transmitted MAC-hs PDU on each Queue ID within an HS-DSCH.
NOTE:
The scheduler may re-use TSNs by toggling the NDI bit in order to resume pre-empted transmissions or to force the UE to flush the soft buffer. In this case the content of the payload may be changed but care should be taken to preserve the higher layer data order.
-
Indicates the Queue ID and TSN to the HARQ entity for each MAC-hs PDU to be transmitted;

-
Schedules new transmissions and retransmissions:

-
Based on the status reports from HARQ Processes the scheduler determines if either a new transmission or a retransmission should be made. A new transmission can however be initiated on a HARQ process at any time. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 'out-of-date' MAC-hs SDU.
-
Determines the redundancy version:

-
The scheduler determines a suitable redundancy version for each transmitted and retransmitted MAC-hs PDU and indicates the redundancy version to lower layer.
-
Determines the TDD HCSN;

-
Increment UE specific HCSN for each HS-SCCH transmission. 

11.6.1.2
HARQ entity

-
There is one HARQ entity per UE in UTRAN.

-
The HARQ entity sets the Queue ID in transmitted MAC-hs PDUs to the value indicated by the UTRAN scheduler.
-
The HARQ entity sets the transmission sequence number (TSN) in transmitted MAC-hs PDUs to the value indicated by the UTRAN scheduler.
-
The HARQ entity sets the HARQ process identifier in transmitted MAC-hs PDUs. UTRAN should:

-
determine a suitable HARQ process to service the MAC-hs PDU and set the HARQ process identifier accordingly.

11.6.1.3
HARQ process

-
The HARQ process sets the New data indicator in transmitted MAC-hs PDUs. UTRAN should:

-
set the New Data Indicator to the value "0" for the first MAC-hs PDU transmitted by a HARQ process;

-
not increment the New Data Indicator for retransmissions of a MAC-hs PDU;

-
increment the New Data Indicator with one for each transmitted MAC-hs PDU containing new data.

-
The HARQ process processes received status messages. UTRAN should:

-
deliver received status messages to the scheduler.
11.6.1.4
RLC RESET indication
-
The RLC AM entity mapped to the HS-DSCH and having a priority queue to itself sets RLC RESET indicator to the value “1” when RLC RESET PDU is included in the MAC-DATA-Request primitive. 

-
The MAC-hs entity receiving RLC RESET indicator set to “1” should:

-
flush the priority queue where the MAC-DATA-Request primitive is destined for: 

-
Deliver the received MAC-DATA-Request to the priority queue. 
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