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	It is currently not possible via the Added or reconfigured MAC-d flow IE to remove an existing MAC-hs queue from a MAC-d flow.

It is currently unclear whether the UE shall remove all MAC-hs queues mapped onto a MAC-d flow, if this MAC-d flow is indicated to be released in the Deleted DL TrCH information IE.



	
	

	Summary of change:
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	This CR includes the following changes:

Added or reconfigured MAC-d flow IE

Possibility to remove a MAC-hs queue from a MAC-d flow is introduced. Clarification is also added that only MAC-hs queues to be either reconfigured, added or deleted need to be included in the Added or reconfigured MAC-d flow IE.

Deleted DL TrCH information IE

Upon MAC-d flow deletion, it is clarified that all MAC-hs queues mapped onto this flow shall be removed.
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8.6.5.5a
Added or reconfigured MAC-d flow

If the IE "Added or reconfigured MAC-d flow" is included, the UE shall:
1> if a MAC-hs queue (identified by the IE "MAC-hs queue Id") is included in both the IE "MAC-hs queue to add or reconfigure list" and the IE "MAC-hs queue to delete list":
2>
set the variable INVALID_CONFIGURATION to TRUE.
1>
for each MAC-hs queue included in the IE "MAC-hs queue to add or reconfigure":
2>
set the release timer for each of the MAC-hs queues in the MAC-hs entity to the value in the corresponding IE "T1";

2>
set the MAC-hs receiver window size for each of the MAC-hs queues in the MAC-hs entity to the value in the corresponding IE "MAC-hs window size";

2>
apply the indicated mapping between MAC-d flows and MAC-hs queues; and

2>
configure MAC-hs with the mapping between MAC-d PDU sizes index and allowed MAC-d PDU sizes as indicated, potentially replacing already existing MAC-d PDU sizes.
1> for each MAC-hs queue included in the IE "MAC-hs queue to delete":
2>
delete any information about the MAC-hs queue identified by the IE "MAC-hs queue Id".
8.6.5.8
Deleted DL TrCH information

If the IE "Deleted DL TrCH information" is included the UE shall:


1>
if a Downlink transport channel is requested to be deleted:
2>
delete any information about the transport channel identified by the IE "DL TrCH identity".
1>
if a DL MAC-d flow is requested to be deleted:
2>
delete any information about the DL HS-DSCH MAC-d flow identified by the IE "MAC-d Flow Identity", i.e. delete any information about MAC-hs queue(s) mapped onto this MAC-d flow.
10.3.5.1a
Added or reconfigured MAC-d flow

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-hs queue to add or reconfigure list
	OP
	<1 to maxQueueID>
	
	
	REL-5

	>MAC-hs queue Id
	MP
	
	Integer(1..8)
	
	REL-5

	>MAC-d Flow Identity
	MP
	
	MAC-d Flow Identity 10.3.5.7c
	
	REL-5

	>T1
	MP
	
	Integer(10, 20, 30, 40, 50, 60, 70, 80, 90, 100, 120, 140, 160, 200, 300, 400)
	Timer (in milliseconds) when PDUs are released to the upper layers even though there are outstanding PDUs with lower TSN values.
	REL-5

	>MAC-hs window size
	MP
	
	Integer(4, 6, 8, 12, 16, 24, 32)
	
	REL-5

	>MAC-d PDU size Info
	OP
	<1 to max MACdPDUsizes>
	
	Mapping of the different MAC-d PDU sizes configured for the HS-DSCH to the MAC-d PDU size index in the MAC-hs header.
	REL-5

	>>MAC-d PDU size
	MP
	
	Integer

(1..5000)
	
	REL-5

	>>MAC-d PDU size index
	MP
	
	Integer(0..7)
	
	REL-5

	MAC-hs queue to delete list
	OP
	<1 to maxQueueID>
	
	
	REL-5

	>MAC-hs queue Id
	MP
	
	Integer(0..7)
	
	REL-5


AddOrReconfMAC-dFlow
::=


SEQUENCE {


mac-hs-AddReconfQueue-List




MAC-hs-AddReconfQueue-List
OPTIONAL,

mac-hs-DelQueue-List





MAC-hs-DelQueue-List
OPTIONAL
}

MAC-hs-AddReconfQueue-List ::=



SEQUENCE (SIZE(1..maxQueueIDs)) OF











MAC-hs-AddReconfQueue

MAC-hs-AddReconfQueue
::=




SEQUENCE {


mac-hsQueueId





INTEGER(1..8),


mac-dFlowId






MAC-d-FlowIdentity,


reorderingReleaseTimer



T1-ReleaseTimer,


mac-hsWindowSize




MAC-hs-WindowSize,


mac-d-PDU-SizeInfo-List



MAC-d-PDU-SizeInfo-List

}

MAC-hs-DelQueue-List ::=



SEQUENCE (SIZE(1..maxQueueIDs)) OF











MAC-hs-DelQueue

MAC-hs-DelQueue
::=




SEQUENCE {


mac-hsQueueId





INTEGER(0..7)

}
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