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	For version 3.7.0, when the IE “SCCPCH TFCS” was still valid a condition was introduced saying that if UE receives an SCCPCH TFCS and enters Cell_FACH state, then it should not use the DCH TFCS.

For version 3.8.0 the IE “SCCPCH TFCS” was made invalid because all necessary S-CCPCH configuration information is already available in the system information. A fix was introduced to the first action in the section without taking account of the later text [R2-012078].

From the current conditions in section 8.6.5.10 it appears, that in case IE "SCCPCH TFCS" is not included, IE "DL DCH TFCS" is included and UE enters CELL_FACH, an UE shall apply the "DL DCH TFCS".
This is obviously not intended but the S-CCPCH system information shall apply in this case.
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	Remove the criterion that IE "SCCPCH TFCS" is included from the condition to ignore/apply IE “DL DCH TFCS” 
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8.6.5.10
DL Transport channel information common for all transport channels

If the IE "DL Transport channel information common for all transport channels" is included the UE shall:

1>
if the IE "SCCPCH TFCS" is included:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE choice "mode" is set to FDD:

2>
if the choice "DL parameters" is set to 'explicit':

3>
if the IE "DL DCH TFCS" is included:

4>
if the state the UE enters after handling the received information is other than CELL_DCH:

5>
ignore the received IE "DL DCH TFCS".

NOTE:
the IE "DL Transport channel information common for all transport channels" always includes a DL DCH TFCS configuration, either by including the IE "DL DCH TFCS " or by specifying that the TFCS is the same as in UL. If UTRAN does not require the reconfiguration of the concerned parameters, UTRAN may replace one TFC with the value that is already assigned for this IE.

4>
else:

5>
perform actions as specified in subclause 8.6.5.2.

1>
if the IE choice "mode" is set to TDD:

2>
if the IE "Individual DL CCTRCH information" is included:

3>
for each DL TFCS identified by the IE "DL TFCS identity":

4>
if the IE choice "DL parameters" is set to 'independent':

5>
perform actions for the IE "DL TFCS" as specified in subclause 8.6.5.2.

4>
if the IE choice "DL parameters" is set to 'same as UL':

5>
if the IE "UL DCH TFCS identity" indicates an existing or a new UL TFCS:

6>
store for that DL TFCS the TFCS identified by the IE "UL DCH TFCS identity".

5>
else:

6>
set the variable INVALID_CONFIGURATION to TRUE.
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