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9.2.3.1
Transport block size for FDD
For all transmissions of a transport block, the transport block size is derived from the TFRI value as specified below, except only in those cases of retransmissions where the Node-B selects a combination for which no mapping exists between the original transport block size and the selected combination of channelisation Code set and modulation type. In such cases, the transport block size index value signalled to the UE shall be set to 111111, i.e., ki=63.
Let ki be the TFRI signalled on the HS-SCCH value and let k0,i be the value in the table 9.2.3.1 corresponding to the modulation and the number of codes signalled on the HS-SCCH. Let kt be the sum of the two values: kt = ki + k0,i. The transport block size L(kt) can be obtained by accessing the position kt in the table in Annex A (normative) or by using the formula below (informative):
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Table 9.2.3.1: Values of k0,i for different numbers of channelization codes and modulation schemes

	Combination i
	Modulation scheme
	Number of channelization codes
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	0
	QPSK
	1
	1

	1
	
	2
	40

	2
	
	3
	63

	3
	
	4
	79

	4
	
	5
	92

	5
	
	6
	102

	6
	
	7
	111

	7
	
	8
	118

	8
	
	9
	125

	9
	
	10
	131

	10
	
	11
	136

	11
	
	12
	141

	12
	
	13
	145

	13
	
	14
	150

	14
	
	15
	153

	15
	16QAM
	1
	40

	16
	
	2
	79

	17
	
	3
	102

	18
	
	4
	118

	19
	
	5
	131

	20
	
	6
	141

	21
	
	7
	150

	22
	
	8
	157

	23
	
	9
	164

	24
	
	10
	169

	25
	
	11
	175

	26
	
	12
	180

	27
	
	13
	184

	28
	
	14
	188

	29
	
	15
	192


Annex A (normative):
HS-DSCH Transport Block Size Table
The following table provides the mapping between kt (as per the definition in section 9.2.3.1) and the HS-DSCH Transport Block Size (L(kt)):
	kt
	L(kt)

	1
	137

	2
	149

	3
	161

	4
	173

	5
	185

	6
	197

	7
	209

	8
	221

	9
	233

	10
	245

	11
	257

	12
	269

	13
	281

	14
	293

	15
	305

	16
	317

	17
	329

	18
	341

	19
	353

	20
	365

	21
	377

	22
	389

	23
	401

	24
	413

	25
	425

	26
	437

	27
	449

	28
	461

	29
	473

	30
	485

	31
	497

	32
	509

	33
	521

	34
	533

	35
	545

	36
	557

	37
	569

	38
	581

	39
	593

	40
	605

	41
	616

	42
	627

	43
	639

	44
	650

	45
	662

	46
	674

	47
	686

	48
	699

	49
	711

	50
	724

	51
	737

	52
	751

	53
	764

	54
	778

	55
	792

	56
	806

	57
	821

	58
	836

	59
	851

	60
	866

	61
	882

	62
	898

	63
	914

	64
	931

	65
	947

	66
	964

	67
	982

	68
	1000

	69
	1018

	70
	1036

	71
	1055

	72
	1074

	73
	1093

	74
	1113

	75
	1133

	76
	1154

	77
	1175

	78
	1196

	79
	1217

	80
	1239

	81
	1262

	82
	1285

	83
	1308

	84
	1331

	85
	1356

	86
	1380

	87
	1405

	88
	1430

	89
	1456

	90
	1483

	91
	1509

	92
	1537

	93
	1564

	94
	1593

	95
	1621

	96
	1651

	97
	1681

	98
	1711

	99
	1742

	100
	1773

	101
	1805

	102
	1838

	103
	1871

	104
	1905

	105
	1939

	106
	1974

	107
	2010

	108
	2046

	109
	2083

	110
	2121

	111
	2159

	112
	2198

	113
	2238

	114
	2279

	115
	2320

	116
	2362

	117
	2404

	118
	2448

	119
	2492

	120
	2537

	121
	2583

	122
	2630

	123
	2677

	124
	2726

	125
	2775

	126
	2825

	127
	2876

	128
	2928

	129
	2981

	130
	3035

	131
	3090

	132
	3145

	133
	3202

	134
	3260

	135
	3319

	136
	3379

	137
	3440

	138
	3502

	139
	3565

	140
	3630

	141
	3695

	142
	3762

	143
	3830

	144
	3899

	145
	3970

	146
	4042

	147
	4115

	148
	4189

	149
	4265

	150
	4342

	151
	4420

	152
	4500

	153
	4581

	154
	4664

	155
	4748

	156
	4834

	157
	4921

	158
	5010

	159
	5101

	160
	5193

	161
	5287

	162
	5382

	163
	5480

	164
	5579

	165
	5680

	166
	5782

	167
	5887

	168
	5993

	169
	6101

	170
	6211

	171
	6324

	172
	6438

	173
	6554

	174
	6673

	175
	6793

	176
	6916

	177
	7041

	178
	7168

	179
	7298

	180
	7430

	181
	7564

	182
	7700

	183
	7840

	184
	7981

	185
	8125

	186
	8272

	187
	8422

	188
	8574

	189
	8729

	190
	8886

	191
	9047

	192
	9210

	193
	9377

	194
	9546

	195
	9719

	196
	9894

	197
	10073

	198
	10255

	199
	10440

	200
	10629

	201
	10821

	202
	11017

	203
	11216

	204
	11418

	205
	11625

	206
	11835

	207
	12048

	208
	12266

	209
	12488

	210
	12713

	211
	12943

	212
	13177

	213
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	214
	13657

	215
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	216
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	217
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	218
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