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	RRC allows to explicitly configure the Process Memory size for every HARQ process. However it has been forgotten to provide the relation between HARQ Process identifier and Process Memory size.  This leaves room for interpretation, which would in consequence lead to interoperability problems between UTRAN and UEs. For example a UE might assume HARQ first rate matching stage parameters NIR different from the parameters actually used by UTRAN. In this case it can happen that a UE is not able to correctly decode transport blocks received on HS-DSCH.
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/* Text ommited */
8.6.5.6b
HARQ Info

If the IE "HARQ Info" is included, the UE shall:

1>
configure the MAC-hs entity with the number of HARQ processes indicated in IE "Number of Processes";

1>
if the IE "Memory Partitioning" is set to 'Implicit':

2>
partition the soft memory buffer in the MAC-hs entity equally among the processes configured above.

1>
if the IE "Memory Partitioning" is set to 'Explicit':

2>
partition the soft memory buffer in the MAC-hs entity according to the IE "Process memory size".
2> consider the first instance of the IE “Process Memory size” as process memory size related to HARQ process identifier (xhap,1, xhap,2, xhap,3)=(0,0,0) [27], the second instance as process memory size related to HARQ process identifier 1 (xhap,1, xhap,2, xhap,3)=(0,0,1) [27], and so on.
/* Text ommited */
10.3.5.7a
HARQ Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Number of Processes
	MP
	
	Integer

(1..8)
	
	REL-5

	CHOICE Memory Partitioning
	MP
	
	
	
	REL-5

	>Implicit
	
	
	
	UE shall apply memory partitioning of equal size across all HARQ processes
	REL-5

	>Explicit 
	
	
	
	
	REL-5

	>>Memory size
	MP
	<1 to MaxHProcesses>
	
	
	REL-5

	>>>Process Memory size
	MP
	
	Integer(800 .. 16000 by step of 800, 17600 .. 32000 by step of 1600, 36000 .. 80000 by step of 4000, 88000 .. 160000 by step of 8000, 176000 .. 304000 by step of 16000)
	Maximum number of soft bits available in the virtual IR buffer [27] 
	REL-5
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