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8.6.5.5a
Added or reconfigured MAC-d flow

If the IE "Added or reconfigured MAC-d flow" is included, the UE shall:

1>
if a MAC-hs queue (identified by the IE "MAC-hs queue Id") is included in both the IE "MAC-hs queue to add or reconfigure list" and the IE "MAC-hs queue to delete list":

2>
set the variable INVALID_CONFIGURATION to TRUE.
1>
for each MAC-hs queue included in the IE "MAC-hs queue to add or reconfigure":

2>
set the release timer for each of the MAC-hs queues in the MAC-hs entity to the value in the corresponding IE "T1";

2>
set the MAC-hs receiver window size for each of the MAC-hs queues in the MAC-hs entity to the value in the corresponding IE "MAC-hs window size";

2>
apply the indicated mapping between MAC-d flows and MAC-hs queues; and

2>
configure MAC-hs with the mapping between MAC-d PDU sizes index and allowed MAC-d PDU sizes as indicated, potentially replacing already existing MAC-d PDU sizes.

1>
for each MAC-hs queue included in the IE "MAC-hs queue to delete":

2>
delete any information about the MAC-hs queue identified by the IE "MAC-hs queue Id".
….
8.6.5.6b
HARQ Info

If the IE "HARQ Info" is included, the UE shall:

1>
configure the MAC-hs entity with the number of HARQ processes indicated in IE "Number of Processes";
1>
assign to each of these HARQ processes IDs going from 0 to “Number of Processes” – 1;
1>
if the IE "Memory Partitioning" is set to 'Implicit':

2>
partition the soft memory buffer in the MAC-hs entity equally among the processes configured above.

1>
if the IE "Memory Partitioning" is set to 'Explicit':

2>
partition the soft memory buffer in the MAC-hs entity according to the IE "Process memory size" assuming that the order in the list follows the order in the HARQ process IDs.

….

10.3.5.1a
Added or reconfigured MAC-d flow

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-hs queue to add or reconfigure list
	OP
	<1 to maxQueueID>
	
	
	REL-5

	>MAC-hs queue Id
	MP
	
	Integer(0..7)
	The MAC-hs queue ID is unique across all MAC-d flows.
	REL-5

	>MAC-d Flow Identity
	MP
	
	MAC-d Flow Identity 10.3.5.7c
	
	REL-5

	>T1
	MP
	
	Integer(10, 20, 30, 40, 50, 60, 70, 80, 90, 100, 120, 140, 160, 200, 300, 400)
	Timer (in milliseconds) when PDUs are released to the upper layers even though there are outstanding PDUs with lower TSN values.
	REL-5

	>MAC-hs window size
	MP
	
	Integer(4, 6, 8, 12, 16, 24, 32)
	
	REL-5

	>MAC-d PDU size Info
	OP
	<1 to max MACdPDUsizes>
	
	Mapping of the different MAC-d PDU sizes configured for the HS-DSCH to the MAC-d PDU size index in the MAC-hs header.
	REL-5

	>>MAC-d PDU size
	MP
	
	Integer

(1..5000)
	
	REL-5

	>>MAC-d PDU size index
	MP
	
	Integer(0..7)
	
	REL-5

	MAC-hs queue to delete list
	OP
	<1 to maxQueueID>
	
	
	REL-5

	>MAC-hs queue Id
	MP
	
	Integer(0..7)
	The MAC-hs queue ID is unique across all MAC-d flows.
	REL-5


….

10.3.5.7a
HARQ Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Number of Processes
	MP
	
	Integer

(1..8)
	
	REL-5

	CHOICE Memory Partitioning
	MP
	
	
	
	REL-5

	>Implicit
	
	
	
	UE shall apply memory partitioning of equal size across all HARQ processes
	REL-5

	>Explicit 
	
	
	
	
	REL-5

	>>Memory size
	MP
	<1 to MaxHProcesses>
	
	
	REL-5

	>>>Process Memory size
	MP
	
	Integer(800 .. 16000 by step of 800, 17600 .. 32000 by step of 1600, 36000 .. 80000 by step of 4000, 88000 .. 160000 by step of 8000, 176000 .. 304000 by step of 16000)
	Number of soft channel bits
	REL-5
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