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	Reason for change:
(

	The spec does not take into account the exception process of Radio Link Deletion for Active Set Update.

Refer to the following procedrue in IOT:

1) RNC sends Active Set Update message to UE indicating the deletion of RL(s), for some reason, the message “ACTIVE SET UPDATE COMPLETE”is not received by RNC. 
2) RNC does not remove the indicated RL(s);

3) NodeB will detect the out-synchroniaction of RL(s) and it will indicate RNC to remove the RL(s);

4) RNC tells UE to remove the RL(s), but UE finds it have removed these. It will respond with failure message. 

5) RNC will not remove the RL(s)

	
	

	Summary of change:
(

	Under this circumstance, it is better if UE responds with ACTIVE SET UDPATE COMPLETE message.
1) 1) in the chapter 8.3.4.3, Add the following description:

If these RLs do not exist, the removal shall be considered as success.

2) In the chapter 8.3.4.5, Remove the following description:

 -
a radio link indicated by the IE "Radio Link Removal Information" does not exist in the active set; and/or
Isolated Impact Analysis:

This CR correct the UE behaviour during the ACTIVE SET UPDATE procedure. It would not affect implementations behaving like indicated in the CR, it would affect implementations supporting the corrected functionality otherwise.
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	If not approved, the RLs inconsistency between RNC and UE will keep until the RRC connection is disconnected.

	
	

	Clauses affected:
(

	8.3.4.3, 8.3.4.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	None


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE

Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
The UE shall:

1>
first add the RLs indicated in the IE "Radio Link Addition Information";

1> remove the RLs indicated in the IE "Radio Link Removal Information". If these RLs do not exist, the removal shall be considered as success. If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

8.3.4.5
Invalid configuration

If any of the following conditions are valid:

 -
a radio link indicated by the IE "Downlink DPCH info for each RL" in the IE "Radio link addition information" has a different spreading factor than the spreading factor for the radio links in the active set that will be established at the time indicated by the IE "Activation time"; and/or

-
a radio link in the IE "Radio link addition information" is also present in the IE "Radio Link Removal Information"; and/or

-
the IE "Radio Link Removal Information" contains all the radio links which are part of or will be part of the active set at the time indicated by the IE "Activation time"; and/or

-
the IE "TX Diversity Mode" is not set to "none" and it indicates a diversity mode that is different from the one currently used (<STTD>, <closed loop mode1>, or <closed loop mode2>) in all or part of the active set; and/or

-
a radio link indicated by the IE "Radio Link Removal Information" does not exist in the active set; and/or
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