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	Reason for change:
(

	Section 8.1.1.6.1 describes the handling of core network information received in SIB1 for idle mode and connected mode. In both idle mode and connected mode the UE AS is required to use the information to check the suitability of the cell (i.e. to check that the cell does not belong to a forbidden LA). In idle mode the UE AS is required to forward the information to NAS for the purpose of triggering LAU or RAU procedures.

However, the current text requires that in both idle mode and connected mode the UE AS is required to inform the NAS about the absence of CN information for a particular CN domain. In the absence of CN information the NAS will not initiate any signalling towards that domain.

It is inconsistent that the UE AS only informs that NAS about the presence of CN information for a domain only when in idle mode, but informs the NAS about the absence of CN information when in idle mode and connected mode.

If a UE is camped on a cell under a DRNC which has temporarily lost its connection to an MSC or SGSN then SIB1 of the cell would not contain the CN information for that domain. The current text would require that the UE informs the NAS and this would mean that signalling and calls using that domain could not be initiated. However, the UEs SRNC may still have a connection to both MSC and SGSN and so signalling and calls on both domains would actually be possible for that UE.

	
	

	Summary of change:
(

	Section 8.1.1.6.1 is changed so that the UE is required to inform the NAS about the absence of CN domain system information only when in idle mode. 

Isolated Impact Analysis
Functionality corrected: Connected mode handling of CN domain system information in SIB.

Isolated impact statement: Correction to a function where specification was incorrect. Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.

If a UE does is not implemented according to this change then in the situation that they are camped on a cell under a DRNC that has lost its connection to an MSC or SGSN, then the UE will be denied access to services of that CD domain even though those services could be provided by the UEs SRNC.
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not approved:
	If the change is not approved and if a UE is camped on a cell under a DRNC that has lost its connection to an MSC or SGSN, then the UE will be denied access to services of that CD domain even though those services could be provided by the UEs SRNC
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8.1.1.6.1
System Information Block type 1

The UE should store all relevant IEs included in this system information block if the "PLMN Type" in the variable SELECTED_PLMN has the value "GSM-MAP" and the IE "PLMN type" in the Master Information Block has the value "GSM-MAP" or "GSM-MAP and ANSI-41". The UE shall also:

1>
check that the cell, according to information included in IE "CN common GSM-MAP NAS system information", is suitable [4];

1>
if in connected mode:

2>
not forward the content of the IE "CN common GSM-MAP NAS system information" to upper layers.

1>
if in idle mode:

2>
forward the content of the IE "CN common GSM-MAP NAS system information" to upper layers.

1>
for the IE "CN domain system information list":

2>
for each IE "CN domain system information" that is present:

3>
check that the cell, according to information included in IE "CN domain specific NAS system information", is suitable [4];

3>
if in connected mode:

4>
not forward the content of the IE "CN domain specific NAS system information" to upper layers.

3>
if in idle mode:

4>
forward the content of the IE "CN domain specific NAS system information" and the IE "CN domain identity" to upper layers;

4>
use the IE "CN domain specific DRX cycle length coefficient" to calculate frame number for the Paging Occasions as specified in [4];

4>
store the value of the IE "CN domain specific DRX cycle length coefficient" for use in connected mode.

2>
if an IE "CN domain system information" is not present for a particular CN domain:
3>
if in idle mode:
4>
indicate to upper layers that no CN system information is available for that CN domain.

1>
if the UE has not yet entered UTRA RRC connected mode:

2>
store the values of the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS.

1>
use the values stored in the variable TIMERS_AND_CONSTANTS for the relevant timers and constants.
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