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2
References

Note:
Add relevant references to introduce MBMS into this specification.
3
Definitions and abbreviations

Note:
Add MBMS related definitions and abbreviations.
4
General

4.2
MAC architecture

Note:
MAC-c/sh needs to be chaged to MAC-c/sh/m which support MCCH and MTCH. Description of MBMS related functions in MAC-c/sh/m needs to be added.
4.3
Channel structure

Note:
Add new logical channels, i.e. MCCH and MTCH.
5
Services provided to upper layers

Note:
For this subclause, no change to introduce MBMS is foreseen.
6
Functions

6.1
Description of the MAC functions

Note:
Add MBMS related MAC function. Identification of MBMS services on common traport channels is proposed to be added.
6.2
Relation between MAC Functions and Transport Channels
Note:
Update tables to describe MAC functions corresponding to FACH carrying MCCH/MTCH.
7
Services expected from physical layer

Note:
For this subclause, no change to introduce MBMS is foreseen.
8
Elements for layer-to-layer communication

Note:
MBMS related parameters in primitives may need to be added.
9
Elements for peer-to-peer communication

Note:
Add new MAC PDU formats and update TCTF field to introduce MCCH and MTCH. Also, for this purpose, new field may need to be added to the MAC header.
10
Handling of unknown, unforeseen and erroneous protocol data
Note:
For this subclause, no change to introduce MBMS is foreseen.
11
Specific functions

11.2
Control of RACH transmissions

Note:
MBMS related control of RACH transmissions may need to be added, if necessary.
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