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1. Overall Description:

RAN2 thank T1 for their LS [1] on Proposed Modification to HSDPA Radio Bearer Settings.
RAN2 have agreed that MAC-d PDU size of 336 bits should be in the default message for setting up the HSDPA RB. However, in RAN2’s opinion both MAC-d PDU sizes of 336 and 656 bits should be tested with equal priority. Therefore, RAN2 kindly advise T1 to choose the MAC-d PDU size for a test case such that each MAC-d PDU size can be used approximately in half of the HSDPA test cases in order to increase the test coverage and at the same time to reduce the number of test cases.
Regarding the downlink configuration of the DTCH, RAN2 would recommend the following configurations to be tested:

· One DL DTCH configuration using the RB Multiplexing option set to “HS-DSCH” and only HS-DSCH transport channel configured. This configuration may be used for example to test basic HSDPA functionality. This configuration could be the default configuration, and
· One DL DTCH configuration using 2 RB Multiplexing options, one to “DCH" and the other to "HS-DSCH”. Configuring either the corresponding DCH or MAC-d flow will result in the DTCH being mapped to the DPCH or HS-PDSCH. This may be used for example to test channel type switching from DCH to HS-DSCH or RRC state changes.  

2. Actions:

To T1 group:
RAN2 kindly ask T1 to take the above points into account for test cases of HSDPA Radio Bearers.
3. Date of Next T1 Meetings:

3GPP TSG-RAN WG2 meeting #44
04-08 October

Sophia-Antipolis, France
3GPP TSG-RAN WG2 meeting #45
15-19 November
Shin-yokohama, Japan
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