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10.3.7.88
UE positioning GPS acquisition assistance

This IE contains parameters that enable fast acquisition of the GPS signals in UE-assisted GPS positioning.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds rounded down to the nearest millisecond unit. It is also the time when satellite information is valid.

	UTRAN GPS reference time
	OP
	
	
	

	>UTRAN GPS timing of cell frames
	MP
	
	Integer(0 ... 2322431999999)
	GPS timing of cell frames in steps of 1 chip.

	>CHOICE mode
	OP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship

	>>TDD
	
	
	
	

	>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GPS timing of cell frames time stamps.

	Satellite information
	MP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>Doppler (0th order term)
	MP
	
	Real(-5120..5117.5 by step of 2.5)
	Hz

	>Extra Doppler
	OP
	
	
	

	>>Doppler (1st order term)
	MP
	
	Real (-0.966..0.483 by step of 0.023)
	Hz/s 

	>>Doppler Uncertainty
	MP
	
	Enumerated (12.5,25,50,100,200)
	Hz.

Three spare values are needed.
The Doppler experienced by a stationary UE is in the range “Doppler – Doppler Uncertainty” to “Doppler + Doppler Uncertainty”.

	>Code Phase 
	MP
	
	Integer(0..1022)
	GPS chips
Increasing binary values of the field signify increasing predicted pseudoranges.

	>Integer Code Phase 
	MP
	
	Integer(0..19)
	
Number of code periods that have elapsed since the latest GPS bit boundary, in units of C/A code period.

	>GPS Bit number 
	MP
	
	Integer(0..3)
	Specifies GPS bit number modulo 4 

	>Code Phase Search Window
	MP
	
	Integer(1023,1,2,3,4,6,8,12,16,24,32,48,64,96,128,192)
	
Expected code-phase is in the range “Code Phase – Code Phase Search Window” to “Code Phase + Code Phase Search Window”.

	>Azimuth and Elevation
	OP
	
	
	

	>>Azimuth
	MP
	
	Real(0..348.75 by step of 11.25)
	Degrees
An angle of x degrees means the satellite azimuth a is in the range x ≤ a < x+11.25 degrees.

	>>Elevation
	MP
	
	Real(0..78.75 by step of 11.25)
	Degrees
An angle of y degrees means the satellite elevation e is in the range y ≤ e < y+11.25 degrees except for y=78.75 where the range is extended to include 90 degrees.


10.3.7.93
UE positioning GPS measured results

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	CHOICE Reference Time
	MP
	
	
	

	>UTRAN reference time
	
	
	
	

	>>UE GPS timing of cell frames 
	MP
	
	Integer(0.. 37158911999999
	GPS Time of Week in units of 1/16th UMTS chips according to [19].

33209832177664 spare values are needed.

	>>CHOICE mode
	MP
	
	
	

	>>>FDD
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship.

	>>>TDD
	
	
	
	

	>>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship.

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frames is captured.

	>GPS reference time only
	
	
	
	

	>>GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit). This time is the GPS TOW measured by the UE.

	Measurement Parameters
	MP
	1 to <maxSat>
	
	

	>Satellite ID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>C/No
	MP
	
	Integer(0..63)
	the estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (typical levels will be in the range of 20 – 50 dB-Hz).

	>Doppler
	MP
	
	Integer(-32768..32768)
	Hz, scale factor 0.2.

	>Whole GPS Chips
	MP
	
	Integer(0..1022)
	Unit in GPS chips.
Whole value of the UE GPS code-phase measurement, where increasing binary values of the field signify increasing measured pseudoranges.The UE GPS code-phase measurement is divided into the fields “Whole GPS Chips” and “Fractional GPS Chips”.

	>Fractional GPS Chips
	MP
	
	Integer(0..(210-1))
	Scale factor 2-10
Fractional value of the UE GPS code-phase measurement.

	>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	Note 1.

	>Pseudorange RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	Note 2.


NOTE 1:
The following table gives the mapping of the multipath indicator field.

	Value
	Multipath Indication

	NM
	Not measured

	Low
	MP error < 5m

	Medium
	5m < MP error < 43m

	High
	MP error > 43m


NOTE 2:
The following table gives the bitmapping of the Pseudorange RMS Error field.

	Range Index
	Mantissa
	Exponent
	Floating-Point value, xi
	Pseudorange value, P

	0
	000
	000
	0.5
	P < 0.5

	1
	001
	000
	0.5625
	0.5 <= P < 0.5625

	I
	X
	Y
	0.5 * (1 + x/8) * 2y
	xi-1 <= P < xi

	62
	110
	111
	112
	104 <= P < 112

	63
	111
	111
	--
	112 <= P
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