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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.
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Figure 1: MBMS Timeline, based on [4].

MBMS session start is the point at which the BM-SC is ready to send data.

MBMS notification informs the UEs about forthcoming and about ongoing MBMS data transfer.

MBMS Cell Group is a group of multiple cells belonging to one RNS and sharing one PDCP and RLC entity to utilize p-t-m transmission of the MBMS Service

MBMS session stop is the point at which the BM-SC determines that there will be no more data to send for some period of time.

Data transfer is the phase when MBMS data are transferred to the UEs.

MBMS service availability is the phase between start of service announcement and the end of the last session or stop of service announcement.

MBMS Iu data bearer denotes the data bearer established between SGSN and RNC to transport MBMS data

MBMS radio bearer denotes the data bearer established between RNC and UE(s) to transport MBMS data
MBMS RAB denotes both, the MBMS Iu data bearer and the MBMS radio bearer

MBMS Service Context contains the necessary information for the UTRAN to control the MBMS Service in UTRAN.

MBMS Iu signalling connection denotes the signalling connection established between the RNC and the CN node to serve one MBMS Service Context.

MBMS Service Announcement: Mechanism to allow users to be informed about the MBMS services available [4] 
Pool area: see definition in ref.[6]

MBMS Multicast Service Activation: see description in ref.[4]

Critical Information: MBMS Neighbouring Cell Information, MBMS Radio Bearer Information and MBMS Service Information sent on MCCH.

Non-critical information:  MBMS Access Information sent on MCCH.

MBMS Service Area: The area in which a specific MBMS Bearer Service is available. It is defined individually per MBMS Bearer Service. [4]
3.2
Symbols
(void)

3.3
Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TS 21.905 [1] and the following apply:
CELL_DCH


CELL_FACH


CG-Id
Cell Group Identifier

CRNC-Id
CRNC Identifier
FFS
For Further Study

MBMS

Multimedia Broadcast Multicast Service

MBMS service ID
Multimedia Broadcast Multicast Service service Identity

MBMS CG-Id
MBMS Cell Group Identifier

MBMS UCG-Id
MBMS UTRAN Cell Group Identifier

MCCH
MBMS point-to-multipoint Control Channel

MICH
MBMS notification Indicator Channel

MTCH
MBMS point-to-multipoint Traffic Channel

NI
Notification Indicator

p-t-p
Point-to-Point

p-t-m
Point-to-Multipoint

PF
Probability Factor


*** Next modified section ***
5.2.3
MCCH Information Scheduling

The MCCH information will be transmitted based on a fixed schedule. This schedule will identify the TTI containing the beginning of the MCCH information. The transmission of this information may take a variable number of TTIs and the UE will keep receiving the S-CCPCH until:

· It receives all of the MCCH information, or

· It receives a TTI that does not include any MCCH data, or
· The information contents indicate that further reception is not required (e.g. no modification to the desired service information).
Based on this behaviour, the UTRAN may repeat the MCCH information following a scheduled transmission in order to improve reliability. The MCCH schedule will be common for all services.
The entire MCCH information will be transmitted periodically based on a "repetition period". The "modification period" will be defined as an integer multiple of the repetition period. The MBMS ACCESS INFORMATION may be transmitted periodically based on an "access info period". This period will be an integer divider of the "repetition period".
MCCH information is split into critical and non-critical information. The critical information is made up of the MBMS NEIGHBOURING CELL INFORMATION, MBMS SERVICE INFORMATION and MBMS RADIO BEARER INFORMATION. The non-critical information corresponds to the MBMS ACCESS INFORMATION. Changes to critical information will only be applied at the first MCCH transmission of a modification period and in the beginning of each modification period UTRAN transmits the MBMS CHANGE INFORMATION including MBMS services ids whose MCCH information is modified at that modification period. Changes to non-critical information could take place at any time.

The Figure 2 below illustrates the schedule with which the MBMS SERVICE INFORMATION and RADIO BEARER INFORMATION would be transmitted. Different colours indicate potentially different MCCH content.
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Figure 2: MCCH Information Schedule

5.2.4
MBMS Notification



The MBMS notification mechanism is used to inform UEs of an upcoming change in critical MCCH information. Notifications are based on service groups. The mapping between service IDs and service groups will be based on a hashing mechanism. The exact details of this mechanism will be defined in the Stage 3 specifications.

The MBMS notification indicators will be sent on an MBMS specific PICH, called the MICH.  A single MICH frame will be able to carry indications for every service-group. 

Critical MCCH information can only be changed at the beginning of a modification period as described in Section 5.2.3. The MBMS notification indicator corresponding to the service group of every affected service shall be set continuously during the entire modification period preceding the first change in MCCH information related to a given service.  Subsequent changes in the MCCH information in the next modification period related to the same service can be signalled on the MCCH. 

UEs which are not any receiving MBMS service on MTCH or p-t-p channel are free to read the MBMS notification at any time; however the modification interval shall be long enough so that UEs are able to reliably detect it even if they only receive the MICH during their regular Release 99 paging occasions. The need to limit particularly long DRX cycles (e.g. 5 sec) due to MBMS reception is defined in Stage 3.

Upon detecting the MBMS notification indication for a service group, UEs interested in a service corresponding to this group shall start reading the MCCH at the beginning of the next modification period. The UE shall read at least MBMS CHANGE INFORMATION.
The Figure 3 below illustrates the timing relation between the setting of the MICH and the first MCCH critical information change. The green colour for the MICH indicates when the NI is set for the service. For the MCCH, different colours indicate MCCH content related to the notification of different services. 

UEs, which are receiving MBMS service(s) on MTCH in idle mode or URA_PCH, CELL_PCH, or CELL_FACH state shall read the MCCH at the beginning of the each modification period to receive the MBMS CHANGE INFORMATION, which will indicate MBMS service Ids whose MCCH information is modified at that modification period. If MBMS service Id, which UE has activated, is indicated in MBMS CHANGE INFORMATION the UE shall read the rest of the MCCH information.
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Figure 3: Illustration of MICH timing relative to Modification period

5.2.5
MBMS Counting

MBMS Counting is used to determine the optimum transmission mechanism for a given service.

1. The need for counting is indicated in the notification, and achieved by requesting UEs, belonging to the same MBMS service group, to establish an RRC connection. 

2. The exact number of UEs that need to be brought to RRC connected mode is an RRM issue.

3. Since it is desirable in a specific cell, to avoid bringing a large number of UEs for counting purposes to RRC connected mode at the same time (RACH load, etc), RRM may control the load due to the RRC connection establishment requests, by setting an access "probability factor".

4. Following counting, the number of subscribers that need to be maintained in RRC connected mode or for which the RNC releases their connection, is also an RRM issue. 

5. For a given MBMS service, the counting indication in the notification may be switched on and off, on per-cell basis. 

6. The RNC may use notification to indicate counting during an ongoing MBMS session (term used is re-counting). 

7. The RNC receives via Iu from CN information (MBMS service ID) about UEs who are in RRC Connected mode, and have joined the MBMS service. This information may be used for counting purposes.

The MBMS counting function includes a mechanism by which the UTRAN can prompt users interested in a given service to become RRC connected. This procedure is only applicable for UEs in idle mode and relies on the MBMS ACCESS INFORMATION transmitted on the MCCH. The probability factor indicates the probability with which UEs need to attempt an RRC connection procedure.

In order to trigger counting for a given service, the UTRAN may use the regular MBMS notification mechanism outlined in section 5.2.4 to force UEs interested in the service to read the MCCH information. 

Once a UE detects that the counting procedure is on-going for the specific service it wants to receive, it will attempt to set up an RRC connection based on the probability factor included in the MCCH. [The details of this mechanism will be defined in the Stage 3 specifications]. 

A UE in URA_PCH state which is notified on the MCCH shall initiate a cell update procedure with a specific cause based upon the information provided in the MBMS ACCESS INFORMATION.

Also, the UE will keep receiving the MBMS ACCESS INFORMATION at every access info period until UE becomes RRC connected or counting is no longer required. Whenever it receives new MBMS ACCESS INFORMATION the UE will update its probability factor with the new value. 

The Figure 4 below illustrates this mechanism. The green colour for the MICH indicates when the NI is set for the service. The green colour for the MBMS ACCESS INFORMATION indicates that the counting procedure is on-going and that UEs need to establish an RRC connection based on the included probability factor (PF). For the critical MCCH info, different colours indicate potentially different content.
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Figure 4: Illustration of Access Info period during MBMS counting

For every UE brought to RRC connected state for the purpose of counting, UTRAN will initiate the PMM Connection establishment procedure and will obtain from CN the set of MBMS services these users have joined.

Counting for on-going services (re-counting) will rely on the same scheduling of the MCCH information. 
*** Next modified section ***
6
MBMS Channel Structure 

There exists two transmission modes to provide the MBMS service:

· Point-to-point transmission (p-t-p)

· Point-to-multipoint transmission (p-t-m)
6.1
Point-to-Point Transmission

 Point-to-point transmission is used to transfer MBMS specific control/user plane information as well as dedicated control/user plane information between the network and one  UE in RRC Connected Mode. It is used only for the multicast mode of MBMS.

For a UE in CELL_FACH and Cell_DCH, DCCH or DTCH is used, allowing all existing mappings to transport channels. 

A detailed description of channels used for point-to-point transmission is given in [8].

6.2
Point-to-multipoint Transmission

Point-to-multipoint transmission is used to transfer MBMS specific control/user plane information between the network and several UEs in RRC Connected or Idle Mode. It is used for broadcast or multicast mode of MBMS.

6.2.1
Logical Channels 

6.2.1.1
MBMS point-to-multipoint Control Channel (MCCH)

This logical channel  is used for a p-t-m downlink transmission of control plane information between network and UEs in RRC Connected or Idle Mode. The control plane information on MCCH is MBMS specific and is sent to UEs in a cell with an activated (joined) MBMS service. MCCH can be sent in S-CCPCH carrying the DCCH of the UEs in CELL_FACH state, or in standalone S-CCPCH, or in same S-CCPCH with MTCH. 
Reception of paging has priority over reception of MCCH for Idle mode and URA/CELL_PCH UEs.

6.2.1.2
MBMS point-to-multipoint Traffic Channel (MTCH)

This logical channel is used for a p-t-m downlink transmission of user plane information between network and UEs in RRC Connected or Idle Mode. The user plane information on MTCH is MBMS Service specific and is sent to UEs in a cell with an activated MBMS service.

6.2.2
Transport Channel

FACH is used as a transport channel for MTCH and MCCH.

6.2.3
Physical Channel

SCCPCH is used as a physical channel for FACH carrying MTCH or MCCH.

6.2.4
Mapping between channels

Only in downlink, the following connections between logical channels and transport channels exist:

-
MCCH can be mapped to FACH

-
MTCH can be mapped to FACH

The mappings as seen from the UE and UTRAN sides are shown in Figure 5 and Figure 6 respectively.
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Figure 5: Logical channels mapped onto transport channel, seen from the UE side
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Figure 6: Logical channels mapped onto transport channel, seen from the UTRAN side

6.2.5
Data Flows through Layer 2

6.2.5.1
Data flow for MCCH mapped to FACH

For MCCH, the RLC mode to be employed is UM-RLC, with required enhancements to support out of sequence SDU delivery. A MAC header is used for logical channel type identification.

6.2.5.2
Data flow for MTCH mapped to FACH

For MTCH, the RLC mode to be employed is UM-RLC, with required enhancements to support selective combining. Quick repeat may be used in RLC-UM. A MAC header is used for logical channel type identification and MBMS service identification.

6.3.
MBMS Notification Indicator Channel 

MBMS notification utilizes a new MBMS specific PICH called MBMS Notification Indicator Channel (MICH) in cell. The exact coding is defined in Stage-3 physical layer specifications.

*** next modified section ***
8
UTRAN Signalling Flows for MBMS 

8.1
MBMS High Level Signalling Scenarios


· 
· 

8.1.1
Session start

Upon receiving a session start indication from CN, UTRAN initiates the session start sequence to allocate radio resources to UEs for receiving the MBMS content. As part of this sequence, UTRAN may apply the counting procedure (counting the number of idle mode UEs) to decide whether to use the p-t-m or p-t-p transfer mode.

The Figure 7 shows an example of a possible session start sequence.
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Figure 7: Session start
In general, the session start sequence involves the following steps:

· In case UTRAN applies counting to determine the most optimal transfer mode. the following steps are performed:

· UTRAN sets the correct MBMS Notification Indicator (NI) and sends the MBMS CHANGE INFORMATION and the MBMS ACCESS INFORMATION including service ID, and access probability on MCCH. 

· Upon DRX wakeup, UEs in idle mode as well as UEs in CELL_PCH, URA_PCH and CELL _FACH not receiving an MBMS service provided in p-t-m transfer mode evaluate the MBMS NI and if set, read the MBMS CHANGE INFORMATION from MCCH at beginning of the modification period. UEs in idle mode as well as UEs in CELL_PCH, URA_PCH and CELL _FACH receiving an MBMS service provided in p-t-m transfer mode read the MBMS CHANGE INFORMATION directly. If service Id of activated MBMS service is indicated in MBMS CHANGE INFORMATION UEs continue reading the rest of MCCH information. Upon receiving the MBMS ACCESS INFORMATION including access probability, UEs in idle mode or URA_PCH state for which the probability check passes, initiate RRC connection establishment to move to PMM CONNECTED or perform cell update procedure respectively. UEs in CELL_PCH or CELL_FACH state ignore the MBMS ACCESS INFORMATION. UTRAN counts the UEs interested in the MBMS service using UE linking from CN
· RRC Connected mode In the case that no UE is counted as present in the cell then UTRAN may decide not to provide any RB for the service in the cell.
· In case a pre- defined threshold is reached, UTRAN applies the p-t-m RB establishment procedure specified below. Otherwise, UTRAN may repeat the MBMS ACCESS INFORMATION a number of times, using different probability values. If the threshold is not reached, UTRAN applies the p-t-p RB establishment procedure


· In case UTRAN selects the p-t-m RB establishment procedure:

· UTRAN configures MTCH and updates MCCH (MBMS Service InfoRMATION and MBMS RADIO BEARER INFORMATION) by including the service ID and p-t-m RB information for the concerned MBMS service

· In case p-t-m RB establishment is not preceded by counting, UTRAN sets the correct MBMS Notification Indicator (NI) and sends MBMS CHANGE INFORMATION. 
· UTRAN sends the MBMS dedicated notification message including the service ID and cause= session start on DCCH to inform UEs in CELL_DCH that are not receiving an MBMS service provided using p-t-m transfer mode

· In case p-t-m RB establishment is preceded by counting, UEs read MCCH at the pre- defined time(s) to acquire the MBMS Service InforMATION and MBMS RADIO BEARER INFORMATION

· In case p-t-m RB establishment is not preceded by counting, Upon DRX wakeup, UEs not receiving MTCH evaluate the MBMS NI and if set, read MCCH at beginning of modification period to acquire MBMS CHANGE INFORMATION. UEs in in idle mode as well as UEs in CELL_PCH, URA_PCH and CELL _FACH receiving an MBMS service provided in p-t-m transfer mode read the MBMS CHANGE INFORMATION directly. If service Id of activated MBMS service is indicated in MBMS CHANGE INFORMATION UEs continue reading the rest of MCCH information to acquire the MBMS Service Information and MBMS RADIO BEARER INFORMATION 

· UEs that are incapable of receiving the MTCH for the session that is started in parallel to the existing activity notify the user. This enables the user to choose between the ongoing activity and the new MBMS service

· Upon receiving MBMS dedicated notification with cause= session start, UEs in CELL_DCH that are incapable of receiving the MCCH and the corresponding MTCH in parallel to the existing activity notify the user. This enables the user to choose between the ongoing activity and the new MBMS service. If the user decides to receive the new MBMS service, the UE shall read MCCH to acquire the MBMS Service InfoRMATION and MBMS RADIO BEARER INFORMATION. 

· Upon receiving the MBMS Service InfoRMATION and the MBMS RB INFORMATION including the p-t-m RB information for the concerned MBMS service, the UE starts receiving the p-t-m radio bearers 

· In case UTRAN selects the p-t-p RB establishment procedure:

· UTRAN applies conventional paging to trigger UEs in CELL_PCH to perform cell update. Furthermore, UTRAN establishes the p-t-p RB by means of appropriate RRC procedures eg. the RB setup procedure

· UEs establish the p-t-p radio bearers by means of the RRC procedure selected by UTRAN eg. the RB setup procedure 

· UTRAN updates MCCH (MBMS Service Info) to inform UEs joining or entering the cell at a later point in time.

8.1.2
Joining (during a session)

In case the user wants to join an MBMS service (before or during a session), the UE initiates NAS procedures (e.g. MBMS service activation).

If no session is ongoing upon completion of the joining procedure, the joining procedure is transparent to the AS.

In case a session using p-t-m transfer mode is ongoing upon completion of the joining procedure, the UE may initiate reception of the p-t-m radio bearers. In case the ongoing session applies p-t-p transfer mode, UTRAN may establish the p-t-p radio bearers. UTRAN would do this upon receiving a UE linking indication from CN, which normally follows the joining. As a result of the UE linking, UTRAN may decide to change the transfer mode from p-t-p to p-t-m. This change of transfer mode is out of the scope of this sequence (to be covered by a separate sequence).

The Figure 8 shows an example of a possible joining sequence.
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Figure 8: Joining with continuation of p-t-m
In general, the joining sequence involves the following steps:

· UEs in idle mode first perform RRC connection establishment, while UEs in CELL_PCH and URA_PCH first perform cell update

· UEs initiate the joining procedure (NAS)

· In case UTRAN continues to use the p-t-m transfer mode:

· UTRAN sends the MBMS dedicated notification message on DCCH including the service ID and cause= session ongoing to inform UEs in CELL_DCH

· Upon receiving MBMS dedicated notification with cause= session ongoing, UEs in CELL_DCH that are incapable of receiving the MCCH and the corresponding MTCH in parallel to the existing activity notify the upper layer. This enables the user to choose between the ongoing activity and the new MBMS service. If the user chooses to receive the new MBMS service or if the UE in Cell_DCH is capable of receiving MCCH and MTCH in parallel to the existing activity, the UE shall read MCCH at to acquire the MBMS Service InfoRMATION and MBMS RADIO BEARER INFORMATION from MCCH.

· Upon acquiring the MBMS Service InfoRMATION and the MBMS RADIO BEARER INFORMATION including the p-t-m RB information for the concerned MBMS service, the UE starts receiving the p-t-m radio bearers 

· In case UTRAN continues using the p-t-p transfer mode:

· UTRAN establishes the p-t-p RB by means of appropriate RRC procedures eg. the RB setup procedure

· UEs establish the p-t-p radio bearers by means of the RRC procedure selected by UTRAN eg. the RB setup procedure.

8.1.3
Recounting

During a p-t-m MBMS session, UTRAN may perform re- counting to verify if p-t-m is still the optimal transfer mode. The purpose of the re- counting procedure is to count the number of idle mode UEs that have joined a specific service. As a result of this procedure, UTRAN may decide to change the transfer mode from p-t-m to p-t-p. This change of transfer mode is outside the scope of this sequence (to be covered by a separate sequence).

The Figure 9 shows an example of a possible recounting sequence.
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Figure 9: Recounting with continuation of p-t-m
In case UTRAN applies re- counting to determine the most optimal transfer mode, the following steps are performed:

· UTRAN sends the MBMS CHANGE INFORMATION and the MBMS ACCESS INFORMATION including service ID, and access probability on MCCH

· UEs in idle mode as well as UEs in CELL_PCH, URA_PCH and CELL _FACH receiving an MBMS service provided in p-t-m transfer mode read the MBMS CHANGE INFORMATION at the beginning of the each modification period. If service Id of activated MBMS service is indicated in MBMS CHANGE INFORMATION UEs continue reading the rest of MCCH information.
· Upon receiving the MBMS ACCESS INFORMATION including access probability, UEs in idle mode or URA_PCH state for which the probability check passes, initiate RRC connection establishment or cell update procedure respectively. UEs in CELL_PCH or CELL_FACH state ignore the MBMS ACCESS INFORMATION.

· UTRAN counts the UEs interested in the MBMS service using UE linking from CN

· In the case that no UE is counted as present in the cell then UTRAN may decide not to provide any RB for the service in the cell.

· In case a pre- defined threshold is reached, UTRAN continues using the p-t-m transfer mode. Otherwise, UTRAN may repeat the MBMS ACCESS INFORMATION a number of times, using different probability values. If the threshold is not reached, UTRAN switches transfer mode from p-t-m to p-t-p

· In case UTRAN continues using the p-t-m transfer mode, it may return UEs that responded to counting back to idle mode by releasing the RRC connection.

8.1.4
Session stop 

UTRAN may apply the session stop procedure to inform UEs that the end of MTCH transmission concerns the end of a session rather than just an idle period. The purpose of the procedure is to reduce the UE power consumption.

The Figure 10 shows an example of a possible session stop sequence.
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Figure 10: Session stop
In case UTRAN provides the service p-t-m, the session stop sequence involves the following steps:

· UTRAN  sends the MBMS CHANGE INFORMATION and the MBMS RADIO BEARER INFORMATION including service ID and radio bearer release indicator. UTRAN updates MCCH (MBMS SERVICE INFORMATION) to inform UEs joining or entering the cell in a later point of time.
· UEs in idle mode as well as UEs in CELL_PCH, URA_PCH and CELL _FACH receiving an MBMS service provided in p-t-m transfer mode read the MBMS CHANGE INFORMATION at the beginning of the each modification period. If service Id of activated MBMS service is indicated in MBMS CHANGE INFORMATION UEs continue reading the rest of MCCH information.

·  Upon receiving this information the UE stops receiving the MTCH

· 
In case UTRAN provides the service p-t-p, the session stop sequence involves the following steps:

· UTRAN releases the p-t-p radio bearers and updates MCCH (MBMS Service Info) to inform UEs joining or entering the cell at a later point in time.

*** next modified section ***

8.3
MBMS Uu Signalling Flows

8.3.1
Broadcast of MBMS System Information
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Figure 11: Broadcast of MBMS system information.
This signalling flow is applicable for handling MBMS to UEs in PMM IDLE and PMM-CONNECTED mode. 

The purpose of the signalling flow is for UTRAN to broadcast MBMS system information to UEs using the BCCH. The MBMS SYSTEM INFORMATION shall be repeatedly transmitted after its first transmission. Upon receiving the first MBMS SYSTEM INFORMATION, the UE shall establish the radio bearer carrying an MCCH.

The MBMS SYSTEM INFORMATION includes:

-
MCCH schedule information (access info, repetition and modification periods)

- Configuration of a radio bearer carrying an MCCH

More information may be included in the MBMS SYSTEM INFORMATION.
8.3.2
MBMS Service Information
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Figure 12: MBMS service information signalling flow
This signalling flow is applicable for handling MBMS to UEs in PMM IDLE and PMM-CONNECTED mode. 
The purpose of the signalling flow is for RNC to inform UEs of all of MBMS services available in one cell.  The MBMS SERVICE INFORMATION shall be transmitted periodically to support mobility in the MBMS service. 
The MBMS SERVICE INFORMATION contains MBMS service ids and p-t-m indication. The MBMS service ids indicate the MBMS services which are being served in the cell or the MBMS services which can be served if the UE requests it. P-t-m indication indicates that the MBMS service is on p-t-m in the cell, thus it informs the UE of the need of reception of the MBMS RADIO BEARER INFORMATION. More information may be included in the MBMS SERVICE INFORMATION.

8.3.3
MBMS Radio Bearer Information
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Figure 13: MBMS radio bearer information signalling flow
This signalling flow is applicable for handling MBMS to UEs in IDLE and PMM-CONNECTED mode. 
The purpose of the signalling flow is for the RNC to inform UE(s) regarding the MTCH radio bearer information. MBMS RADIO BEARER INFORMATION is only available for p-t-m transmission. MBMS RADIO BEARER INFORMATION includes MBMS Service Id, MBMS UTRAN Cell Group Identifier, logical channel, transport channel and physical channel information per MBMS service. An MBMS UTRAN Cell Group Identifier is used to indicate to UEs which MBMS Cell Group the cell pertains to. More information may be included in MBMS RADIO BEARER INFORMATION.

8.3.4
MBMS Access Information
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Figure 14: MBMS Access Information signalling flow
This signalling flow is applicable for handling MBMS UEs in IDLE mode. 
The purpose of the signalling flow is for the RNC to inform UE(s) interested in a particular service of the potential need to establish an RRC connection. The MBMS ACCESS INFORMATION includes MBMS service id for each service for which counting is required and the associated access "probability factor". More information may be included in MBMS ACCESS INFORMATION.

8.3.5
MBMS Neighbouring Cell Information
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Figure 15: MBMS Neighbouring Cell Information signalling flow

This signalling flow is applicable for handling MBMS to UEs in PMM IDLE and CONNECTED mode.

The purpose of the MBMS NEIGHBOURING CELL INFORMATION signalling flow is for the UTRAN to inform to UEs of the MTCH configuration of the neighbouring cells which are available for selective combining. With MBMS NEIGHBOURING CELL INFORMATION the UE is able to receive MTCH transmission from neighbouring cell without reception of the MCCH of that cell. The MBMS NEIGHBOURING CELL INFORMATION shall be repeatedly transmitted on MCCH when selective combining is utilized in the MBMS p-t-m transmission in the given cell group.


8.3.6
MBMS Joined Indication
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Figure 16: MBMS joined indication signalling flow
This signalling flow is applicable for handling MBMS to UEs in RRC-Connected, PMM-IDLE state. The MBMS JOINED INDICATION is sent over the DCCH.
The signalling flow is initiated by the UE after entering RRC-Connected, PMM-IDLE state. The purpose of the signalling flow is to enable the UE to inform the SRNC that the user has joined at least one MBMS service. The SRNC requests the MBMS services the UE has joined from the SGSN as defined in 8.2.10.

8.3.7
MTCH Scheduling Information
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Figure 17: MTCH scheduling information.

This signalling flow is applicable for handling MBMS to UEs in PMM IDLE and CONNECTED mode.
1. The purpose of the signalling flow is to enable UEs to perform discontinuous reception of MTCH. The UE may discontinuously receive MTCH based on scheduling information indicated by the MTCH SCHEDULING INFORMATION. This signalling is transmitted on SCCPCH carrying MTCH. The MTCH SCHEDULING INFORMATION is signalled at predetermined intervals. The scheduling information allows to cover different periods for different MBMS services.
The MTCH SCHEDULING INFORMATION includes:
-
The beginning and duration for possible MBMS service transmissions on this SCCPCH.
8.3.8
MBMS Change Information
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Figure 18: MBMS change information.
This signalling flow is applicable for handling MBMS to UEs in PMM IDLE and CONNECTED mode. UTRAN should transmit this signalling flow in beginning of each modification period. UE shall read this information flow when detecting that MICH bits set for a service that UE has activated, or periodically at the begin of each modification period when receiving MTCH. 
The purpose of the signalling flow is to indicate MBMS services whose MCCH information is changed in that modification period. The content of MBMS CHANGE INFORMATIO shall be minimized, so that the MCCH reading time for the UEs, activated MBMS service whose MCCH information is not modified on that modification period, is minimized. 
The MBMS CHANGE INFORMATION includes:
-
The MBMS service Ids which MCCH information is modified on that modification period.
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