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------------------------------------------------ Change -----------------------------------------

8.1.3
Recounting

During a p-t-m MBMS session, UTRAN may perform re- counting to verify if p-t-m is still the optimal transfer mode. The purpose of the re- counting procedure is to count the number of idle mode UEs and URA_PCH state that have joined a specific service. A UE in URA_PCH state which has joined the specific service and is notified on the MCCH shall initiate a cell update procedure with a specific cause based upon the information provided in the MBMS ACCESS INFORMATION. As a result of this procedure, UTRAN may decide to change the transfer mode from p-t-m to p-t-p. This change of transfer mode is outside the scope of this sequence (to be covered by a separate sequence).

The Figure 18 shows an example of a possible recounting sequence.
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Figure 8.1.3: Recounting with continuation of p-t-m
In case UTRAN applies re- counting to determine the most optimal transfer mode, the following steps are performed:

· UTRAN sends the MBMS CHANGE INFORMATION and the MBMS ACCESS INFORMATION including service ID, and access probability on MCCH
· UEs in idle mode as well as UEs in CELL_PCH, URA_PCH and CELL _FACH receiving an MBMS service provided in p-t-m transfer mode read the MBMS CHANGE INFORMATION at the beginning of each modification period. If service Id of activated MBMS service is indicated in MBMS CHANGE INFORMATION UEs continue reading the rest of MCCH information.
· Upon receiving the MBMS ACCESS INFORMATION including access probability, UEs in idle mode or URA_PCH state for which the probability check passes, initiate RRC connection establishment or cell update procedure respectively. UEs in CELL_PCH or CELL_FACH state ignore the MBMS ACCESS INFORMATION.

· UTRAN counts the UEs interested in the MBMS service using UE linking from CN

· In the case that no UE is counted as present in the cell then UTRAN may decide not to provide any RB for the service in the cell.

· In case a pre- defined threshold is reached, UTRAN continues using the p-t-m transfer mode. Otherwise, UTRAN may repeat the MBMS ACCESS INFORMATION a number of times, using different probability values. If the threshold is not reached, UTRAN switches transfer mode from p-t-m to p-t-p.
· In case UTRAN continues using the p-t-m transfer mode, it may return UEs that responded to counting back to idle mode by releasing the RRC connection.
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