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At the moment the UE is not allowed to choose amongst the available transport block sizes for the transmission on messages on CCCH. This limits the usage of the “Measured results on RACH”.
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In order to determine the TF for which the margin shall be calculated the UE shall indicate the new indicator whether this transport format can be used.

The wrong statement that in order to determine the transport block size of SRB0 the “RB mapping info” shall be used is removed. 

10.3.6.55
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8.3.1.3
CELL UPDATE / URA UPDATE message contents to set

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

In case of URA update procedure the UE shall transmit a URA UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

1>
set the IE "Cell update cause" corresponding to the cause specified in subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the cause value "protocol error";

2>
set the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable FAILURE_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the value of the variable FAILURE_CAUSE.

1>
if the IE “Omit START in Cell Update” in the system information of this cell is set to true:
2>
for each CN domain for which a RAB exists as indicated in the IE RAB info of the variable “ESTABLISHED_RABS” or which is indicated in the variable "LATEST CONFIGURED CN DOMAIN":

3>
include the START value calculated according to subclause 8.5.9;
2> else include the START values for each CN domain, calculated according to subclause 8.5.9;
1>
if an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearers RB2, RB3 or RB4 is detected:

2>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE.

1>
otherwise:

2>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to FALSE.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the RB5 or upward is detected:

2>
set the IE "AM_RLC error indication (RB>4)" to TRUE.

1>
otherwise:

2>
set the IE "AM_RLC error indication (RB>4)" to FALSE.

1>
set the IE "RB Timer indicator" to the value of the variable RB_TIMER_INDICATOR;

1>
if the variable ESTABLISHMENT_CAUSE is initialised:

2>
include the IE "Establishment cause" and set it to the value of the variable ESTABLISHMENT_CAUSE.
The UE shall set the IEs in the URA UPDATE message as follows:

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
set the IE "URA update cause" corresponding to which cause as specified in subclause 8.3.1.2 that is valid when the URA UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a URA update procedure is initiated by the UE until when the procedure ends, additional URA UPDATE messages may be transmitted by the UE with different causes, depending on which causes are valid for the respective URA UPDATE message.

2>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

3>
include the IE "RRC transaction identifier"; and

4>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

3>
set the IE "Protocol error indicator" to TRUE;

3>
include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

2>
if the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE:

3>
if the value of the variable INVALID_CONFIGURATION is TRUE:

4>
include the IE "RRC transaction identifier"; and

4>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

4>
set the IE "Protocol error indicator" to TRUE;

4>
include the IE "Protocol error information" set to "Information element value not comprehended";

3>
if the value of the variable INVALID_CONFIGURATION is FALSE:

4>
set the IE "Protocol error indicator" to FALSE.

******************************Next modified Section********************************
8.5.18
Selection of RACH TTI

8.5.18.1
FDD
In FDD mode, a RACH may employ either 10 or 20 ms TTI. The supported TTI is indicated as a semi-static parameter of the RACH Transport Format in system information. The UE shall select an appropriate TTI length from the RACHs included in the list of candidate PRACH(s) according to the following rule.

The UE shall:

1>
if only RACHs with one particular TTI length are included in the list of candidate PRACH(s):

2>
select this TTI length and proceed as specified in subclause 8.5.17.

1>
if both PRACHs with 10ms and 20ms TTI lengths are included in the list of candidate PRACH(s):

2>
perform TTI selection as follows:

3>
when the UE calculates the initial preamble transmit power ("Preamble_Initial_Power") as specified in subclause 8.5.7:

4>
select a TF to be employed for calculation of a transmit power margin as follows:

5>
from the TFs supported by all candidate PRACHs keep those which correspond to a single transport block of all configured RLC sizes (i.e., the maximum RLC size applicable for RB0 taking into account the IE ”Use alternative transport block sizes”, for other RBs in connected mode, the RLC sizes configured with explicit "RB mapping info"). If more than a single TF remain applicable, the UE may select any of these. Preferably the UE should select the TF which is intended to be used at the next transmission or, if such information is not available, the TF corresponding to the largest configured RLC size.
4>
calculate a transmit power margin,


Margin = {min(Maximum allowed UL tx power, P_MAX) c)2)}
d /Pp-m + 10*log10(1 + (
max(Preamble_Initial_Power, 

Preamble_Initial_Power + 

where "Maximum allowed UL tx power" is the maximum allowed uplink transmit power indicated in system information (in dBm), and P_MAX is the maximum RF output power of the UE (dBm). The margin shall be calculated for the gain factors c of the TF selected in the step above, using 10ms TTI length.
d and 
NOTE:
the expression Preamble_Initial_Power + c)2) represents the total RACH message power if the message would be sent after the initial preamble.
d /Pp-m + 10*log10(1 + (
3>
if the resulting "Margin" value is less than 6 dB:

4>
select RACH with 20 ms TTI,
4>
if the transmission is done on SRB0 use the smallest transport block size available for SRB0
4>
proceed as specified in subclause 8.5.17.

3>
otherwise, if the last L1 message transmission on PRACH failed (see [15]):

4>
the UE may select RACH with 20ms TTI length and proceed as specified in subclause 8.5.17.

3>
otherwise:

4>
select RACH with 10ms TTI length and proceed as specified in subclause 8.5.17.
8.5.18.2
1.28 Mcps TDD

In 1.28 Mcps TDD, a RACH may be assigned a 5, 10 or 20 ms TTI. If, in one cell, more than one RACH is defined a UE shall select the RACH that is to be used for each transmission according to the following rule:

1>
if only RACHs with one particular TTI length are assigned a transport format that is suitable for the transmission of the transport block set:

2>
select this RACH's TTI length.

1>
if more than one RACHs are assigned a transport format that is suitable for the transmission of the transport block set:

2>
select the longest of the TTI lengths of these RACHs.

******************************Next modified Section********************************
10.3.6.55
PRACH system information list

	Information element
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PRACH system information
	MP
	1 .. <maxPRACH>
	
	
	

	>PRACH info
	MP
	
	PRACH info (for RACH) 10.3.6.52
	
	

	>Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	>RACH TFS
	MD
	
	Transport format set 10.3.5.23
	Default value is the value of "RACH TFS" for the previous PRACH in the list

NOTE:
The first occurrence is then MP).

NOTE:
For TDD in this release there is a single TF within the RACH TFS.
	

	>RACH TFCS
	MD
	
	Transport Format Combination Set 10.3.5.20
	Default value is the value of "RACH TFCS" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP).

NOTE:
For TDD in this release there is no TFCS required.
	

	>PRACH partitioning
	MD
	
	PRACH partitioning 10.3.6.53
	Default value is the value of "PRACH partitioning" for the previous PRACH in the list (note : the first occurrence is then MP)
	

	>Persistence scaling factors
	OP
	
	Persistence scaling factors 10.3.6.48
	This IE shall not be present if only ASC 0 and ASC 1 are defined. If this IE is absent, value is the value of "Persistence scaling factors" for the previous PRACH in the list if value exists
	

	>AC-to-ASC mapping
	CV-SIB5-MD
	
	AC-to-ASC mapping 10.3.6.1
	Only present in SIB 5 and in SIB 5bis.

Default value is the value of "AC-to-ASC mapping" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP in SIB5 and in SIB5bis.
	

	>CHOICE mode
	MP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>Primary CPICH TX power
	MD
	
	Primary CPICH TX power 10.3.6.61
	Default value is the value of "Primary CPICH TX power" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP.
	

	>>>Constant value
	MD
	
	Constant value 10.3.6.11
	Default value is the value of "Constant value" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP.
	

	>>>PRACH power offset 
	MD
	
	PRACH power offset 10.3.6.54
	Default value is the value of "PRACH power offset" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP.
	

	>>>RACH transmission parameters
	MD
	
	RACH transmission parameters 10.3.6.67
	Default value is the value of "RACH transmission parameters" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP.
	

	>>>AICH info
	MD
	
	AICH info 10.3.6.2
	Default value is the value of "AICH info" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP.
	

	>>TDD
	
	
	
	(no data)
	

	Use alternative transport block sizes
	MD
	
	Boolean
	Indicates whether the UE is allowed to use any transport block size for the transmission of uplink messages on CCCH. The default value is FALSE
	Rel-6

	Omit START in Cell Update
	MD
	
	Boolean
	Indicates whether the UE can omit START values of CN domains that are not used. The default value is FALSE
	Rel-6


	Condition
	Explanation

	SIB5-MD
	The information element is present only in SIB 5 and in SIB5bis. In SIB 5 and in SIB 5bis it is mandatory with default.


NOTE:
If the setting of the PRACH information results in that a combination of a signature, preamble scrambling code and subchannel corresponds to a RACH with different TFS and/or TFCS, then for that combination only the TFS/TFCS of the PRACH listed first is valid, where PRACHs listed in System Information Block type 5 or 5bis shall be counted first.

******************************Next modified Section********************************
11.3
Information element definitions

-- SysInfoType5bis uses the same structure as SysInfoType5

SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, the following IEs should be absent


--   and the info included in the tdd128SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 


-- included. 





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType5-v4b0ext


SysInfoType5-v4b0ext-IEs

OPTIONAL,



-- Extension mechanism for non- rel-4 information




v5xyNonCriticalExtensions
SEQUENCE {




sysInfoType5-v5xyext


SysInfoType5-v5xyext-IEs

OPTIONAL,






v6xyNonCriticalExtensionsnonCriticalExtensions


SEQUENCE {







sysInfoType5-v6xyext


SysInfoType5-v6xyext-IE,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}





OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType5-v4b0ext-IEs ::= SEQUENCE {


--The following IE PNBSCH-Allocation-r4 shall be used for 3.84Mcps TDD only.


pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL,


frequencyBandIndicator


RadioFrequencyBandFDD


OPTIONAL

}

SysInfoType5-v5xyext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType5-v6xyext-IE ::= SEQUENCE {


UseAlternativeTransportBlockSizes

BOOLEAN


OmitSTARTinCUD






BOOLEAN
}
******************************Next modified Section********************************
13.6
RB information parameters for signalling radio bearer RB 0

The following Radio Bearer parameter values apply for signalling radio bearer RB0:

	Information element/ Group name
	Value
	Comment

	RLC info
	
	

	>Uplink RLC mode
	TM
	

	>>Transmission RLC discard
	omitted
	Neither discard is used, nor will there be a reset

	>>Segmentation indication
	FALSE
	

	>Downlink RLC mode
	UM
	

	RB mapping info
	
	Single multiplexing option

	>Uplink mapping info
	
	

	>>UL transport channel
	RACH
	RACH corresponding with selected PRACH

	>>RLC size list
	N/A
	The first TF defined in the Transport Format Set for the transport channel that is used, or in the case the IE ”Use alternative transport block sizes” is set to “TRUE” the UE shall choose the Transport Format with the smallest transport block size that allows to include the information of the “measured results on RACH” as requested in IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH".

	>>MAC logical channel priority
	1
	

	>Downlink mapping info
	
	

	>>DL transport channel
	FACH
	


Procedure descriptions in subclause 8.6.4.8 shall not be applied for the IE "RB mapping info" that is used for signalling radio bearer RB0.
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