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	Reason for change:
(

	For the case of the Security Mode Command message, 25.331 8.6.3.4 ensures that the IE "Radio Bearer Downlink Ciphering Activation Time Info" contains an entry for every UM and AM radio bearer in existence for the latest configured CN Domain.  This is necessary as further clauses explain how to apply ciphering changes to these radio bearers and there is no clear action to take should a value for Downlink Ciphering Activation Time not be available.

However, there are other messages that can include the "Ciphering Mode Info" IE.  These are the five reconfiguration messages described in 8.2.2, Cell/URA Update Confirm (8.3.1) and UTRAN Mobility Information (8.3.3).  It is stated in 25.331 that for all these messages, the "Ciphering Mode Info" IE will only be included when SRNS relocation is taking place.  Further, when SRNS relocation is taking place, it is stated that all RLC instances for UM and AM radio bearers are "stopped" at the commencement of the procedure that processes the message and "continued" when the response message sent to UTRAN has been acknowledged.  Also at that time, the radio bearers will be reestablished and any new ciphering configuration will be applied immediately.

Since the RLC instances will be stopped there is no benefit to be gained from processing the "Radio Bearer Downlink Ciphering Activation Time Info" IE as per the clauses in 8.6.3.4 for these messages.  Also, since there is no check to ensure that "Radio Bearer Downlink Ciphering Activation Time Info" contains an entry for every UM and AM radio bearer in existence for the case of these messages, it is not clear how to behave should all or part of the list be absent.
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	Ciphering activation times for AM/UM RBs are irrelevant for the case of SRNS relocation. The IE "Ciphering Mode Info" is included in an RRC message performing SRNS relocation only to perform a change of ciphering algorithm (UEA0<->UEA1).
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8.6.3.4
Ciphering mode info

The IE "Ciphering mode info" defines the new ciphering configuration. At any given time, the UE needs to store at most two different ciphering configurations (keyset and algorithm) per CN domain at any given time in total for all radio bearers and three configurations in total for all signalling radio bearers.

If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE, the UE shall:

1>
ignore this second attempt to change the ciphering configuration; and

1>
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to FALSE, the UE shall:

1>
if none of the IE "Status" in the variable CIPHERING STATUS has the value "Started", and this IE "Ciphering mode info" was included in a message that is not the message SECURITY MODE COMMAND; or

1>
if the IE "Ciphering Mode Info" was received in the message SECURITY MODE COMMAND and there does not exist exactly one ciphering activation time in the IE "Radio bearer downlink ciphering activation time info" for each established RLC-AM and RLC-UM radio bearers included in the IE "RB information" in the IE "ESTABLISHED_RABS" for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN; or

1>
if the IE "Ciphering Mode Info" was received in the message SECURITY MODE COMMAND and the IE "Ciphering activation time for DPCH" is not included in the message, and there exist radio bearers using RLC-TM according to the IE "RB information" in the IE "ESTABLISHED_RABS" for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN; or

1>
if the IE "Ciphering Mode Info" was received in the message SECURITY MODE COMMAND and there does not exist exactly one ciphering activation time in the IE "Radio bearer downlink ciphering activation time info" for each established signalling radio bearer included in the IE "Signalling radio bearer information" in the IE "ESTABLISHED_RABS":

2>
ignore this attempt to change the ciphering configuration;

2>
set the variable INVALID_CONFIGURATION to TRUE;

2>
perform the actions as specified in subclause 8.1.12.4c.

1>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to TRUE;

1>
set the IE "Status" in the variable CIPHERING_STATUS of the CN domains for which the IE "Status" of the variable SECURITY_MODIFICATION is set to "Affected" to "Started";

1>
apply the new ciphering configuration in the lower layers for all RBs that belong to a CN domain for which the IE "Status" of the variable SECURITY_MODIFICATION is set to "Affected" and all signalling radio bearers:

2>
using the ciphering algorithm (UEA [40]) indicated by the IE "Ciphering algorithm" as part of the new ciphering configuration;

2>
for each radio bearer that belongs to a CN domain for which the IE "Status" of the variable SECURITY_MODIFICATION is set to "Affected" and all signalling radio bearers:

3>
using the value of the IE "RB identity" in the variable ESTABLISHED_RABS minus one as the value of BEARER [40] in the ciphering algorithm.

1>
for the downlink and the uplink, apply the new ciphering configuration as follows:

2>
if the ciphering configuration for a AM or UM radio bearer or signalling radio bearer from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the current received message includes the IE "DL Counter Synch Info" or the current received message is a RADIO BEARER RECONFIGURATION message and includes the IE "New U-RNTI":

3>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

4>
consider the new ciphering configuration to include the received new keys.

3>
else if the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

4>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN.

3>
apply the new ciphering configuration in uplink and downlink immediately following RLC re-establishment.
2>
if the IE "Ciphering activation time for DPCH" is present in the IE "Ciphering mode info" and the UE was in CELL_DCH state prior to this procedure:

3>
for radio bearers using RLC-TM:

4>
apply the old ciphering configuration for CFN less than the number indicated in the IE "Ciphering activation time for DPCH";

4>
apply the new ciphering configuration for CFN greater than or equal to the number indicated in IE "Ciphering activation time for DPCH".

2>
if the IE "Radio bearer downlink ciphering activation time info" is present:

3>
apply the following procedure for each radio bearer and signalling radio bearers using RLC-AM or RLC-UM indicated by the IE "RB identity":

4>
suspend uplink transmission on the radio bearer or the signalling radio bearer (except for the SRB where the response message is transmitted) according to the following:

5>
do not transmit RLC PDUs with sequence number greater than or equal to the uplink activation time, where the uplink activation time is selected according to the rules below.

4>
select an "RLC sequence number" at which (activation) time the new ciphering configuration shall be applied in uplink for that radio bearer according to the following:

5>
consider a ciphering activation time in uplink to be pending until the RLC sequence number of the next RLC PDU to be transmitted for the first time is equal to or larger than the selected activation time;
5>
for each radio bearer and signalling radio bearer that has no pending ciphering activation time in uplink as set by a previous procedure changing the security configuration:

6>
set a suitable value that would ensure a minimised delay in the change to the latest ciphering configuration.

5>
for each radio bearer and signalling radio bearer that has a pending ciphering activation time in uplink as set by a previous procedure changing the security configuration:

6>
for radio bearers and signalling radio bearers except SRB2:

7>
set the same value as the pending ciphering activation time.

6>
for signalling radio bearer SRB2:

7>
set a suitable value that would ensure a minimised delay in the change to the latest ciphering configuration.

4>
store the selected "RLC sequence number" for that radio bearer in the entry for the radio bearer in the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

4>
switch to the new ciphering configuration according to the following:

5>
use the old ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers smaller than the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

5>
use the new ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers greater than or equal to the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

5>
for a radio bearer using RLC-AM, when the RLC sequence number indicated in the IE "Radio bearer downlink ciphering activation time info" falls below the RLC receiving window and the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" falls below the RLC transmission window, the UE may release the old ciphering configuration for that radio bearer;

5>
if an RLC reset or re-establishment of the transmitting side of an RLC entity occurs before the activation time for the new ciphering configuration has been reached in uplink, ignore the activation time and apply the new ciphering configuration in uplink immediately after the RLC reset or RLC re-establishment;

5>
if an RLC reset or re-establishment of the receiving side of an RLC entity occurs before the activation time for the new ciphering configuration has been reached in downlink, ignore the activation time and apply the new ciphering configuration in downlink immediately after the RLC reset or RLC re-establishment.
If the IE "Radio bearer downlink ciphering activation time info" was received in another message than SECURITY MODE COMMAND:
1>
the UE behaviour is unspecified.
If the IE "Ciphering mode info" is not present, the UE shall:

1>
for the downlink and the uplink, apply the ciphering configuration as follows:

2>
if the ciphering configuration for a AM or UM radio bearer or signalling radio bearer from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the current received message includes the IE "DL Counter Synch Info" or the current received message is a RADIO BEARER RECONFIGURATION message and includes the IE "New U-RNTI":

3>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

4>
consider the ciphering configuration to include the received new keys.

3>
else if the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

4>
consider the ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN.

3>
apply the ciphering configuration in uplink and downlink immediately following RLC re-establishment. 

2>
else:
3>
not change the ciphering configuration.

10.3.3.5
Ciphering mode info

This information element contains the ciphering specific security mode control information.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Ciphering mode command
	MP
	
	Enumerated (start/restart)
	

	Ciphering algorithm 
	MP
	
	Ciphering algorithm 10.3.3.4
	

	Ciphering activation time for DPCH
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM. Only applicable if the UE is already in CELL_DCH state

	Radio bearer downlink ciphering activation time info
	OP
	
	RB activation time info, 10.3.4.13
	Used for radio bearers mapped on RLC-AM or RLC-UM
The UTRAN should not include this IE in a message other than a SECURITY MODE COMMAND
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