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1. Introduction

In the last RAN2 meeting, the problem of an ACCESS INFO interrupting other MCCH messages is discussed. It was decided that UTRAN needs to configure the duration of the Access Info period to avoid the problem. In fact the method is not as flexible as the mechanism defined in stage 2.
This contribution proposes a more flexible solution for this problem.
2. Discussion

In 25.346, it’s decided that the MBMS ACCESS INFORMATION may be transmitted periodically based on an "access info period" and this period will be an integer divider of the "repetition period". It means that the “access info period” can be configured flexibly independent on “repetition period” and changes to ACCESS INFORMATION can take place more frequently.
According to the current solution, UTRAN has to restrict the value of AIP dependent on the value of RP in order to avoid the interruption problem. So it is not so flexible that it can not achieve the object defined in Stage 2.
We propose a solution based on RLC to keep the flexibility of AIP configuration:
One of the reserved "Length Indicator" values can be used to indicate the inserted PDUs which interrupts other SDU's transmission. Such a "Length Indicator" value can be '111 1101' for 7 bits and '111 1111 1111 1101' for 15 bits. When the interruption problem happens, such a special "Length Indicator" can be set in the next PDU of the inserted PDUs. An example is shown in the Figure 1.
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Figure 1 
According to the solution, the interruption of SDU transmission is allowed. The PDU with SN=8 which contains non-critical SDU is transmitted after the PDU with SN=7 and interrupts the transmission of the critical SDU. The first "Length Indicator" field of the PDU with SN=9 can be set to '111 1101'. Then even if the PDU with SN=8 is missed and the other PDUs (SN=7, 9, 10, 11, 12, 13, 14) are received correctly, the receiver can reassemble the interrupted critical SDU. The reason for that is the receiver can know the PDU with SN=8 is an inserted PDU through the '111 1101' field of the PDU with SN=9 and can ignore the PDU with SN=8 when reassembling the critical SDU.
3. Conclusion


It is proposed that:

1.  The flexibility of AIP configuration should be kept;
2.  A method based on RLC can be adopted to solve the interrupting problem.
A draft CR to 25.322 based on the proposed method is attached. If the above proposals are accepted, we’ll provide the formal CR to 25.322.
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Length Indicator (LI)

<Cut until the next modified part>

Predefined values of the "Length Indicator" are used to indicate padding. The values that are reserved for special purposes are listed in the tables below depending on the size of the "Length Indicator". Only predefined "Length Indicator" values can refer to the padding space. These values shall only be placed after all other "Length Indicators" for a PDU.

STATUS PDUs can be piggybacked on the AMD PDU by using part or all of the padding space. A predefined "Length Indicator" shall be used to indicate the presence of a piggybacked STATUS PDU. This "Length Indicator" replaces the padding "Length Indicator". The piggybacked STATUS PDU shall be appended immediately following the PDU data. When only part of the padding space is used, the end of the piggybacked STATUS PDU is indicated by one of the SUFI fields NO_MORE or ACK. Thus no additional "Length Indicator" is required to show that there is still padding in the AMD PDU.

If "SDU discard with explicit signalling" is configured:

-
an AMD PDU can contain a maximum number of 15 "Length Indicators" indicating the end of 15 corresponding SDUs; and

-
the rest of the AMD PDU space shall be used as padding or as piggybacked STATUS PDU.

Length: 7 bits

	Bit
	Description

	0000000
	The previous RLC PDU was exactly filled with the last segment of an RLC SDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU.

	1111100
	UMD PDU: The first data octet in this RLC PDU is the first octet of an RLC SDU. AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111101
	UMD PDU: There is an inserted PDU before the current PDU. 
AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111110
	AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111111
	The rest of the RLC PDU is padding. The padding length can be zero.


Length: 15bits

	Bit
	Description

	000000000000000
	The previous RLC PDU was exactly filled with the last segment of an RLC SDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU.

	111111111111011
	The last segment of an RLC SDU was one octet short of exactly filling the previous RLC PDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU. The remaining one octet in the previous RLC PDU is ignored.

	111111111111100
	UMD PDU: The first data octet in this RLC PDU is the first octet of an RLC SDU. AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111101
	UMD PDU: There is an inserted PDU before the current PDU.

AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111110
	AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111111
	The rest of the RLC PDU is padding. The padding length can be zero.
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