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1.
Introduction
This document is merely meant to capture in a more easily accessible form the open items that are still pending for the completion of the EUL support in the MAC specification. 
2.
Large open items
Network behaviour

· It is not clear how much detail we want to add on the Node B behaviour
· Do we want to introduce measurements to enable RNC based RRM control?
· Depending on the decision, there may be substantial effects on some sections

Happy Bit

· Details of setting scheme.

· What does the power headroom take into account?
· Affects sections: 11.8.1.4
Rate-request information

· Integration of the information into the MAC-e header
· Triggering techniques

· Event triggers

· Reliability scheme in the case where the scheduling information is sent by itself

· Measurement details

· Reliability scheme in the case where the scheduling info

· Affects sections: 9.1.5, 9.2.4, 9.2.5.3.2, 11.8.1.4
Scheduling scheme

· Relative grant step size (fixed/computed)

· Details of handling of non-serving relative grants
· Relative priority of grants
· Details of autonomous ramp-up mode

· Which parameters are configurable, which are fixed and which need to be computed by the UE?

· Details of how to get in and out of ramp-up mode.

· Absolute grant details (number of bits for grant and duration information)
· Affects sections: 11.8.1.3 and potentially 11.8.1.5
E-TFC tables
· Still need to discuss the number of tables that we will be using.

· Still need to define the tables themselves.

· Affects sections: 9.2.5.4

E-TFC selection

· Rate restrictions due to power limitation

· Does the UE need to track blocking criterion both per TFC and per power offset? This would make sense since the MAC-d flow could affect the power required for each TFC.
· Stream multiplexing arbitration (data from multiple MAC-d flows into a single MAC-e PDU). There are still some questions about the best format for maintaining this information.
· Starvation

· Handling of non-scheduled transmissions 
· Prioritization

· Applicability (per HARQ process vs. per UE)

· Affects sections: 11.8.1.5 and potentially 11.8.1.4
UE Capabilities
· HARQ Memory split

· Maintenance of separate Tx buffer for the purpose of buffer status reporting

· Affects sections: 11.8.1.1, 11.8.1.4.
Need for ancillary functions

· L2 based mobility

· MAC-e re-configuration

· MAC-e reset

· Affects sections: 11.8.1

3.
Proposal

It is proposed to discuss the open items in light of the company contributions and agree on the modifications to apply to the text. 
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