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10.3.5.1
Added or Reconfigured DL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH
	
	

	
	
	
	,HS-DSCH)
	Note 1
	REL-5

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-not HS-DSCH
	
	
	
	REL-5

	CHOICE DL parameters
	
	
	
	
	

	>Explicit
	
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>SameAsUL
	
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only
	

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH
	

	>HS-DSCH
	
	
	
	Note 1
	REL-5

	>>HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-5

	>>Added or reconfigured MAC-d flow
	OP
	
	Added or reconfigured MAC-d flow 10.3.5.1a
	
	REL-5

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	
	

	DL TFCS Identity
	OP
	
	Transport format combination set identity 10.3.5.21
	Identifies a special CCTrCH for shared or dedicated channels.
	

	Note 1:
The IE "Downlink transport channel type" value "HS-DSCH" is not used in the RRC CONNECTION 
SETUP message, nor is the CHOICE DL parameters = "HS-DSCH".


	Condition
	Explanation

	NotHS-DSCH
	If the downlink transport channel type is DCH or DSCH then this IE is mandatory otherwise it is not needed.


10.3.5.2
Added or Reconfigured UL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	

	TFS
	MP
	
	Transport Format Set 10.3.5.23
	

	UL TFCS Identity
	OP
	
	Transport format combination set identity 10.3.5.21
	Identifies a special CCTrCH for shared or dedicated channels.


NOTE:

This information element is included within IE "Predefined RB configuration".
11.3

-- ASN.1 for IE "Added or Reconfigured DL TrCH information" 

-- in case of messages other than: Radio Bearer Release message and 

-- Radio Bearer Reconfiguration message

DL-AddReconfTransChInformation ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,

dl-transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


dch-QualityTarget




QualityTarget

OPTIONAL,



dl-TFCS-Identity




TFCS-Identity





OPTIONAL,

-- dummy is not used in this version of the specification, it should 


-- not be sent and if received it should be ignored.


dummy







TM-SignallingInfo




OPTIONAL

}

DL-AddReconfTransChInformation-r4 ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,

dl-transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


dch-QualityTarget




QualityTarget





OPTIONAL



dl-TFCS-Identity




TFCS-Identity





OPTIONAL,

}

DL-AddReconfTransChInformation-r5 ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId1-r5,

tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity,



hsdsch







HSDSCH-Info


},


dch-QualityTarget




QualityTarget





OPTIONAL



dl-TFCS-Identity




TFCS-Identity





OPTIONAL,

}

-- ASN.1 for IE "Added or Reconfigured DL TrCH information" 

-- in case of Radio Bearer Release message and 

-- Radio Bearer Reconfiguration message

DL-AddReconfTransChInformation2 ::= SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,

transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


qualityTarget





QualityTarget





OPTIONAL



dl-TFCS-Identity




TFCS-Identity





OPTIONAL,

}

UL-AddReconfTransChInformation ::= SEQUENCE {


ul-TransportChannelType



UL-TrCH-Type,


transportChannelIdentity


TransportChannelIdentity,


transportFormatSet




TransportFormatSet

ul-TFCS-Identity




TFCS-Identity





OPTIONAL

}
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