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8.3.1.2
Initiation

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

2>
if the UE is in URA_PCH or CELL_PCH state; and

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

1>
Paging response:

2>
if the criteria for performing cell update with the cause specified above in the current subclause are not met; and

2>
if the UE in URA_PCH or CELL_PCH state, receives a PAGING TYPE 1 message fulfilling the conditions for initiating a cell update procedure specified in subclause 8.1.2.3:

3>
perform cell update using the cause "paging response".

1>
Radio link failure:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_DCH state and the criteria for radio link failure are met as specified in subclause 8.5.6; or
3>
if the transmission of the UE CAPABILITY INFORMATION message fails as specified in subclause 8.1.6.6:

4>
perform cell update using the cause "radio link failure".

1>
Re-entering service area:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the UE has been out of service area and re-enters service area before T307 or T317 expires:

3>
perform cell update using the cause "re-entering service area".

1>
RLC unrecoverable error:
2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE detects RLC unrecoverable error [16] in an AM RLC entity:

3>
perform cell update using the cause "RLC unrecoverable error".

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:

4>
perform cell update using the cause "cell reselection".

1>
Periodical cell update:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the timer T305 expires; and

2>
if the criteria for "in service area" as specified in subclause 8.5.5.2 are fulfilled; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform cell update using the cause "periodical cell update".

1>
MBMS reception:

2>
if the UE is in URA_PCH state; and

2>
if the UE should perform cell update for MBMS counting as specified in subclause 8.7.4 or if the UE should perform cell update to receive an MBMS service as specified in subclause 8.6.9.6:

3>
perform cell update using the cause "MBMS reception".

A UE in URA_PCH state shall initiate the URA update procedure in the following cases:

1>
URA reselection:

2>
if the UE detects that the current URA assigned to the UE, stored in the variable URA_IDENTITY, is not present in the list of URA identities in system information block type 2; or

2>
if the list of URA identities in system information block type 2 is empty; or

2>
if the system information block type 2 can not be found:

3>
perform URA update using the cause "change of URA".

1>
Periodic URA update:

2>
if the criteria for performing URA update with the causes as specified above in the current subclause are not met; and

2>
if the timer T305 expires while the UE is in the service area; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform URA update using the cause "periodic URA update".

8.5.27
Preferred frequency layer selection

The UE shall perform the Preferred frequency layer selection procedure upon receiving the IE "MBMS Preferred frequency information".

The UE shall:

1>
consider MBMS services, for which a preferred frequency layer is specified, to be available only on the concerned frequecy;

1>
consider MBMS services, for which no preferred frequency layer is specified, to be available on all frequencies;

1>
consider that UTRAN will provide any non- MBMS services on all frequecies unless specified otherwise;

1>
if based on the above, the UE detects that it is incapable of receiving all services:

2>
perform the Service prioritisation procedure as specified in 8.5.26.

1>
if more than one preferred frequency layer applies for the services included in variable MBMS_ACTIVATED_SERVICES:

2>
select the preferred frequency of the service that upper layers indicate to have highest priority of the services for which a preferred frequency layer applies.

1>
if only one preferred frequency layer applies for the services included in variable MBMS_ACTIVATED_SERVICES:

2>
select that preferred frequency.

1>
otherwise:

2>
select the currently used frequency.

1>
if the selected preferred frequency is different from the currently used frequency:

2>
if the UE is in CELL_DCH:

3>
request UTRAN to be moved to the preferred frequency by means of the MBMS MODIFICATION REQUEST message as specified in 8.7.6;

2>
otherwise:

3>
apply the cell-reselection procedure as described in [4], using the received "MBMS Preferred frequency information",

3>
if the UE re-selects to a cell on the indicated preferred frequency:

4>
apply the MCCH acquisition procedure, as specified in 8.7.2

4>
if the UE is in CELL_FACH, CELL_PCH or URA_PCH:

5>
act according to subclause 8.3.1.2.
8.7.4
MBMS counting
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Figure 8.7.4-1: MBMS counting, normal

8.7.4.1
General

The MBMS counting procedure is used by the UE to inform UTRAN about its interest to receive an MBMS transmission. The procedure applies to UEs supporting MBMS that are in idle mode or in connected mode, URA_PCH state.

8.7.4.2
Initiation

The UE initiates the MBMS counting procedure for an MBMS transmission upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" with the value set to 'Acquire counting info'.
10.3.4.8
RAB info

This IE contains information used to uniquely identify a radio access bearer.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE identity type
	MP
	
	
	
	REL-6

	RAB identity
	
	
	RAB identity 10.3.1.14
	
	

	MBMS Transmissionidentity
	
	
	MBMS Session identity 10.3.9a.7
	
	REL-6

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	NAS Synchronization Indicator
	OP
	
	NAS Synchronization indicator 10.3.4.12
	
	

	Re-establishment timer
	MP
	
	Re-establishment timer 10.3.3.30
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