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1
Introduction

In last meeting, It was agreed to introduce the FLD into MBMS specification [1]. Accordingly in stage 3 specification, we should add the procedure related to FLD.
The document tries to clarify the procedure in the case that UE has joined multiple MBMS services when the  FLD is signaled in the AI.

2
Discussion

In [1] new section 11.3 has been added. From the description of the FLD, we can deduce that when FLD is indicated in the AI, the UE shall take into account this request whenever it is signalled on the MCCH. The section only covers the scenario that the UE is interested in only one MBMS service, which is provided on the PL. 
In fact a UE may join more than one MBMS services and these services may be provided on different frequencies as preferred layers. So there is a scenario that multiple services and/or status information is proviced in the current cell which are activated by the UE. Meanwhile the UTRAN may indicate FLC for one service at the same time FLD for another service. So there exist two scenarios:

1. The highest priority MBMS service will be or is provided on the frequency different from the current one. 

2. The highest priority MBMS service will be or is provided on the current frequency.

For either case the UE should receive the whole MSI and USI messages firstly, and then maybe service prioritisation procedure.

In scenario 1 UE should perform FLC instead of FLD. If not, UE will have to apply preferred frequency layer selection procedure again after the FLD. 
In scenario 2 UE shall stay on the current frequency. 

So the accurate procedure is as follows:

· UE should receive all the services status information (MSI and USI messages) provided in the current cell. 
· Service prioritisation process may be performed. 
· If UTRAN indicates a highest priority service should perform FLC and the PL of the highest priority service is different from the current frequency, the UE will apply the FLC (for the highest priority service) instead of FLD (for the current service).

· If the PL of the highest priority service is the current frequency, UE will stay on the current frequency not applying FLD.

3
Conclusion

From above discussion, we should consider the procedure when multiple MBMS services appear simultaneously. We propose that we should introduce related procedure to reflect the following principles in the Stage 3 specification in this case.
“In the case that the UE has joined multiple services which have different frequencies as preferred layer and some or all of these information is provided in the cell, the UE should receive all the MBMS service status information in the cell and perform preferred frequency layer selection procedure and maybe service prioritization procedure when the FLD is signalled. 
If the preferred layer of the highest priority service is the current frequency, the UE should stay on the current frequency not applying FLD. ” 
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