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1. Discussion:

Based on the reply LS by Ran1 [1] and Ran4 [2] Ran2 has discussed the PSC/SSC proposal for the RAB Support Enhancement WI.

This SSC based proposal for DL VoIMS involves employing two physical channels. DPCH1 is under the PSC (primary scrambling code) and DPCH2 under the SSC (secondary scrambling code). Both physical channels are under the same CCTrCH, and the TFCs requiring DPCH2 are infrequent.

At Ran2#46bis, Ran2 has considered the introduction of new UE capability parameters indicating the possible support of SIR estimation both on PSC and SSC, as proposed by Ran1. Furthermore Ran2 has agreed on an example RAB combination for the support of the mentioned proposal. Therefore Ran2 asks Ran4 whether appropriate testing of UEs is required and to consider the definition of UE performance requirements based on the example RAB definition attached to this LS. 
2. Actions:
To RAN4:

RAN4 is kindly asked to define corresponding performance requirements if deemed necessary based on the attached RAB combination. Furthermore RAN4 is asked to reply in case that additional information is required to define appropriate performance requirements.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #47, 9th – 13th May 2005, Athens

TSG-RAN2 Meeting #48, 29th August – 2nd September 2005, London
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