3GPP TSG RAN WG2#47
Tdoc R2-051276
Athens, Greece
9 - 13 May 2005
Agenda Item:

20
Source:

IPWireless

Title:
7.68 Mcps TDD Option: Proposed Changes to 25.306
Document for:
Discussion and decision

1.
Introduction/Overview
TR 25.819 V 0.1.0 (R2-051273) was endorsed at RAN2 #46bis. The TR identified the specifications for which RAN2 has responsibility and which are impacted by the introduction of the 7.68 Mcps TDD option. This contribution identifies a number of specific changes which are needed to 25.306 in order to introduce the 7.68 Mcps TDD option and proposes some text for Section 7.5 of the TR. An initial view of the detailed changes necessary to 25.306 is provided by the attached draft CR
2.
Proposed Changes
2.1
Editorial Changes

Generally 7.68 Mcps TDD UE capabilities are as 3.84 Mcps TDD UE capabilities. Consequently a number of editorial changes are need to replace “3.84 Mcps TDD” with “3.84 Mcps TDD and 7.68 Mcps TDD”.
2.2
Support of SF 32
For 7.68 Mcps TDD SF 32 is supported in uplink and downlink.

2.3 Radio Access Capability Combinations
There is no change to the radio access capability parameter combinations (Table 5.2.2.1 of 25.306) and classes 12 kbps to 2048 kbps are still appropriate.
2.4
HSPDA Capabilities Doubled
Downlink resource capabilities are doubled therefore HSPDA capabilities are doubled
· the minimum category is now 2.4 Mbits/s (see Table 5.1f-a of attached draft CR)

· the maximum category is 20.4 Mbis/s (see Table 5.1f-a of attached draft CR)

· transport channel parameters are extended

· total buffer sizes for RLC and MAC-hs are extended (see Table 5.1 and Table 5.1f-b of attached draft CR)

3.
Proposal
RAN 2 is requested to agree on the above an to agree that proposals 2.1 through 2.4 should be included in 25.819 as Sections 7.5.1 through 7.5.4
