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1. Overall Description:

At RAN5 #27, the following HSDPA Streaming RAB configurations were proposed and agreed to be included in Rel5 of TS 34.108.

- Streaming / unknown / UL:128 DL: [min 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

- Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [min 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The purpose of including the two HSDPA Streaming RAB configurations in TS 34.108 is to achieve test coverage for the uplink and downlink streaming cases on HS-DSCH in combination with Interactive or background PS RAB and speech. The parameters of the HSDPA Streaming RAB configurations have been chosen to fit within the UE uplink 384 kbps class.
2. Actions:

To RAN1, RAN2 groups.

ACTION: 
RAN5 asks RAN1, RAN2 groups to verify the L1 and L2 parameters of the proposed HSDPA Streaming RABs in the attached CR (R5-050976), and provide responses to RAN5 by 13 May 2005.

3. Date of Next TSG-RAN5 Meetings:

TSG-RAN5 Meeting #28
22-26 August 2005
Berlin, Germany 
TSG-RAN5 Meeting #29
7-11 November 2005
Co-location with other RAN WGs Korea

