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DomainSpecificAccessRestrictionForSharedNetwork-v670ext ::= CHOICE {



domainSpecificAccessRestictionList




DomainSpecificAccessRestrictionList-v670ext,



domainSpecificAccessRestictionParametersForAll

DomainSpecificAccessRestrictionParam-v670ext

}

DomainSpecificAccessRestrictionList-v670ext ::= SEQUENCE {



domainSpecificAccessRestrictionParametersForOperator1










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator2










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator3










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator4










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator5










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL

}
DomainSpecificAccessRestrictionParam-v670ext ::= SEQUENCE {





cSDomainSpecificAccessRestriction

DomainSpecificAccessRestriction-v670ext,



pSDomainSpecificAccessRestriction

DomainSpecificAccessRestriction-v670ext

}
DomainSpecificAccessRestriction-v670ext ::= CHOICE {



noRestriction

NULL,



restriction


SEQUENCE {




domainSpecficAccessClassBarredList

AccessClassBarredList
OPTIONAL



}

}
[…]
SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType3-v4b0ext


SysInfoType3-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType3-v590ext


SysInfoType3-v590ext,





v5c0NoncriticalExtension

SEQUENCE {






sysInfoType3-v5c0ext


SysInfoType3-v5c0ext-IEs,






v670NonCriticalExtension


SEQUENCE {







sysInfoType3-v670ext



SysInfoType3-v670ext,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}






OPTIONAL





}






OPTIONAL




} 






OPTIONAL



}






OPTIONAL

}

[…]
SysInfoType3-v670ext ::= SEQUENCE {

 
domainSpecificAccessRestrictionParametersForPLMNOfMIB









DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestictionForSharedNetwork









DomainSpecificAccessRestrictionForSharedNetwork-v670ext
OPTIONAL

}
[…]
13.4.3o
DSAC_PARAM

This variable contains Domain Specific Access Restriction Parameters during the connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CS Domain Specific Access Restriction
	MP
	
	Domain Access Restriction

10.3.1.3b

	This IE contains CS Domain Specific Access Restriction Parameters
	REL-6

	PS Domain Specific Access Restriction
	MP
	
	Domain Access Restriction

10.3.1.3b
	This IE contains PS Domain Specific Access Restriction Parameters
	REL-6


[…] 
Annex D (Normative):
Implementation of Domain Specific Access Control (DSAC) in UEs of 3GPP Release 5. 
UEs of 3GPP Release 5 implementing the domain specific access class control feature but not implementing the network sharing feature shall act on the domain specific access class restriction indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB" if present, and otherwise apply the access restrictions indicated by the IE "Cell Access Restriction". 
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