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8.7.1.3
UE requirements on reading of MCCH information

When requested to acquire MBMS control information other than the MBMS Access Information message , the UE shall:

1>
if requested to start reading MCCH at the next modification period:

2>
start reading MCCH at the beginning of the next modification period.

1>
otherwise

2>
start reading MCCH at the beginning of the next repetition period.

1>
if requested to stop reading MCCH at the end of the modification period:

2>
continue reading MCCH until the required MBMS control information is received or until the UE detects a TTI in which no MCCH information is transmitted, whichever is first;

2>
continue reading MCCH in this manner at every subsequent repetition period, until the information is received correctly or until the end of the modification period.

1>
otherwise:

2>
continue reading MCCH until the required MBMS control information is received or until the UE detects a TTI in which no MCCH information is transmitted, whichever is first;

2>
continue reading MCCH in this manner at every subsequent repetition period, until the information is received correctly.

NOTE 1:
The UE may combine information received at different repetition periods within a modification period.

When requested to acquire the MBMS Access Information message, the UE shall:

1>
if requested to start reading MCCH at the next modification period:

2>
start reading MCCH at the beginning of the next modification period.

1>
otherwise:

2>
start reading MCCH at the beginning of the next access info period.

1>
continue reading MCCH in this manner at every subsequent access info period, until the message is received correctly or until the end of the modification period.

If the UE is CELL_DCH and has a compressed mode pattern that overlaps with the period in which it needs to read MCCH, the UE may temporarily refrain from receiving MCCH unless it is capable of simultaneous operation. If the UE is CELL_FACH and has a measurement occasion that overlaps with the period in which it needs to read MCCH, the UE may temporarily refrain from receiving MCCH unless it is capable of simultaneous operation. A UE in CELL_FACH may omit performing measurements during a measurement occasion in order to receive MCCH provided that this does not prevent it from fulfilling the measurement performance requirements as specified in [19]. In Idle mode as well as in CELL_PCH and URA_PCH states the UE may temporarily refrain from receiving MCCH if needed to fulfil the measurements performance requirements as specified in [19].

NOTE 2:
The UTRAN should endeavour to ensure that for each UE in CELL_FACH the assigned measurement occasions do not overlap constantly with the periodic MCCH transmissions. 
If the UE selects to another cell, the UE shall re-establish the RLC entity used for MCCH reception.
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