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10.3.7.3
Cell measured results

Includes non-frequency related measured results for a cell.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Cell Identity
	OP
	
	Cell Identity 10.3.2.2
	
	

	Cell synchronisation information
	OP
	
	Cell synchronisation information 10.3.7.6
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>CPICH Ec/N0
	OP
	
	Integer(0..49)
	According to CPICH_Ec/No in [19] and [20].

Fourteen spare values are needed.
	

	>>CPICH RSCP
	OP
	
	Integer(0..91)
	According to CPICH_RSCP in [19] and [20].

Thirty-six spare values are needed.
	

	>>DeltaCPICH RSCP
	CV-RSCP
	
	Integer(-5..-1)
	If present, the actual value of CPICH RSCP = CPICH RSCP+ DeltaCPICH RSCP
	REL-5

	>>Pathloss
	OP
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>TDD
	
	
	
	
	

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	

	>>Proposed TGSN
	OP
	
	Integer (0..14)
	Proposal for the next TGSN
	

	>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	>>Pathloss
	OP
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>>Timeslot list
	OP
	1 to < maxTS>
	
	
	

	>>>Timeslot ISCP
	MP
	
	Timeslot ISCP Info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info 
	


	Condition
	Explanation

	RSCP
	This IE is mandatory if the IE "Cell measured results" is included in the IE "Measured Results" (i.e. not included in the IE "Additional Measured Results") and if CPICH RSCP is present and if the value of the CPICH RSCP is below 0. It is not needed otherwise.


11.2
PDU definitions

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


gsmOTDreferenceCell



PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {

interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

11.3
Information element definitions

--Following IE shall be used regardless of CPICH RSCP(FDD) or Primary CCPCH RSCP(TDD)
--The order of the list corresponds to the order of the cells in InterFrequencyMeasuredResultsList
--The IE is only used for measured results and not for additional measured results.
InterFrequencyMeasuredResultsList-v590ext ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












DeltaRSCPPerCell
...

--Following IE shall be used regardless of CPICH RSCP(FDD) or Primary CCPCH RSCP(TDD)
--The order of the list corresponds to the order of the cells in IntraFrequencyMeasuredResultsList

--The IE is only used for measured results and not for additional measured results.

IntraFrequencyMeasuredResultsList-v590ext ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












DeltaRSCPPerCell

...

MeasuredResults ::=




CHOICE {


intraFreqMeasuredResultsList

IntraFreqMeasuredResultsList,


interFreqMeasuredResultsList

InterFreqMeasuredResultsList,


interRATMeasuredResultsList

InterRATMeasuredResultsList,


trafficVolumeMeasuredResultsList
TrafficVolumeMeasuredResultsList,


qualityMeasuredResults



QualityMeasuredResults,


ue-InternalMeasuredResults


UE-InternalMeasuredResults,


ue-positioning-MeasuredResults

UE-Positioning-MeasuredResults,


spare







NULL

}

MeasuredResults-v390ext ::=




SEQUENCE {


ue-positioning-MeasuredResults-v390ext




UE-Positioning-MeasuredResults-v390ext

}

MeasuredResults-v590ext ::= CHOICE {


intraFrequencyMeasuredResultsList

IntraFrequencyMeasuredResultsList-v590ext,


interFrequencyMeasuredResultsList

InterFrequencyMeasuredResultsList-v590ext

}

MeasuredResults-LCR-r4 ::=


CHOICE {


intraFreqMeasuredResultsList

IntraFreqMeasuredResultsList,


interFreqMeasuredResultsList

InterFreqMeasuredResultsList,


interRATMeasuredResultsList

InterRATMeasuredResultsList,


trafficVolumeMeasuredResultsList
TrafficVolumeMeasuredResultsList,


qualityMeasuredResults



QualityMeasuredResults,


ue-InternalMeasuredResults


UE-InternalMeasuredResults-LCR-r4,


ue-positioniing-MeasuredResults

UE-Positioning-MeasuredResults,


spare







NULL

}

MeasuredResultsList ::=



SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasuredResults
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