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1. Overall Description: 

At the RAN1#42 meeting in London, UK, 29 Aug – 02 Sept 2005, RAN1 discussed a CR regarding the UE power headroom measurement in [1] and would like to inform RAN2 and RAN4 about the outcome of the discussion.
The UE power headroom measurement is defined as the following:

UE transmission power headroom (UPH) is the ratio of the maximum UE transmission power and the corresponding DPCCH code power, and shall be calculated as following:
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where:

Pmax,tx = min {Maximum allowed UL TX Power, Pmax} is the UE maximum transmission power;

Maximum allowed UL TX Power is set by UTRAN and defined in TS 25.331;

Pmax is the UE nominal maximum output power according to the UE power class and specified in TS 25.133 table 6.1;

PDPCCH is the transmitted code power on DPCCH.

2. Actions:

To RAN2:

RAN1 kindly asks RAN2 to see if this measurement definition causes any need for alignment in the RAN2 specifications, such as TS25.321, TS25.302 or TS25.309.

To RAN4:
RAN1 kindly asks RAN4 to take the specified measurement into account and define necessary requirements with compressed mode handling in the RAN4 specifications.

3. Dates of Next TSG-RAN WG1 Meetings:

3GPP TSG-RAN WG1 meeting #42bis

10-14 October 2005     

San Diego, US
3GPP TSG-RAN WG1 meeting #43

07-11 November 2005

Seoul, Korea
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