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8.6.5.2
Transport format combination set

If the IE "Transport format combination set" is included for the uplink, the UE shall for that direction:

1>
store the new transport format combination set, or (if this exists) modify a previously stored transport format combination set according to IEs included in IE "Transport format combination set";

1>
start to respect those transport format combinations;

1>
if IE "Transport format combination subset" is received in this message:

2>
perform the actions as specified in subclause 8.6.5.3.

1>
if IE "Transport format combination subset" is not received in this message:

2>
clear the IE "Duration" in the variable TFC_SUBSET;

2>
set both the IE "Current TFC subset" and the IE "Default TFC subset" in the variable TFC_SUBSET to the value indicating "full transport format combination set".

If the IE "Transport format combination set" is included for the downlink, the UE shall for that direction:

1>
store the new transport format combination set, or (if this exists) modify a previously stored transport format combination set according to IEs included in IE "Transport format combination set";

1>
start to respect those transport format combinations.

If the IE "Transport format combination set" is not included for the uplink and if there is no addition, removal or reconfiguration of transport channels, the UE shall for that direction:

1>
use a previously stored transport format combination set if this exists.

If the IE "Transport format combination set" is not included for the downlink and if there is no addition, removal or reconfiguration of transport channels, the UE shall for that direction:

1>
use a previously stored transport format combination set if this exists.
If the IE "Transport format combination set" is not included for either the uplink or the downlink and for that direction after the reconfiguration there is one or more DCH; and 
1>
if no transport format combination set is stored in the UE; or 
1>
if transport channels are added or removed in the message; or

1>
if any transport channel is reconfigured in the message such that the size of the transport format set is changed:

the UE shall:

1>
set the variable INVALID_CONFIGURATION to TRUE. 
In the uplink TFCS the minimum set of TFCs is the set of TFCs that is needed for the TFC selection algorithm defined in [15] to give a predictable result. This set should always be included in the TFCS, and its use should never be restricted using the IE "TFC Subset". In the definition of the minimum set of TFCs below, only logical channels for which the TFCS or the TFC subset include at least one TFC with non-empty TF for the corresponding transport channel should be considered.

The minimum set of TFCs consists of the following:

1>
for each UM logical channel:

2>
a TFC with one transport block for this transport channel and empty TFs (see [34]) for all the others. If more than one TFC fulfils these criteria, only the TFC with the lowest number of bits should be included in the minimum set of TFCs.

1>
for each AM logical channel:

2>
a TFC with a non-empty TF for the corresponding transport channel and empty TFs for all other transport channels, where the non-empty TF includes one transport block with "Configured RLC Size" equal to the RLC PDU size.

1>
for each set of "synchronous" TM logical channels (see the definition below) and for each set of SDU sizes associated with it:

2>
a TFC with TFs corresponding to any combination of SDU sizes that can be received in a TTI from higher layers on the corresponding transport channels and empty TFs for all other transport channels.

1>
for each TM logical channel that is not part of a set of "synchronous" TM logical channels (see the definition below):

2>
a TFC with non-empty TFs for the corresponding transport channel, and empty TFs for all other transport channels, where

3>
for non-segmented mode TM-RLC logical channels the non-empty TFs include, for the smallest SDU size that can be received in a single TTI from higher layer:

4>
a TF with non-zero number of transport blocks with "Configured RLC Size" equal to the corresponding SDU size. If more than one TFC fulfils these criteria, only the TFC with the lowest number of bits in the TFC is included in the minimum set of TFCs.

3>
for segmented mode TM-RLC, the non-empty TFs include any TF such that the number of transport blocks multiplied by the "Configured RLC Size" is equal to the smallest SDU size that can be received in a single TTI from higher layer.

1>
an "empty" TFC (see [34]).

Furthermore, the UTRAN should ensure that the uplink TFCS and any configured TFC Subset satisfies the following rules:

1>
for each TTI length with which at least one transport channel is configured:

2>
for each combination of TFs for the transport channels configured with this TTI length included in the TFCS:

3>
a TFC with these TFs for the transport channels configured with this TTI length and empty TFs on all transport channels configured with shorter TTI lengths is also included in the TFCS.

For TDD, the TFCS of a CCTrCH should include those of the above combinations, which include a TF with one transport block for a transport channel used in that CCTrCH, and the "empty" TFC should be included in the TFCS of every CCTrCH.

Synchronous TM logical channels are logical channels on which higher layer traffic is generated in a perfectly correlated fashion (e.g. AMR RAB).

NOTE:
The "Configured RLC Size" is defined as the transport block size minus the MAC header size.
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8.6.5.5
Added or Reconfigured UL TrCH information

If the IE "Added or Reconfigured UL TrCH information" is included then the UE shall:

1>
for the transport channel identified by the IE "UL Transport Channel Identity" and IE "Uplink transport channel type":

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

NOTE:
The UE stores the UL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted UL TrCH information" or the UE leaves RRC Connected mode.
If the IE "Added or Reconfigured UL TrCH information" is included and E-DCH is included and there is more than one MAC-d flow carried on E-DCH then the UE shall:

1> If any occurrence of the IE E-DCH Transmission Time Interval and, if present, the field HARQ info for E-DCH (IE HARQ RV Configuration) 
1> 
2> the UE shall apply the values for IE E-DCH Transmission Time Interval and, if present, the field HARQ info to all E-DCH MAC-d flows, 


NOTE: The IE "Added or Reconfigured DL TrCH information" is iterated for each added or reconfigured MAC-d flow carried on E-DCH.
-----------------------------Next modified chapter--------------------------------

8.6.5.6
Added or Reconfigured DL TrCH information

If the IE "Added or Reconfigured DL TrCH information" is included then for the transport channel identified by the IE "DL Transport Channel Identity" the UE shall:

1>
if the choice "DL parameters" is set to 'explicit':

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

1>
if the choice "DL parameters" is set to 'same as uplink':

2>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

3>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

2>
else:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the choice "DL parameters" is set to 'HSDSCH':

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the IE "Added or Reconfigured MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.5a.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if the IE "DCH quality target" is included:

2>
perform the actions specified in subclause 8.6.5.4.

NOTE:
The UE stores the DL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted DL TrCH information" or the UE leaves RRC connected mode.
NOTE:  The IE "Added or Reconfigured DL TrCH information" is iterated for each added or reconfigured MAC-d flow carried on HS-DSCH. 
-----------------------------Next modified chapter--------------------------------

10.3.6.88
Uplink DPCH info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink DPCH power control info
	OP
	
	Uplink DPCH power control info 10.3.6.91
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Scrambling code type
	MP
	
	Enumerated(short, long)
	
	

	>>Scrambling code number
	MP
	
	Integer(0..16777215)
	
	

	>>Number of DPDCH
	MD
	
	Integer(0..maxDPDCH-UL)
	Default value is 1.

Number of DPDCH is 1 in HANDOVER TO UTRAN COMMAND. Value 0 may only be used if target configuration has no uplink DPDCH.
	

	>>Spreading factor
	CV-DPDCHpresent
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	Minimum allowed SF of the channelisation code for data part
	

	>>TFCI existence
	MP
	
	Boolean
	TRUE means existence.
	

	>>Number of FBI bits
	OP
	
	Integer (1, 2)
	In bits.


	

	>>Puncturing Limit
	CV-DPDCHpresent
	
	Real(0.40 ..1 by step of 0.04)
	
	

	>TDD
	
	
	
	
	

	>>Uplink Timing Advance Control
	OP
	
	Uplink Timing Advance Control 10.3.6.96
	
	

	>>UL CCTrCH List
	OP 
	1 to <maxCCTrCH>
	
	UL physical channels to establish or reconfigure list.
	

	>>>TFCS ID
	MD
	
	Integer(1..8)
	Default value is 1. 
	

	>>>UL target SIR 
	MP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB
	

	
	
	
	
	For 1.28 Mcps TDD this parameter represents PRXDPCHdes with range Integer(-120…-58 by step of 1) dBm
	REL-4

	>>>Time info
	MP
	
	Time info 10.3.6.83
	
	

	>>>Common timeslot info
	MD
	
	Common timeslot info 10.3.6.10
	Default is the current Common timeslot info
	

	>>>Uplink DPCH timeslots and codes
	MD
	
	Uplink Timeslots and Codes 10.3.6.94
	Default is to use the old timeslots and codes.
	

	>>UL CCTrCH List to Remove
	OP
	1..<maxCCTrCH>
	
	UL physical channels to remove list
	

	>>>TFCS ID
	MP
	
	Integer(1..8)
	
	


	Condition
	Explanation

	DPDCHpresent
	This IE is mandatory if the target configuration includes a DPDCH, otherwise it is not needed. 
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11.3
Information element definitions
UL-DPCH-Info-r6 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r6


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




dpdchPresence





CHOICE {





Present








SEQUENCE {






numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,






spreadingFactor





SpreadingFactor,






tfci-Existence





BOOLEAN,






-- numberOfFBI-Bits is conditional based on history






numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,






puncturingLimit





PuncturingLimit







},





notPresent








SEQUENCE {






tfci-Existence





BOOLEAN,






-- numberOfFBI-Bits is conditional based on history






numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,





}




}

},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r4


OPTIONAL,




ul-CCTrCHListToRemove



UL-CCTrCHListToRemove

OPTIONAL



}


}

}
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