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1. Introduction

This document proposes to introduce AMR multimode 12.2/7.4/ 5.9/4.75 configuration as a default configuration in TS25.331.
. Discussion 

At RAN2#51 and RAN2#51bis, RAN2 received LS “On the Outcome of Harmonization of AMR Configurations” from SA4 (ref R2-042290 and R2-050165) on agreement of a common configuration for narrow-band AMR.

From the LS:

SA4 is pleased to report that an agreement could be reached on a common Configuration for narrowband AMR on all 3GPP radio access technologies. This new preferred Configuration contains the AMR modes: 
12.2 – 7.4 – 5.9 – 4.75.  It is especially recommended for use in GERAN-UTRAN combined networks for transcoding free operation (via TFO and/or TrFO).

This new AMR Configuration will be incorporated into TS 28.062 (TFO) and TS 26.103 (Codec List) by SA4 for REL-6. Corresponding Change Requests can be found in documents S4-040594 and S4-040595. These CRs have been agreed by SA4#32.

In TS25.331, default configuration #10 is a configuration for AMR 12.2/7.95/ 5.9/4.75, but the preferred configuration is not included.

3. Proposal

Attached is a draft CR, proposing to introduce the AMR multimode  12.2/7.4/ 5.9/4.75 configuration as a default configuration, to support efficient handover GSM to UTRAN.
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11.2
PDU definitions

<not included text>
-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,

DefaultConfigIdentity-r6,

DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,

<not included text>
<not included text>
-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


r3







SEQUENCE {



handoverToUTRANCommand-r3

HandoverToUTRANCommand-r3-IEs,



nonCriticalExtensions


SEQUENCE {} OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




handoverToUTRANCommand-r4

HandoverToUTRANCommand-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





handoverToUTRANCommand-r5

HandoverToUTRANCommand-r5-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






handoverToUTRANCommand-r6

HandoverToUTRANCommand-r6-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





},





criticalExtensions



SEQUENCE {}




}



}


}

}

HandoverToUTRANCommand-r3-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



-- dummy is not used in this version of specification, it should



-- not be sent and if received it should be ignored.



dummy






ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation,





dl-InformationPerRL-List

DL-InformationPerRL-List,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd








SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostTDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL



DL-InformationPerRL-PostTDD,







frequencyInfo




FrequencyInfoTDD,







primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r4-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4,





ul-DPCH-Info




UL-DPCH-Info-r4,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r4,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r4






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r5-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r5,





rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r5,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r5,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r6-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r6,





rab-InformationSetupList

RAB-InformationSetupList-r6

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r6,





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r6,





frequencyInfo




FrequencyInfo




}





preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6





}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

<not included text>
-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v6xyNonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v6xyext
















RadioBearerReconfiguration-v6xyext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v6xyNonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v6xyext
















RadioBearerReconfiguration-v6xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v6xyNonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v6xyext
















RadioBearerReconfiguration-v6xyext-IEs,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

RadioBearerReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



-- NOTE: IE rb-InformationReconfigList should be optional in later versions



-- of this message



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



-- NOTE: IE dl-InformationPerRL-List is optional in later versions



-- of this message



dl-InformationPerRL-List

DL-InformationPerRL-List

}

RadioBearerReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified

new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerReconfiguration-v5d0ext-IEs ::= SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4 

OPTIONAL

}

RadioBearerReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received 



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the





-- specification, they should not be sent and if received they should be ignored.




dummy






CHOICE {






fdd







SEQUENCE {







dummy1






CPCH-SetID




OPTIONAL,







dummy2






DRAC-StaticInformationList
OPTIONAL






},






tdd







NULL





}
















OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5 

OPTIONAL

}
RadioBearerReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6





}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v6xyext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

<not included text>
-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v6xyNonCriticalExtensions

SEQUENCE {








radioBearerSetup-v6xyext

RadioBearerSetup-v6xyext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v6xyNonCriticalExtensions

SEQUENCE {








radioBearerSetup-v6xyext

RadioBearerSetup-v6xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v6xyNonCriticalExtensions

SEQUENCE {







radioBearerSetup-v6xyext

RadioBearerSetup-v6xyext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

RadioBearerSetup-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerSetup-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerSetup-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerSetup-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerSetup-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerSetup-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerSetup-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r5


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerSetup-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

<not included text>
-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup ::= CHOICE {


r3







SEQUENCE {



rrcConnectionSetup-r3


RRCConnectionSetup-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionSetup-r3-add-ext
BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE { 





rrcConnectionSetup-v4b0ext

RRCConnectionSetup-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE { 






rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,






v6xyNonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v6xyext

RRCConnectionSetup-v6xyext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionSetup-r4


RRCConnectionSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






rrcConnectionSetup-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE { 







rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,







v6xyNonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v6xyext

RRCConnectionSetup-v6xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions




CHOICE {





r5







SEQUENCE {






rrcConnectionSetup-r5


RRCConnectionSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






rrcConnectionSetup-r5-add-ext
BIT STRING

OPTIONAL,






v6xyNonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v6xyext

RRCConnectionSetup-v6xyext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







rrcConnectionSetup-r6


RRCConnectionSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







rrcConnectionSetup-r6-add-ext
BIT STRING




OPTIONAL,







nonCriticalExtensions


SEQUENCE {}




OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

RRCConnectionSetup-r3-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



-- NOTE: ul-AddReconfTransChInfoList should be optional in later versions of



-- this message



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



-- NOTE: dl-AddReconfTransChInfoList should be optional in later versions



-- of this message



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RRCConnectionSetup-v4b0ext-IEs ::= SEQUENCE {



capabilityUpdateRequirement-r4-ext
CapabilityUpdateRequirement-r4-ext
OPTIONAL,


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RRCConnectionSetup-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



systemSpecificCapUpdateReq

SystemSpecificCapUpdateReq-v590ext

OPTIONAL,


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RRCConnectionSetup-r4-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r4

OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RRCConnectionSetup-r5-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5bis

OPTIONAL

}
RRCConnectionSetup-v6xyext-IEs ::= SEQUENCE {


-- Physical Channel IEs



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL
}

RRCConnectionSetup-r6-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r6,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6





}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL

}

<not included text>
-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************

AlgorithmSpecificInfo ::=


CHOICE {


rfc2507-Info





RFC2507-Info

}

AlgorithmSpecificInfo-r4 ::=

CHOICE {


rfc2507-Info





RFC2507-Info,


rfc3095-Info





RFC3095-Info-r4

}

CID-InclusionInfo-r4 ::=


ENUMERATED {











pdcp-Header,











rfc3095-PacketFormat }

-- Upper limit of COUNT-C is 2^32 - 1

COUNT-C ::=






INTEGER (0..4294967295)

-- Upper limit of COUNT-C-MSB is 2^25 - 1

COUNT-C-MSB ::=





INTEGER (0..33554431)

DefaultConfigIdentity ::=


INTEGER (0..10)

DefaultConfigIdentity-r4 ::=

INTEGER (0..12)

DefaultConfigIdentity-r5 ::=

INTEGER (0..13)
DefaultConfigIdentity-r6 ::=

INTEGER (0..14)
DefaultConfigMode ::=



ENUMERATED {











fdd,











tdd }

<not included text>
13.7
Parameter values for default radio configurations

The UE shall support the use of the default radio configurations that are specified in the following.

NOTE 1:
These configurations are based on [41] and cover a number of RAB and signalling connection configurations.

In the table that is used to specify the parameter values for these default configurations, the following principles are used:

-
Optional IEs that are not used are omitted;

-
In case no parameter value is specified in a column, this means the value given the previous (left side) column applies.

NOTE 2:
If needed, signalling radio bearer RB4 is established after the completion of handover.

NOTE 3:
For each default configuration, the value of FDD, 3.84 Mcps TDD and 1.28 Mcps TDD parameters are specified. All parameters apply to FDD, 3.84 Mcps TDD and 1.28 Mcps TDD modes, unless explicitly stated otherwise. It should be noted that in this respect default configurations differ from pre-defined configurations, which only include parameter values for one mode.

NOTE 4:
The transport format sizes, indicated in the following table, concern the RLC PDU size, since all configurations concern dedicated channels. The transport block sizes indicated in TS 34.108 are different since these include the size of the MAC header.

NOTE 5:
The tabular values included in this subclause, represent the actual IE values as in clause 10, and not the ASN.1 representation of these values.

	Configuration
	3.4 kbps signalling
	13.6 kbps signalling
	7.95 kbps speech +

3.4 kbps signalling


	12.2 kbps speech +

3.4 kbps signalling



	Ref 34.108
	2
	3
	6
	4

	Default configuration identity
	0
	1
	2
	3

	RB INFORMATION
	
	
	
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3


	RB1: 1, RB2: 2, RB3: 3


	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7

	rlc-InfoChoice
	Rlc-info
	Rlc-info
	Rlc-info
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM
	RB1: UM

RB2- RB3: AM
	RB1: UM

RB2- RB3: AM

RB5-RB6: TM
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard
	RB1: N/A

RB2- RB3: NoDiscard
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15
	RB1: N/A

RB2- RB3: 15
	RB1: N/A

RB2- RB3: 15

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: 15

RB5- RB7: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB6: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 300
	RB1: N/A

RB2- RB3: 300
	RB1: N/A

RB2- RB3: 300

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: 300

RB5- RB7: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1
	RB1: N/A

RB2- RB3: 1
	RB1: N/A

RB2- RB3: 1

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below
	RB1: N/A

RB2- RB3: as below
	RB1: N/A

RB2- RB3: as below

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerPollPeriodic
	RB2- RB3: 300
	RB2- RB3: 100
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A
	RB1- RB3: N/A
	RB1- RB3: N/A

RB5- RB6: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM
	RB1: UM

RB2- RB3: AM
	RB1: UM

RB2- RB3: AM

RB5- RB6: TM
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE
	RB1: N/A

RB2- RB3: TRUE
	RB1: N/A

RB2- RB3: TRUE

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB6: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below
	RB1: N/A

RB2- RB3: as below
	RB1: N/A

RB2- RB3: as below

RB5- RB6: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100
	RB2- RB3: 100
	RB2- RB3: 100
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerStatusPeriodic
	RB2- RB3: 300
	RB2- RB3: 100
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A
	RB1- RB3: N/A
	RB1- RB3: N/A

RB5- RB6: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	rb-MappingInfo
	
	
	
	

	>UL-LogicalChannelMappings
	OneLogicalChannel
	OneLogicalChannel
	OneLogicalChannel
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch
	Dch
	Dch
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 1
	RB1- RB3: 1
	RB1- RB3: 3

RB5: 1, RB6: 2
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3
	RB1: 1, RB2: 2, RB3: 3
	RB1: 1, RB2: 2, RB3: 3

RB5- RB6: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	>>rlc-SizeList
	RB1- RB3: configured
	RB1- RB3: configured
	RB1- RB3: configured

RB5- RB6: N/A
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3
	RB1: 1, RB2: 2, RB3: 3
	RB1: 1, RB2: 2, RB3: 3

RB5- RB6: 5
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5

	>DL-logicalChannelMappingList
	
	
	
	

	>>Mapping option 1
	One mapping option
	One mapping option
	One mapping option
	One mapping option

	>>>dl-TransportChannelType
	Dch
	Dch
	Dch
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 1
	RB1- RB3: 1
	RB1- RB3: 3

RB5: 1, RB6: 2
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3
	RB1: 1, RB2: 2, RB3: 3
	RB1: 1, RB2: 2, RB3: 3

RB5- RB6: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	TrCH INFORMATION PER TrCH
	
	
	
	

	UL-AddReconfTransChInfoList
	
	
	
	

	>Uplink transport channel type
	dch
	dch
	dch
	dch

	>transportChannelIdentity
	TrCH1: 1
	TrCH1: 1
	TrCH1: 1, TrCH2: 2, TrCH3: 3
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>dynamicTF-information
	
	
	
	

	>>>tf0/ tf0,1
	TrCH1: (0x144, 1x144)
	TrCH1: (0x144, 1x144)
	TrCH1: (0x75)

TrCH2: (0x 84 1x84)

TrCH3: (0x144, 1x144)
	TrCH1: (0x81)

TrCH2: (0x 103, 1x103)

TrCH3: (0x 60, 1x60)

TrCH4: (0x144, 1x144)

	>>>>rlcSize
	BitMode
	BitMode
	BitMode
	BitMode

	>>>>>sizeType
	TrCH1: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 1: 75

TrCH2: type 1: 84

TrCH3: 2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 1: 81

TrCH2: type 1: 103

TrCH3: type 1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: Zero, one
	TrCH1: Zero, one
	TrCH1: Zero

TrCH2-3: Zero, one
	TrCH1: Zero

TrCH2-4: Zero, one

	>>>>logicalChannelList
	All
	All
	All
	All

	>>>tf 1
	N/A
	N/A
	TrCH1: (1x39)

TrCH2- TrCH4: N/A
	TrCH1: (1x39)

TrCH2- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	
	TrCH1: One
	TrCH1: One

	>>>>rlc-Size
	
	
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	
	
	TrCH1: 1: 39
	TrCH1: 1: 39

	>>>>numberOfTbSizeList
	
	
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	
	
	TrCH1: all
	TrCH1: all

	>>>tf 2
	N/A
	N/A
	TrCH1: (1x75)

TrCH2- TrCH3: N/A
	TrCH1: (1x81)

TrCH2- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	
	TrCH1: One
	TrCH1: One

	>>>>rlc-Size
	
	
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 75
	TrCH1: type 1: 81

	>>>>numberOfTbSizeList
	
	
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	
	
	TrCH1: all
	TrCH1: all

	>>semistaticTF-Information
	
	
	
	

	>>>tti
	TrCH1: 40
	TrCH1: 10
	TrCH1- TrCH2: 20

TrCH3: 40
	TrCH1- TrCH3: 20

TrCH4: 40

	>>>channelCodingType
	Convolutional
	Convolutional
	Convolutional
	Convolutional

	>>>>codingRate
	TrCH1: Third
	TrCH1: Third
	TrCH1- TrCH2: Third

TrCH3: Third
	TrCH1- TrCH2: Third

TrCH3: Half

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 160
	TrCH1: 160
	TrCH1: 200

TrCH2: 190

TrCH3: 160
	TrCH1: 200

TrCH2: 190

TrCH3: 235

TrCH4: 160

	>>>crc-Size
	TrCH1: 16
	TrCH1: 16
	TrCH1: 12

TrCH2: 0

TrCH3: 16
	TrCH1: 12

TrCH2- TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	
	
	
	

	>Downlink transport channel type
	dch
	dch
	dch
	dch

	>dl-TransportChannelIdentity (should be as for UL)
	TrCH1: 1
	TrCH1: 1
	TrCH1: 1, TrCH2: 2, TrCH3: 3
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>tfs-SignallingMode
	SameAsUL
	SameAsUL
	Explicit

<Only tf0 on TrCH1 is different and shown below>
	Explicit

<Only tf0 on TrCH1 is different and shown below>

	>>transportFormatSet
	
	
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>>dynamicTF-information
	
	
	
	

	>>>>tf0/ tf0,1
	
	
	TrCH1: (1x0)
	TrCH1: (1x0)

	>>>>rlcSize
	
	
	BitMode
	bitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 0
	TrCH1: type 1: 0

	>>>>numberOfTbSizeList
	
	
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	
	
	All
	All

	>>ULTrCH-Id
	TrCH1: 1
	TrCH1: 1
	TrCH1: 1, TrCH2: 2, TrCH3: 3
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>dch-QualityTarget
	
	
	
	

	>>bler-QualityValue
	TrCH1: 5x10-2
	TrCH1: 5x10-2
	TrCH1: 7x10-3
TrCH2- TrCH3: Absent
	TrCH1: 7x10-3

TrCH2- TrCH4: Absent

	TrCH INFORMATION, COMMON
	
	
	
	

	ul-CommonTransChInfo
	
	
	
	

	>tfcs-ID (TDD only)
	1
	1
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE
	FALSE
	FALSE

	>tfc-Subset
	Absent, not required
	Absent, not required
	Absent, not required
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 
	Normal TFCI signalling 
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete
	Complete
	Complete

	>>>ctfcSize
	Ctfc2Bit
	Ctfc2Bit
	Ctfc4Bit
	Ctfc6Bit

	>>>>TFCS representation
	Addition
	Addition
	Addition
	Addition

	>>>>>TFCS list
	
	
	
	

	>>>>>>TFCS 1
	(TF0)
	(TF0)
	(TF0, TF0, TF0)
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0
	0
	0
	0

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0
	0
	0

	>>>>>>TFCS 2
	(TF1)
	(TF1)
	(TF1, TF0, TF0)
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1
	1
	1
	1

	>>>>>>>gainFactorInformation
	Signalled
	Signalled
	Computed
	Computed

	>>>>>>>>c (FDD only)
	11
	11
	N/A
	N/A

	>>>>>>>>d
	15
	15
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0
	0
	0

	>>>>>>TFCS 3
	
	
	(TF2, TF1, TF0)
	(TF2, TF1, TF1, TF0)

	>>>>>>>ctfc
	
	
	5
	11

	>>>>>>>gainFactorInformation
	
	
	Computed
	Computed

	>>>>>>>>referenceTFCId
	
	
	0
	0

	>>>>>>TFCS 4
	
	
	(TF0, TF0, TF1)
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	
	
	6
	12

	>>>>>>>gainFactorInformation
	
	
	Computed
	Computed

	>>>>>>>>c (FDD only)
	
	
	N/A
	N/A

	>>>>>>>>d
	
	
	N/A
	N/A

	>>>>>>>>referenceTFCId
	
	
	0
	0

	>>>>>>TFCS 5
	
	
	(TF1, TF0, TF1)
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	
	
	7
	13

	>>>>>>>gainFactorInformation
	
	
	Computed
	Computed

	>>>>>>>>referenceTFCId
	
	
	0
	0

	>>>>>>TFCS 6
	
	
	(TF2, TF1, TF1)
	(TF2, TF1, TF1, TF1)

	>>>>>>>ctfc
	
	
	11
	23

	>>>>>>>gainFactorInformation
	
	
	Signalled
	Signalled

	>>>>>>>>c (FDD only)
	
	
	11
	11

	>>>>>>>>d
	
	
	15
	15

	>>>>>>>>referenceTFCId
	
	
	0
	0

	dl-CommonTransChInfo
	
	
	
	

	>tfcs-SignallingMode
	Same as UL
	Same as UL
	Same as UL
	Same as UL

	PhyCH INFORMATION FDD
	
	
	
	

	UL-DPCH-InfoPredef
	
	
	
	

	>ul-DPCH-PowerControlInfo
	
	
	
	

	>>powerControlAlgorithm
	Algorithm 1
	Algorithm 1
	Algorithm 1
	Algorithm 1

	>>>tpcStepSize
	1 dB
	1 dB
	1 dB
	1 dB

	>tfci-Existence
	TRUE
	TRUE
	TRUE
	TRUE

	>puncturingLimit
	1
	1
	1
	0.88

	DL-CommonInformationPredef
	
	
	
	

	>dl-DPCH-InfoCommon
	
	
	
	

	>>spreadingFactor
	256
	128
	128
	128

	>>tfci-Existence
	FALSE
	FALSE
	FALSE
	FALSE

	>>pilotBits
	4
	4
	4
	4

	>>positionFixed
	N/A
	N/A
	Fixed
	Fixed

	
	
	
	
	

	PhyCH INFORMATION 3.84 Mcps TDD
	
	
	
	

	UL-DPCH-InfoPredef
	
	
	
	

	>ul-DPCH-PowerControlInfo
	
	
	
	

	>>dpch-ConstantValue
	0
	0
	0
	0

	>commonTimeslotInfo
	
	
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>tfci-Coding
	4
	4
	16
	16

	>>puncturingLimit
	1
	0.92
	0.52
	0.88

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	
	
	

	>dl-DPCH-InfoCommon
	
	
	
	

	>>commonTimeslotInfo
	
	
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>>tfci-Coding
	4
	4
	16
	16

	>>>puncturingLimit
	1
	0.92
	0.52
	0.92

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	PhyCH INFORMATION 1.28 Mcps TDD 
	
	
	
	

	UL-DPCH-InfoPredef
	
	
	
	

	>commonTimeslotInfo
	
	
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>tfci-Coding
	4
	4
	16
	16

	>>puncturingLimit
	1
	0.64
	0.80
	0.60

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	
	
	

	>dl-DPCH-InfoCommon
	
	
	
	

	>>commonTimeslotInfo
	
	
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>>tfci-Coding
	4
	4
	16
	16

	>>>puncturingLimit
	1
	0.64
	0.80
	0.60

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1


	Configuration
	28.8 kbps conv. CS- data +

3.4 kbps signalling
	32 kbps conv. CS- data +

3.4 kbps signalling
	64kbps conv. CS- data +

3.4 kbps signalling
	14.4 kbps streaming CS- data +

3.4 kbps signalling

	Ref 34.108
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	14
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	15

	Default configuration identity
	4
	5
	6
	7

	RB INFORMATION
	
	
	
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5
	RB1: 1, RB2: 2, RB3: 3, RB5: 5
	RB1: 1, RB2: 2, RB3: 3, RB5: 5
	RB1: 1, RB2: 2, RB3: 3, RB5: 5

	rlc-InfoChoice
	Rlc-info
	Rlc-info
	Rlc-info
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15

RB5: N/A
	RB1: N/A

RB2- RB3: 15

RB5: N/A
	RB1: N/A

RB2- RB3: 15

RB5: N/A
	RB1: N/A

RB2- RB3: 15

RB5: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 300

RB5: N/A
	RB1: N/A

RB2- RB3: 300

RB5: N/A
	RB1: N/A

RB2- RB3: 300

RB5: N/A
	RB1: N/A

RB2- RB3: 300

RB5: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5: N/A
	RB1: N/A

RB2- RB3: 1

RB5: N/A
	RB1: N/A

RB2- RB3: 1

RB5: N/A
	RB1: N/A

RB2- RB3: 1

RB5: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerPollPeriodic
	RB2- RB3: 300
	RB2- RB3: 300
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100
	RB2- RB3: 100
	RB2- RB3: 100
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerStatusPeriodic
	RB2- RB3: 300
	RB2- RB3: 300
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE

	rb-MappingInfo
	
	
	
	

	>UL-LogicalChannelMappings
	OneLogicalChannel
	OneLogicalChannel
	OneLogicalChannel
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch
	Dch
	Dch
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5: N/A
	RB1- RB3: configured

RB5: N/A
	RB1- RB3: configured

RB5: N/A
	RB1- RB3: configured

RB5: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5: 5
	RB1: 1, RB2: 2, RB3: 3

RB5: 5
	RB1: 1, RB2: 2, RB3: 3

RB5: 5
	RB1: 1, RB2: 2, RB3: 3

RB5: 5

	>DL-logicalChannelMappingList
	
	
	
	

	>>Mapping option 1
	One mapping option
	One mapping option
	One mapping option
	One mapping option

	>>>dl-TransportChannelType
	Dch
	Dch
	Dch
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A

	TrCH INFORMATION PER TrCH
	
	
	
	

	UL-AddReconfTransChInfoList
	
	
	
	

	>Uplink transport channel type
	dch
	dch
	dch
	dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2

	>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>dynamicTF-information
	
	
	
	

	>>>tf0/ tf0,1
	TrCH1: (0x576, 1x576, 2x576)

TrCH2: (0x144, 1x144)
	TrCH1: (0x640, 1x640)

TrCH2: (0x144, 1x144)
	TrCH1: (0x640, 2x640)

TrCH2: (0x144, 1x144)
	TrCH1: (0x576, 1x576)

TrCH2: (0x144, 1x144)

	>>>>rlcSize
	TrCH1: OctetMode

TrCH2:BitMode
	TrCH1: OctetMode

TrCH2:BitMode
	TrCH1: OctetMode

TrCH2:BitMode
	TrCH1: OctetMode

TrCH2:BitMode

	>>>>>sizeType
	TrCH1: type 2, part1= 9, part2= 2 (576)

TrCH2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 2, part1= 11, part2= 2 (640)

TrCH2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 2, part1= 11, part2= 2 (640)

TrCH2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 2, part1= 9,

part2= 2 (576)

TrCH2: type 2, part1= 2,

part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: Zero,1, 2 

TrCH2: Zero, one
	TrCH1: Zero, one

TrCH2: Zero, one
	TrCH1: Zero, 2 

TrCH2: Zero, one
	TrCH1: Zero, one,

TrCH2: Zero, one

	>>>>logicalChannelList
	All
	All
	All
	All

	>>semiStaticTF-Information
	
	
	
	

	>>>tti
	TrCH1: 40

TrCH2: 40
	TrCH1: 20

TrCH2: 40
	TrCH1: 20

TrCH2: 40
	TrCH1: 40

TrCH2: 40

	>>>channelCodingType
	TrCH1: Turbo

TrCH2: Convolutional
	TrCH1: Turbo

TrCH2: Convolutional
	TrCH1: Turbo

TrCH2: Convolutional
	TrCH1: Turbo

TrCH2: Convolutional

	>>>>codingRate
	TrCH1: N/A

TrCH2: Third
	TrCH1: N/A

TrCH2: Third
	TrCH1: N/A

TrCH2: Third
	TrCH1: N/A

TrCH2: Third

	>>>rateMatchingAttribute
	TrCH1: 180

TrCH2: 160
	TrCH1: 185

TrCH2: 160
	TrCH1: 170

TrCH2: 160
	TrCH1: 165

TrCH2: 160

	>>>crc-Size
	TrCH1: 16

TrCH2: 16
	TrCH1: 16

TrCH2: 16
	TrCH1: 16

TrCH2: 16
	TrCH1: 16

TrCH2: 16

	DL-AddReconfTransChInfoList
	
	
	
	

	>Downlink transport channel type
	dch
	dch
	dch
	dch

	>dl-TransportChannelIdentity (should be as for UL)
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2

	>tfs-SignallingMode
	SameAsUL
	SameAsUL
	SameAsUL
	SameAsUL

	>>transportFormatSet
	
	
	
	

	>>>dynamicTF-information
	
	
	
	

	>>>>tf0/ tf0,1
	
	
	
	

	>>>>rlcSize
	
	
	
	

	>>>>>sizeType
	
	
	
	

	>>>>numberOfTbSizeList
	
	
	
	

	>>>>logicalChannelList
	
	
	
	

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2

	>dch-QualityTarget
	
	
	
	

	>>bler-QualityValue
	TrCH1: 2x10-3
TrCH2: Absent
	TrCH1: 2x10-3
TrCH2: Absent
	TrCH1: 2x10-3

TrCH2: Absent
	TrCH1: 1x10-2
TrCH2: Absent

	TrCH INFORMATION, COMMON
	
	
	
	

	ul-CommonTransChInfo
	
	
	
	

	>tfcs-ID (TDD only)
	1
	1
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE
	FALSE
	FALSE

	>tfc-Subset
	Absent, not required
	Absent, not required
	Absent, not required
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling
	Normal TFCI signalling 
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete
	Complete
	Complete

	>>>ctfcSize
	Ctfc4Bit
	Ctfc2Bit
	Ctfc2Bit
	Ctfc4Bit

	>>>>TFCS representation
	Addition
	Addition
	Addition
	Addition

	>>>>>TFCS list
	
	
	
	

	>>>>>>TFCS 1
	(TF0, TF0)
	(TF0, TF0)
	(TF0, TF0)
	(TF0, TF0)

	>>>>>>>ctfc
	0
	0
	0
	0

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0
	0
	0

	>>>>>>TFCS 2
	(TF1, TF0)
	(TF1, TF0)
	(TF1, TF0)
	(TF1, TF0)

	>>>>>>>ctfc
	1
	1
	1
	1

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed
	Computed

	>>>>>>>>c (FDD only)
	N/A
	N/A
	N/A
	N/A

	>>>>>>>>d
	N/A
	N/A
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0
	0
	0

	>>>>>>TFCS 3
	(TF2, TF0)
	(TF0, TF1)
	(TF0, TF1)
	(TF0, TF1)

	>>>>>>>ctfc
	2
	2
	2
	2

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0
	0
	0

	>>>>>>TFCS 4
	(TF0, TF1)
	(TF1, TF1)
	(TF1, TF1)
	(TF1, TF1)

	>>>>>>>ctfc
	3
	3
	3
	3

	>>>>>>>gainFactorInformation
	Computed
	Signalled
	Signalled
	 Signalled

	>>>>>>>>c (FDD only)
	N/A
	8
	8
	 11

	>>>>>>>>d
	N/A
	15
	15
	15

	>>>>>>>>referenceTFCId
	0
	0
	0
	0

	>>>>>>TFCS 5
	(TF1, TF1)
	N/A
	N/A
	

	>>>>>>>ctfc
	4
	
	
	

	>>>>>>>gainFactorInformation
	Computed
	
	
	

	>>>>>>>>referenceTFCId
	0
	
	
	

	>>>>>>TFCS 6
	(TF2, TF1)
	N/A
	N/A
	

	>>>>>>>ctfc
	5
	
	
	

	>>>>>>>gainFactorInformation
	Signalled
	
	
	

	>>>>>>>>c (FDD only)
	8
	
	
	

	>>>>>>>>d
	15
	
	
	

	>>>>>>>>referenceTFCId
	0
	
	
	

	>>>>>>TFCS 7
	
	
	
	

	>>>>>>>ctfc
	
	
	
	

	>>>>>>>gainFactorInformation
	
	
	
	

	>>>>>>>>referenceTFCId
	
	
	
	

	>>>>>>TFCS 8
	
	
	
	

	>>>>>>>ctfc
	
	
	
	

	>>>>>>>gainFactorInformation
	
	
	
	

	>>>>>>>>referenceTFCId
	
	
	
	

	>>>>>>TFCS 9
	
	
	
	

	>>>>>>>ctfc
	
	
	
	

	>>>>>>>gainFactorInformation
	
	
	
	

	>>>>>>>>referenceTFCId
	
	
	
	

	>>>>>>TFCS 10
	
	
	
	

	>>>>>>>ctfc
	
	
	
	

	>>>>>>>gainFactorInformation
	
	
	
	

	>>>>>>>>c (FDD only)
	
	
	
	

	>>>>>>>>d 
	
	
	
	

	>>>>>>>>referenceTFCId
	
	
	
	

	dl-CommonTransChInfo
	
	
	
	

	>tfcs-SignallingMode
	Same as UL
	Same as UL
	Same as UL
	Same as UL

	
	
	
	
	

	PhyCH INFORMATION FDD
	
	
	
	

	UL-DPCH-InfoPredef
	
	
	
	

	>ul-DPCH-PowerControlInfo
	
	
	
	

	>>powerControlAlgorithm
	Algorithm 1
	Algorithm 1
	Algorithm 1
	Algorithm 1

	>>>tpcStepSize
	1 dB
	1 dB
	1 dB
	1 dB

	>tfci-Existence
	TRUE
	TRUE
	TRUE
	TRUE

	>puncturingLimit
	0.92
	0.8
	0.92
	1

	DL-CommonInformationPredef
	
	
	
	

	>dl-DPCH-InfoCommon
	
	
	
	

	>>spreadingFactor
	64
	64
	32
	128

	>>tfci-Existence
	TRUE
	TRUE
	TRUE
	TRUE

	>>pilotBits
	8
	8
	8
	8

	>>positionFixed
	Flexible
	Flexible
	Flexible
	Flexible

	PhyCH INFORMATION 3.84 Mcps TDD
	
	
	
	

	UL-DPCH-InfoPredef
	
	
	
	

	>ul-DPCH-PowerControlInfo
	
	
	
	

	>>dpch-ConstantValue
	0
	0
	0
	0

	>commonTimeslotInfo
	
	
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>tfci-Coding
	16
	8
	8
	8

	>>puncturingLimit
	0.44
	0.8
	0.56
	0.8

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	
	
	

	>dl-DPCH-InfoCommon
	
	
	
	

	>>commonTimeslotInfo
	
	
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>>tfci-Coding
	16
	8
	8
	8

	>>>puncturingLimit
	0.44
	0.64
	0.56
	0.8

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	PhyCH INFORMATION 1.28 Mcps TDD 
	
	
	
	

	UL-DPCH-InfoPredef
	
	
	
	

	>commonTimeslotInfo
	
	
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>tfci-Coding
	16
	8
	8
	8

	>>puncturingLimit
	0.64
	0.60
	0.64
	1

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	
	
	

	>dl-DPCH-InfoCommon
	
	
	
	

	>>commonTimeslotInfo
	
	
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated
	frameRelated

	>>>tfci-Coding
	16
	8
	8
	8

	>>>puncturingLimit
	0.64
	0.60
	0.64
	0.88

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1


	Configuration
	28.8 kbps streaming CS- data +

3.4 kbps signalling
	57.6 kbps streaming CS- data +

3.4 kbps signalling
	12.2 kbps speech(multimode) +

3.4 kbps signalling



	Ref 34.108
	16
	17
	1a

	Default configuration identity
	8
	9
	10

	RB INFORMATION
	
	
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5
	RB1: 1, RB2: 2, RB3: 3, RB5: 5
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7

	rlc-InfoChoice
	Rlc-info
	Rlc-info
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15

RB5: N/A
	RB1: N/A

RB2- RB3: 15

RB5: N/A
	RB1: N/A

RB2- RB3: 15

RB5- RB7: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 300

RB5: N/A
	RB1: N/A

RB2- RB3: 300

RB5: N/A
	RB1: N/A

RB2- RB3: 300

RB5- RB7: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5: N/A
	RB1: N/A

RB2- RB3: 1

RB5: N/A
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerPollPeriodic
	RB2- RB3: 300
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100
	RB2- RB3: 100
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: FALSE
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerStatusPeriodic
	RB2- RB3: 300
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	rb-MappingInfo
	
	
	

	>UL-LogicalChannelMappings
	OneLogicalChannel
	OneLogicalChannel
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch
	Dch
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5: N/A
	RB1- RB3: configured

RB5: N/A
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5: 5
	RB1: 1, RB2: 2, RB3: 3

RB5: 5
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5

	>DL-logicalChannelMappingList
	
	
	

	>>Mapping option 1
	One mapping option
	One mapping option
	One mapping option

	>>>dl-TransportChannelType
	Dch
	Dch
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 2

RB5: 1
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	TrCH INFORMATION PER TrCH
	
	
	

	UL-AddReconfTransChInfoList
	
	
	

	>Uplink transport channel type
	dch
	dch
	dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>dynamicTF-information
	
	
	

	>>>tf0/ tf0,1
	TrCH1: (0x576, 1x576, 2x576)

TrCH2: (0x144, 1x144)
	TrCH1: (0x576, 1x576, 2x576, 3x576, 4x576)

TrCH2: (0x144, 1x144)
	TrCH1: (0x81)

TrCH2: (0x 103

TrCH3: (0x 60)

TrCH4: (0x144)

	>>>>rlcSize
	TrCH1: OctetMode

TrCH2:BitMode
	TrCH1: OctetMode

TrCH2:BitMode
	BitMode

	>>>>>sizeType
	TrCH1: type 2, part1= 9,

part2= 2 (576)

TrCH2: type 2, part1= 2,

part2= 0 (144)
	TrCH1: type 2, part1= 9,

part2= 2 (576)

TrCH2: type 2, part1= 2,

part2= 0 (144)
	TrCH1: type 1: 81

TrCH2: type 1: 103

TrCH3: type 1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: Zero, one, 2

TrCH2: Zero, one
	TrCH1: Zero, one, 2, 3, 4

TrCH2: Zero, one
	TrCH1-4: Zero

	>>>>logicalChannelList
	All
	All
	All

	>>>tf 1
	
	
	TrCH1: (1x39)

TrCH2: (1x53)

TrCH3: (1x60)

TrCH4: (1x144)

	>>>>numberOfTransportBlocks
	
	
	TrCH1-3: One

	>>>>rlc-Size
	
	
	TrCH1-3: BitMode

	>>>>>sizeType
	
	
	TrCH1: 1: 39

TrCH2: 1: 53

TrCH3: 1: 60

	>>>>numberOfTbSizeList
	
	
	TrCH1-3: One

	>>>>logicalChannelList
	
	
	TrCH1-3: all

	>>>tf 2
	
	
	TrCH1: (1x42)

TrCH2: (1x63)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	
	TrCH1-2: One

	>>>>rlc-Size
	
	
	TrCH1: BitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 42

TrCH2: type 1: 63

	>>>>numberOfTbSizeList
	
	
	TrCH1-2: One

	>>>>logicalChannelList
	
	
	TrCH1: all

	>>>tf 3
	
	
	TrCH1: (1x55)

TrCH2: (1x84)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	
	TrCH1-2: One

	>>>>rlc-Size
	
	
	TrCH1: BitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 55

TrCH2: type 1: 84

	>>>>numberOfTbSizeList
	
	
	TrCH1-2: One

	>>>>logicalChannelList
	
	
	TrCH1: all

	>>>tf 4
	
	
	TrCH1: (1x75)

TrCH2: (1x103)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	
	TrCH1-2: One

	>>>>rlc-Size
	
	
	TrCH1: BitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 75

TrCH2: type 1: 103

	>>>>numberOfTbSizeList
	
	
	TrCH1-2: One

	>>>>logicalChannelList
	
	
	TrCH1: all

	>>>tf 5
	
	
	TrCH1: (1x81)

TrCH2- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	
	TrCH1: One

	>>>>rlc-Size
	
	
	TrCH1: BitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 81

	>>>>numberOfTbSizeList
	
	
	TrCH1: One

	>>>>logicalChannelList
	
	
	TrCH1: all

	>>semiStaticTF-Information
	
	
	

	>>>tti
	TrCH1: 40

TrCH2: 40
	TrCH1: 40

TrCH2: 40
	TrCH1- TrCH3: 20

TrCH4: 40

	>>>channelCodingType
	TrCH1: Turbo

TrCH2: Convolutional
	TrCH1: Turbo

TrCH2: Convolutional
	Convolutional

	>>>>codingRate
	TrCH1: N/A

TrCH2: Third
	TrCH1: N/A

TrCH2: Third
	TrCH1- TrCH2: Third

TrCH3: Half

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 155

TrCH2: 160
	TrCH1: 145

TrCH2: 160
	TrCH1: 200

TrCH2: 190

TrCH3: 235

TrCH4: 160

	>>>crc-Size
	TrCH1: 16

TrCH2: 16
	TrCH1: 16

TrCH2: 16
	TrCH1: 12

TrCH2- TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	
	
	

	>Downlink transport channel type
	dch
	dch
	dch

	>dl-TransportChannelIdentity (should be as for UL)
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>tfs-SignallingMode
	SameAsUL
	SameAsUL
	Independent

<Only tf0 on TrCH1 is different and shown below>

	>>transportFormatSet
	
	
	DedicatedTransChTFS

	>>>dynamicTF-information
	
	
	

	>>>>tf0/ tf0,1
	
	
	TrCH1: (1x0)

	>>>>rlcSize
	
	
	bitMode

	>>>>>sizeType
	
	
	TrCH1: type 1: 0

	>>>>numberOfTbSizeList
	
	
	TrCH1: One

	>>>>logicalChannelList
	
	
	All

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>dch-QualityTarget
	
	
	

	>>bler-QualityValue
	TrCH1: 1x10-2

TrCH2: Absent
	TrCH1: 1x10-2

TrCH2: Absent
	TrCH1: 7x10-3

TrCH2- TrCH4: Absent

	TrCH INFORMATION, COMMON
	
	
	

	ul-CommonTransChInfo
	
	
	

	>tfcs-ID (TDD only)
	1
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE
	FALSE

	>tfc-Subset
	Absent, not required
	Absent, not required
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete
	Complete

	>>>ctfcSize
	Ctfc4Bit
	Ctfc4Bit
	Ctfc8Bit

	>>>>TFCS representation
	Addition
	Addition
	Addition

	>>>>>TFCS list
	
	
	

	>>>>>>TFCS 1
	(TF0, TF0)
	(TF0, TF0)
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0
	0
	0

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0
	0

	>>>>>>TFCS 2
	(TF1, TF0)
	(TF1, TF0)
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1
	1
	1

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed

	>>>>>>>>c (FDD only)
	N/A
	N/A
	N/A

	>>>>>>>>d
	N/A
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0
	0

	>>>>>>TFCS 3
	(TF2, TF0)
	(TF2, TF0)
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	2
	2
	8

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0
	0

	>>>>>>TFCS 4
	(TF0, TF1)
	(TF3, TF0)
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	3
	3
	15

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed

	>>>>>>>>c (FDD only)
	N/A
	N/A
	N/A

	>>>>>>>>d
	N/A
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0
	0

	>>>>>>TFCS 5
	(TF1, TF1)
	(TF4, TF0)
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	4
	4
	22

	>>>>>>>gainFactorInformation
	Computed
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0
	0

	>>>>>>TFCS 6
	(TF2, TF1)
	(TF0, TF1)
	(TF5, TF4, TF1, TF0)

	>>>>>>>ctfc
	5
	5
	59

	>>>>>>>gainFactorInformation
	Signalled
	Computed
	Computed

	>>>>>>>>c (FDD only)
	8
	N/A
	N/A

	>>>>>>>>d
	15
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0
	0

	>>>>>>TFCS 7
	
	(TF1, TF1)
	(TF0,TF0,TF0,TF1)

	>>>>>>>ctfc
	
	6
	60

	>>>>>>>gainFactorInformation
	
	Computed
	Computed

	>>>>>>>>referenceTFCId
	
	0
	0

	>>>>>>TFCS 8
	
	(TF2, TF1)
	(TF1,TF0,TF0,TF1)

	>>>>>>>ctfc
	
	7
	61

	>>>>>>>gainFactorInformation
	
	Computed
	Computed

	>>>>>>>>referenceTFCId
	
	0
	0

	>>>>>>TFCS 9
	
	(TF3, TF1)
	(TF2,TF1,TF0,TF1)

	>>>>>>>ctfc
	
	8
	68

	>>>>>>>gainFactorInformation
	
	Computed
	Computed

	>>>>>>>>referenceTFCId
	
	0
	0

	>>>>>>TFCS 10
	
	(TF4, TF1)
	(TF3,TF2,TF0,TF1)

	>>>>>>>ctfc
	
	9
	75

	>>>>>>>gainFactorInformation
	
	Signalled
	Computed

	>>>>>>>>c (FDD only)
	
	8
	N/A

	>>>>>>>>d 
	
	15
	N/A

	>>>>>>>>referenceTFCId
	
	0
	0

	>>>>>>TFCS 11
	
	
	(TF4,TF3,TF0,TF1)

	>>>>>>>ctfc
	
	
	82

	>>>>>>>gainFactorInformation
	
	
	Computed

	>>>>>>>>referenceTFCId
	
	
	0

	>>>>>>TFCS 12
	
	
	(TF5,TF4,TF1,TF1)

	>>>>>>>ctfc
	
	
	119

	>>>>>>>gainFactorInformation
	
	
	Signalled

	>>>>>>>>c (FDD only)
	
	
	11

	>>>>>>>>d 
	
	
	15

	>>>>>>>>referenceTFCId
	
	
	0

	dl-CommonTransChInfo
	
	
	

	>tfcs-SignallingMode
	Same as UL
	Same as UL
	Same as UL

	PhyCH INFORMATION FDD
	
	
	

	UL-DPCH-InfoPredef
	
	
	

	>ul-DPCH-PowerControlInfo
	
	
	

	>>powerControlAlgorithm
	Algorithm 1
	Algorithm 1
	Algorithm 1

	>>>tpcStepSize
	1 dB
	1 dB
	1 dB

	>tfci-Existence
	TRUE
	TRUE
	TRUE

	>puncturingLimit
	1
	1
	0.88

	DL-CommonInformationPredef
	
	
	

	>dl-DPCH-InfoCommon
	
	
	

	>>spreadingFactor
	64
	32
	128

	>>tfci-Existence
	TRUE
	TRUE
	FALSE

	>>pilotBits
	8
	8
	4

	>>positionFixed
	Flexible
	Flexible
	Fixed

	PhyCH INFORMATION 3.84 Mcps TDD
	
	
	

	UL-DPCH-InfoPredef
	
	
	

	>ul-DPCH-PowerControlInfo
	
	
	

	>>dpch-ConstantValue
	0
	0
	0

	>commonTimeslotInfo
	
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated

	>>tfci-Coding
	16
	16
	16

	>>puncturingLimit
	0.44
	0.48
	0.88

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	
	

	>dl-DPCH-InfoCommon
	
	
	

	>>commonTimeslotInfo
	
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated

	>>>tfci-Coding
	16
	16
	16

	>>>puncturingLimit
	0.44
	0.48
	0.92

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1

	PhyCH INFORMATION 1.28 Mcps TDD 
	
	
	

	UL-DPCH-InfoPredef
	
	
	

	>commonTimeslotInfo
	
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated
	

	>>tfci-Coding
	16
	16
	

	>>puncturingLimit
	0.64
	0.72
	

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	

	DL-CommonInformationPredef
	
	
	

	>dl-DPCH-InfoCommon
	
	
	

	>>commonTimeslotInfo
	
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated
	frameRelated

	>>>tfci-Coding
	16
	16
	16

	>>>puncturingLimit
	0.64
	0.72
	0.92

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
	repetitionPeriod1


	Configuration
	10.2/6.7/5.9/4.75 kbps speech +

3.4 kbps signalling


	7.4/6.7/5.9/4.75 kbps speech +

3.4 kbps signalling



	Ref 34.108
	N/A
	N/A

	Default configuration identity
	11
	12

	RB INFORMATION
	
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7, RB8: 8
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7

	rlc-InfoChoice
	Rlc-info
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM
	RB1: UM

RB2- RB3: AM

RB5-RB6: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB6: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 15

RB5- RB6: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB6: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 300

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 300

RB5- RB6: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 1

RB5- RB6: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB6: N/A

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerPollPeriodic
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE
	RB1- RB3: N/A

RB5- RB6: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

RB8: TM
	RB1: UM

RB2- RB3: AM

RB5- RB6: TM

RB7: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5- RB8: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB8: N/A
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB8: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>timerStatusPeriodic
	RB2- RB3: 300
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB8: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	rb-MappingInfo
	
	

	>UL-LogicalChannelMappings
	OneLogicalChannel
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3,
	RB1- RB3: 3

RB5: 1, RB6: 2

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB6: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5- RB7: N/A
	RB1- RB3: configured

RB5- RB6: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5
	RB1: 1, RB2: 2, RB3: 3

RB5- RB6: 5

	>DL-logicalChannelMappingList
	
	

	>>Mapping option 1
	One mapping option
	One mapping option

	>>>dl-TransportChannelType
	Dch
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3, RB8: 5
	RB1- RB3: 3

RB5: 1, RB6: 2, RB7:4

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB8: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	TrCH INFORMATION PER TrCH
	
	

	UL-AddReconfTransChInfoList
	
	

	>Uplink transport channel type
	dch
	dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4
	TrCH1: 1, TrCH2: 2, TrCH3: 3

	>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>dynamicTF-information
	
	

	>>>tf0/ tf0,1
	TrCH1: (0x65)

TrCH2: (0x 99)

TrCH3: (0x 40, 1x40)

TrCH4: (0x144, 1x144)
	TrCH1: (0x61)

TrCH2: (0x 87)

TrCH3: (0x 144, 1x144)

	>>>>rlcSize
	BitMode
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 65

TrCH2: type 1: 99

TrCH3: type 1: 40

TrCH4: 2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 1: 61

TrCH2: type 1: 87

TrCH3: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1-2: Zero

TrCH3-4: Zero, one
	TrCH1-2: Zero

TrCH3: Zero, one

	>>>>logicalChannelList
	All
	All

	>>>tf 1
	TrCH1: (1x39)

TrCH2: (1x 53)

TrCH3- TrCH4: N/A
	TrCH1: (1x39)

TrCH2: (1x53)

TrCH3: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCH2: One
	TrCH1: One

TrCH2: One

	>>>>rlc-Size
	TrCH1-2: BitMode
	TrCH1-2: BitMode

	>>>>>sizeType
	TrCH1: 1: 39

TrCH2: 1: 53
	TrCH1: 1: 39

TrCH1: 1: 53

	>>>>numberOfTbSizeList
	TrCH1-2: One
	TrCH1-2: One

	>>>>logicalChannelList
	TrCH1: all
	TrCH1: all

	>>>tf 2
	TrCH1: (1x42)

TrCH2: (1x63)

TrCH3- TrCH4: N/A
	TrCH1: (1x42)

TrCH2: (1x63)

TrCH3: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 42

TrCH2: type 1: 63
	TrCH1: type 1: 42

TrCH2: type 1: 63

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all
	TrCH1: all

TrCH2: all

	>>>tf 3
	TrCH1: (1x55)

TrCH2: (1x76)

TrCH3- TrCH4: N/A
	TrCH1: (1x55)

TrCH2: (1x76)

TrCH3: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 55

TrCH2: type 1: 76
	TrCH1: type 1: 55

TrCH2: type 1: 76

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all
	TrCH1: all

TrCH2: all

	>>>tf 4
	TrCH1: (1x58)

TrCH2: (1x99)

TrCH3- TrCH4: N/A
	TrCH1: (1x58)

TrCH2: (1x87)

TrCH3: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 58

TrCH2: type 1: 99
	TrCH1: type 1: 58

TrCH2: type 1: 87

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all
	TrCH1: all

TrCH2: all

	>>>tf 5
	TrCH1: (1x65)

TrCH2- TrCH4: N/A
	TrCH1: (1x61)

TrCH2- TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One
	TrCH1: One

	>>>>rlc-Size
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 65
	TrCH1: type 1: 61

	>>>>numberOfTbSizeList
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	TrCH1: all
	TrCH1: all

	>>semistaticTF-Information
	
	

	>>>tti
	TrCH1- TrCH3: 20

TrCH4: 40
	TrCH1- TrCH2: 20

TrCH3: 40

	>>>channelCodingType
	Convolutional
	Convolutional

	>>>>codingRate
	TrCH1- TrCH2: Third

TrCH3: Half

TrCH4: Third
	TrCH1- TrCH2: Third

TrCH3: Third

	>>>rateMatchingAttribute
	TrCH1: 200

TrCH2: 190

TrCH3: 235

TrCH4: 160
	TrCH1: 200

TrCH2: 190

TrCH3: 160

	>>>crc-Size
	TrCH1: 12

TrCH2- TrCH3: 0

TrCH4: 16
	TrCH1: 12

TrCH2: 0

TrCH3: 16

	DL-AddReconfTransChInfoList
	
	

	>Downlink transport channel type
	dch
	dch

	>dl-TransportChannelIdentity 
	
	

	>tfs-SignallingMode
	Independent

<Only tf0 on TrCH1 and tf0/tf1 on TrCH5 are different and shown below>
	Independent

<Only tf0 on TrCH1 and tf0/tf1 on TrCH4 are different and shown below>

	>>transportFormatSet
	
	

	>>>dynamicTF-information
	
	

	>>>>tf0/ tf0,1
	TrCH1: (1x0)

TrCH5: (0x3, 1x3)
	TrCH1: (1x0)

TrCH4: (0x3, 1x3)

	>>>>rlcSize
	BitMode
	bitMode

	>>>>>sizeType
	TrCH1: type 1: 0

TrCH5: type 1: 3
	TrCH1: type 1: 0

TrCH4: type 1: 3

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH5: Zero, one
	TrCH1: One

TrCH4: Zero, one

	>>>>logicalChannelList
	All
	All

	>>>semistaticTF-Information
	same as UL except for TrCH5
	same as UL except for TrCH4

	>>>>tti
	TrCH5: 20
	TrCH4: 20

	>>>>channelCodingType
	Convolutional
	Convolutional

	>>>>>codingRate
	TrCH5: Third
	TrCH4: Third

	>>>>rateMatchingAttribute
	TrCH5: 200
	TrCH4: 200

	>>>>crc-Size
	TrCH5: 12
	TrCH4: 12

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4, 
	TrCH1: 1, TrCH2: 2, TrCH3: 3

	>dch-QualityTarget
	
	

	>>bler-QualityValue
	TrCH1: 7x10-3

TrCH2- TrCH5: Absent
	TrCH1: 7x10-3
TrCH2- TrCH4: Absent

	TrCH INFORMATION, COMMON
	
	

	ul-CommonTransChInfo
	
	

	>tfcs-ID (TDD only)
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE

	> tfc-Subset
	Absent, not required
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete

	>>>ctfcSize
	Ctfc8Bit
	Ctfc6Bit

	>>>>TFCS representation
	Addition
	Addition

	>>>>>TFC list
	
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0)
	(TF0, TF0, TF0)

	>>>>>>>ctfc
	0
	0

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0)
	(TF1, TF0, TF0)

	>>>>>>>ctfc
	1
	1

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>c (FDD only)
	N/A
	N/A

	>>>>>>>>d
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0)
	(TF2, TF1, TF0)

	>>>>>>>ctfc
	8
	8

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0)
	(TF3, TF2, TF0)

	>>>>>>>ctfc
	15
	15

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>c (FDD only)
	
	

	>>>>>>>>d
	
	

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0)
	(TF4, TF3, TF0)

	>>>>>>>ctfc
	22
	22

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 6
	(TF5, TF4, TF1, TF0)
	(TF5, TF4, TF0)

	>>>>>>>ctfc
	59
	29

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>c (FDD only)
	
	

	>>>>>>>>d
	
	

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 7
	(TF0, TF0, TF0, TF1)
	(TF0, TF0, TF1)

	>>>>>>>ctfc
	60
	30

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 8
	(TF1, TF0, TF0, TF1)
	(TF1, TF0, TF1)

	>>>>>>>ctfc
	61
	31

	>>>>>>>gainFactorInformation
	computed
	computed

	>>>>>>>>c (FDD only)
	
	

	>>>>>>>>d
	
	

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 9
	(TF2, TF1, TF0, TF1)
	(TF2, TF1, TF1)

	>>>>>>>ctfc
	68
	38

	>>>>>>>gainFactorInformation
	computed
	computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 10
	(TF3, TF2, TF0, TF1)
	(TF3, TF2, TF1)

	>>>>>>>ctfc
	75
	45

	>>>>>>>gainFactorInformation
	computed
	computed

	>>>>>>>>c (FDD only)
	
	

	>>>>>>>>d
	
	

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 11
	(TF4, TF3, TF0, TF1)
	(TF4, TF3, TF1)

	>>>>>>>ctfc
	82
	52

	>>>>>>>gainFactorInformation
	computed
	computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 12
	(TF5, TF4, TF1, TF1)
	(TF5, TF4, TF1)

	>>>>>>>ctfc
	97
	59

	>>>>>>>gainFactorInformation
	signalled
	signalled

	>>>>>>>>c (FDD only)
	11
	11

	>>>>>>>>d
	15
	15

	>>>>>>>>referenceTFCId
	0
	0

	> TFC subset list
	
	

	>>TFC subset 1
	(speech rate 10.2)
	(speech rate 7.4)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC7, TFC8, TFC6, TFC12)
	(TFC1, TFC2, TFC7, TFC8, TFC6, TFC12)

	>>TFC subset 2
	(speech rate 6.7)
	(speech rate 6.7)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC7, TFC8, TFC5, TFC11)
	(TFC1, TFC2, TFC7, TFC8, TFC5, TFC11)

	>>TFC subset 3
	(speech rate 5.9)
	(speech rate 5.9)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC7, TFC8, TFC4, TFC10)
	(TFC1, TFC2, TFC7, TFC8, TFC4, TFC10)

	>>TFC subset 4
	(speech rate 4.75)
	(speech rate 4.75)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC7, TFC8, TFC3, TFC9)
	(TFC1, TFC2, TFC7, TFC8, TFC3, TFC9)

	dl-CommonTransChInfo
	
	

	>tfcs-SignallingMode
	Independent
	Independent

	>tfcs-ID (TDD only)
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE

	> tfc-Subset
	Absent, not required
	Absent, not required

	>dl-TFCS
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete

	>>>ctfcSize
	Ctfc8Bit
	Ctfc8Bit

	>>>>TFCS representation
	Addition
	Addition

	>>>>>TFCS list
	
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0, TF0)
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0, TF0)
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1
	1

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0, TF0)
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	8
	8

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0, TF0)
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	15
	15

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0, TF0)
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	22
	22

	>>>>>>TFC 6
	(TF5, TF4, TF1, TF0, TF0)
	(TF5, TF4, TF0, TF0)

	>>>>>>>ctfc
	59
	29

	>>>>>>TFC 7
	(TF0, TF0, TF0, TF1, TF0)
	(TF0, TF0, TF1, TF0)

	>>>>>>>ctfc
	60
	30

	>>>>>>TFC 8
	(TF1, TF0, TF0, TF1, TF0)
	(TF1, TF0, TF1, TF0)

	>>>>>>>ctfc
	61
	31

	>>>>>>TFC 9
	(TF2, TF1, TF0, TF1, TF0)
	(TF2, TF1, TF1, TF0)

	>>>>>>>ctfc
	68
	37

	>>>>>>TFC 10
	(TF3, TF2, TF0, TF1, TF0)
	(TF3, TF2, TF1, TF0)

	>>>>>>>ctfc
	75
	55

	>>>>>>TFC 11
	(TF4, TF3, TF0, TF1, TF0)
	(TF4, TF3, TF1, TF0)

	>>>>>>>ctfc
	82
	52

	>>>>>>TFC 12
	(TF5, TF4, TF1, TF1, TF0)
	(TF5, TF4, TF1, TF0)

	>>>>>>>ctfc
	119
	59

	>>>>>>TFC 13
	(TF0, TF0, TF0, TF0, TF1)
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	120
	60

	>>>>>>TFC 14
	(TF1, TF0, TF0, TF0, TF1)
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	121
	61

	>>>>>>TFC 15
	(TF2, TF1, TF0, TF0, TF1)
	(TF2, TF1, TF0, TF1)

	>>>>>>>ctfc
	128
	68

	>>>>>>TFC 16
	(TF3, TF2, TF0, TF0, TF1)
	(TF3, TF2, TF0, TF1)

	>>>>>>>ctfc
	135
	75

	>>>>>>TFC 17
	(TF4, TF3, TF0, TF0, TF1)
	(TF4, TF3, TF0, TF1)

	>>>>>>>ctfc
	152
	82

	>>>>>>TFC 18
	(TF5, TF4, TF1, TF0, TF1)
	(TF5, TF4, TF0, TF1)

	>>>>>>>ctfc
	189
	89

	>>>>>>TFC 19
	(TF0, TF0, TF0, TF1, TF1)
	(TF0, TF0, TF1, TF1)

	>>>>>>>ctfc
	180
	90

	>>>>>>TFC 20
	(TF1, TF0, TF0, TF1, TF1)
	(TF1, TF0, TF1, TF1)

	>>>>>>>ctfc
	181
	91

	>>>>>>TFC 21
	(TF2, TF1, TF0, TF1, TF1)
	(TF2, TF1, TF1, TF1)

	>>>>>>>ctfc
	188
	98

	>>>>>>TFC 22
	(TF3, TF2, TF0, TF1, TF1)
	(TF3, TF2, TF1, TF1)

	>>>>>>>ctfc
	195
	105

	>>>>>>TFC 23
	(TF4, TF3, TF0, TF1, TF1)
	(TF4, TF3, TF1, TF1)

	>>>>>>>ctfc
	239
	112

	>>>>>>TFC 24
	(TF5, TF4, TF1, TF1, TF1)
	(TF5, TF4, TF1, TF1)

	>>>>>>>ctfc
	218
	119

	PhyCH INFORMATION FDD
	
	

	UL-DPCH-InfoPredef
	
	

	>ul-DPCH-PowerControlInfo
	
	

	>>powerControlAlgorithm
	Algorithm 1
	Algorithm 1

	>>>tpcStepSize
	1 dB
	1 dB

	>tfci-Existence
	TRUE
	TRUE

	>puncturingLimit
	0.88
	0.88

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>spreadingFactor
	128
	128

	>>tfci-Existence
	FALSE
	FALSE

	>>pilotBits
	4
	4

	>>positionFixed
	Fixed
	Fixed

	
	
	

	PhyCH INFORMATION 3.84 Mcps TDD
	
	

	UL-DPCH-InfoPredef
	
	

	>ul-DPCH-PowerControlInfo
	
	

	>>dpch-ConstantValue
	0
	0

	>commonTimeslotInfo
	
	

	>>secondInterleavingMode
	frameRelated
	frameRelated

	>>tfci-Coding
	16
	16

	>>puncturingLimit
	0.60
	0.60

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>commonTimeslotInfo
	
	

	>>>secondInterleavingMode
	frameRelated
	frameRelated

	>>>tfci-Coding
	16
	16

	>>>puncturingLimit
	0.60
	0.60

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1

	PhyCH INFORMATION 1.28 Mcps TDD 
	
	

	UL-DPCH-InfoPredef
	
	

	>commonTimeslotInfo
	
	

	>>secondInterleavingMode
	frame Related
	frame Related

	>>tfci-Coding
	16
	16

	>>puncturingLimit
	0.64
	0.64

	>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>commonTimeslotInfo
	
	

	>>>secondInterleavingMode
	frame Related
	frame Related

	>>>tfci-Coding
	16
	16

	>>>puncturingLimit
	0.64
	0.64

	>>>repetitionPeriodAndLength
	repetitionPeriod1
	repetitionPeriod1
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	Default configuration identity
	13

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7, RB8: 8

	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15

RB5- RB7: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 300

RB5- RB7: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>timerPollPeriodic
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

RB8: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

RB8: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB7: N/A

RB8: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

RB8: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: FALSE

	>>>timerStatusPeriodic
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE

RB8: FALSE

	rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3.

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5

	>DL-logicalChannelMappingList
	

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3, RB8: 5

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

RB8: N/A

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2, TrCH3: 3,  TrCH4: 4

	>transportFormatSet
	DedicatedTransChTFS

	>>dynamicTF-information
	

	>>>tf0/ tf0,1
	TrCH1: (0x72)

TrCH2: (0x 181)

TrCH3: (0x60)

TrCH4: (0x144, 1x144)

	>>>>rlcSize
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 72

TrCH2: type 2: part1= 6, part2= 5

TrCH3: type1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1-3: Zero

TrCH4: Zero, one

	>>>>logicalChannelList
	All

	>>>tf 1
	TrCH1: (1x40)

TrCH2: (1x 78)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCH2: One

	>>>>rlc-Size
	TrCH1-2: BitMode

	>>>>>sizeType
	TrCH1: 1: 40

TrCH2: 1: 78

	>>>>numberOfTbSizeList
	TrCH1-2: One

	>>>>logicalChannelList
	TrCH1: all

	>>>tf 2
	TrCH1: (1x54)

TrCH2: (1x113)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 54

TrCH2: type 1: 113

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all

	>>>tf 3
	TrCH1: (1x64)

TrCH2: (1x181)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 64

TrCH2: type 2: part1=6, part2= 5

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all

	>>>tf 4
	TrCH1: (1x72)

TrCH2: N/A

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 72

	>>>>numberOfTbSizeList
	TrCH1: One

	>>>>logicalChannelList
	TrCH1: all

	>>semistaticTF-Information
	

	>>>tti
	TrCH1- TrCH2: 20

TrCH4: 40

	>>>channelCodingType
	Convolutional

	>>>>codingRate
	TrCH1- TrCH3: Third

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 200

TrCH2: 190

TrCH3: 256

TrCH4: 170

	>>>crc-Size
	TrCH1: 12

TrCH2: 0

TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	dch

	>dl-TransportChannelIdentity 
	

	>tfs-SignallingMode
	Independent

<Only tf0 on TrCH1 and tf0/tf1 on TrCH5 are different and shown below>

	>>transportFormatSet
	

	>>>dynamicTF-information
	

	>>>>tf0/ tf0,1
	TrCH1: (1x0)

TrCH5: (0x3, 1x3)

	>>>>rlcSize
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 0

TrCH5: type 1: 3

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH5: Zero, one

	>>>>logicalChannelList
	All

	>>>semistaticTF-Information
	same as UL except for TrCH5

	>>>>tti
	TrCH5: 20

	>>>>channelCodingType
	Convolutional

	>>>>>codingRate
	TrCH5: Third

	>>>>rateMatchingAttribute
	TrCH5: 205

	>>>>crc-Size
	TrCH5: 8

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4, 

	>dch-QualityTarget
	

	>>bler-QualityValue
	TrCH1: 7x10-3

TrCH2: Absent

TrCH3: Absent

TrCH4- TrCH5: Absent

	TrCH INFORMATION, COMMON
	

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	> tfc-Subset
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc6Bit

	>>>>TFCS representation
	Addition

	>>>>>TFC list
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	N/A

	>>>>>>>>d
	N/A

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	7

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	13

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	

	>>>>>>>>d
	

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	19

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 6
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	20

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	

	>>>>>>>>d
	

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 7
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	21

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 8
	(TF2, TF1, TF0, TF1)

	>>>>>>>ctfc
	27

	>>>>>>>gainFactorInformation
	computed

	>>>>>>>>c (FDD only)
	

	>>>>>>>>d
	

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 9
	(TF3, TF2, TF0, TF1)

	>>>>>>>ctfc
	33

	>>>>>>>gainFactorInformation
	computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 10
	(TF4, TF3, TF0, TF1)

	>>>>>>>ctfc
	39

	>>>>>>>gainFactorInformation
	signalled

	>>>>>>>>c (FDD only)
	11

	>>>>>>>>d
	15

	>>>>>>>>referenceTFCId
	0

	> TFC subset list
	

	>>TFC subset 1
	(speech rate 6.6)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC6, TFC7, TFC8)

	>>TFC subset 2
	(speech rate 8.85)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC6, TFC7, TFC8, TFC9)

	>>TFC subset 3
	(speech rate 12.65)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC5, TFC6, TFC7, TFC8, TFC9, TFC10)

	dl-CommonTransChInfo
	

	>tfcs-SignallingMode
	Independent

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	> tfc-Subset
	Absent, not required

	>dl-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc8Bit

	>>>>TFCS representation
	Addition

	>>>>>TFCS list
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	1

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	7

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0, TF0)

	>>>>>>>ctfc
	13

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0, TF0)

	>>>>>>>ctfc
	19

	>>>>>>TFC 6
	(TF0, TF0, TF0, TF1, TF0)

	>>>>>>>ctfc
	20

	>>>>>>TFC 7
	(TF1, TF0, TF0, TF1, TF0)

	>>>>>>>ctfc
	21

	>>>>>>TFC 8
	(TF2, TF1, TF0, TF1, TF0)

	>>>>>>>ctfc
	27

	>>>>>>TFC 9
	(TF3, TF2, TF0, TF1, TF0)

	>>>>>>>ctfc
	33

	>>>>>>TFC 10
	(TF4, TF3, TF0,  TF1, TF0)

	>>>>>>>ctfc
	39

	>>>>>>TFC 11
	(TF0, TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	40

	>>>>>>TFC 12
	(TF1, TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	41

	>>>>>>TFC 13
	(TF2, TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	47

	>>>>>>TFC 14
	(TF3, TF2, TF0, TF0, TF1)

	>>>>>>>ctfc
	53

	>>>>>>TFC 15
	(TF4, TF3, TF0, TF0, TF1)

	>>>>>>>ctfc
	59

	>>>>>>TFC 16
	(TF0, TF0, TF0, TF1, TF1)

	>>>>>>>ctfc
	60

	>>>>>>TFC 17
	(TF1, TF0, TF0, TF1, TF1)

	>>>>>>>ctfc
	61

	>>>>>>TFC 18
	(TF2, TF1, TF0, TF1, TF1)

	>>>>>>>ctfc
	67

	>>>>>>TFC 19
	(TF3, TF2, TF0, TF1, TF1)

	>>>>>>>ctfc
	73

	>>>>>>TFC 20
	(TF4, TF3, TF0, TF1, TF1)

	>>>>>>>ctfc
	79

	PhyCH INFORMATION FDD
	

	UL-DPCH-InfoPredef
	

	>ul-DPCH-PowerControlInfo
	

	>>powerControlAlgorithm
	Algorithm 1

	>>>tpcStepSize
	1 dB

	>tfci-Existence
	TRUE

	>puncturingLimit
	0.84

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>spreadingFactor
	128

	>>tfci-Existence
	FALSE

	>>pilotBits
	4

	>>positionFixed
	Fixed


	Configuration
	12.2/7.4/5.9/4.75 kbps speech + 3.4 kbps signalling



	Ref 34.108
	FFS

	Default configuration identity
	14

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7, RB8: 8

	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB6-RB8: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB6- RB8: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15

RB6- RB8: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB6- RB8: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 300

RB6- RB8: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB6- RB8: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB6- RB8: N/A

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>timerPollPeriodic
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB6- RB8: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5- RB8: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5- RB8: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 for UEs with more than 10 kbyte "total RLC AM buffer size" and 32 otherwise
RB5- RB8: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB8: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: FALSE

	>>>timerStatusPeriodic
	RB2- RB3: 300

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB8: FALSE

	rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 4

RB6: 1, RB7: 2, RB8: 3.

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB6- RB8: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB6- RB8: 5

	>DL-logicalChannelMappingList
	

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 4

RB5: 1, RB6: 2, RB7: 3, RB8: 5

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB8: N/A

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2, TrCH3: 3,  TrCH4: 4

	>transportFormatSet
	DedicatedTransChTFS

	>>dynamicTF-information
	

	>>>tf0/ tf0,1
	TrCH1: (0x81)

TrCH2: (0x 103)

TrCH3: (0x60)

TrCH4: (0x144, 1x144)

	>>>>rlcSize
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 81
TrCH2: type 1: 103 
TrCH3: type1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1-3: Zero

TrCH4: Zero, one

	>>>>logicalChannelList
	All

	>>>tf 1
	TrCH1: (1x39)

TrCH2: (1x53)

TrCH3: (1x60)

TrCH4: (1x144)

	>>>>numberOfTransportBlocks
	TrCH1-3: One

	>>>>rlc-Size
	TrCH1-3: BitMode

	>>>>>sizeType
	TrCH1: 1: 39

TrCH2: 1: 53

TrCH3: 1: 60

	>>>>numberOfTbSizeList
	TrCH1-3: One

	>>>>logicalChannelList
	TrCH1-3: all

	>>>tf 2
	TrCH1: (1x42)

TrCH2: (1x63)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1-2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 42

TrCH2: type 1: 63

	>>>>numberOfTbSizeList
	TrCH1-2: One

	>>>>logicalChannelList
	TrCH1: all

	>>>tf 3
	TrCH1: (1x55)

TrCH2: (1x87)
TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1-2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 55

TrCH2: type 1: 87

	>>>>numberOfTbSizeList
	TrCH1-2: One

	>>>>logicalChannelList
	TrCH1: all

	>>>tf 4
	TrCH1: (1x61)

TrCH2: (1x103)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1-2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 61
TrCH2: type 1: 103

	>>>>numberOfTbSizeList
	TrCH1-2: One

	>>>>logicalChannelList
	TrCH1: all

	>>>tf 5
	TrCH1: (1x81)

TrCH2- TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 81

	>>>>numberOfTbSizeList
	TrCH1: One

	>>>>logicalChannelList
	TrCH1: all

	>>semiStaticTF-Information
	

	>>>tti
	TrCH1- TrCH3: 20

TrCH4: 40

	>>>channelCodingType
	Convolutional

	>>>>codingRate
	TrCH1- TrCH2: Third

TrCH3: Half

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 200

TrCH2: 190

TrCH3: 235

TrCH4: 160

	>>>crc-Size
	TrCH1: 12

TrCH2- TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	

	>dl-TransportChannelIdentity (should be as for UL)
	

	>tfs-SignallingMode
	Independent

<Only tf0 on TrCH1 and tf0/tf1 on TrCH5 are different and shown below>

	>>transportFormatSet
	

	>>>dynamicTF-information
	

	>>>>tf0/ tf0,1
	TrCH1: (1x0)

TrCH5: (0x3, 1x3)

	>>>>rlcSize
	bitMode

	>>>>>sizeType
	TrCH1: type 1: 0

TrCH5: type 1: 3

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH5: Zero, one

	>>>>logicalChannelList
	all

	>>>semistaticTF-Information
	same as UL except for TrCH5

	>>>>tti
	TrCH5: 20

	>>>>channelCodingType
	Convolutional

	>>>>>codingRate
	TrCH5: Third

	>>>>rateMatchingAttribute
	TrCH5: 205

	>>>>crc-Size
	TrCH5: 8

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 4

	>dch-QualityTarget
	

	>>bler-QualityValue
	TrCH1: 7x10-3

TrCH2: Absent

TrCH3: Absent

TrCH4- TrCH5: Absent

	TrCH INFORMATION, COMMON
	

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	>tfc-Subset
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc8Bit

	>>>>TFCS representation
	Addition

	>>>>>TFCS list
	

	>>>>>>TFCS 1
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 2
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	N/A

	>>>>>>>>d
	N/A

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 3
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	8

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 4
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	15

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	N/A

	>>>>>>>>d
	N/A

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 5
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	22

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 6
	(TF5, TF4, TF1, TF0)

	>>>>>>>ctfc
	59

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	N/A

	>>>>>>>>d
	N/A

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 7
	(TF0,TF0,TF0,TF1)

	>>>>>>>ctfc
	60

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 8
	(TF1,TF0,TF0,TF1)

	>>>>>>>ctfc
	61

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 9
	(TF2,TF1,TF0,TF1)

	>>>>>>>ctfc
	68

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 10
	(TF3,TF2,TF0,TF1)

	>>>>>>>ctfc
	75

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	N/A

	>>>>>>>>d 
	N/A

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 11
	(TF4,TF3,TF0,TF1)

	>>>>>>>ctfc
	82

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 12
	(TF5,TF4,TF1,TF1)

	>>>>>>>ctfc
	119

	>>>>>>>gainFactorInformation
	Signalled

	>>>>>>>>c (FDD only)
	11

	>>>>>>>>d 
	15

	>>>>>>>>referenceTFCId
	0

	> TFC subset list
	

	>>TFC subset 1
	(speech rate 4.75)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC7, TFC8, TFC9)

	>>TFC subset 2
	(speech rate 5.9)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC7, TFC8, TFC9, TFC10)

	>>TFC subset 3
	(speech rate 7.4)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC5, TFC7, TFC8, TFC9,

TFC10, TFC11)

	>>TFC subset 4
	(speech rate 12.2)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC5, TFC6, TFC7, TFC8, TFC9, TFC10, TFC11, TFC12)

	dl-CommonTransChInfo
	

	>tfcs-SignallingMode
	Independent

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	> tfc-Subset
	Absent, not required

	>dl-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc8Bit

	>>>>TFCS representation
	Addition

	>>>>>TFCS list
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	1

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	8

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0, TF0)

	>>>>>>>ctfc
	15

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0, TF0)

	>>>>>>>ctfc
	22

	>>>>>>TFC 6
	(TF5,TF4,TF1,TF0,TF0)

	>>>>>>>ctfc
	59

	>>>>>>TFC 7
	(TF0, TF0, TF0, TF1, TF0)

	>>>>>>>ctfc
	60

	>>>>>>TFC 8
	(TF1, TF0, TF0, TF1, TF0)

	>>>>>>>ctfc
	61

	>>>>>>TFC 9
	(TF2, TF1, TF0, TF1, TF0)

	>>>>>>>ctfc
	68

	>>>>>>TFC 10
	(TF3, TF2, TF0, TF1, TF0)

	>>>>>>>ctfc
	75

	>>>>>>TFC 11
	(TF4, TF3, TF0,  TF1, TF0)

	>>>>>>>ctfc
	82

	>>>>>>TFC 12
	(TF5,TF4,TF1,TF1,TF0)

	>>>>>>>ctfc
	119

	>>>>>>TFC 13
	(TF0, TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	120

	>>>>>>TFC 14
	(TF1, TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	121

	>>>>>>TFC 15
	(TF2, TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	128

	>>>>>>TFC 16
	(TF3, TF2, TF0, TF0, TF1)

	>>>>>>>ctfc
	135

	>>>>>>TFC 17
	(TF4, TF3, TF0, TF0, TF1)

	>>>>>>>ctfc
	142

	>>>>>>TFC 18
	(TF5,TF4,TF1,TF0,TF1)

	>>>>>>>ctfc
	179

	>>>>>>TFC 19
	(TF0, TF0, TF0, TF1, TF1)

	>>>>>>>ctfc
	180

	>>>>>>TFC 20
	(TF1, TF0, TF0, TF1, TF1)

	>>>>>>>ctfc
	181

	>>>>>>TFC 21
	(TF2, TF1, TF0, TF1, TF1)

	>>>>>>>ctfc
	187

	>>>>>>TFC 22
	(TF3, TF2, TF0, TF1, TF1)

	>>>>>>>ctfc
	193

	>>>>>>TFC 23
	(TF4, TF3, TF0, TF1, TF1)

	>>>>>>>ctfc
	199

	>>>>>>TFC 24
	(TF5,TF4,TF1,TF1,TF1)

	>>>>>>>ctfc
	239

	PhyCH INFORMATION FDD
	

	UL-DPCH-InfoPredef
	

	>ul-DPCH-PowerControlInfo
	

	>>powerControlAlgorithm
	Algorithm 1

	>>>tpcStepSize
	1 dB

	>tfci-Existence
	TRUE

	>puncturingLimit
	0.84

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>spreadingFactor
	128

	>>tfci-Existence
	FALSE

	>>pilotBits
	4

	>>positionFixed
	Fixed

	PhyCH INFORMATION 3.84 Mcps TDD
	

	UL-DPCH-InfoPredef
	

	>ul-DPCH-PowerControlInfo
	

	>>dpch-ConstantValue
	

	>commonTimeslotInfo
	

	>>secondInterleavingMode
	

	>>tfci-Coding
	

	>>puncturingLimit
	

	>>repetitionPeriodAndLength
	

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>commonTimeslotInfo
	

	>>>secondInterleavingMode
	

	>>>tfci-Coding
	

	>>>puncturingLimit
	

	>>>repetitionPeriodAndLength
	

	PhyCH INFORMATION 1.28 Mcps TDD 
	

	UL-DPCH-InfoPredef
	

	>commonTimeslotInfo
	

	>>secondInterleavingMode
	

	>>tfci-Coding
	

	>>puncturingLimit
	

	>>repetitionPeriodAndLength
	

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>commonTimeslotInfo
	

	>>>secondInterleavingMode
	

	>>>tfci-Coding
	

	>>>puncturingLimit
	

	>>>repetitionPeriodAndLength
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