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	A set of rules are defined for the UE to determine the amount of bits allowed to include in a MAC-e PDU for the non scheduled grant There is currently an unclarity in the current specification whether the non scheduled grant limits the total size of the MAC-e PDU. The contribution of the non scheduled payload should be added up to a limit set by the non scheduled grant for the transmission in a MAC-e PDU. The MAC-e content may include the transmission of other logical channels and thus the total number of bits is not necessarily determined by the non scheduled grant.
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8.6.5.18
Added or reconfigured E-DCH MAC-d flow

If the IE "Added or reconfigured E-DCH MAC-d flow" is included, the UE shall:

1>
if the IE "Non-scheduled transmission grant info" is included:

2>
if the TTI configured on the E-DCH equals 2ms, and the IE "2ms non-scheduled grant HARQ process allocation" is configured for this MAC-d flow:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e PDU transmitted by HARQ processes allowed by the IE "2ms HARQ process allocation", with a total contribution from this MAC-d flow not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

2>
else:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall be included in a MAC-e PDU transmitted by any HARQ process, with a total contribution from this MAC-d flow not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

1>
if the IE "Scheduled transmission grant info" is included:

2>
transmission of MAC-d PDU's for logical channels belonging to this MAC-d flow shall be in accordance with the received scheduled grant on E-AGCH/E-RGCH (see [15]).

1>
perform the actions as specified in subclause 8.5.21;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
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