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--------- To be appended at end of section 7.2 ----------
7.2.xx
64 kbps RB for MTCH with 80 ms TTI (alternative config)
The minimum UE class supporting this combination is MBMS minimum capability. 

This is supported in Release 6.
7.2.xx.1

Transport channel parameters

7.2.xx.1.1
Transport channel parameters for 64 kbps PS RAB

	Higher layer
	RAB/signalling RB
	RAB

	
	User of Radio Bearer
	MBMS

	RLC
	Logical channel type
	MTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	64000

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	8

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	FACH

	
	TB sizes, bit
	656

	
	TFS
	TF0, bits
	0x656

	
	
	TF1, bits
	1x656

	
	
	TF2, bits
	2x656

	
	
	TF3, bits
	3x656

	
	
	TF4, bits
	4x656

	
	
	TF5, bits
	5x656

	
	
	TF6, bits
	6x656

	
	
	TF7, bits
	7x656

	
	
	TF8, bits
	8x656

	
	TTI, ms
	80

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	16152

	
	RM attribute
	160


7.2.xx.1.2
TFCS

	TFCS size
	9

	TFCS
	64 kbps RAB =TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8


7.2.xx.2

Physical channel parameters

	SCCPCH
	DTX position
	Flexible

	
	Spreading factor
	32

	
	Number of TFCI bits/slot
	8

	
	Number of Pilot bits/slot
	0

	
	Number of data bits/slot
	152

	
	Number of data bits/frame
	2280


7.2.yy
128 kbps RB for MTCH with 80 ms TTI (alternative config)
The minimum UE class supporting this combination is MBMS minimum capability. 

This is supported in Release 6.

7.2.yy.1

Transport channel parameters

7.2.yy.1.1
Transport channel parameters for 128 kbps PS RAB

	Higher layer
	RAB/signalling RB
	RAB

	
	User of Radio Bearer
	MBMS

	RLC
	Logical channel type
	MTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	128000

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	8

	
	MAC multiplexing
	N/A

	Layer 1

	TrCH type
	FACH

	
	TB sizes, bit
	656

	
	TFS
	TF0, bits
	0x656

	
	
	TF1, bits
	1x656

	
	
	TF2, bits
	2x656

	
	
	TF3, bits
	3x656

	
	
	TF4, bits
	4x656

	
	
	TF5, bits
	5x656

	
	
	TF6, bits
	6x656

	
	
	TF7, bits
	7x656

	
	
	TF8, bits
	8x656

	
	
	TF9, bits
	9x656

	
	
	TF10, bits
	10x656

	
	
	TF11, bits
	11x656

	
	
	TF12, bits
	12x656

	
	
	TF13, bits
	13x656

	
	
	TF14, bits
	14x656

	
	
	TF15, bits
	15x656

	
	
	TF16, bits
	16x656

	
	TTI, ms
	80

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	32292

	
	RM attribute
	160


7.2.yy.1.2
TFCS

	TFCS size
	17

	TFCS
	128 kbps RAB =TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8, TF9, TF10, TF11, TF12, TF13, TF14, TF15, TF16


7.2.yy.2

Physical channel parameters

	SCCPCH
	DTX position
	Flexible

	
	Spreading factor
	16

	
	Number of TFCI bits/slot
	8

	
	Number of Pilot bits/slot
	0

	
	Number of data bits/slot
	312

	
	Number of data bits/frame
	4680


7.2.zz
256 kbps RB for MTCH with 40 ms TTI (alternative config)
The minimum UE class supporting this combination is MBMS minimum capability. 

This is supported in Release 6.

7.2.zz.1

Transport channel parameters

7.2.zz.1.1
Transport channel parameters for 256 kbps PS RAB

	Higher layer
	RAB/signalling RB
	RAB

	
	User of Radio Bearer
	MBMS

	RLC
	Logical channel type
	MTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	256000

	
	UMD PDU header, bit
	8

	MAC
	MAC header, bit
	8

	
	MAC multiplexing
	N/A

	Layer 1

	TrCH type
	FACH

	
	TB sizes, bit
	656

	
	TFS
	TF0, bits
	0x656

	
	
	TF1, bits
	1x656

	
	
	TF2, bits
	2x656

	
	
	TF3, bits
	3x656

	
	
	TF4, bits
	4x656

	
	
	TF5, bits
	5x656

	
	
	TF6, bits
	6x656

	
	
	TF7, bits
	7x656

	
	
	TF8, bits
	8x656

	
	
	TF9, bits
	9x656

	
	
	TF10, bits
	10x656

	
	
	TF11, bits
	11x656

	
	
	TF12, bits
	12x656

	
	
	TF13, bits
	13x656

	
	
	TF14, bits
	14x656

	
	
	TF15, bits
	15x656

	
	
	TF16, bits
	16x656

	
	TTI, ms
	40

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	32292

	
	RM attribute
	160


7.2.zz.1.2
TFCS

	TFCS size
	17

	TFCS
	128 kbps RAB =TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8, TF9, TF10, TF11, TF12, TF13, TF14, TF15, TF16


7.2.zz.2

Physical channel parameters

	SCCPCH
	DTX position
	Flexible

	
	Spreading factor
	8

	
	Number of TFCI bits/slot
	8

	
	Number of Pilot bits/slot
	0

	
	Number of data bits/slot
	632

	
	Number of data bits/frame
	9480
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