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8.3.1.13
T314 expiry

Upon expiry of timer T314 the UE shall:

1>
if timer T302 is running:

2>
continue awaiting response message from UTRAN.

1>
if timer T302 is not running and timer T315 is running:

2>
set IE "T314 expired" in variable RB_TIMER_INDICATOR to TRUE;

2>
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

2>
indicate release of those radio access bearers to upper layers;

2>
delete all information about those radio access bearers from the variable ESTABLISHED_RABS.

NOTE:
If all radio access bearers associated with the CS domain are locally released as the result of T314 expiration, the UE may locally release the signalling connection with the CS domain. The UE may choose to send a Signalling Connection Release Indication as a result of the release of the signalling connection. 
1>
if timers T302 and T315 are not running:

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
clear the variable PDCP_SN_INFO;

2>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

2>
release all its radio resources;

2>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
set the variable CELL_UPDATE_STARTED to FALSE;

2>
enter idle mode;

2>
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

2>
and the procedure ends.
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