3GPP TSG-RAN WG2 meeting #52




R2-061039
27-31 March 2006





Athens, Greece
Agenda item:
6.4
Source: 
Qualcomm Europe
Title: 
LTE RLC PDU reordering
Document for:

Discussion, Decision

1. Introduction
When HARQ was introduced in HSDPA and HSUPA, there was an assumption that it should not impact the RLC entity which has been designed with the assumption that as soon as a gap is discovered in the incoming PDUs, a retransmission should be requested.
Since HARQ introduces out of sequence due to processes finishing earlier than another, it was necessary to reorder the incoming MAC-hs and MAC-es PDUs before forwarding them to their respective RLC entities.
For LTE however we can take advantage of the fact that RLC will have to be modified and both RLC and HARQ are located in the same node to design an RLC that can handle reception of out of sequence HARQ PDUs.
In section 2.1 of this contribution we motivate why it would be beneficial to support this mechanism in RLC and in section 2.2 we propose a simple solution.

2. Discussion

2.1. Why let RLC handle out-of-sequence?
In general, it would be better if RLC could be made simpler and had to handle less functions, however there is no free lunch. If we design RLC with the assumption that PDUs will arrive in sequence, another entity will have to make sure this assumption is correct. Before HARQ was introduced, this assumption came for free but in HSDPA and HSUPA, a reordering layer had to be introduced in the MAC sublayer. 

In the following subsections we describe the advantages of letting RLC handle the out-of-sequence PDUs rather than designing a MAC entity that would handle it

2.1.1. Ahead of Queue blocking

If logical channels are mapped together in a single HARQ process and we need to reorder HARQ PDUs before disassembling them and forwarding the RLC PDUs to their respective RLC receiver entities, a single error in HARQ will delay all the logical channel PDUs multiplexed inside. 
This problem was partly addressed in HSDPA with the introduction of reordering queues and in HSUPA where reordering is done per logical channel however this comes at the cost of overhead in the MAC entity, which is described in the following subsection.
2.1.2. TSN Overhead

As we mentioned above, it is possible to reduce the ahead of queue blocking problem or even eradicate it with the introduction of additional sequence numbers (called TSN in HSPA).

These sequence numbers need to be transmitted over the air and are thus added to the overhead. The additional 6 bits of the TSN are not significant if we consider high data rate however it is also present when small payloads such as VoIP need to be transmitted.

In case of a 12.2kbps NB-AMR payload of ~300 bits, the overhead represents 2%. It is not a very large value but it would be beneficial to forgo this overhead if it is redundant.
Indeed, RLC already has a sequence number thus if we perform reordering of HARQ PDUs per logical channel to avoid the ahead of queue blocking problem as was done in HSUPA, the TSN becomes redundant.

2.1.3. Operation of Windowing mechanism

In order to operate a reordering mechanism (below RLC) as it is the case in HSDPA and HSUPA, the system needs to choose a window length and a timer (assuming an HSDPA like operation).
The choice of these parameters need to be based on the average expected number of HARQ retransmissions for each RLC entity and should not be changed dynamically. However if we allow the scheduler to mix flows with different QoS in the same MAC PDU (to reduce padding for example) the reordering entity might not operate with optimal performance. 
2.2. Proposed Mechanism
Allowing RLC PDUs to be received out of sequence will impact RLC because it will now need to distinguish between delayed PDUs (due to an HARQ entity which is still retransmitting) and genuine gaps in the sequence number.

A simple way to distinguish between both situations is to wait for a predefined timer to expire. If the gap is not filled after the timer expires, the PDU is assumed to be lost and a NACK can be sent.
The value of this timer is easy to set if HARQ is synchronous, indeed if the gap is not filled after MAX_HARQ_RETX*HARQ_RTT the PDU has been lost.

In case of asynchronous HARQ, this timer is harder to set because the maximum HARQ delay is not bounded. A timer can still be set to cover most retransmission scenarios and which can be used by the eNode B to know if an HARQ PDU is worth retransmitting or not (as it is the case in HSDPA).

This mechanism would provide similar performance as the reordering layer defined today in HSDPA.
3. Conclusion
In this contribution we have explained that there is some benefit in supporting out of sequence reception in RLC rather than in MAC and provided a simple mechanism to distinguish between late PDUs and actual gaps.
We propose to add as an RLC function the handling of out of order PDUs.
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