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9.2.5.3.2
Scheduling Information

The Scheduling Information is located at the end of the MAC-e PDU and is used to provide the serving Node B with a better view of the amount of system resources needed by the UE and the amount of resources it can actually make use of. The transmission of this information will be initiated due to the quantization of the transport block sizes that can be supported or based on the triggers defined in subclause 11.8.1.6. When a Scheduling Information is transmitted, its contents shall always be updated in new transmissions with the buffer status after application of the E-TFC selection procedure described in subclause 11.8.1.4. The logical channels for which a non-scheduled grant is configured shall never be taken into account when putting together this information. In addition, the RRC may restrict applicability for logical channels for which no non-scheduled grant was configured.

This information includes the following fields:

-
Highest priority Logical channel ID (HLID):
The HLID field identifies unambiguously the highest priority logical channel with available data. If multiple logical channels exist with the highest priority, the one corresponding to the highest buffer occupancy will be reported. The length of the HLID is 4 bits. In case the TEBS is indicating index 0 (0 byte), the HLID shall indicate the value "0000".

-
Fields related to amount of available data:

-
Total E-DCH Buffer Status (TEBS):
The TEBS field identifies the total amount of data available across all logical channels for which reporting has been requested by the RRC and indicates the amount of data in number of bytes that is available for transmission and retransmission in RLC layer. When MAC is connected to an AM RLC entity, control PDUs to be transmitted and RLC PDUs outside the RLC Tx window shall also be included in the TEBS. RLC PDUs that have been transmitted but not negatively acknowledged by the peer entity shall not be included in the TEBS.

The length of this field is 5 bits. The values taken by TEBS are shown in Table 9.2.5.3.2.1.
Table 9.2.5.3.2-1: TEBS Values

	Index
	TEBS Value (bytes)

	0
	TEBS = 0

	1
	0 < TEBS ≤ 10

	2
	10 < TEBS ≤ 14

	3
	14 < TEBS ≤ 18

	4
	18 < TEBS ≤ 24

	5
	24 < TEBS ≤ 32

	6
	32 < TEBS ≤ 42

	7
	42 < TEBS ≤ 55

	8
	55 < TEBS ≤ 73

	9
	73 < TEBS ≤ 97

	10
	97 < TEBS ≤ 129

	11
	129 < TEBS ≤ 171

	12
	171 < TEBS ≤ 228

	13
	228 < TEBS ≤ 302

	14
	302 < TEBS ≤ 401

	15
	401 < TEBS ≤ 533

	16
	533 < TEBS ≤ 708

	17
	708 < TEBS ≤ 940

	18
	940 < TEBS ≤ 1248

	19
	1248 < TEBS ≤ 1658

	20
	1658 < TEBS ≤ 2202

	21
	2202 < TEBS ≤ 2925

	22
	2925 < TEBS ≤ 3884

	23
	3884 < TEBS ≤ 5160

	24
	5160 < TEBS ≤ 6853

	25
	6853 < TEBS ≤ 9103

	26
	9103 < TEBS ≤ 12092

	27
	12092 < TEBS ≤ 16062

	28
	16062 < TEBS ≤ 21335

	29
	21335 < TEBS ≤ 28339

	30
	28339 < TEBS ≤ 37642

	31
	37642 < TEBS


· Highest priority Logical channel Buffer Status (HLBS):
The HLBS field indicates the amount of data available from the logical channel identified by HLID, relative to the highest value of  the buffer size range reported by TEBS when the reported TEBS index is not 31, and relative to 50000 bytes when the reported TEBS index is 31. The length of HLBS is 4 bits. The values taken by HLBS are shown in table 9.2.5.3.2.2. In case the TEBS field is indicating index 0 (0 byte), the HLBS field shall indicate index 0.
Table 9.2.5.3.2-2: HLBS Values

	Index
	HLBS values (%)

	0
	0 < HLBS ≤ 4

	1
	4 < HLBS ≤ 6

	2
	6 < HLBS ≤ 8

	3
	8 < HLBS ≤ 10

	4
	10 < HLBS ≤ 12

	5
	12 < HLBS ≤ 14

	6
	14 < HLBS ≤ 17

	7
	17 < HLBS ≤ 21

	8
	21 < HLBS ≤ 25

	9
	25 < HLBS ≤ 31

	10
	31 < HLBS ≤ 37

	11
	37 < HLBS ≤ 45

	12
	45 < HLBS ≤ 55

	13
	55 < HLBS ≤ 68

	14
	68 < HLBS ≤ 82

	15
	82 < HLBS ≤ 100


-
UE Power Headroom (UPH):
The UPH field indicates the ratio of the maximum UE transmission power and the corresponding DPCCH code power defined in [17].  The length of UPH is 5 bits.
The Scheduling Information message is represented in figure 9.2.5.3.2-1 where for each field, the LSB is the rightmost bit in the figure and the MSB is the leftmost bit.
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Figure 9.2.5.3.2-1: Scheduling Information format

11.8.1.4
E-TFC Selection

In FDD mode, the rules for E-TFC selection provided below shall apply to UEs in CELL_DCH state with an E-DCH transport channel configured. These UEs shall apply the E-TFC selection procedure when invoked by the HARQ entity (see subclause 11.8.1.1.1). In the case where a 2ms TTI is configured, E-TFC selection shall not be performed for TTIs that overlap with an uplink compressed mode gap. The E-TFC restriction procedure described in [12] shall always be applied before the E-TFC selection process below. Furthermore, for UEs that are also configured with a DCH transport channel on uplink, the TFC selection procedure shall be applied before either of these.

For each MAC-d flow, RRC configures MAC with a HARQ profile and a multiplexing list. Additionally, RRC configures MAC with a power offset for "Control-only" transmissions. This power offset and a maximum number of HARQ transmissions of 8 will be used to define a HARQ profile for "Control-only" transmissions which will be used, in case the Scheduling Information needs to be transmitted without any higher-layer data. The HARQ profile includes the power offset and maximum number of HARQ transmissions to use for this MAC-d flow. The multiplexing list identifies for each MAC-d flow(s), the other MAC-d flows from which data can be multiplexed in a transmission that uses the power offset included in its HARQ profile.

RRC can control the scheduling of uplink data by giving each logical channel a priority between 1 and 8, where 1 is the highest priority and 8 the lowest. E-TFC selection in the UE shall be done in accordance with the priorities indicated by RRC. Logical channels have absolute priority, i.e. the UE shall maximise the transmission of higher priority data.

RRC can allocate non-scheduled transmission grants to individual MAC-d flows in order to reduce the transmission delays. When a 2ms TTI is configured each non-scheduled grant is applicable to the specific set of HARQ processes indicated by RRC. The applicability of scheduled grants can be also restricted to a specific set of HARQ processes when a 2ms TTI is configured. HARQ process restriction and reservation is under the control of the serving cell Node B and indicated to the UE by RRC.
For each configured MAC-d flow, a given E-TFC can be in any of the following states:

-
Supported state;

-
Blocked state.

At each TTI boundary, UEs in CELL_DCH state with an E-DCH transport channel configured shall determine the state of each E-TFC for every MAC-d flow configured based on its required transmit power versus the maximum UE transmit power (see [7] and [12]). If no DCH transport channel is configured or if a DCH transport channel is configured and the selected TFC is "empty" (see [3]), the UE shall consider that E-TFCs included in the minimum set of E-TFCs are always in supported state (see [7]).

At every TTI boundary for which a new transmission is requested by the HARQ entity (see subclause 11.8.1.1.1), the UE shall perform the operations described below. UEs configured both with DCH and E-DCH transport channels shall perform TFC selection before performing E-TFC selection.

The Serving Grant Update function provides the E-TFC selection function with the maximum E-DPDCH to DPCCH power ratio that the UE is allowed to allocate for the upcoming transmission for scheduled data (held in the Serving Grant state variable – see subclause 11.8.1.3). 

The HARQ process ID for the upcoming transmission is determined using the following formulae:

-
For 2ms TTI:

CURRENT_HARQ_PROCESS_ID = [5*CFN + subframe number] mod HARQ_RTT

-
For 10ms TTI:
CURRENT_HARQ_PROCESS_ID = [CFN] mod HARQ_RTT

Based on this current HARQ process ID and the RRC configuration, the UE shall determine whether to take the scheduled and non-scheduled grants into account in the upcoming transmission. If they are not supposed to be taken into account, then the corresponding grant shall be assumed to not exist. If the variable Serving_Grant has the value "Zero_Grant" after the Serving Grant Update, then the Serving Grant shall not be taken into account in the upcoming transmission.

When Scheduling Information is triggered per subclause 11.8.1.6, the E-TFC selection and data-allocation process shall assume that a non-scheduled grant is available for its transmission and that Scheduling Information has a priority higher then any other logical channel. Furthermore the HARQ process used for the upcoming transmission shall be assumed to be active and not L3 restricted for the transmission of the Scheduling Information, i.e. transmission of Scheduling Information can take place on this process.
The transmission format and data allocation shall follow the requirements below:

-
Only E-TFCs from the configured E-TFCS shall be considered for the transmission;

-
For all logical channels, if the logical channel belongs to a non-scheduled MAC-d flow, its data shall be considered as available up to the corresponding non-scheduled grant, if the logical channel does not belong to a non-scheduled MAC-d flow, its data shall be considered as available up to the Serving Grant;

-
The power offset for the transmission is the one from the HARQ profile of the MAC-d flow that allows highest-priority data to be transmitted. If more than one MAC-d flow allows data of the same highest priority to be transmitted, it is left to implementation to select which MAC-d flow to prefer;
-
If there are multiple logical channels with data for the same priority, the logical channels which belong to the MAC-d flow of selected HARQ profile are considered prior to the logical channels of other MAC-d flows. And if there are multiple logical channels with data for the same priority within a MAC-d flow, logical channels are considered according to the buffer occupancy in descending order. 
-
In case the variable Serving_Grant has the value "Zero_Grant" after the Serving Grant Update function and there is no data available for MAC-d flows for which non-scheduled grants were configured and the transmission of Scheduling Information has been triggered, the "Control-only" HARQ profile configured by the higher layers shall be used.

-
The Nominal Power Offset shall be set to the power offset included in the transmission HARQ profile;

-
The data allocation shall maximize the transmission of higher priority data;

-
The amount of data from MAC-d flows for which non-scheduled grants were configured shall not exceed the value of the non-scheduled grant;

-
If a 10ms TTI is configured and the TTI for the upcoming transmission overlaps with a compressed mode gap, the Serving_Grant provided by the Serving Grant Update function shall be scaled back as follows: 
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where SG’ represents the modified serving grant considered by the E-TFC selection algorithm and NC represents the number of non DTX slots in the compressed TTI;
-
When not in a power limited condition the maximum amount of data from MAC-d flows for which no non-scheduled grants were configured shall be quantized to the next smaller supported E-TFC based on the Serving Grant (after adjustment for compressed frames), the power offset from the selected HARQ profile, the non-scheduled grants (if any) and Scheduling Information (if any); In the case a 2ms TTI is configured and the HARQ process is inactive, the UE shall not include any such data in the transmission;
-
The Scheduling Information is always sent when triggered;

-
Only E-TFCs in supported state shall be considered;

-
The E-TFC resulting in the smallest amount of padding for the selected MAC-es PDUs and corresponding MAC-e/es headers, shall be selected including the case when the Scheduling Information needs to be transmitted.

Once an appropriate E-TFC and data allocation are found according to the rules above, the "Multiplexing and TSN Setting” entity shall generate the corresponding MAC-e PDU.

The E-TFC selection function shall provide this MAC-e PDU and transmission HARQ profile to the HARQ entity. The maximum number of HARQ transmissions and the power offset in this profile, shall be set respectively to the maximum of the Max Number of HARQ Transmissions of the HARQ profiles from all the MAC-d flows from which data is multiplexed into the transmission and to the Nominal Power Offset. The HARQ entity shall also be informed of whether the transmission includes Scheduling Information and whether this information is sent by itself or with higher-layer data.
Annex C (informative):
Pseudo-Code for E-TFC Selection

The pseudo-code below describes one possible implementation of the E-TFC Selection as described in subclause 11.8.1.4:

1>
determine whether to take the scheduled and non-scheduled grants into account in the upcoming transmission. 

1> if scheduled and/or non-scheduled data can be transmited:

2>
select a MAC-d flow that allows highest-priority data to be transmitted (when more than one MAC-d flow allows data of the same highest priority to be transmitted, it is left to implementation to select which MAC-d flow to prefer);
2>
based on this MAC-d flow, identify the MAC-d flow(s) that can be sent according to their multiplexing list and ignore the one(s) that cannot.  

2>
based on the HARQ profile of this MAC-d flow, identify the power offset to use;

2>
based on this power offset and the E-TFC restriction procedure, determine the maximum supported payload (i.e. maximum MAC-e PDU size or E-TFC) that can be sent by the UE during the upcoming transmission;

2>
set "Remaining Available Payload" to the maximum supported payload;

2>
if the upcoming transmission overlaps with a compressed mode gap on 10ms TTI, scale down the current serving grant (SG);

2>
set "Scheduled Grant Payload" to the highest payload that could be transmitted according to SG and selected power offset;

2>
for each MAC-d flow with a non-scheduled grant, set the "Remaining Non-scheduled Payload" to the value of the grant;

2>
set "Non scheduled Payload" to sum of MIN ("Remaining Non-scheduled Payload", non-scheduled available payload) for all non scheduled MAC-d flow(s);

2>
if Scheduling Information needs to be transmitted:

3>
if "Remaining Available Payload" > "Scheduled Grant Payload" + "Non-scheduled Payload" + size of the Scheduling Information:

4>
quantize the sum of the "Scheduled Grant Payload" + "Non-scheduled Payload"+ size of the Scheduling Information to the next smaller supported E-TFC;

4>
set the "Scheduled Grant Payload" to the quantized sum minus "Non-scheduled Payload" + size of the Scheduling Information.

3>
substract the size of the Scheduling Information from "Remaining Available Payload".

2>
else:

3>
if "Remaining Available Payload" > "Scheduled Grant Payload" + "Non-scheduled Payload":

4>
quantize the sum of the "Scheduled Grant Payload" + "Non-scheduled Payload" to the next smaller supported E-TFC;

4>
set the "Scheduled Grant Payload" to the quantized sum minus "Non-scheduled Payload".

2>
perform the following loop for each logical channel, in the order of their priorities (when more than one logical channel with data exists for the same priority, the logical channels within the MAC-d flow of selected HARQ and the logical channels with higher buffer occupancy are considered prior to other logical channels):

3>
if this logical channel belongs to a MAC-d flow with a non-scheduled grant, then:

4>
consider the "Remaining Non-scheduled Payload" corresponding to the MAC-d flow on which this logical channel is mapped;

4>
fill the MAC-e PDU with SDU(s) from this logical channel up to MIN("Remaining Non-scheduled Payload", Available Data for this logical channel, "Remaining Available Payload");

4>
subtract the corresponding bits if any from "Remaining Available Payload" and "Remaining Non-scheduled Payload" taking into account the MAC-e headers.

3>
else:

4>
fill the MACe PDU with SDU(s) from this logical channel up to MIN("Scheduled Grant Payload", Available Data for this logical channel, "Remaining Available Payload");

4>
subtract the corresponding bits if any from "Remaining Available Payload" and "Scheduled Grant Payload" taking into account the MAC-e headers.

2>
if Scheduling Information needs to be transmitted:

3>
add Scheduling Information to the MAC-e PDU;

3>
determine the smallest E-TFC that can carry the resulting MAC-e PDU;

2>
else:

3>
determine the smallest E-TFC that can carry the resulting MAC-e PDU;

3>
if the padding allows a Scheduling Information to be sent, add it to the MAC-e PDU;

2>
set the maximum number of HARQ transmissions to the maximum among the maximum number of HARQ transmissions of the HARQ profiles of the MAC-d flows selected for transmissions.

1>
else if Scheduling Information needs to be transmitted:

2>
select the "control-only" HARQ profile;

2>
fill the MAC-e PDU with the scheduling information;
2>
select the smallest E-TFC.
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