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1 Introduction

During the review of the ASN.1 for REL-6, it was discovered that certain measurement reporting information was missing in the SRNS relocation info message. Further analysis of the issue revealed that there is a more fundamental problem regarding the transfer of the measurement reporting information upon SRNS relocation. In this contribution we further analyse the problem.

Based on the analysis, taking into account the severity of the issue, there does not seem to be a need for  or corrections except possibly for reporting 1.28 Mcps TDD neighbouring cells. RAN2 is requested to discuss whether to introduce a container in the –r6 branch of to the SRNS relocation info message or to continue the existing approach.

2 Discussion
2.1 Description of basic problem 
During the ASN.1 review, Ericsson discovered that the IE "Measured Results on RACH" was missing in the SRNS RELOCATION INFO message (ASN.1 review issue 210). In fact, the entire MEASUREMENT REPORT message is included as an optional information element within the SRNS RELOCATION INFO message. This means that all extensions of the MEASUREMENT REPORT message, e.g. the IE "Measured Results on RACH", should also be included in the SRNS RELOCATION INFO message.

Further analysis showed that the IE "Measured Results on RACH" was not the only extension of the MEASUREMENT REPORT message that was not covered in the SRNS RELOCATION INFO message i.e. the following extensions are also missing: 

· MeasurementReport-v390ext: not covered by the IE SRNS-RelocationInfo-v390ext-IEs

· MeasurementReport-v4b0ext: not covered by the IE SRNS-RelocationInfo-v4b0ext-IEs

· MeasurementReport-v590ext: not covered by the IE SRNS-RelocationInfo-v590ext-IEs

Subsequently, it was discovered that the MEASUREMENT REPORT message is not carried within a variable length container e.g. a BIT~ or OCTET STRING but by means of a direct reference to the PDU "MeasurementReport". The PDU "MeasurementReport" may include non critical extensions i.e. the ones indicated abovely. However, due to the lack of a container there is no length determinant indicating the ‘end of the contained MeasurementReport message. As a result, a receiver that does not comprehend all the non critical extensions of the contained MeasurementReport message does not know the end of the "MeasurementReport" PDU. Consequently, such a receiver does not know the start of the remaining IEs that are included in the SRNS-RelocationInfo message after the "MeasurementReport" PDU.
In principle this means that each time the PDU "MeasurementReport" is extended, there is a non-backward compatible change to the PDU "SRNC-RelocationInfo-r3". To avoid compatibility problems the source RNC should omit the extensions of the PDU "MeasurementReport" before including the PDU in the SRNS RELOCATION INFO message.
2.2 Further analysis
In this section the severity of the problem is analysed a little further.

The first question to address is when the measurement reporting information is actually included in the SRNS RELOCATION INFO message. Our assumption is that the MeasurementReport PDU is included only if the relocation is triggered by a measurement report.
A second aspect is to identify if the serving RNC has any means to overcome the compatibility problems. The current specification provides the following options:

· The serving RNC could omit all non critical extensions of the MEASUREMENT REPORT message
· In case the SRNS relocation information message includes a corresponding extension:

· The serving RNC could place the omitted non-critical extensions in the corresponding non-critical extensions of the the SRNS relocation information message

The following table lists all currently defined non critical extensions of the MEASUREMENT REPORT message. For each extension a short description is provided. For each extension we have also indicated if the corresponding measurement information could trigger an SRNS relocation. Furthermore, we have indicated if the SRNS relocation info message includes a non-critical extension covering this particular IE.

	MR NCE
	Description
	Trig
	SRI NCE
	Comment

	v390
	>Frequency Info (FDD)

The option to provide frequency information for the FDD neighbouring cells included in an OTDOA measurement report 
	-
	-
	No issue, assuming the positioning measurement normally does not trigger relocation

	v4b0
	>Primary CCPCH info, 1.28 Mcps TDD

The option to report 1.28 Mcps neighbouring cells as part of the interfrequency and additional measurements
	+
	-
	An alternative means to transfer the 1.28 Mcps TDD information may be needed

	v4b0
	>GSM OTD reference cell
The option to indicate the active set cell that was used as reference when reporting the observed time difference for one or more GSM cells
	+
	-
	No issue, the measurement of observed time difference to GSM cell was removed from the specification (e.g. CR 155 to 25.302, CR 2582 to 25.331). Apparently the removal of this IE was overlooked

	v590
	>DeltaCPICH RSCP
The option to extend the value range for the RSCP intra- and interfrequency measurements
	+
	-
	No issue, omission only means that the RSCP value range is reduced (deltaRSCP is not be provided)

	v5b0
	>Inter-RAT cell info indication
Indicating the ‘version’ of the inter RAT cell info list the UE used as when compiling the report
	+
	+
	No issue. Serving RNC can include the information in the corresponding extension of the SRNS relocation information message

	v6xy
	>Measurement results for monitored cells on non-used frequencies

The option to provide inter frequency RACH measurement results 
	+
	+
	No issue. Serving RNC can include the information in the corresponding extension of the SRNS relocation information message


Based on the above table, there seem to be no serious impacts apart from the option to report 1.28 Mcps TDD neighbouring cells.

2.3 Possible corrections
Based on the analysis in the previous, there does not really seem to be a need for corrections except possibly for reporting 1.28 Mcps TDD neighbouring cells. The most straightforward correction would be to introduce non critical extensions of the SRNS relocation info message to carry the corresponding information elements, as done for the other cases.
When it comes to the way forward for handling this issue in future, there are two possibilities:

· Continue to use the existing approach of introducing non critical extensions of the SRNS relocation info message to carry the measurement report extensions

· Introduce a container in the SRNS relocation info message

We have no strong opinion on the way forward. Considering that this change does not affect the UE, one could consider a backwards incompatible change for REL-6 i.e. to introduce the container directly within –r6 branch of to the SRNS relocation info message. Although the existing approach is somewhat cumbersome and error prone, it is still needed for the earlier message branches.

3 Conclusion and recommendation

In this document we have analysed the transfer of Measurement Report informaton upon SRNS relocation, resulting in the following conclusions and recommendations:

· There does not seem to be a need for  or corrections except possibly for reporting 1.28 Mcps TDD neighbouring cells
· If there is a desire to correct this, the proposal is to introduce non critical extensions of the SRNS RELOCATION INFO message to carry the corresponding information elements

· RAN2 is requested to discuss whether to introduce a container in the –r6 branch of to the SRNS RELOCATION INFO message or to continue the existing approach
· The existing approach is somewhat cumbersome and error prone, but anyhow needs to be used for the earlier message branches

Attached are two REL-6 CRs:

· one for introducing acontainer in the –r6 branch of to the SRNS RELOCATION INFO message
· one for removing the GSM OTD reference cell from the MEASUREMENT REPORT message
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11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,


UE-RadioAccessCapability-v5c0ext,


UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,

UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,
-- Physical Channel IEs :


PrimaryCPICH-Info,


TPC-CombinationIndex,


ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,
-- Measurement IEs :


Event1j-r6,

Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,

IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,

MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


AdditionalMeasurementID-List,


PositionEstimate,

ReportingCellStatus,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,

-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v690ext,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

FROM InformationElements


maxCNdomains,

maxNoOfMeas,


maxRB,


maxRBallRABs,


maxRFC3095-CID,


maxSRBsetup,


maxRL,


maxTGPS
FROM Constant-definitions

;
<Cut until the next modified section>
-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)

OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v5a0ext



















SRNC-RelocationInfo-v5a0ext-IEs,












v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext




















SRNC-RelocationInfo-v5b0ext-IEs,















v5c0NonCriticalExtensions


SEQUENCE {
















sRNC-RelocationInfo-v5c0ext





















SRNC-RelocationInfo-v5c0ext-IEs,
















v690NonCriticalExtensions

SEQUENCE {

















sRNC-RelocationInfo-v690ext




















SRNC-RelocationInfo-v690ext-IEs,

















-- Reserved for future non critical extension

















nonCriticalExtensions
SEQUENCE {}
OPTIONAL















}

OPTIONAL















}

OPTIONAL













}

OPTIONAL












}

OPTIONAL










}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v690NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v690ext
















SRNC-RelocationInfo-v690ext-IEs,










nonCriticalExtensions



SEQUENCE {}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,





v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v690ext

SRNC-RelocationInfo-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL



},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING

OPTIONAL,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





},





criticalExtensions




SEQUENCE {}




}



}


}

}

SRNC-RelocationInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs


-- If the extension v380 is included use the extension for the ciphering status per CN domain



cipheringStatus




CipheringStatus,



-- If ciphering status is started and the IE latestConfiguredCN-Domain should be included,



-- the IE cn-DomainIdentity (in SRNC-RelocationInfo-v380ext-IEs) shall be used instead.



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



-- The order of occurrence in the IE cipheringInfoPerRB-List is the


-- same as the RBs in SRB-InformationSetupList in RAB-InformationSetupList.



-- The signalling RBs are supposed to be listed



-- first. Only UM and AM RBs that are ciphered are listed here



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



-- In the IE srb-SpecificIntegrityProtInfo, the first information listed corresponds to

      -- signalling radio bearer RB0 and after the order of occurrence is the same as the SRBs in


 -- SRB-InformationSetupList


-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



-- In the SRNC-RelocationInfo-r3-IEs, the IE 'cn-DomainIdentity' is used to represent the 



-- IE 'Latest configured CN domain' in the tabular.


cn-DomainIdentity




CN-DomainIdentity,



cipheringStatusList




CipheringStatusList

}

SRNC-RelocationInfo-v390ext-IEs ::= SEQUENCE {



cn-DomainInformationList-v390ext
CN-DomainInformationList-v390ext

OPTIONAL,



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

OPTIONAL,



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext,


failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



cipheringInfoForSRB1-v3a0ext

CipheringInfoPerRB-List-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL,



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCiphering-v3a0ext

START-Value

}

SRNC-RelocationInfo-v3b0ext-IEs ::= SEQUENCE {



-- cn-domain identity for IE startValueForCiphering-v3a0ext included in previous extension



cn-DomainIdentity



CN-DomainIdentity,



-- the IE startValueForCiphering-v3b0ext contains the start values for each CN Domain. The 


-- value of start indicated by the IE startValueForCiphering-v3a0ext should be set to the


-- same value as the start-Value for the corresponding cn-DomainIdentity in the IE 



-- startValueForCiphering-v3b0ext


startValueForCiphering-v3b0ext

STARTList2







OPTIONAL

}

SRNC-RelocationInfo-v3c0ext-IEs ::= SEQUENCE {



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage



RB-Identity  

OPTIONAL
}

SRNC-RelocationInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

SRNC-RelocationInfo-v3g0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

SRNC-RelocationInfo-v3h0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList


TPC-CombinationInfoList

OPTIONAL,



nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

SRNC-RelocationInfo-v4d0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList

TPC-CombinationInfoList

OPTIONAL

}

TPC-CombinationInfoList ::= SEQUENCE (SIZE (1..maxRL)) OF



TPC-Combination-Info

STARTList2 ::=





SEQUENCE (SIZE (2..maxCNdomains)) OF











STARTSingle

SRNC-RelocationInfo-v4b0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

OPTIONAL
}

SRNC-RelocationInfo-v590ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v590ext
UE-RadioAccessCapability-v590ext

OPTIONAL,



ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

SRNC-RelocationInfo-v5a0ext-IEs ::= SEQUENCE {



storedCompressedModeInfo

StoredCompressedModeInfo
OPTIONAL
}
SRNC-RelocationInfo-v5b0ext-IEs ::= SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

SRNC-RelocationInfo-v5c0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v5c0ext
UE-RadioAccessCapability-v5c0ext

OPTIONAL

}

CipheringInfoPerRB-List-v3a0ext ::= SEQUENCE {



dl-UM-SN





BIT STRING (SIZE (7))

}

CipheringStatusList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain

CipheringStatusCNdomain ::=



SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus
}

CodeChangeStatusList ::= SEQUENCE (SIZE (1..maxRL)) OF



CodeChangeStatus
CodeChangeStatus ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



scramblingCodeChange



ScramblingCodeChange
}

StoredCompressedModeInfo ::= SEQUENCE {



storedTGP-SequenceList

StoredTGP-SequenceList,



codeChangeStatusList

CodeChangeStatusList
OPTIONAL

}

StoredTGP-SequenceList ::=


SEQUENCE (SIZE (1..maxTGPS)) OF











StoredTGP-Sequence

StoredTGP-Sequence ::=



SEQUENCE {


tgpsi







TGPSI,


current-tgps-Status




CHOICE {



active







SEQUENCE {




tgcfn







TGCFN



},



inactive






NULL


},


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

SRNC-RelocationInfo-r4-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r4,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r4



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList-r4


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-r5-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r5,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r5



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r5,



rab-InformationList



RAB-InformationSetupList-r5


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- Measurement report



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,


-- Measurement IEs



intraFreqReportingCriteria

IntraFreqReportingCriteria-r6-ext

OPTIONAL

}

SRNC-RelocationInfo-r6-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r6



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r6,



rab-InformationList



RAB-InformationSetupList-r6


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



BIT STRING







(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}
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8.4.2
Measurement report
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Figure 8.4.2-1: Measurement report, normal case

8.4.2.1
General

The purpose of the measurement reporting procedure is to transfer measurement results from the UE to UTRAN.

8.4.2.2
Initiation

In CELL_DCH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing measurements that are being performed in the UE.

In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement that is being performed in the UE.

In TDD, if the Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement is mapped on transport channel of type USCH, the UE shall:

1>
initiate the "PUSCH CAPACITY REQUEST" procedure instead of transmitting a MEASUREMENT REPORT (TDD Only).

In CELL_PCH or URA_PCH state, the UE shall:

1>
first perform the cell update procedure according to subclause 8.3.1, using the cause "uplink data transmission", in order to transit to CELL_FACH state; and then

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing UE positioning measurement which is being performed in the UE.

The reporting criteria are fulfilled if either:

-
a periodic MEASUREMENT REPORT message shall be sent according to the IE "Periodical Reporting Criteria"; or

-
an event in stored IE "Measurement reporting criteria" was triggered. Events and triggering of reports for different measurement types are described in detail in clause 14.

For the measurement, which triggered the MEASUREMENT REPORT message, the UE shall:

1>
set the IE "measurement identity" to the measurement identity, which is associated with that measurement in variable MEASUREMENT_IDENTITY;

1>
set the IE "measured results" to include measurements according to the IE "reporting quantity" of that measurement stored in variable MEASUREMENT_IDENTITY; and

2>
if all the reporting quantities are set to "false":

3>
not set the IE "measured results".

1>
set the IE "Measured results" in the IE "Additional measured results" according to the IE "reporting quantity" for all measurements associated with the measurement identities included in the "Additional measurements list" stored in variable MEASUREMENT_IDENTITY of the measurement that triggered the measurement report; and

2>
if one or more additional measured results are to be included:

3>
include only the available additional measured results, and sort them in ascending order according to their IE "measurement identity" in the MEASUREMENT REPORT message.

1>
if the MEASUREMENT REPORT message was triggered by an event (i.e. not a periodical report):

2>
set the IE "Event results" according to the event that triggered the report.



1>
if the IE Inter-RAT measured results list or the IE Inter-RAT measurement event results is included in the measurement report:

2>
if the indication status of the IE "Inter-RAT cell info indication" in the variable CELL_INFO_LIST is marked "present" , include the stored value of the IE "Inter-RAT cell info indication" in the MEASUREMENT REPORT message.
The UE shall:

1>
transmit the MEASUREMENT REPORT message on the uplink DCCH using either AM or UM RLC according to the stored IE "measurement reporting mode" associated with the measurement identity that triggered the report.

When the MEASUREMENT REPORT message has been submitted to lower layers for transmission:

1>
the procedure ends.

10.2.19
MEASUREMENT REPORT

This message is used by UE to transfer measurement results to the UTRAN.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Measurement Information Elements
	
	
	
	
	

	Measurement identity 
	MP
	
	Measurement identity 10.3.7.48
	
	

	Measured Results
	OP
	
	Measured Results 10.3.7.44
	
	

	Measured Results on RACH
	OP
	
	Measured Results on RACH 10.3.7.45
	
	

	Additional Measured results
	OP
	1 to <maxAdditionalMeas>
	
	
	

	>Measured Results
	MP
	
	Measured Results 10.3.7.44
	
	

	Event results
	OP
	
	Event results 10.3.7.7
	
	

	
	
	
	
	
	

	Inter-RAT cell info indication
	CV-IRAT
	
	Integer (0..3)
	
	REL-5


	Condition
	Explanation

	IRAT
	The IE is optionally present if at least one of the IE "Inter-RAT measured results list" and the IE "Inter-RAT measurement event results" is included in the message. Otherwise, the IE is not needed.


11.2
PDU definitions

<Cut until the next modified section>

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}



OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


-- dummy is not used in this version of the specification. It should not be sent and

-- if received it should be ignored.


dummy



PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
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