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14.12.4.1
INTER RAT HANDOVER INFO WITH INTER RAT CAPABILITIES
This RRC message is sent between network nodes when preparing for an inter RAT handover to UTRAN.


Direction: source RAT(target RNC

	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description

	UE Information elements
	
	
	
	

	Predefined configuration status information
	OP
	
	Predefined configuration status information 10.3.4.5a
	

	Predefined configuration status information compressed
	OP
	
	Predefined configuration status information compressed 10.3.4.5b
	REL-5

	UE security information
	OP
	
	UE security information 10.3.3.42b
	

	UE security information2
	OP
	
	UE security information2 10.3.3.42c
	REL-6

	UE Specific Behaviour Information 1 interRAT
	OP
	
	UE Specific Behaviour Information 1 interRAT 10.3.3.52
	This IE shall not be included in this version of the protocol

	UE capability container
	OP
	
	
	

	>UE radio access capability
	MP
	
	UE radio access capability 10.3.3.42
	

	>UE radio access capability extension
	MP
	
	UE radio access capability extension 10.3.3.42a
	Although this IE is not always required, the need has been set to MP to align with the ASN.1

	UE radio access capability compressed
	OP
	
	UE radio access capability compressed

10.3.3.42o
	REL-5

	UE radio access capability comp 2
	MP
	
	UE radio access capability comp 2 10.3.3.42oa
	REL-6

	Other Information elements
	
	
	
	

	UE system specific capability
	OP
	1 to <maxSystemCapability>
	
	

	>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	

	Failure cause
	OP
	
	Failure cause 10.3.3.13
	Diagnostics information related to an earlier handover to UTRAN request

	Protocol error information
	CV-ProtErr
	
	Protocol error information 10.3.8.12
	


	Condition
	Explanation

	ProtErr
	This IE is mandatory present if the IE "Protocol error indicator" is included and has the value "TRUE". Otherwise it is not needed.


NOTE1:
To facilitate that network nodes can transparently forward the RRC information received, the INTER RAT HANDOVER INFO WITH INTER RAT CAPABILITIES should include the entire INTER RAT HANDOVER INFO message. The network node, which may not be able to decode the information received, may only append some information to what was received.
NOTE2:
The above table does not need to reflect the order of the information elements in the actual encoded message. The order, that is reflected in the ASN.1, should be chosen in a manner that avoids that network nodes need to perform reordering of information elements. 
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