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PDU definitions
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-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








v7xyNonCriticalExtensions
SEQUENCE {









measurementControl-v7xy

MeasurementControl-v7xyext-IEs,









nonCriticalExtensions

SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of "RRC transaction identifier" (MSP),





-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP * 4 + 





-- rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



SEQUENCE {}





}



}


}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice “intra-frequency” shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- most significant part of "RRC transaction identifier" (MSP),


-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP-v590ext * 4 + 


-- rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v7xyext-IEs ::=
SEQUENCE {


ue-Positioning-Measurement-v7xyext

UE-Positioning-Measurement-v7xyext

}
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