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1
Introduction

For the standardisation of E-UTRAN, new specifications are required. This contribution lists the minimum set of new specifications from a RAN WG2 viewpoint.
2
Stage 3 Specifications
The minmum set of new specifications for the standardisation of E-UTRAN in RAN WG2 is:
-
Services provided by the physical layer: will describe the services provided by the physical layer of E-UTRA to upper layers. It should explains the interfaces to MAC and RRC, the formats and configurations for L1 data transfer, measurements provided at the UE and on the RAN side. Also should list the primitives between L1 and L2, and between L1 and L3.

-
User Equipment procedures in idle mode: will specify the Access Stratum (AS) part of the Idle Mode procedures applicable to a UE.

-
UE Radio Access capabilities: will identify the parameters of the access stratum part of the UE radio access capabilities. 

-
Radio Link Control (RLC)  protocol specification: will describe the details of the RLC sublayer in terms of services, functions, elements for layer-to-layer communication including primitives, elements for peer-to-peer communication, protocol data units, formats and parameters, elementary procedures…

-
Medium Access Control (MAC) protocol specification: will describe the details of the MAC sublayer in terms of services, functions, elements for layer-to-layer communication including primitives, elements for peer-to-peer communication, protocol data units, formats and parameters, elementary procedures…

-
Packet Data Convergence Protocol (PDCP) specification: will describe the details of the PDCP layer in terms of services, functions, elements for layer-to-layer communication, elements for peer-to-peer communication, protocol data units, formats and parameters

-
Radio Resource Control (RRC) Protocol specification: will describe the RRC layer in terms of services, functions, protocol states, procedures, messages and information elements….

3
Conclusions

Table 1 below summarizes the set of specifications in RAN2, with the respective editors.
Table 1: Stage 3 specifications for E-UTRAN
	Specification
	Editor

	Services provided by the physical layer
	Stanislas Bourdeaut (Alcatel)

	User Equipment procedures in idle mode
	Jarkko Koskela (Nokia)

	UE Radio Access capabilities
	Richard Burbidge (Motorola) 

	Medium Access Control (MAC) protocol specification
	Magnus Lindström (Ericsson)

Etienne Chaponniere (Qualcomm)

	Radio Link Control (RLC) protocol specification
	Anil Umesh (DoCoMo)

	Packet Data Convergence Protocol (PDCP) specification
	Parick Fischer (LGE)

	Radio Resource Control (RRC); Protocol specification
	Himke van der Velde (Samsung)


