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5.2.6.1.3
Highest ranked cells with cell reservations, access restrictions or unsuitable for normal camping

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.6.1.4, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1.1, the UE shall not consider these as candidates for cell reselection. This limitation is removed when the highest ranked cell changes.
If the highest ranked cell is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden LAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE is in the “Camped on any cell” state or has to perform an any cell selection procedure any limitation shall be removed.

If the highest ranked cell is an inter-RAT cell which is not suitable due to being part of the "list of forbidden LAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell as a candidate for reselection for a maximum of 300s. If the UE is in the “Camped on any cell” state or has to perform an any cell selection procedure any limitation shall be removed.
[...]
5.2.9
Camped on Any Cell State

5.2.9.1
UTRA case

In this state, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8;

-
monitor relevant System Information; This is specified in [4];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
Execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [10] and [11];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified;

· regularly attempt to find a suitable cell trying all RATs that are supported by the UE. If a suitable cell is found, this causes an exit to number 2 in Figure 2.
In this state the UE is not permitted to receive any MBMS services.
NOTE: While searching for a suitable cell, the UE remains in the “Camped on any cell” state in the current cell.  Other procedures that may be triggered during the search process should take place on the current cell.
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