Page 1



3GPP TSG-RAN2 Meeting #56 
(
 R2-063177
Riga, Latvia, 6th-10th November 2006
	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	25.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	7.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Removal of MSCH configuration information from S-CCPCH system information

	
	

	Source to WG:
(

	Samsung

	Source to TSG:
(

	

	
	

	Work item code:
(

	MBMS-RAN
	
	Date: (

	31/10/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The MSCH configuration information included in SIB type 5 and 5bis is redundant i.e. for the S-CCPCHs included in these SIBs the MSCH configuration information it is included in the MBMS CURRENT CELL P-T-M RB INFORMATION message.

In general, MBMS control information should be signalled on MCCH unless there is a need to do otherwise. However, only for the MCCH configuration there is a clear need to signal this on the BCCH
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10.3.6.72a
Secondary CCPCH system information MBMS

	Information element
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary CCPCH system information
	MP
	
	
	An S-CCPCH carrying MCCH and possibly also MTCH and MSCH
	REL-6

	>Secondary CCPCH info MBMS
	MP
	
	Secondary CCPCH info MBMS 10.3.6.71a
	
	REL-6

	>TFCS
	MP
	
	Transport format combination set 10.3.5.20
	
	REL-6

	>FACH carrying MCCH
	MP
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport format set 10.3.5.23
	
	REL-6

	>>MCCH configuration information
	MP
	
	MCCH configuration information

10.3.9a.13
	
	REL-6

	>FACH carrying MTCH list
	OP
	1 to <maxFACHPCH>
	
	
	REL-6

	>>TFS
	MP
	
	Transport format set 10.3.5.23
	
	REL-6

	>Scheduling information
	OP
	
	
	
	REL-6

	>>FACH carrying MSCH
	MP
	
	Transport format set 10.3.5.23
	Transport channel carrying MSCH
	REL-6

	
	
	
	
	
	


11.3
Information element definitions

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

<Cut until the next modified section>
-- The SCCPCH-SystemInformation-MBMS-r6 is used for an S-CCPCH dedicated for MBMS purposes.

SCCPCH-SystemInformation-MBMS-r6 ::= SEQUENCE {


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6,


transportFormatCombinationSet

TFCS,


fachCarryingMCCH




SEQUENCE {



mcch-transportFormatSet



TransportFormatSet,



mcch-ConfigurationInfo



MBMS-MCCH-ConfigurationInfo-r6


},


fachCarryingMTCH-List



MBMS-FACHCarryingMTCH-List


OPTIONAL,


-- If schedulingInformation is provided


fachCarryingMSCH




SEQUENCE {



msch-transportFormatSet



TransportFormatSet,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







MBMS-MSCH-ConfigurationInfo-r6


}

OPTIONAL

}
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