Page 1



3GPP TSG-RAN WG2 Meeting #56
(Tdoc R2-063212
Riga, Latvia, 6 – 10 November 2006


	CR-Form-v9.2

	CHANGE REQUEST

	

	(
	25.331
	CR
	CRNum
	(
rev
	-
	(
Current version:
	7.2.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(
	UE Positioning Fine Time Assistance for GPS

	
	

	Source to WG:
(
	Ericsson

	Source to TSG:
(
	RAN WG2

	
	

	Work item code:
(
	TEI7
	
	Date: (
	27/10/2006

	
	
	
	
	

	Category:
(
	C
	
	Release: (
	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(
	The sensitivity and response time of the AGPS method can be improved significantly if the relation between UTRAN and GPS time is precisely known in the UE. The RAN specs today support fine time assistance but one important information element, the accuracy of the UTRAN/GPS time relation, is currently missing in the specs.

This accuracy indicator is useful both in uplink and downlink. In downlink the accuracy indicator is needed to ensure that the correlator can work efficiently. Without this information, the UE needs to make some assumptions about the accuracy. In worst case, the UE may then use a too narrow search window and does not detect the GPS signal before the response needs to be sent.

In the uplink it enables UEs to be used for measurement of relation GPS/UTRAN time. The accuracy stamp is subsequently needed for providing other UEs with the accuracy of the GPS/UTRAN time relation. The accuracy stamp in the uplink may also be used in US assisted GPS for indicating that the UE was not able to measure GPS TOW at all.

	
	

	Summary of change:
(
	An accuracy IE is added to the IEs that contain the relation between GPS and UTRAN time in the ASSISTANCE DATA DELIVERY message, in the MEASUREMENT CONTROL message, in the MEASUREMENT REPORT message and in the SIB15.

	
	

	Consequences if 
(
not approved:
	(Category C)

	
	

	Clauses affected:
(
	8.6.7.19.1a, 8.6.7.19.1b, 8.6.7.19.3.XX (new), 10.2.48.8.18, 10.3.7.90, 10.3.7.93, 10.3.7.109, 10.3.7.XX (new), 11.2, 11.3, 13.4.28a

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


8.6.7.19.1a
UE positioning reporting for UE assisted methods

The UE shall:

1>
when a measurement report is triggered:

2>
if the UE was able to perform measurements on at least one neighbour cell included in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case of CELL ID:

3>
if the IE "Vertical Accuracy" is included:

4>
interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional position estimate.

3>
if the IE "Positioning Methods" is set to "GPS":

4>
include the IE "UE positioning GPS measured results" in the measurement report and set the contents of the IE as follows:

5>
if the UE supports the capability to provide the GPS timing of the cell frames measurement:

6>
if the IE "GPS timing of Cell wanted" is set to TRUE:

7>
perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of the active set.

7>
include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and

7>
include the IE "Reference SFN", the IE "UE GPS timing of cell frames" and the IE "UE Positioning GPS Reference Time Uncertainty".

6>
if the IE "GPS timing of Cell wanted" is set to FALSE:

7>
include the IE "GPS TOW msec" and set it to the GPS TOW when the measurements included in the MEASUREMENT REPORT were valid;
7>
include the IE "UE Positioning GPS Reference Time Uncertainty" and set it to the uncertainty of the GPS TOW when the measurements included in the MEASUREMENT REPORT were valid.

5>
if the UE does not support the capability to provide the GPS timing of the cell:

6>
include the IE "GPS TOW msec" and set it to the GPS TOW when the measurements included in the MEASUREMENT REPORT were valid;
6>
include the IE "UE Positioning GPS Reference Time Uncertainty" and set it to the uncertainty of the GPS TOW when the measurements included in the MEASUREMENT REPORT were valid.
3>
if the IE "Positioning Methods" is set to "OTDOA":

4>
include the IE "UE positioning OTDOA measured results " in the measurement report and set the contents of the IE as follows:

5>
set IE "SFN" to the SFN when the last measurement was performed;

5>
if the UE supports the capability to perform the Rx-Tx time difference type 2 measurement:

6>
if the UE is in CELL_DCH state:

7>
if the measured value is equal to "1279.9375":

8>
set the IE "Rx-Tx time difference type 2" in IE "UE positioning OTDOA measured results" for the reference cell to "1279.8750".

7>
otherwise:

8>
set the IE "Rx-Tx time difference type 2" in IE "UE positioning OTDOA measured results" for the reference cell to the measured value.

7>
include the IE group "Rx-Tx time difference type 2 info" for the reference cell and for each neighbour cell listed in variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED that belongs to the active set.

5>
if the UE does not support the capability to perform the Rx-Tx time difference type 2 measurement:

6>
set the IE "Rx-Tx time difference type 2" in IE "UE positioning OTDOA measured results" for the reference cell to value "1279.9375" to indicate that the measurement is not supported.

4>
include IE group "Neighbour" for all neighbour cells listed in variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED on which the SFN-SFN observed time difference type 2 measurement could be performed.

3>
if IE "Positioning Methods" in the MEASUREMENT CONTROL message has been assigned to value "OTDOA or GPS":

4>
the UE may choose to either act as if IE "Positioning Methods" is set to "GPS" or "OTDOA" depending on the method chosen by the UE.

3>
if the IE "Positioning Methods" is set to "CELL ID":

4>
if the UE supports the capability to perform the Rx-Tx time difference type 2 measurement; and

4>
if the UE is in CELL_DCH state:

5>
perform the Rx-Tx time difference type 2 measurement on the cells in the active set; and

5>
report the measurement results back to the network in the MEASUREMENT REPORT by using IE "UE positioning OTDOA measured results" including measurements on the cells in the active set; and

5>
report Rx-Tx time difference type 2 measurement of the reference cell (as designated by the UE); and
5>
for all reported neighbour cells:

6>
report Rx-Tx time difference type 2 measurement; and

6>
set the IE "SFN-SFN observed time difference type 2" and all IEs within the corresponding IE "UE positioning OTDOA quality" in IE "UE positioning OTDOA measured results" to value "0".

2>
if the UE is not able to report the requested measurement results:

3>
include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as specified in subclause 8.6.7.19.5.

1>
if the UE is unable to report the requested measurement results due to missing GPS assistance data:

2>
the UE may at anytime send a measurement report containing the IE "UE positioning error" and set the contents of this IE as specified in subclause 8.6.7.19.5.

2>
after sending the measurement report, the UE shall not send another measurement report to request the same GPS assistance data for at least 20s. This requirement does not apply after release of the current RRC connection.

8.6.7.19.1b
UE positioning reporting for UE based methods

The UE shall:

1>
when a measurement report is triggered:

2>
if the UE has been able to calculate a position after performing measurements on the cells included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or the UE has been able to calculate a position in case of GPS positioning:

3>
include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the contents of the IE as follows:
4>
if the UE supports the capability to perform the UE GPS timing of cell frames measurement:

5>
if the IE "GPS timing of Cell wanted" is set to TRUE:

6>
perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of the active set.

6>
include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD;

6>
include the SFN when the position was determined;

6>
include the IE "UE GPS timing of cell frames";
6>
include the IE "UE Positioning GPS Reference Time Uncertainty".
5>
if the IE "GPS timing of Cell wanted" is set to FALSE:

6>
include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid.

4>
if the UE does not support the capability to provide the GPS timing of the cell:

5>
include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid.

4>
if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity":

5>
if the IE "Vertical Accuracy" has been assigned to value "0":

6>
if the IE "Horizontal Accuracy" has been assigned a value "0":

7>
may include IE "Ellipsoid point with altitude".

6>
if the IE "Horizontal Accuracy" has been assigned a value unequal to "0"; and

6>
if the UE has been able to calculate a 3-dimensional position

7>
include IE "Ellipsoid point with altitude" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate.

6>
if the UE has not been able to calculate a 3-dimensional position:

7>
may act as if IE "Vertical Accuracy" was not included in IE "UE positioning reporting quantity".

5>
if the IE "Vertical Accuracy" has been assigned to a value unequal to "0":

6>
if the UE has been able to calculate a 3-dimensional position:

7>
include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate.

6>
if the UE has not been able to calculate a 3-dimensional position:

7>
act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity".

4>
if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity":

5>
if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value "0":

6>
may include IE "Ellipsoid point".

5>
if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value unequal to 0:

6>
include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate.

4>
if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" is reported:

5>
should calculate a value of the IE "Confidence", different from "0", as the probability that the UE is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is reported.

NOTE:
The value "0" of the IE "Confidence" is interpreted as "no information" by the UTRAN [57].
4>
if IE "Velocity Requested"  has been included in IE "UE positioning reporting quantity":

5>
include IE "Velocity estimate" if supported and available.
2>
if the UE was not able to calculate a position:

3>
include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as specified in subclause 8.6.7.19.5.

1>
if the UE is unable to calculate a position due to missing GPS assistance data:

2>
the UE may at any time send a measurement report containing the IE "UE positioning error" and set the contents of this IE as specified in subclause 8.6.7.19.5;

2>
after sending the measurement report, the UE shall not send another measurement report to request the same GPS assistance data for at least 20s. This requirement does not apply after release of the current RRC connection.

8.6.7.19.3
UE positioning GPS assistance data


/ .. /
8.6.7.19.3.9
UE positioning UTC model

If the IE "UE positioning GPS UTC model" is included, the UE shall:

1>
store this IE in the IE "UE positioning GPS UTC model" in variable UE_POSITIONING_GPS_DATA.

8.6.7.19.3.XX
UE positioning GPS reference time uncertainty
If the IE "UE Positioning GPS reference time uncertainty" is included, the UE shall:

1>
Store the IE "UE Positioning GPS reference time uncertainty" in variable UE_POSITIONING_GPS_DATA and use it as the accuracy of the relation between UTRAN SFN and GPS time provided in IE "UE positioning GPS reference time IE" and IE "UE positioning GPS acquisition assistance".

10.2.48.8.18
System Information Block type 15

The system information block type 15 contains information useful for UE-based or UE-assisted positioning methods.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GPS Data ciphering info
	OP
	
	UE positioning Ciphering info 10.3.7.86
	If this IE is present then the SIB types 15.1, 15.2 & 15.3 are ciphered in accordance with the Data Assistance Ciphering Algorithm specified in [18]
	

	Reference position
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	approximate position where the UE is located
	

	GPS reference time
	MP
	
	UE positioning GPS reference time 10.3.7.96
	
	

	Satellite information
	OP
	1 to <maxSat>
	
	This IE is present whenever bad (failed/failing) satellites are detected by UTRAN [18].
	

	>BadSatID
	MP
	
	Enumerated(0..63)
	
	

	GPS ReferenceTime Uncertainty
	OP
	
	UE positioning GPS reference time uncertainty 10.3.7.XX
	
	REL-7


10.3.7.90
UE positioning GPS assistance data

This IE contains GPS assistance data.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	UE positioning GPS reference time
	OP
	
	UE positioning GPS reference time 10.3.7.96
	
	

	UE positioning GPS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.
	

	UE positioning GPS DGPS corrections
	OP
	
	UE positioning GPS DGPS corrections 10.3.7.91
	
	

	UE positioning GPS navigation model
	OP
	
	UE positioning GPS navigation model 10.3.7.94
	
	

	UE positioning GPS ionospheric model
	OP
	
	UE positioning GPS ionospheric model 10.3.7.92
	
	

	UE positioning GPS UTC model
	OP
	
	UE positioning GPS UTC model 10.3.7.97
	
	

	UE positioning GPS almanac
	OP
	
	UE positioning GPS almanac 10.3.7.89
	
	

	UE positioning GPS acquisition assistance
	OP
	
	UE positioning GPS acquisition assistance 10.3.7.88
	
	

	UE positioning GPS real-time integrity
	OP
	
	UE positioning GPS real-time integrity 10.3.7.95
	
	

	UE positioning GPS referencetime uncertainty
	OP
	
	UE positioning GPS reference time uncertainty 10.3.7.XX
	
	REL-7


10.3.7.93
UE positioning GPS measured results

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Reference Time
	MP
	
	
	
	

	>UTRAN reference time
	
	
	
	
	

	>>UE GPS timing of cell frames 
	MP
	
	Integer(0.. 37158911999999
	GPS Time of Week in units of 1/16th UMTS chips according to [19].

33209832177664 spare values are needed.
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship.
	

	>>>TDD
	
	
	
	
	

	>>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship.
	

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frames is captured.
	

	>GPS reference time only
	
	
	
	
	

	>>GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).
	

	Measurement Parameters
	MP
	1 to <maxSat>
	
	
	

	>Satellite ID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].
	

	>C/No
	MP
	
	Integer(0..63)
	the estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (typical levels will be in the range of 20 – 50 dB-Hz).
	

	>Doppler
	MP
	
	Integer(-32768..32768)
	Hz, scale factor 0.2.
	

	>Whole GPS Chips
	MP
	
	Integer(0..1022)
	Unit in GPS chips.

Whole value of the UE GPS code-phase measurement, where increasing binary values of the field signify increasing measured pseudoranges.The UE GPS code-phase measurement is divided into the fields “Whole GPS Chips” and “Fractional GPS Chips”.
	

	>Fractional GPS Chips
	MP
	
	Integer(0..(210-1))
	Scale factor 2-10

Fractional value of the UE GPS code-phase measurement.
	

	>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	Note 1.
	

	>Pseudorange RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	Note 2.
	

	UE Positioning GPS ReferenceTime Uncertainty
	OP
	
	UE positioning GPS reference time uncertainty 10.3.7.XX
	
	REL-7


NOTE 1:
The following table gives the mapping of the multipath indicator field.

	Value
	Multipath Indication

	NM
	Not measured

	Low
	MP error < 5m

	Medium
	5m < MP error < 43m

	High
	MP error > 43m


NOTE 2:
The following table gives the bitmapping of the Pseudorange RMS Error field.

	Range Index
	Mantissa
	Exponent
	Floating-Point value, xi
	Pseudorange value, P

	0
	000
	000
	0.5
	P < 0.5

	1
	001
	000
	0.5625
	0.5 <= P < 0.5625

	I
	X
	Y
	0.5 * (1 + x/8) * 2y
	xi-1 <= P < xi

	62
	110
	111
	112
	104 <= P < 112

	63
	111
	111
	--
	112 <= P


10.3.7.109
UE positioning position estimate info

The purpose of this IE is to provide the position estimate from the UE to the network, if the UE is capable of determining its own position.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Reference Time
	MP
	
	
	
	

	>UTRAN GPS reference time
	
	
	
	
	

	>>UE GPS timing of cell frames 
	MP
	
	Integer(0.. 37158911999999)
	GPS Time of Week in units of 1/16th UMTS chips according to [19].

33209832177664 spare values are needed.
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship
	

	>>>TDD
	
	
	
	
	

	>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship.
	

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frame is captured.
	

	>GPS reference time only
	
	
	
	
	

	>>GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).
	

	>Cell timing
	
	
	
	
	

	>>SFN
	MP
	
	Integer(0..4095)
	SFN during which the position was calculated.
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for SFN
	

	>>>TDD
	
	
	
	
	

	>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies reference cell for SFN
	

	CHOICE Position estimate
	MP
	
	
	
	

	>Ellipsoid Point
	
	
	Ellipsoid Point; 10.3.8.4a
	
	

	>Ellipsoid point with uncertainty circle
	
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	

	>Ellipsoid point with uncertainty ellipse
	
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	

	>Ellipsoid point with altitude
	
	
	Ellipsoid point with altitude 10.3.8.4b
	
	

	>Ellipsoid point with altitude and uncertainty ellipsoid
	
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	

	CHOICE Velocity estimate
	OP
	
	
	
	REL-7

	>Horizontal Velocity
	
	
	Horizontal Velocity 10.3.8.4h
	
	REL-7

	>Horizontal with Vertical Velocity
	
	
	Horizontal with Vertical Velocity 10.3.8.4i
	
	REL-7

	>Horizontal Velocity with Uncertainty
	
	
	Horizontal Velocity with Uncertainty 10.3.8.4j
	
	REL-7

	>Horizontal with Vertical Velocity and Uncertainty
	
	
	Horizontal with Vertical Velocity and Uncertainty 10.3.8.4k
	
	REL-7

	UE Positioning GPS ReferenceTime Uncertainty
	CV-Tutran-gps
	
	UE positioning GPS reference time uncertainty 10.3.7.XX
	
	REL-7


	Condition
	Explanation

	Tutran-gps
	This IE is optionally present if UTRAN GPS reference time is included and not needed otherwise.


10.3.7.112
TADV info
NOTE:
Only for 1.28 Mcps TDD.

TADV indicates the difference between the Rx timing and Tx timing of a UE.

	Information Element/group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	TADV
	MP
	
	Integer (0..2047)
	As defined in [20].
	REL-4

	SFN
	MP
	
	Integer(0..4095)
	SFN during which the TADV measurement was performed.
	REL-4


10.3.7.XX
UE positioning GPS reference time uncertainty
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UE Positioning GPS Reference Time Uncertainty
	MP
	
	Integer (0..127)
	This element provides the accuracy of the relation GPS and UTRAN time. If GPS TOW is the given GPS time, then the true GPS time, corresponding to the provided UTRAN time lies in the interval (GPS TOW - GPS Reference Time Uncertainty, GPS TOW + GPS Reference Time Uncertainty).

The uncertainty r, expressed in microseconds, is mapped to a number K, with the following formula:

r = C*(((1+x)K)-1)

with C = 0.0022 and x = 0.18.

With 0 SYMBOL 163 \f "Symbol" K SYMBOL 163 \f "Symbol" 127, a suitably useful range between 0 and 3 second is achieved for the uncertainty, while still being able to code down to values as small as 0.3 nanoseconds. To encode any higher value of uncertainty than that corresponding in the above formula to K=127, the same value, K=127, shall also be used. The uncertainty is then coded on 7 bits, as the binary encoding of K.
	REL-7


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


/ .. /

-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v7xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,

VelocityEstimate,

UE-InternalMeasuredResults-r7,


/ .. /

FROM InformationElements


/ .. /

-- ***************************************************

--

-- ASSISTANCE DATA DELIVERY
--

-- ***************************************************

AssistanceDataDelivery ::= CHOICE {


r3







SEQUENCE {



assistanceDataDelivery-r3

AssistanceDataDelivery-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




assistanceDataDelivery-v3a0ext
AssistanceDataDelivery-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





assistanceDataDelivery-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE { 






assistanceDataDelivery-v4b0ext














AssistanceDataDelivery-v4b0ext-IEs,






v7xyNonCriticalExtensions

SEQUENCE { 







assistanceDataDelivery-v7xyext
AssistanceDataDelivery-v7xyext-IEs,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

AssistanceDataDelivery-r3-IEs ::= SEQUENCE {


-- User equipment IEs


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement Information Elements


ue-positioning-GPS-AssistanceData


UE-Positioning-GPS-AssistanceData



OPTIONAL,


ue-positioning-OTDOA-AssistanceData-UEB

UE-Positioning-OTDOA-AssistanceData-UEB


OPTIONAL

}

AssistanceDataDelivery-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity




SFN-Offset-Validity

OPTIONAL
}

AssistanceDataDelivery-v4b0ext-IEs ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-r4ext
UE-Positioning-OTDOA-AssistanceData-r4ext
OPTIONAL

}

AssistanceDataDelivery-v7xyext-IEs ::=
SEQUENCE {


ue-Positioning-GPS-ReferenceTimeUncertainty
UE-Positioning-GPS-ReferenceTimeUncertainty
OPTIONAL

}


/ .. /

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









v7xyNonCriticalExtensions

SEQUENCE {










measurementControl-v7xyext

MeasurementControl-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}





OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









measurementControl-v7xyext

MeasurementControl-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of "RRC transaction identifier" (MSP),





-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP * 4 + 





-- rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









measurementControl-v7xyext

MeasurementControl-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



SEQUENCE {}





}



}


}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice “intra-frequency” shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- most significant part of "RRC transaction identifier" (MSP),


-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP-v590ext * 4 + 


-- rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL
}

MeasurementControl-v7xyext-IEs ::=
SEQUENCE {


ue-Positioning-Measurement-v7xyext

UE-Positioning-Measurement-v7xyext,

ue-Positioning-GPS-ReferenceTimeUncertainty












UE-Positioning-GPS-ReferenceTimeUncertainty

OPTIONAL

}


/ .. /

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,









v7xyNonCriticalExtensions

SEQUENCE {










measurementReport-v7xyext

MeasurementReport-v7xyext-IEs,










nonCriticalExtensions


SEQUENCE {}



OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


-- dummy is not used in this version of the specification. It should not be sent and


-- if received it should be ignored.


dummy






PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
MeasurementReport-v7xyext-IEs ::= SEQUENCE {

velocityEstimate




VelocityEstimate




OPTIONAL,


ue-InternalMeasuredResults


UE-InternalMeasuredResults-r7

OPTIONAL,

ue-Positioning-GPS-ReferenceTimeUncertainty












UE-Positioning-GPS-ReferenceTimeUncertainty

OPTIONAL

}

/ .. /

11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************


/ .. /

UE-Positioning-GPS-ReferenceTime ::=


SEQUENCE {


gps-Week






INTEGER (0..1023),


gps-tow-1msec





GPS-TOW-1msec,

utran-GPSReferenceTime



UTRAN-GPSReferenceTime



OPTIONAL,


sfn-tow-Uncertainty




SFN-TOW-Uncertainty




OPTIONAL,


utran-GPS-DriftRate




UTRAN-GPS-DriftRate




OPTIONAL,


gps-TOW-AssistList




GPS-TOW-AssistList




OPTIONAL

}

UE-Positioning-GPS-ReferenceTimeUncertainty ::= INTEGER (0..127)


/ .. /

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************


/ .. /

SysInfoType15 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-GPS-CipherParameters

UE-Positioning-CipherParameters

OPTIONAL,



ue-positioning-GPS-ReferenceLocation
ReferenceLocation,



ue-positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime,



ue-positioning-GPS-Real-timeIntegrity

BadSatList






OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions


SEQUENCE { 




sysInfoType15-v4b0ext



SysInfoType15-v4b0ext-IEs,



-- Extension mechanism for non- release4 information




v7xyNonCriticalExtensions


SEQUENCE { 





sysInfoType15-v7xyext



SysInfoType15-v7xyext-IEs,





nonCriticalExtensions



SEQUENCE {}



OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType15-v4b0ext-IEs ::= SEQUENCE {


up-Ipdl-Parameters-TDD


UE-Positioning-IPDL-Parameters-TDD-r4-ext
OPTIONAL

}

SysInfoType15-v7xyext-IEs ::=
SEQUENCE {


ue-Positioning-GPS-ReferenceTimeUncertainty












UE-Positioning-GPS-ReferenceTimeUncertainty

OPTIONAL

}


/ .. /

13.4.28a
UE_POSITIONING_GPS_DATA

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	GPS Data ciphering info
	OP
	
	UE positioning Ciphering info 10.3.7.86
	
	

	GPS Deciphering Keys
	OP
	
	
	
	

	>Current deciphering key
	MP
	
	Bit string(56)
	
	

	>Next deciphering key
	MP
	
	Bit string(56)
	
	

	UE positioning GPS reference time
	OP
	
	UE positioning GPS reference time
10.3.7.96
	
	

	UE positioning GPS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.
	

	UE positioning GPS DGPS corrections
	OP
	
	UE positioning GPS DGPS corrections 10.3.7.91
	
	

	UE positioning GPS navigation model
	OP
	1 to <maxSat>
	
	
	

	>SatID
	MP
	
	Enumerated(0..63)
	Satellite ID
	

	>GPS Ephemeris and Clock Correction parameters
	MP
	
	UE positioning GPS Ephemeris and Clock Correction parameters 10.3.7.91a
	
	

	UE positioning GPS ionospheric model
	OP
	
	UE positioning GPS ionospheric model 10.3.7.92
	
	

	UE positioning GPS UTC model
	OP
	
	UE positioning GPS UTC model
10.3.7.97
	
	

	UE positioning GPS almanac
	OP
	
	
	
	

	>SatID 
	MP
	1 to <maxSatAlmanacStorage>
	
	
	

	>>WNa
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>DataID
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>e
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>toa
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>(I
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>OMEGADOT
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>SV Health
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>A1/2
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>OMEGA0
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>M0
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>(
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>af0
	MP
	
	
	Same as IE in 10.3.7.89
	

	>>af1
	MP
	
	
	Same as IE in 10.3.7.89
	

	>SV Global Health
	OP
	
	
	Same as IE in 10.3.7.89
	

	UE positioning GPS acquisition assistance
	OP
	
	UE positioning GPS acquisition assistance 10.3.7.88
	
	

	UE positioning GPS real-time integrity
	OP
	
	UE positioning GPS real-time integrity 10.3.7.95
	
	

	UE positioning GPS reference time uncertainty
	OP
	
	UE positioning GPS reference time uncertainty 10.3.7.XX
	
	REL-7





