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11.6 LTE_ACTIVE mobility procedures

How to access target cell ?

	R2-063082
	Non-contention based handover execution
	
	
	
	Nokia


Mr. Benoist Sébire
	R2-063093
	non-contention based handover procedure on RACH channel
	
	
	
	ZTE


Mr. Zhongda Du
	R2-063184
	Minimizing the Asynchronous PRACH Procedure Requirement During LTE Handover
	
	InterDigital


Mr. Stephen Terry
	R2-063223
	Non-contention based and pre-synchronized access in LTE handover
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063225
	RACH partitioning for handover
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063325
	Less-contention handover
	
	
	
	Fujitsu


	R2-063329
	Access Alternatives for Handover
	
	
	
	Alcatel


Mr. Hajo Bakker
	R2-063348
	Reducing Handover and other latencies using early random access
	
	
	
	Texas Instruments Inc


	R2-063390
	Contention vs. Non-contention based Handover
	
	
	
	NTT DoCoMo, Inc., LG Electronics Inc.


User plane: UL

	R2-063226
	Uplink user-plane mobility
	
	
	
	Ericsson


Mr. Sven Ekemark
User plane: DL

	R2-063128
	Handover Optimization for Downlink
	
	
	
	ASUSTeK


Mr. Sam Jiang
	R2-063250
	Reordering of downlink RLC SDUs during handovers
	
	
	
	NEC


	R2-063251
	S1X2 Sequence Number
	
	
	
	NEC


	R2-063138
	Lossless/Seamless Intra-LTE Handover
	
	
	
	NEC


	R2-063139
	Outer ARQ Functionality for supporting Lossless/Seamless HO
	
	
	
	NEC


	R2-063389
	Inter-eNB Handover (UP)
	
	
	
	NTT DoCoMo, Inc.


Need for forward handovers

	R2-063224
	On the issue of forward handover in LTE
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063252
	Connection Re-establishment
	
	
	
	NEC


	R2-063279
	RACH and mobility
	
	
	
	QUALCOMM Europe


	R2-063281
	Simulation results on Forward Handover
	
	
	
	QUALCOMM Europe


	R2-063380
	Forward handover considerations
	
	
	
	QUALCOMM Europe


Mr. Francesco Grilli
Handover signalling aspects (mainly)
	R2-063114
	General consideration on handover procedure
	
	
	
	Qualcomm Europe


	R2-063112
	LTE Handover execution
	
	
	
	HUAWEI


	R2-063179
	Use of AS-configuration upon handover and connection establishment
	
	
	
	Samsung


	R2-063247
	SDU Handling During Inter eNB Handover
	
	
	
	LG Electronics Inc.


	R2-063241
	Handover scenario for Non-synchronized UE
	
	
	
	LG Electronics Inc.


	R2-063115
	Intra-eNB cell selection in the target eNB
	
	
	
	Qualcomm Europe


	R2-063199
	Scheduler triggered execution
	
	
	
	Siemens


	R2-063328
	RLC, MAC and HARQ context transfer for intra-eNB hand-over
	
	
	
	Alcatel


Radio Link Failure

	R2-063158
	Handling of Radio Link Failure
	
	
	
	ASUSTeK


	R2-063171
	Radio link failure handling in LTE
	
	
	
	Samsung, NTT DoCoMo


Mr. Himke van der Velde
	R2-063172
	Intra-LTE mobility in case of no handover preparation
	
	
	
	Samsung


Mr. Himke van der Velde
Handover other
	R2-063067
	Service Based Redirection
	
	
	
	Nokia


Mr. Benoist Sébire
Measurements: Gap control

	R2-063227
	Idle Gaps for Handover Measurements in E-UTRAN
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063283
	Measurement Gap Control for E-UTRAN
	
	
	
	SHARP


	R2-063103
	Measurement Gap Scheduling
	
	
	
	QUALCOMM Europe


Dr. Nathan Tenny
Measurements: Neighbouring cell list

	R2-063070
	Neighbour Cell List Distribution
	
	
	
	Nokia


Mr. Benoist Sébire
	R2-063189
	LTE neighbourhood list and measurement organisation
	
	
	
	Siemens


Measurements: Events/filtering

	R2-063228
	E-UTRA Intra-frequency Measurement Configuration and Control
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063381
	Event triggered and periodic measurements
	
	
	
	QUALCOMM Europe


Mr. Francesco Grilli
	R2-063111
	LTE Handover preparation
	
	
	
	HUAWEI


Measurements: Other

	R2-063068
	Measurements in E-UTRAN
	
	
	
	Nokia


Mr. Benoist Sébire
	R2-063069
	UE HO measurements with inter-cell-Interference Coordination
	
	
	
	Nokia


Mr. Benoist Sébire
	R2-063196
	Improved reporting of HO measurements
	
	
	
	Siemens


Mr. Burghard Unteregger
	R2-063150
	Mobility-related Measurement Information
	
	
	
	Panasonic


	R2-063149
	Dormant mode and mobility procedure
	
	
	
	Panasonic


UPE relocation

	R2-063415
	On the need for ROHC Context Transfer for Inter-UPE
	
	
	
	Motorola


	R2-063368
	On UPE Relocation
	
	
	
	Qualcomm Europe


11.9?
	R2-063076
	Control of UE measurements for Network Self-Configuration
	
	
	
	Nokia


Mr. Benoist Sébire: should be on 11.9 ?
11.6.2
LTE to/from UTRAN
User plane
	R2-063229
	User Plane Handling in Case of IRAT Mobility
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063170
	TCP loss handling
	
	
	
	Samsung


Mr. Himke van der Velde
Other

	R2-063151
	Inter-RAT Handover from E-UTRAN to UTRAN
	
	
	
	Panasonic


	R2-063288
	Load sharing between E-UTRAN and UTRAN
	
	
	
	NEC


Mr. David Lecompte
11.7
LTE_IDLE mobility procedures

11.7.1
Intra LTE

	R2-063071
	Suitability Criteria
	
	
	
	Nokia, Vodafone


Mr. Benoist Sébire
	R2-063072
	Drivers for Cell Reselection
	
	
	
	Nokia


Mr. Benoist Sébire
	R2-063146
	Consideration on cell reselection
	
	
	
	HUAWEI


	R2-063230
	Requirements on Cell Reselection in E-UTRA
	
	
	
	Ericsson


Mr. Sven Ekemark
	R2-063385
	Neighbouring cell list organization
	
	
	
	LG Electronics Inc.


Mr. Patrick Fischer
	R2-063391
	Multi-carrier / band operation (1) – cell configuration
	
	
	
	NTT DoCoMo, Inc.


	R2-063392
	Multi-carrier / band operation (2) – load balancing
	
	
	
	NTT DoCoMo, Inc., T-Mobile


	R2-063393
	Redirection upon RRC establishment
	
	
	
	NTT DoCoMo, Inc.


	R2-063394
	RRC release procedure
	
	
	
	NTT DoCoMo, Inc.


11.7.2
LTE to/from other RATs

There was no input under this agenda item.
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