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10
Resource management

For HS-DSCH, the resources at a cell level shall be:

-
Channelisation Codes and timeslots (TDD) that can be used for the mapping of HS-PDSCH and the HS-SCCH physical channels.

-
Power that can be used for HS-DSCH, i.e. for HS-DSCHs and HS-SCCHs.

The HS-DSCH resources are assigned by the CRNC to a Node B on a cell basis.

The HS-SCCH set for a given UE is decided by the Node B.
11
Continuous packet connectivity

The Continuous packet connectivity featureis a configuration of CELL_DCH state, when F-DPCH is configured without DCH configured in Downlink or Uplink, where the resources are allocated but discontinuous uplink DPCCH transmission (Uplink DTX) and discontinuous downlink reception (Downlink DRX) are possible during data inactivity. One of the options of the Uplink DTX also allows the Node B to DRX (Uplink DRX), by restricting the starting points of new data transmission after inactivity by the UE. The Node B has a fast mechanism to revert to the continuous DL transmission, and the UE can revert to the continuous UL transmission autonomously and instantaneously based on standardised rules if more data arrives to the transmission buffer. 
The discontinuous transmission and reception schemes are always enabled, upon configuration, only after a certain configurable time. This allows synchronisation and power control stabilisation.
From the continuous transmission, the UE and Node B can autonomously and instantaneously revert to discontinuous UL and DL transmission based on standardised rules.

The continuous packet connectivity feature also allows a configuration whereby the first transmission of small transport blocks on predefined HS-DSCH without an associated HS-SCCH is possible (HS-SCCH-less HS-DSCH transmission). This scheme can be activated immediately in the UE for which HS-SCCH-less operation is configured and it does not depend on the enabling timing of other options of the continuous packet connectivity feature.
The continuous packet connectivity feature also allows a configuration of a new UL DPCCH slot format with an increased number of TPC bits as defined in [6]. 
The configuration of Uplink DTX, Downlink DRX and HS-SCCH-less HS-DSCH transmissions is always in the control of the SRNC. In order to allow SHO with Node Bs under the control of another RNC, the SRNC must be aware of the capabilities of all the Node Bs that provide RLs in the UE active set. [FFS]
11.1
Discontinuous uplink transmission

The discontinuous uplink transmission is a mechanism that defines how the UE will discontinuously transmit the uplink DPCCH, when configured by the RNC. The uplink DPCCH transmission pattern and the uplink DPCCH preamble and postamble together define the discontinuous uplink DPCCH operation. The discontinuous uplink transmission is dependent on the E-DCH activity as described in [3] and below. The uplink DTX is mechanism that can be configured without configuring also the uplink DRX (subclause 11.1.1), or Downlink DRX (subclause 11.2). Additionally, the uplink DTX can operate with or without configuring the HS-SCCH-less HS-DSCH transmission mechanisms (subclause 11.3).
There are two patterns that can be defined for discontinuous uplink DPCCH operation, UE_DTX_cycle_1 and UE_DTX_cycle_2. The latter is used whenever there is no uplink data transmission activity, whilst the former is applied depending on the duration of E-DCH inactivity. This allows uplink DPCCH transmission rate to autonomously (based on standardised rules) adapt to the data transmission activity, and data transmission dependent gains: for higher data transmission activity uplink DPCCH can be configured to be transmitted more frequently and operation is more similar to Rel’6, and for lower data transmission activity DPCCH can be configured to be transmitted less often to achieve higher DTX gain.

The DPCCH transmission patterns can be offset using UE_DTX_DRX_Offset so that different UEs can have the DPCCH transmission phase in their DTX cycles at different times. This offset is common for the Uplink DRX and Downlink DRX schemes, as specified in subclasues 11.1.1 and 11.2 respectively.
The DPCCH is transmitted whenever E-DCH or HS-DPCCH is transmitted. UE_DTX_cycle_1 and UE_DTX_cycle_2 define only the DPCCH DTX during the E-DCH and HS-DPCCH inactivity, and have no impact on the E-DCH or HS-DPCCH ACK/NACK transmissions as if Uplink DRX is not configured as described in subclause 11.1.1, the E-DCH transmission is performed as defined in Rel6. When Uplink DRX is configured, the start times of E-DCH transmissions for new data transmissions can be restricted, after some configurable inactivity time, to a MAC_DTX_cycle which coincides with the UE_DTX_cycle_1.
When the UE is not transmitting data (on E-DCH) or HS-DPCCH, the UE shall not transmit DPCCH except for a short burst of UE_DPCCH_burst_1 subframes once every UE_DTX_cycle_1 subframes. If the UE has not transmitted E-DCH during the last inactivity_threshold_for_UE_DTX_cycle_2 E-DCH subframes, the UE shall not transmit DPCCH except for a short burst of UE_DPCCH_burst_2 subframes once every UE_DTX_cycle_2 subframes. The UE shall DTX if it does not have any data to transmit and when no DPCCH or HS-DPCCH transmission is defined. 

Before the uplink DPCCH transmission the UE has to transmit a 2 slots default preamble uplink DPCCH and afterwards a 1 slot postamble uplink DPCCH. In association with UE_DTX_cycle_2 if UE_DTX_long_preamble is TRUE and if there was no E-DCH transmission for the last Inactivity_Threshold_for_UE_DTX_cycle_2 subframes the UE has to apply a longer preamble of (max.) 15 slots before restarting E-DCH transmission.
The CQI on HS-DPCCH is transmitted in the HS-DPCCH sub-frames when the CQI reporting period defined transmission overlaps with the DPCCH transmission. However, the RNC can also configure the discontinuous uplink transmission such that the CQI reporting takes priority over the DTX pattern for a number of subframes after an HS-DSCH reception. If there has been no HS-DSCH reception after a configurable period, the DTX takes priority over the CQI reporting.
The UE only receives the TPC commands on F-DPCH corresponding to actually transmitted UL DPCCH slots.
The serving Node B can command the UE to disable (respectively re-enable) the discontinuous uplink DPCCH transmission and revert back to continuous DPCCH transmission by using a specific HS-SCCH- command (The operation in SHO is FFS). 
The Uplink DPCCH transmission pattern is illustrated in Figure X for 2ms E-DCH TTI and Figure Y for 10ms E-DCH TTI. The uplink DPCCH transmission pattern defines the minimum set of slots where the UE shall transmit the UL-DPCCH. Thus the pattern defines the length of the transmission cycle (UE_DTX_cycle_1, UE_DTX_cycle_2), number of slot, and slot position in the transmission cycle that UE shall transmit UL-DPCCH.
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Figure X: Example for UL DPCCH discontinuous transmission pattern for 2ms E-DCH TTI
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Figure Y: Example for UL DPCCH discontinuous transmission pattern for 10ms E-DCH TTI

11.1.1
Uplink DRX

The RNC can configure the UE to restrict the start of E-DCH transmissions to the MAC_DTX_cycle pattern, if there has been no E-DCH transmission for a configurable number of TTIs (UE_Inactivity_Threshold). The allowed E-DCH start times can be offset using UE_DTX_DRX_Offset so that different UEs have the allowed E-DCH start time at different time instants.The network should configure MAC_DTX_cycle in such manner that it does not collide with an inactived HARQ process. The uplink DRX cannot be configured without an Uplink DTX configuration as specified in subclause 11.1.
Whenever the UE transmits one E-DCH TTI the UE can use subsequent TTIs for E-DCH transmission as long as its transmission is continued (re-started) within UE_Inactivity_Threshold TTIs, and in addition the pending retransmissions can be done in the corresponding HARQ processes (retransmission times are not impacted by the inactivity threshold).

11.2
Downlink DRX

The downlink DRX is configurable by the RNC and allows the UE to restrict the downlink reception times. Note that UE is also allowed to receive continuously; discontinuous reception is not required even if it would be configured. Nevertheless, the Downlink DRX cannot be configured without an Uplink DTX configuration as specified in subclause 11.1.
When the discontinuous downlink reception is enabled, the UE is not required to receive physical downlink channels, except if any of the following conditions apply:

1.
The UE has received DRX de-activation that was not followed by a DRX activation 
2.
The UE shall receive E-HICH (sub-)frame corresponding to an E-DCH transmission.

3.
The UE shall receive an HS-SCCH subframe due to the HS-SCCH reception pattern.

4.
The UE shall receive an HS-PDSCH subframe due to correctly received HS-SCCH 

5.
The UE has detected an E-AGCH or an E-RGCH subframe transmission from cell(s) in the serving RLS during the required HS-SCCH reception time and the UE still needs to decode the rest of the E-AGCH or E-RGCH frame.

6.
The UE has received an HS-SCCH or an HS-PDSCH subframe during the last Inactivity_Threshold_for_UE_DRX_cycle subframes.
7.
The UE has sent scheduled E-DCH transmission during Inactivity_Threshold_for_UE_Grant_Monitoring and/or has scheduled data in the buffer for transmission.
The HS-SCCH reception pattern is defined in such a way that the UE must receive one HS-SCCH sub-frame every UE_DRX_cycle sub-frames. The HS-SCCH reception pattern can be offset using UE_DTX_DRX_Offset so that different UEs have the HS-SCCH reception phase at different times.
The serving Node B can command the UE to disable (respectively re-enable) the discontinuous downlink reception and revert back to continuous downlink reception by using a specific HS-SCCH- command (Operation in SHO is FFS)
The HS-SCCH reception pattern is illustrated by Figure Z for a 2 ms TTI E-DCH. The grey subframes correspond to the HS-SCCH reception pattern UE_DRX_cycle=4. The HS-SCCH discontinuous reception radio frame is 10 ms long independently from E-DCH TTI and it is indexed using CFN_DRX. The HS-SCCH discontinuous radio frame is divided to five HS-SCCH subframes are numbered S_DRX=0 to S_DRX=4. S_DRX defines the HS-SCCH reception timing as defined in [4].
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Figure Z: Example for HS-SCCH reception pattern, 2ms E-DCH TTI 

The HS-SCCH reception pattern is illustrated by Figure Z2 for a 10 ms TTI E-DCH. The grey subframes correspond to the HS-SCCH reception pattern UE_DRX_cycle=5.
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Figure Z2: Example for HS-SCCH reception pattern, 10ms E-DCH TTI 
Furthermore, there should be no impact to the UE mobility since the UE cannot DRX if it is required to perform measurements as specified in [5]
11.3
HS-SCCH-less HS-DSCH transmission
The HS-SCCH-less HS-DSCH transmission is a mechanism whereby the first HS-DSCH transmission is performed without the accompanying HS-SCCH and HARQ retransmissions of the first HS-DSCH transmission are accompanied by the HS-SCCH.
HS-SCCH-less HS-DSCH transmission mechanism can be configured with or without a configuration for Uplink DTX and/or Downlink DRX. However, if Downlink DRX is configured the times at which the UE is mandated to be receiving HS-PDSCH and/or HS-SCCH should be taken into account by the Node B scheduler.
Furthermore, an HS-SCCH-less HS-DSCH transmission has the following characteristics:
· -
The modulation used is restricted to QPSK.

· -
Only 4 pre-defined TB formats for MAC-hs PDUs are allowed.

· -
These 4 formats are chosen semi-statically, and maybe independently configured per UE.

· -
The HS-PDSCH CRC is 24-bits long and is UE specific.

· -
Its generation follows the same procedure as the CRC currently on the HS-SCCH, and therefore is covered by the 16-bit UE specific H-RNTI. 

· -
At most two pre-defined HS-PDSCH OVSF codes are assigned per UE

· -
The pre-defined HS-PDSCH OVSF codes are semi-statically assigned per UE.
· -
At anytime, the UE may receive an HS-SCCH-less HS-DSCH transmission on one or two of the configured codes and must perform blind decoding on all 4 configured formats.
· -
In order to perform blind decoding on the pre-defined HS-PDSCH OVSF codes, UE must maintain a cyclic soft buffer storing 13 contiguous TTIs.
· -
The UE does not transmit negative acknowledgements (NACK) in the first transmission when decoding the chosen formats. It transmits ACK or NACKs for the retransmissions.

· -
HARQ is limited to:

· -
2 retransmissions.

· -
The redundancy version is pre-defined and not configurable.
· -
The HARQ retransmissions of an HS-SCCH-less HS-DSCH transmission are accompanied by an HS-SCCH, which is sent with the same channel coding and decoding as the Release 5/6 HS-SCCH. Some of the bits of the HS-SCCH are reinterpreted in order to signal the UE the following information.

· -
That the HS-SCCH is intended for HS-SCCH-less operation 

· -
Whether the retransmission is the first retransmission or the second retransmission

· -
The channelization code and the transport block size used by the HARQ process 

· -
The HARQ combining information – in the form of an offset from the current TTI indicating where the previous transmission was sent

In addition, the UE continues to attempt reception of the legacy HS-SCCH in the configured HS-SCCH set.
11.3.1
HS-SCCH-less timing and operation
The timing of the HS-SCCH-less operation is similar to the timing in legacy HSDPA operation. It is depicted in Figure Z3.

[image: image5.emf]New HS-SCCH 

format

time

HS-SCCH

HS-PDSCH

2 ms TTI

Tx1 Tx2 Tx3

New HS-SCCH 

format


Figure Z3: Illustration of the HS-SCCH-less operation
The first and second retransmissions can be asynchronous with respect to the first transmission, and with respect to each other. The accompanying HS-SCCH follows the same timing relationship with the HS-PDSCH transmission as legacy transmissions do; namely the HS-SCCH starts and ends one slot before the HS-PDSCH transmission boundaries. 

If the UE is able to decode the first transmission successfully, it sends an ACK to the Node B over the HS-DPCCH. If it is not able to decode the first transmission, it buffers the data sent on the TTI. The retransmissions do not require any blind combining or decoding operation as the HS-SCCH accompanying the retransmissions carry the information needed. 
In order to combine the initial HS-SCCH-less HS-DSCH transmission with the subsequent retransmissions, the new HS-SCCH format contains a pointer to the TTI where the previous transmission has been performed. In addition, the redundancy version is pre-defined for the initial transmission as well as the potential subsequent retransmissions.
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