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11.8
Control of E-DCH transmission and reception (FDD)

11.8.1
UE operation

11.8.1.1
HARQ Operation

11.8.1.1.1
HARQ entity

There is one HARQ entity at the UE. A number of parallel HARQ processes are used in the UE to support the HARQ entity, allowing transmissions to take place continuously while waiting for the feedback on the successful or unsuccessful reception of previous transmissions.

At a given TTI, the HARQ entity identifies the HARQ process for which a transmission should take place. Also, based on the timing, it routes the receiver feedback (ACK/NACK information), relayed by the physical layer, to the appropriate HARQ process.

The number of HARQ processes is equal to the HARQ round-trip-time (HARQ_RTT). The HARQ_RTT is equal to 4 for 10ms TTI and 8 for 2ms TTI. The TTI duration shall be configured by the higher layers. Each process is associated with a number from 0 to HARQ_RTT-1. 

After each TTI, the HARQ entity shall:

-
if the buffer of the HARQ process corresponding to the next TTI is empty:

-
notify the E-TFC selection entity that the next TTI is available for a new transmission;

-
if the "E-TFC Selection" entity indicates the need for a new transmission:

-
obtain the transmission information (i.e. HARQ profile, whether triggered Scheduling Information is included and whether it is sent alone) from the "E-TFC Selection" entity;

-
obtain the MAC-e PDU to transmit from the "Multiplexing and TSN setting" entity;

-
instruct the HARQ process corresponding to this TTI to trigger the transmission of this new payload using the identified HARQ profile parameters.

-
else:

-
instruct the HARQ process to generate a re-transmission.

11.8.1.1.2
HARQ process

Each HARQ process is associated with a physical buffer (HARQ buffer).

Each HARQ process maintains the state variable CURRENT_TX_NB, which indicates the number of transmissions that have taken place for the MAC-e PDU currently in the buffer. When the HARQ process is established, CURRENT_TX_NB shall be initialized to 0.

At the time of a new transmission, the HARQ entity provides the HARQ profile to use for all transmissions and re-transmissions of this MAC-e PDU. This HARQ profile includes information on the maximum number of transmissions to perform, and the power offset with which to configure the physical layer.

If the HARQ entity provides a new PDU, the HARQ process shall:

-
set CURRENT_TX_NB to 0; 

-
set CURRENT_RSN to 0;

-
store the MAC-e PDU in the associated HARQ buffer;

-
generate a transmission as described below.

If the HARQ entity requests a re-transmission, the HARQ process shall:

-
generate a transmission as described below.

To generate a transmission, the HARQ process shall, regardless of any overlapping with a compressed mode gap:

-
instruct the physical layer to set the RSN field on the E-DPCCH to CURRENT_RSN;

-
instruct the physical layer to generate a transmission with the power offset corresponding to the HARQ profile and the redundancy version corresponding to the RSN value and the transmission timing (i.e. the CFN and in the case of 2ms TTI, sub-frame number as described in [16]);

-
if CURRENT_RSN < 3:

-
increment CURRENT_RSN by 1;

-
increment CURRENT_TX_NB by 1;

The HARQ process shall:

-
if an ACK is received from the RLS containing the serving cell; or

-
if an ACK is received from any RLS and the transmission included higher layer data (i.e. not only included Scheduling Information); or

-
if CURRENT_TX_NB ≥ maximum number of transmissions indicated in the transmission HARQ profile:

-
flush the HARQ buffer;

-
if the transmission included Scheduling Information which was triggered per subclause 11.8.1.6 and if no ACK for that transmission was received from the RLS containing the serving cell:

-
notify the Scheduling Information Reporting function that the HARQ process failed to deliver the triggered Scheduling Information to the RLS containing the serving cell (see subclause 11.8.1.6.3).
NOTE:
In the case where the Scheduling Information is transmitted alone, without any higher layer data the UE will keep re-transmitting the Scheduling Information until an ACK is received from the RLS containing the serving cell or the maximum number of re-transmissions is reached or in any other HARQ process a newer Scheduling Information has been received successfully (i.e. in this HARQ process an ACK was received from the RLS containing the serving cell). In the second case, periodic triggering will be relied upon for reliability.
11.8.1.6
Scheduling Information reporting

Scheduling information reports will be triggered differently depending on the value of the variable Serving_Grant after the Serving Grant Update function. The triggering of a report shall be indicated to the E-TFC selection function at the first new transmission opportunity (this process may be delayed in case the HARQ processes are occupied with re-transmissions).
Even if multiple events are triggered by the time a new transmission can take place, only a single scheduling information header will be included in the payload.
The Scheduling Information shall not be transmitted if the TEBS is zero, even if it was triggered by one of the configured triggering mechanisms. If the Scheduling Information needs to be included in the MAC-e PDU according to subclause 9.2.4.2, it shall be transmitted regardless of TEBS status.

The transmission of Scheduling Information can take place on every HARQ process, even on those processes for which transmission is restricted according to RRC or deactivated by absolute grants, i.e. processes on which scheduled and/or non-scheduled transmission can not take place.

The description of the behaviour in the two cases is provided below.

11.8.1.6.1
Report Triggering when SG = “Zero_Grant” or all processes are deactivated

If the Serving_Grant has the value "Zero_Grant" or all processes are deactivated, and the TEBS becomes larger than zero, the transmission of Scheduling Information shall be triggered. 

If data with higher priority than the data already in the transmission buffer arrives, the transmission of a Scheduling Information shall be triggered.
RRC can also configure MAC with periodic Scheduling Information triggering. The periodic trigger timer T_SING (Timer Scheduling Information – "Zero_Grant") shall be started once the Serving_Grant variable becomes "Zero_Grant" or all processes are deactivated and TEBS is larger than zero.
When T_SING expires, the transmission of a Scheduling Information shall be triggered.

T_SING shall be restarted when the transmission of a Scheduling Information is triggered.
T_SING shall be stopped and reset once the Serving_Grant variable in the Serving Grant Update function takes a value other than "Zero_Grant" and at least one process is activated.

11.8.1.6.2
Report Triggering when SG <> “Zero_Grant” and at least one process is activated

If an E-DCH serving cell change occurs and if the new E-DCH serving cell was not part of the previous Serving E-DCH RLS, the transmission of a Scheduling Information shall be triggered.
RRC can configure MAC with periodic triggering also for the case when the variable Serving_Grant <> "Zero_Grant" and at least one process is activated. The periodic trigger timer T_SIG (Timer Scheduling Information – different from "Zero_Grant") can be configured to a different value than T_SING. 

T_SIG shall be started once the Serving_Grant variable becomes <> "Zero_Grant" and at least one process is activated.

When T_SIG expires, the transmission of a new Scheduling Information shall be triggered.
T_SIG shall be stopped and reset once the Serving_Grant variable in the Serving Grant Update function becomes equal to "Zero_Grant" or all processes are deactivated.
T_SIG shall be restarted when the transmission of a Scheduling Information is triggered.
Once the Serving_Grant variable in the Serving Grant Update function becomes equal to "Zero_Grant" or all processes are deactivated and TEBS is larger than zero, the transmission of a Scheduling Information shall be triggered.

11.8.1.6.3
HARQ delivery failure for triggered Scheduling Information
If the HARQ process fails to deliver a MAC-e PDU containing a triggered Scheduling Information to the RLS containing the serving cell:

-
if the Scheduling Information was transmitted without any higher layer data multiplexed in the same MAC-e PDU:

-
no further action is required (rely on periodic triggering).

-
else (Scheduling Information was transmitted together with higher layer data multiplexed in the same MAC-e PDU):
-
if in any other HARQ process there was a newer Scheduling Information already received successfully (i.e. in this HARQ process an ACK was received from the RLS containing the serving cell):



-
no further action is required.

-
else
-
the transmission of a new Scheduling Infor
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