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8.4.1.6.7
UE positioning measurement

Upon transition from CELL_DCH to CELL_FACH and upon transition from CELL_DCH to CELL_PCH or URA_PCH for UE assisted GPS measurements, the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval" included in this IE is less than 64 seconds:

5>use a value of 64 seconds for the measurement interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
use a value of 64 seconds for the reporting interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

3>
continue measurement reporting according to its UE positioning measurement reporting capability.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval " included in this IE is less than 64 seconds:

5>
use a value of 64 seconds for the measurement interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
 use a value of 64 seconds for the reporting interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

3>
resume this measurement and associated reporting according to its UE Positioning measurement reporting capability.

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is due to a reconfiguration message which included the IE "Frequency info", and the UE selects a cell on another frequency than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Frequency info", and the UE can not find a cell on the current frequency, but it selects a cell on another frequency; or
1>
if the transition is not due to a reconfiguration message:

2>
delete the assistance data included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED and UE_POSITIONING_OTDOA_DATA_UE_ASSISTED.

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "OTDOA" or "OTDOA or GPS":

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-based" or "UE assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

3>
begin monitoring assistance data received in System Information Block type 15.4 and System Information Block type 15.5 according to subclause 8.1.1.6.15.

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-assisted":

3>
begin monitoring assistance data received in System Information Block type 15.4 according to subclause 8.1.1.6.15.

1>
if the UE is in CELL_FACH state:

2>
if the IE "UE positioning OTDOA neighbour cell list for UE assisted" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED or UE_POSITIONING_OTDOA_DATA_UE_BASED contains neighbour cells on other frequencies than the current frequency:

3>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

The UE may:

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "GPS" or "OTDOA or GPS":

2>
begin monitoring assistance data received in System Information Block type 15 and/or System Information Block type 15.1 and/or System Information Block type 15.2 and/or System Information Block type 15.3 according to subclause 8.1.1.6.15.

NOTE:
In the case that the measurement or reporting intervals are modified to 64 seconds during a transition to CELL_PCH/URA_PCH as described above, the UE retains the previously used values of "Measurement interval" and "Reporting interval" for use after transition out of CELL_PCH/URA_PCH.

8.6.7.19.1
UE positioning reporting quantity

The UE shall:

1>
ignore IE "Multiple Sets";

1>
ignore IE "Response Time";

1>
if IE "Horizontal Accuracy" and/or IE "Vertical Accuracy" is included:

2>
should try to achieve the requested level(s) of positioning accuracy with 67% confidence.

1>
if IE "Positioning Methods" is set to "Cell ID":

2>
act as specified in subclause 8.6.7.19.1a.

1>
if the IE "Method Type" is set to "UE based":

2>
if the IE "Positioning Methods" is set to "GPS"; and 

2>
if the IE "Additional Assistance Data Request" is set to "FALSE"; and

2>
if the UE has no GPS assistance stored; and

2>
if, according to its UE positioning capabilities, the UE supports a standalone positioning method:

3>
use the standalone positioning method

2>
act as specified in subclause 8.6.7.19.1b.
1>
if the IE "Method Type" is set to "UE assisted":

2>
act as specified in subclause 8.6.7.19.1a.

1>
if the IE "Method Type" is set to "UE-assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

2>
act either according to subclause 8.6.7.19.1a or 8.6.7.19.1b depending on the method type chosen by the UE.

If UE according to its capabilities supports Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID" and the IE "Method Type" is set to "UE-based", the UE shall:

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If UE according to its capabilities supports Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID" and the IE "Measurement validity" stored in the variable MEASUREMENT_IDENTITY is other than "CELL_DCH", the UE shall:

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

The UE shall perform the following consistency check:

1>
if UE, according to its capabilities, does not support UE-based OTDOA and if IE "Positioning Methods" is set to "OTDOA" and if IE "Method Type" is set to "UE-based":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-assisted OTDOA and if IE "Positioning Methods" is set to "OTDOA" and if IE "Method Type" is set to "UE-assisted":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-based GPS and does not support a standalone positioning method and if IE "Positioning Methods" is set to "GPS" and if IE "Method Type" is set to "UE-based":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
if UE, according to its capabilities, does not support UE-assisted GPS and if IE "Positioning Methods" is set to "GPS" and if IE "Method Type" is set to "UE-assisted":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-based positioning and if IE "Positioning Methods" is set to "OTDOAorGPS" and if IE "Method Type" is set to "UE-based":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE GPS timing of cell frames measurement and if IE "GPS timing of Cell wanted" is set to TRUE:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

8.6.7.19.1b
UE positioning reporting for UE based methods

The UE shall:

1>
when a measurement report is triggered:

2>
if the UE has been able to calculate a position after performing measurements on the cells included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED in case of OTDOA or the UE has been able to calculate a position in case of GPS positioning or the UE has been able to calculate a position using a standalone positioning method:
3>
include IE "UE positioning Position Estimate Info" in the MEASUREMENT REPORT and set the contents of the IE as follows:
4>
if the UE supports the capability to perform the UE GPS timing of cell frames measurement:

5>
if the IE "GPS timing of Cell wanted" is set to TRUE:

6>
perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of the active set.

6>
include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD;

6>
include the SFN when the position was determined;

6>
include the IE "UE GPS timing of cell frames".

5>
if the IE "GPS timing of Cell wanted" is set to FALSE:

6>
include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid.

4>
if the UE does not support the capability to provide the GPS timing of the cell:

5>
include the IE "GPS TOW msec" and set it to the GPS TOW when the position estimate was valid.

4>
if IE "Vertical Accuracy" has been included in IE "UE positioning reporting quantity":

5>
if the IE "Vertical Accuracy" has been assigned to value "0":

6>
if the IE "Horizontal Accuracy" has been assigned a value "0":

7>
may include IE "Ellipsoid point with altitude".

6>
if the IE "Horizontal Accuracy" has been assigned a value unequal to "0"; and

6>
if the UE has been able to calculate a 3-dimensional position

7>
include IE "Ellipsoid point with altitude" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate.

6>
if the UE has not been able to calculate a 3-dimensional position:

7>
may act as if IE "Vertical Accuracy" was not included in IE "UE positioning reporting quantity".

5>
if the IE "Vertical Accuracy" has been assigned to a value unequal to "0":

6>
if the UE has been able to calculate a 3-dimensional position:

7>
include IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate.

6>
if the UE has not been able to calculate a 3-dimensional position:

7>
act as if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity".

4>
if IE "Vertical Accuracy" has not been included in IE "UE positioning reporting quantity":

5>
if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to value "0":

6>
may include IE "Ellipsoid point".

5>
if IE "Horizontal Accuracy" in IE "UE positioning reporting quantity" has been assigned to a value unequal to 0:

6>
include either IE "Ellipsoid point with uncertainty circle" or IE "Ellipsoid point with uncertainty ellipse" or IE "Ellipsoid point with altitude and uncertainty ellipsoid" as the position estimate.

4>
if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" is reported:

5>
should calculate a value of the IE "Confidence", different from "0", as the probability that the UE is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is reported.

NOTE:
The value "0" of the IE "Confidence" is interpreted as "no information" by the UTRAN [57].
4>
if IE "Velocity Requested"  has been included in IE "UE positioning reporting quantity":

5>
include IE "Velocity estimate" if supported and available.
2>
if the UE was not able to calculate a position:

3>
include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as specified in subclause 8.6.7.19.5.

1>
if the UE is unable to calculate a position due to missing GPS assistance data:

2>
the UE may at any time send a measurement report containing the IE "UE positioning error" and set the contents of this IE as specified in subclause 8.6.7.19.5;

2>
after sending the measurement report, the UE shall not send another measurement report to request the same GPS assistance data for at least 20s. This requirement does not apply after release of the current RRC connection.

8.6.7.19.5
UE positioning Error

The UE shall set the contents of the IE "UE positioning Error" as follows:

1>
if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "OTDOA" and no neighbour cells could be received,

2>
set IE "Error reason" to "Not Enough OTDOA Cells";

1>
if the IE "Positioning Methods" in IE "UE positioning reporting quantity" has been assigned to value "GPS":

2>
if there were not enough GPS satellites to be received:

3>
set IE "Error reason" to "Not Enough GPS Satellites".

2>
if some GPS assistance data was missing:

3>
set IE "Error reason" to "Assistance Data Missing"; and

3>
if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" stored in the variable MEASUREMENT_IDENTITY is set to TRUE:

4>
include the IE "GPS Additional Assistance Data Request".

3>
if the IE "Additional Assistance Data Request" included in the IE "UE positioning reporting quantity" stored in the variable MEASUREMENT_IDENTITY is set to FALSE:

4>
not include the IE "GPS Additional Assistance Data Request", and use the assistance data available for doing a positioning estimate.

2>
if the UE was not able to read the SFN of the reference cell included in the IE "UE positioning GPS reference time" or in the IE "UE positioning acquisition assistance":

3>
set IE "Error reason" to "Reference Cell Not Serving Cell".

2>
if the UE was not able to measure the requested GPS timing of cell frames measurement:

3>
set IE "Error reason" to "Not Accomplished GPS Timing Of Cell Frames".

1>
if none of the conditions above are fulfilled:

2>
set IE "Error reason" to "Undefined Error".

The UE shall not set the IE "Error reason" to "Request Denied By User" or "Not Processed and Timeout".
10.3.3.45
UE positioning capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Standalone location method(s) supported
	MP
	
	Boolean
	Defines if a UE can measure its location by some means unrelated to UTRAN

TRUE means supported

	UE based OTDOA supported
	MP
	
	Boolean
	TRUE means supported

	Network Assisted GPS support
	MP
	
	Enumerated ('Network based', 'UE based', 'Both', 'None')
	Defines if the UE supports network based or UE based GPS methods.

	Support for GPS timing of cell frames measurement
	MP
	
	Boolean
	Defines if a UE has the capability to perform the UE GPS timing of cell frames measurement [7].

TRUE means capable

	Support for IPDL
	MP
	
	Boolean
	Defines if a UE has the capability to use IPDL to enhance its 'SFN-SFN observed time difference –type 2' measurement.

TRUE means supported

	Support for Rx-Tx time difference type2 measurement
	MP
	
	Boolean
	TRUE means supported

	Support for UP assisted GPS measurement validity in CELL_PCH and URA_PCH states
	CV-GPSsupported
	
	Enumerated

(true)
	

	Support for SFN-SFN observed time difference type 2 measurement
	OP
	
	Enumerated

(true)
	Absence of this element means not supported and presence means supported.


	Condition
	Explanation

	GPSsupported
	This IE is mandatory present if the IE “Network Assisted GPS support” is set to 'Network based', 'UE based' or 'Both'. Otherwise, it is not needed.


10.3.7.93
UE positioning GPS measured results

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	CHOICE Reference Time
	MP
	
	
	

	>UTRAN reference time
	
	
	
	

	>>UE GPS timing of cell frames 
	MP
	
	Integer(0.. 37158911999999
	GPS Time of Week in units of 1/16th UMTS chips according to [19].

33209832177664 spare values are needed.

	>>CHOICE mode
	MP
	
	
	

	>>>FDD
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship.

	>>>TDD
	
	
	
	

	>>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship.

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frames is captured.

	>GPS reference time only
	
	
	
	

	>>GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).

	Measurement Parameters
	MP
	1 to <maxSat>
	
	

	>Satellite ID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>C/No
	MP
	
	Integer(0..63)
	the estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (typical levels will be in the range of 20 – 50 dB-Hz).

	>Doppler
	MP
	
	Integer(-32768..32768)
	Hz, scale factor 0.2.

	>Whole GPS Chips
	MP
	
	Integer(0..1022)
	Unit in GPS chips.

Whole value of the UE GPS code-phase measurement, where increasing binary values of the field signify increasing measured pseudoranges.The UE GPS code-phase measurement is divided into the fields “Whole GPS Chips” and “Fractional GPS Chips”.

	>Fractional GPS Chips
	MP
	
	Integer(0..(210-1))
	Scale factor 2-10

Fractional value of the UE GPS code-phase measurement.

	>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	Note 1.

	>Pseudorange RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	Note 2.


NOTE 1:
The following table gives the mapping of the multipath indicator field.

	Value
	Multipath Indication

	NM
	Not measured

	Low
	MP error < 5m

	Medium
	5m < MP error < 43m

	High
	MP error > 43m


NOTE 2:
The following table gives the bitmapping of the Pseudorange RMS Error field.

	Range Index
	Mantissa
	Exponent
	Floating-Point value, xi
	Pseudorange value, P

	0
	000
	000
	0.5
	P < 0.5

	1
	001
	000
	0.5625
	0.5 <= P < 0.5625

	I
	X
	Y
	0.5 * (1 + x/8) * 2y
	xi-1 <= P < xi

	62
	110
	111
	112
	104 <= P < 112

	63
	111
	111
	--
	112 <= P


10.3.7.111
UE positioning reporting quantity

The purpose of the element is to express the allowed/required location method(s), and to provide information desired QoS.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Method Type
	MP
	
	Enumerated(UE assisted, UE based, UE based is preferred but UE assisted is allowed, UE assisted is preferred but UE based is allowed)
	
	

	Positioning Methods
	MP
	
	Enumerated(OTDOA, GPS, OTDOA or GPS, Cell ID)
	
	

	Response Time
	MP
	
	Integer(1,2,4, 8, 16, 32, 64, 128)
	This IE shall be ignored.
	

	Horizontal Accuracy
	CV-MethodType
	
	Bit string(7)
	The uncertainty is derived from the "uncertainty code" k by

r = 10*(1.1k-1) in meters.
	

	Vertical Accuracy
	CV-MethodType
	
	Bit string(7)
	The uncertainty is derived from the "uncertainty code" k by

r = 45*(1.025k-1) in meters.
	

	GPS timing of Cell wanted
	MP
	
	Boolean
	If true the SRNC wants the UE to report the SFN-GPS timing of the reference cell. This is however optional in the UE.
	

	Multiple Sets
	MP
	
	Boolean
	This IE shall be ignored.
	

	Additional Assistance Data Request
	MP
	
	Boolean
	TRUE indicates that the UE is requested to send the IE "Additional assistance Data Request" when the IE "UE positioning Error" is present in the UE positioning measured results. FALSE indicates that the UE shall use the assistance data available.
	

	Environment Characterisation
	OP
	
	Enumerated(possibly heavy multipath and NLOS conditions,

no or light multipath and usually LOS conditions,

not defined or mixed environment)


	One spare value is needed.
	

	Velocity Requested
	OP
	
	Enumerated(requested)
	If this element is present the UE is requested to send a velocity estimate
	REL-7


	Condition
	Explanation

	Method Type
	The IE is optional if the IE "Method Type" is "UE assisted"; otherwise it is mandatory present.
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