Page 1



3GPP TSG-RAN WG2 Meeting #57
( R2-070639

St Louis, USA, 12th to 16th February 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	25.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.12.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Addition of the IP fields to the tabular form of MBMS Modification Request

	
	

	Source to WG:
(

	Siemens Networks

	Source to TSG:
(

	

	
	

	Work item code:
(

	MBMS-RAN
	
	Date: (

	12/02/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The IP fields have been omitted from the tabular form of the MBMS Modification Request message in 10.2.16i.

	
	

	Summary of change:
(

	The relevant rows are added to the tabular form of the message.

	
	

	Consequences if 
(

not approved:
	There will be an inconsistency between the tabular and ASN1 formats for the message.

	
	

	Clauses affected:
(

	10.2.16i

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


10.2.16i
MBMS Modification request
The UE transmits this message to request UTRAN to take certain actions to improve the UE's ability to receive its (prioritised) activated MBMS services and/ or sessions.
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