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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator
DGPS
Differential Global Positioning System

DL
Downlink

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

DTM
Dual Transfer Mode

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD Only)
E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD Only)

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (3.84/7.68 Mcps TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)
E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (3.84/7.68 Mcps TDD only)
E-TFCI
E-DCH Transport Format Combination Indicator

E-UCCH
E-DCH Uplink Control Channel (3.84/7.68 Mcps TDD only)
FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network

MCC
Mobile Country Code

MCCH
MBMS point-to-multipoint Control Channel

MD
Mandatory default

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

S-RNTI
SRNC - RNTI

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network
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8.1.1.1.2
System information blocks

Table 8.1.1 specifies all system information blocks and their characteristics.

The area scope column in table 8.1.1 specifies the area where a system information block's value tag is valid. If the area scope is cell, the UE shall consider the system information block to be valid only in the cell in which it was read. If system information blocks have been previously stored for this cell, the UE shall check whether the value tag for the system information block in the entered cell is different compared to the stored value tag. If the area scope is PLMN or Equivalent PLMN, the UE shall check the value tag for the system information block when a new cell is selected. If the value tag for the system information block in the new cell is different compared to the value tag for the system information block stored in the UE, the UE shall re-read the system information block. If the area scope is PLMN, the UE shall consider the system information block to be valid only within the PLMN in which it was read. If the area scope is Equivalent PLMN, the UE shall consider the system information block to be valid within the PLMN in which it was received and all PLMNs which are indicated by higher layers to be equivalent.

For System information block types 15.2, 15.3 and 16, which may have multiple occurrences, each occurrence has its own independent value tag. The UE- shall re-read a particular occurrence if the value tag of this occurrence has changed compared to that stored in the UE.

The UE mode/state column when block is valid in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block shall be regarded as valid by the UE. In other words, the indicated system information block becomes invalid upon change to a mode/state that is not included in this column. System Information Block Type 16 remains also valid upon transition to or from GSM/GPRS. In some cases, the states are inserted in brackets to indicate that the validity is dependent on the broadcast of the associated System Information Blocks by the network as explained in the relevant procedure subclause.

The UE mode/state column when block is read in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block may be read by the UE. The UE shall have the necessary information prior to execution of any procedure requiring information to be obtained from the appropriate system information block. The requirements on the UE in terms of when to read the system information may therefore be derived from the procedure specifications that specify which IEs are required in the different UE modes/states in conjunction with the different performance requirements that are specified. 

The UE shall:

1>
if System Information Block type 11 is referenced in the master information block or in the scheduling blocks:

2>
if System Information Block type 12 is not referenced in the master information block or in the scheduling blocks , or broadcast of System Information Block type 12 is not indicated in System Information Block type 11:

3>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell when the UE transmits an RRC message on RACH. 

2>
else:

3>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell before the UE transmits the RRC CONNECTION REQUEST message. 

3>
have read and acted upon both System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, and System Information Block type 12 in a cell when:
4>
the UE transmits an RRC message on RACH in RRC connected mode; or

4>
the UE receives a message commanding to enter Cell_DCH state.
NOTE 1:
There are a number of system information blocks that include the same IEs while the UE mode/state in which the information is valid differs. This approach is intended to allows the use of different IE values in different UE mode/states.

NOTE 2:
System Information Block Type 16 is also obtained by a UE while in GSM/GPRS. The details of this are not within the scope of this specification.

The Scheduling information column in table 8.1.1 specifies the position and repetition period for the System Information Block.

The modification of system information column in table 8.1.1 specifies the update mechanisms applicable for a certain system information block. For system information blocks with a value tag, the UE shall update the information according to subclause 8.1.1.7.1 or 8.1.1.7.2. For system information blocks with an expiration timer, the UE shall, when the timer expires, perform an update of the information according to subclause 8.1.1.7.4.

Table 8.1.1: Specification of system information block characteristics

	System information block
	Area scope
	UE mode/state when block is valid
	UE mode/state when block is read
	Scheduling information
	Modification of system information
	Additional comment

	Master information block
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only) 
	SIB_POS = 0

SIB_REP = 8 (FDD)
 SIB_REP = 8, 16, 32 (TDD)

SIB_OFF=2 
	Value tag
	

	Scheduling block 1
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	

	Scheduling block 2
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	

	System information block type 1
	PLMN
	Idle mode

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH
	Idle, CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 2
	Cell
	URA_PCH
	URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 3
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 4
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1
If System information block type 4 is not broadcast in a cell, the connected mode UE shall apply information in System information block type 3 in connected mode.

	System information block type 5 and 5bis
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Specified by the IE "Scheduling information"
	Value tag
	System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.

	System information block type 6
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1
If system information block type 6 is not broadcast in a cell, the connected mode UE shall read System information block type 5 or System information block type 5bis.

If some of the optional IEs are not included in System information block type 6, the UE shall read the corresponding IEs in System information block type 5 or System information block type 5bis.

In TDD mode system information block 6 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7 and/or if shared transport channels are assigned to the UE. If in these cases system information block type 6 is not broadcast the UE shall read system information block type 5.

	System information block type 7
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	See Note 1
In TDD mode system information block type 7 shall only be read in CELL_DCH if shared transport channels are assigned to the UE.

	System information block type 11
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 11bis
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 12
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1
If system information block type 12 is not broadcast in a cell, the connected mode UE shall read System information block type 11.

If some of the optional IEs are not included in System information block type 12, the UE shall read the corresponding IEs in System information block type 11.

	System information block type 13
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 13.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1


	System information block type 13.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1


	System information block type 13.3
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1


	System information block type 13.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 14
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	See Note 1
This system information block is used in 3.84 Mcps TDD and 7.68 Mcps TDD mode only.

System information block type 14 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7.

	System information block type 15
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 15.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 15.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1
For this system information block there may be multiple occurrences

	System information block type 15.3
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1
For this system information block there may be multiple occurrences

	System information block type 15.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 15.5
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1

	System information block type 16
	Equivalent PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1
For this system information block there may be multiple occurrences. This system information block is also valid while in GSM/GPRS.

	System information block type 17
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	See Note 1
This system information block is used in TDD mode only.

System information block type 17 shall only be read if shared transport channels are assigned to the UE.

	System Information Block type 18
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 1


Note 1: These system information blocks shall be ignored if received on a cell operating in MBSFN mode.
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8.1.1.5
Actions upon reception of the Master Information Block and Scheduling Block(s)

When selecting a new cell, the UE shall read the master information block. The UE may use the pre-defined scheduling information to locate the master information block in the cell.

Upon reception of the master information block, the UE shall:

1>
if the IE "Multiple PLMN List" is not present in the Master Information Block:

2>
consider the IE "PLMN identity" in the Master Information Block as the PLMN identity of the cell.

1>
else:

2>
consider the PLMN identities in the IE "Multiple PLMN List" as the PLMN identities of the cell;

2>
when reading the "Multiple PLMN List", read all the PLMN identities in the list as follows:

3>
if the IE "MIB PLMN Identity" is set to TRUE:
4>
read the "PLMN identity" IE in the MIB and consider it as a part of the "Multiple PLMN List".
3>
if the IE "MIB PLMN Identity" is set to FALSE:

4>
not consider the "PLMN identity" IE in the MIB as a part of the "Multiple PLMN List";

4>
not consider the IE "PLMN identity" in the MIB as a PLMN identity of the cell;

4>
not forward the PLMN in the IE "PLMN identity" of the MIB to upper layers.
3>
if the MCC is not present when reading a IE "PLMN identity with Optional MCC" in the IE "Multiple PLMN List":

4>
set the MCC of this PLMN identity equal to the MCC of the closest preceding "PLMN identity with Optional MCC" in the "Multiple PLMN List" that includes an MCC;

4>
or, if no such "PLMN identity with Optional MCC" exists, the UE shall set the MCC of this PLMN identity to the MCC of the "PLMN identity" IE in the Master Information Block irrespective of the value of the IE "MIB PLMN Identity".

1>
if the UE is operating in "ANSI-41 mode" and the IE "PLMN Type" has the value "ANSI-41" or "GSM-MAP and ANSI-41":

2>
store the ANSI-41 Information elements contained in the master information block and perform initial process for ANSI-41.
1>
compare the value tag in the master information block with the value tag stored for this cell and this PLMN in the variable VALUE_TAG;

1>
if the value tags differ, or if no IEs for the master information block are stored:

2>
store the value tag into the variable VALUE_TAG for the master information block;

2>
read and store scheduling information included in the master information block.

1>
if the value tags are the same the UE may use stored system information blocks and scheduling blocks using value tag that were stored for this cell and this PLMN as valid system information.

For all system information blocks or scheduling blocks that are supported by the UE referenced in the master information block or the scheduling blocks, the UE shall perform the following actions:

1>
for all system information blocks with area scope "PLMN" or "Equivalent PLMN" that use value tags:

2>
compare the value tag read in scheduling information for that system information block with the value stored within the variable VALUE_TAG for that system information block;

2>
if the value tags differ, or if no IEs for the corresponding system information block are stored:

3>
store the value tag read in scheduling information for that system information block into the variable VALUE_TAG;

3>
read and store the IEs of that system information block.

2>
if the value tags are the same the UE may use stored system information blocks using value tag that were stored in this PLMN as valid system information.

1>
for all system information blocks or scheduling blocks with area scope cell that use value tags:

2>
compare the value tag read in scheduling information for that system information block or scheduling block with the value stored within the variable VALUE_TAG for that system information block or scheduling block;
2>
if the value tags differ, or if no IEs for the corresponding system information block or scheduling block are stored:

3>
store the value tag read in scheduling information for that system information block or scheduling block into the variable VALUE_TAG;
3>
read and store the IEs of that system information block or scheduling block.

2>
if the value tags are the same the UE may use stored system information blocks using value tags that were stored for this cell and this PLMN as valid system information.

1>
for system information blocks which may have multiple occurrences:

2>
compare the value tag and the configuration or multiple occurrence identity for the occurrence of the system information blocks read in scheduling information with the value tag and configuration or multiple occurrence identity stored within the variable VALUE_TAG:

3>
if the value tags differ, or if no IEs from the occurrence with that configuration or multiple occurrence identity of the system information block are stored:

4>
store the value tag read in scheduling information for that system information block and the occurrence with that configuration or multiple occurrence identity into the variable VALUE_TAG;
4>
read and store the IEs of that system information block.

3>
if the value tags and the configuration or multiple occurrence identity are identical to those stored, the UE may use stored occurrences of system information blocks that were stored for this cell and this PLMN as valid system information.

For system information blocks, not supported by the UE, but referenced either in the master information block or in the scheduling blocks, the UE may:

1>
skip reading this system information block;

1>
skip monitoring changes to this system information block.

If the UE:

1>
receives a scheduling block at a position different from its position according to the scheduling information for the scheduling block; or

1>
receives a scheduling block for which scheduling information has not been received:

the UE may:

1>
store the content of the scheduling block with a value tag set to the value NULL; and

1>
consider the content of the scheduling block as valid until it receives the same type of scheduling block in a position according to its scheduling information or at most for 6 hours after reception.

If the UE does not find a scheduling block in a position where it should be according to its scheduling information, but a transport block with correct CRC was found at that position, the UE shall:

1>
read the scheduling information for this scheduling block.

If the UE does not find the master information block in a position fulfilling:


SFN mod 32 = 0

but a transport block with correct CRC was found at that position), the UE shall:

1>
consider the master information block as not found; and

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

NOTE:
This permits a different repetition for the MIB in later versions for FDD. In TDD it allows for a variable SIB_REP in this and future releases.

If system information block type 1 is not scheduled on BCH, and system information block type 13 is not scheduled on BCH, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If the UE only supports GSM-MAP but finds a cell that broadcasts System Information Block type 13 but not System Information Block type 1, the UE shall:

1>
consider the cell barred.

If:

-
system information block type 1 is not scheduled on BCH; and

-
the UE is operating in "GSM-MAP mode"; and

-
the IE "PLMN type" in the Master Information Block has the value "GSM-MAP" or "GSM-MAP and ANSI-41":

the UE shall:

1>
indicate to upper layers that no CN system information is available.

If in idle mode and System Information Block type 3 is not scheduled on BCH, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If in connected mode and System Information Block type 3 is not scheduled on BCH, and System Information Block type 4 is not scheduled on BCH, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If in idle mode and neither System Information Block type 5 nor type 5bis is scheduled on BCH, or System Information Block type 5 or type 5bis is scheduled but IE "AICH info" (FDD) or IE "PICH info" is not present, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If in connected mode and neither System Information Block type 5 nor type 5bis is scheduled on BCH, and System Information Block type 6 is not scheduled on BCH, or any of System Information Block type 5, type 5bis or type 6 is scheduled but IE "AICH info" (FDD) or IE "PICH info" is not present, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If System Information Block type 7 is not scheduled on BCH, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

In 3.84 Mcps TDD and 7.68 Mcps TDD, if System Information Block type 14 is not scheduled on BCH, the UE shall:

1>
consider the cell to be barred according to [4]; and

1>
consider the barred cell as using the value "allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

If System Information Block type 5 and System Information Block type 5bis are both scheduled on BCH:

1>
the UE behaviour is unspecified.
If System Information Block 3 has been found for which the IE “MBSFN only service” is set to TRUE the UE shall:

1>
consider this cell to operate in MBSFN mode.

1>
for TDD consider that all slots operate in MBSFN mode

1>
if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may receive MBMS services from this cell in accordance with requirements for cell selection of a cell providing only MBSFN as specified in [4].
-------------------------------------- Next Change ----------------------------------------------

8.1.1.6.5
System Information Block type 5 and 5bis

The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if the IE "Frequency band indicator" is included and if the frequency band indicated in the IE is not part of the frequency bands supported in the UE radio access capability; or

1>
if the IE "Frequency band indicator 2" is included and if the frequency band indicated in the IE is not part of the frequency bands supported in the UE radio access capability; or

1>
if the IE "Frequency band indicator" is included and set to "extension indicator", and the UE does not support any of the frequency bands that can be indicated by the IE "Frequency band indicator 2" (i.e., Band VIII or beyond); or

1>
if the IE "Frequency band indicator" is not included in System Information Block type 5, the DL frequency is in between 2110MHz-2170MHz, and Band I is not part of the frequency bands supported by the UE in the UE radio access capability, or

1>
if the IE "Frequency band indicator" is not included in System Information Block type 5, the DL frequency is in between 1805MHz-1880MHz, and Band III is not part of the frequency bands supported by the UE in the UE radio access capability:
2>
consider the cell to be barred according to [4]; and

2>
consider the barred cell as using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator", and the maximum value in the IE "Tbarred".

1>
if the cell belongs to any frequency band equal to Band IV or greater and neither the IE "Frequency band indicator" nor the IE "Frequency band indicator 2" are included in System Information Block type 5 or in System Information Block type 5bis:

2>
the UE behaviour is not specified.

1>
if in connected mode, and System Information Block type 6 is indicated as used in the cell:

2>
read and act on information sent in System Information Block type 6.

1>
replace the TFS of the RACH with the one stored in the UE if any;

1>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink for the PRACH if UE is in CELL_FACH state;

1>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" (FDD only) when given allocated PRACH is used;

1>
if the IE "Additional Dynamic Transport Format Information for CCCH" is included for the selected PRACH:

2>
use this transport format for transmission of the CCCH.

1>
else:

2>
use the first instance of the list of transport formats as in the IE "RACH TFS" for the used RACH received in the IE "PRACH system information list" when using the CCCH.
1>
replace the TFS of the FACH/PCH with the one stored in the UE if any;

1>
select a Secondary CCPCH as specified in [4] and in subclause 8.5.19, and start to receive the physical channel of type PICH associated with the PCH carried by the selected Secondary CCPCH using the parameters given by the IE "PICH info" if UE is in Idle mode or in CELL_PCH or URA_PCH state;

1>
start to monitor its paging occasions on the selected PICH if UE is in Idle mode or in CELL_PCH or URA_PCH state;

1>
start to receive the selected physical channel of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info" if UE is in CELL_FACH state;

1>
in 3.84 Mcps TDD and 7.68 Mcps TDD:

2>
use the IE "TDD open loop power control" as defined in subclause 8.5.7 when allocated PRACH is used.

1>
in TDD:

2>
if the IE "PDSCH system information" and/or the IE "PUSCH system information" is included:

3>
store each of the configurations given there with the associated identity given in the IE "PDSCH Identity" and/or "PUSCH Identity" respectively. For every configuration, for which the IE "SFN Time info" is included, the information shall be stored for the duration given there.

If a UE is a 12 kbps class UE according to [35] and the UE has a lower capability than required to support all transport channel configurations mapped on a specific Secondary CCPCH, the UE shall at a certain time instant still be able to decode those transport channels mapped on this Secondary CCPCH that do match the capability supported by the UE. The UE shall use the TFCI bits for that Secondary CCPCH, to distinguish a transport channel configuration that is supported by the UE from a transport channel configuration that is not supported by the UE.

In particular if the UE is a 12 kbps class UE according to [35] and it does not support the processing requirement at a given point in time for a Secondary CCPCH, it shall still be able to decode the same Secondary CCPCH when the processing requirement is consistent with the UE capability. Or if the UE does not support the number of TFs or the coding of a certain transport channel on a Secondary CCPCH, it shall still be able to decode other transport channels mapped on the same Secondary CCPCH that is consistent with what is supported by the UE.

The UE shall:

1>
if the IE "Secondary CCPCH system information MBMS" is included:

2>
apply the Secondary CCPCH and FACH indicated by the IE "FACH carrying MCCH" for receiving MCCH.

1>
otherwise, if the IE "Secondary CCPCH system information" includes the IE "MCCH configuration information":

2>
apply the Secondary CCPCH and FACH indicated by the IE “MCCH configuration information” for receiving MCCH.
1>
If the IE “TDD MBSFN Information” is included:

2>
apply the scrambling codes (as referenced by the “Cell parameters ID”) to each timeslot indicated by “TDD 

MBSFN Information”
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8.5.29
MBMS modification period identity calculation

The UE shall calculate the identity of a Modification period as follows:

MP identity= (SFNMP div MPlen) mod 2

With
SFNMP being the SFN corresponding with the frame in which the concerned Modification Period starts

MPlen being the length of the Modification Period, that is indicated by the IE “Modification period coefficient” that is included in System Information Block type 5 and 5bis.

8.5.30
Detecting MBMS service reception inability

The UE may detect that it becomes incapable of receiving all services it is interested in at any time due to implementation specific constraints as well as upon state transitions, service / session start, service / session stop, service reconfiguration e.g. transfer mode change and preferred frequency layer changes or whenever there are changes concerning the subset of services that it has selected to receive.

When evaluating its MBMS service reception abilities, the UE shall:
1>
consider that MBMS services, for which a preferred frequency layer is specified, are available only on the concerned frequency;

1>
consider that MBMS services, for which no preferred frequency layer is specified are available on all frequencies;

1>
consider non- MBMS services to be available on all frequencies unless specified otherwise in the following;

1>
if the variable MBMS_PL_SERVICE_RESTRICTION_INFO_DEDICATED is set to TRUE:

2>
consider the established non-MBMS services not to be available on any MBMS preferred frequency.

1>
if  the IE "MBMS PL Service Restriction Information" is included in the MBMS GENERAL INFORMATION message for the MBMS preferred frequency the UE is considering to select to:

2>
consider non-MBMS services not to be available on the concerned MBMS preferred frequency.

If the UE is unable to receive the MBMS and the non-MBMS services it is interested in, the UE shall:

1>
detect an MBMS service reception inability.

8.5.31
Receiving MBMS via MBSFN cell

A UMTS cell provides MBMS service in MBSFN mode if it is indicated so in system information, see 8.1.1.5. A UE with dual receiver capability may receive MBMS services via a cell operating in MBSFN mode. In order to receive an MBMS service via a MBSFN cell the UE shall select the MBSFN cell as specified in [4] in addition to the cell for normal camping as specified in [4].
In TDD a cell is only an MBSFN cell when all timeslots are operating in MBSFN mode.
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8.6.9.9b
MCCH configuration information

If the IE "MCCH configuration information" is included the UE shall:

1>
Consider an access information period to start from the frame with the SFN value fulfilling the following equation (where m is the modification period coefficient and a is the access info period coefficient):


SFN mod 2(m – a)  = 0

1>
Consider a repetition period to start from the frame with the SFN value fulfilling the following equation (where m is the modification period coefficient and r is the repetition period coefficient):


SFN mod 2(m – r)  = 0

1>
Consider a modification period to start from the frame with the SFN value fulfilling the following equation (where m is the modification period coefficient):


SFN mod 2m = 0

1>
configure the RLC entity in the UE used for receiving MCCH in accordance with 8.6.4.9;

1>
configure the MAC entity in the UE, used for receiving MCCH, for receiving TCTF field unless the IE 'TCTF presence' is received;

8.6.9.10
Next scheduling period

If the IE "Next scheduling period" is included the UE may:
1>
discontinue reception of the S-CCPCH on which the IE was received for the number of scheduling periods indicated by this IE.

8.6.9.11
TDD MBSFN Information

If the UE receives “TDD MBSFN Information” (via System Information Block type 5) then the UE shall assume that any CCTrCH configured to use the timeslots indicated by this IE shall use Burst Type 4.

8.6.9.12
MBSFN frequency list

If the IE “MBSFN frequency list” is included in system information block 11 a UE supporting reception of MBMS services from a MBSFN cell operating in FDD mode or TDD mode may consider that all frequencies on which cells providing MBMS service in MBSFN mode are listed in the IE “MBSFN frequency list”.

If the IE “MBSFN frequency list” is included in system information block 11 and no frequency is included in any of the IE “MBSFN FDD frequency list” nor the IE “MBSFN FDD frequency list” a UE supporting reception of MBMS services from a MBSFN cell operating in FDD mode or TDD mode may consider that no cell operating in MBSFN mode is available.

If the IE “MBSFN frequency list” is not included in system information block 11 a UE supporting reception of MBSFN FDD mode or MBSFN TDD mode shall periodically search for cells providing MBMS service in MBSFN mode.
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10.2.48.8.6
System Information Block type 3

The system information block type 3 contains parameters for cell selection and re-selection.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB4 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB4 is broadcast in the cell.
	

	UTRAN mobility information elements
	
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB3/4 10.3.2.3
	
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	
	

	Domain Specific Access Restriction Parameters For PLMN Of MIB
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access Restriction Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.


	REL-6

	Domain Specific Access Restriction For Shared Network
	OP
	
	
	
	REL-6

	>CHOICE barring representation
	MP
	
	
	
	REL-6

	>>Domain Specific Access Restriction List
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator1
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the first PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator2
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the second PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator3
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the third PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator4
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fourth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator5
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fifth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>Domain Specific Access Restriction Parameters For All
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters
	
	
	Domain Specific Access Restriction Parameters 10.3.1.3c
	This IE specifies the common Domain Specific Access  Restriction Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	MBSFN only service
	OP
	
	Enumerated(true)
	Indicates if the cell provides only MBSFN
	REL-7
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10.2.48.8.8
System Information Block type 5 and 5bis

The system information block type 5 contains parameters for the configuration of the common physical channels in the cell. System information block type 5bis uses the same structure as System information block type 5. System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB6 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB6 is broadcast in the cell.
	

	PhyCH information elements
	
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	This AICH Power offset also indicates the power offset for AP-AICH and for CD/CA-ICH.
	

	>TDD
	
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	
	

	>>PUSCH system information VHCR
	OP
	
	PUSCH system information VHCR 10.3.6.66a
	Only for 7.68 Mcps TDD
	REL-7

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1
	

	PRACH system information list
	MP
	
	PRACH system information list 10.3.6.55
	
	

	Secondary CCPCH system information
	MP
	
	Secondary CCPCH system information 10.3.6.72
	Note 2
	

	CBS DRX Level 1 information
	CV-CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	
	

	Frequency band indicator
	OP
	
	Frequency band indicator

10.3.6.35b
	
	REL-6

	Frequency band indicator 2
	OP
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-6

	HSDPA cell Indicator
	MD
	
	Enumerated (HSDPA Capable Cell)
	Default is ’HSDPA capability not indicated’.

’HSDPA Capable Cell’ means that the UE may consider this cell as part of the HSDPA coverage area for display indication only.

This indication shall not be used for any other purpose.
	REL-6

	E-DCH cell Indicator
	MD
	
	Enumerated (E-DCH Capable Cell)
	Default is ’E-DCH capability not indicated’.

’E-DCH Capable Cell’ means that the UE may consider this cell as part of the E-DCH coverage area for display indication only.

This indication shall not be used for any other purpose.
	REL-6

	Secondary CCPCH system information MBMS
	OP
	
	Secondary CCPCH system information MBMS 10.3.6.72a
	Included if MCCH is on an S-CCPCH used only for MBMS. Note 2
	REL-6

	TDD MBSFN information
	OP
	
	TDD MBSFN Information 10.3.6.78b
	3.84/7.68 Mcps TDD only: included only if timeslots designated to MBSFN.
Note 3.
	REL-7


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

NOTE 2:
There is only one MCCH in a cell, which may either be mapped on to an S-CCPCH also used for non- MBMS purposes or to an S-CCPCH dedicated to MBMS. In the first case the MCCH configuration is specified within the IE "Secondary CCPCH system information", in the latter case the MCCH configuration is provided within the IE "Secondary CCPCH system information MBMS".
NOTE 3:
If TDD MBSFN information is included and all timeslots (0 through 14) are assigned to TDD MBSFN then the UE shall disregard information signalled via IEs “PICH power offset”, “TDD open loop power control”, “PRACH system information list”and  “Secondary CCPCH system information”.
	Condition
	Explanation

	CTCH
	The IE is mandatory present if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed in the message
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10.2.48.8.14
System Information Block type 11

The system information block type 11 contains measurement control information to be used in the cell.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version 

	SIB12 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB12 is broadcast in the cell.
	

	Measurement information elements
	
	
	
	
	

	FACH measurement occasion info
	OP
	
	FACH measurement occasion info 10.3.7.8
	
	

	Measurement control system information
	MP
	
	Measurement control system information 10.3.7.47
	
	

	MBSFN frequency list
	OP
	
	MBSFN frequency list list 10.3.9a.x
	If present contains all neighbouring frequencies providing MBMS service in MBSFN mode
	Rel-7


10.3.6.71a
Secondary CCPCH info MBMS

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-6

	>FDD
	
	
	
	
	REL-6

	>>Secondary scrambling code
	OP
	
	Secondary scrambling code 10.3.6.74
	May only be sent for SCCPCH channels not carrying the PCH.
	REL-6

	>>STTD indicator
	MP
	
	STTD Indicator 10.3.6.78
	
	REL-6

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	
	REL-6

	>>Code number
	MP
	
	Integer(0..Spreading factor – 1)
	
	REL-6

	>>Timing Offset
	MD
	
	Integer(0..38144 by step of 256)
	Chip

Delay of the Secondary CCPCH relative to the Primary CCPCH.

Default value is 0.
	REL-6

	>>Modulation
	CV-MBSFN
	
	Enumerated (QPSK/16QAM)
	
	REL-7

	>TDD
	
	
	
	
	REL-6

	>>1.28/3.84 Mcps TDD
	
	
	
	
	REL-7

	>>>Common timeslot info MBMS
	MP
	
	Common timeslot info MBMS 10.3.6.10a
	Interleaving mode, TFCI coding and puncturing limit for Secondary CCPCH info MBMS
	REL-6

	>>>Downlink Timeslots and Codes
	MP
	
	Downlink timeslots and codes 10.3.6.32
	One or more timeslots and codes for S-CCPCH supporting MBMS MTCHSFN
	REL-6

	>>>Modulation
	OP
	
	Enumerated (QPSK/16QAM)
	Not included for 1.28 Mcps TDD. Mandatory for 3.84 Mcps Rel-7
	REL-7

	>>7.68 Mcps TDD
	
	
	
	
	REL-7

	>>>Common timeslot info MBMS
	MP
	
	Common timeslot info MBMS 10.3.6.10a
	Interleaving mode, TFCI coding and puncturing limit for Secondary CCPCH info MBMS
	REL-7

	>>>Downlink Timeslots and Codes
	MP
	
	Downlink timeslots and codes 10.3.6.32a
	One or more timeslots and codes for S-CCPCH supporting MBMS MTCHSFN
	REL-7

	>>>Modulation
	MP
	
	Enumerated (QPSK/16QAM)
	
	REL-7


	Condition
	Explanation

	MBSFN
	This IE is mandatory present in a cell operating in MBSFN mode.


NOTE:
For FDD, the S-CCPCH signalled in this IE is always configured with flexible position, TFCI is always present and pilot is always absent.
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10.3.6.78a
SYNC_UL info

NOTE:
Only for 1.28 Mcps TDD.

	Information Element/ Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SYNC_UL codes bitmap
	MP
	
	Bitstring(8)
	Each bit indicates availability of a SYNC_UL code, where the SYNC_UL codes are numbered "code 0" to "code 7".

The value 1 of a bit indicates that the corresponding SYNC_UL code can be used.

The value 0 of a bit indicates that the corresponding SYNC_UL code can not be used.
	REL-4

	PRXUpPCHdes
	MP
	
	Integer(-120…-58 by step of 1)
	In dBm
	REL-4

	Power Ramp Step
	MP
	
	Integer(0,1,2,3)
	In dB
	REL-4

	Max SYNC_UL Transmissions
	MP
	
	Integer(1,2,4,8)
	Maximum numbers of SYNC_UL transmissions in a power ramping sequence.
	REL-4

	Mmax
	MP
	
	Integer(1..32)
	Maximum number of synchronisation attempts.
	REL-4


10.3.6.78b

TDD MBSFN Information


NOTE:
Only for 3.84/7.68 Mcps TDD

This information indicates which timeslots are assigned to TDD MBSFN and the scrambling codes assigned to each timeslot.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Time slot list
	MP
	1.. <maxTS>
	
	
	REL-7

	>Timeslot Number
	MP
	
	Timeslot Number 10.3.6.84
	
	REL-7

	>Cell parameters ID
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-7
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10.3.9a.x
MBSFN frequency list
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Frequency indication 
	
	
	
	

	MBSFN FDD frequency list
	MP
	<0..3>
	
	

	>>UARFCN downlink (Nd)
	MP
	
	Integer(0 .. 16383)
	[21]

	MBSFN TDD frequency list
	MP
	<0..3>
	
	

	>>UARFCN (Nt)
	MP
	
	Integer(0 .. 16383)
	[22] 


-------------------------------------- Next Change ----------------------------------------------
SIB-Type ::=





ENUMERATED {











masterInformationBlock,











systemInformationBlockType1,











systemInformationBlockType2,











systemInformationBlockType3,











systemInformationBlockType4,











systemInformationBlockType5,











systemInformationBlockType6,











systemInformationBlockType7,



-- dummy, dummy2 and dummy3 are not used in this version of the specification,



-- they should not be sent. If they are received they should be ignored











dummy,











dummy2,











dummy3,











systemInformationBlockType11,











systemInformationBlockType12,











systemInformationBlockType13,











systemInformationBlockType13-1,











systemInformationBlockType13-2,











systemInformationBlockType13-3,











systemInformationBlockType13-4,











systemInformationBlockType14,











systemInformationBlockType15,











systemInformationBlockType15-1,











systemInformationBlockType15-2,











systemInformationBlockType15-3,











systemInformationBlockType16,











systemInformationBlockType17,











systemInformationBlockType15-4,











systemInformationBlockType18,











schedulingBlock1,











schedulingBlock2,











systemInformationBlockType15-5,











systemInformationBlockType5bis, 











extensionType }

SIB-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





CellValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


-- dummy, dummy2 and dummy3 are not used in this version of the specification,


-- they should not be sent. If they are received the UE behaviour is not specified.


dummy







CellValueTag,


dummy2







NULL,


dummy3







NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL,


sysInfoType15-1





CellValueTag,


sysInfoType15-2





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-3





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-4





CellValueTag,


sysInfoType18





CellValueTag,


sysInfoType15-5





CellValueTag,


sysInfoType5bis





CellValueTag,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}

SIBSb-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





CellValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


-- dummy, dummy2 and dummy3 are not used in this version of the specification,


-- they should not be sent. If they are received the UE behaviour is not specified.


dummy







CellValueTag,


dummy2







NULL,


dummy3







NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





NULL,


sysInfoType15





CellValueTag,


sysInfoType16





PredefinedConfigIdentityAndValueTag,


sysInfoType17





NULL,


sysInfoTypeSB1





CellValueTag,


sysInfoTypeSB2





CellValueTag,


sysInfoType15-1





CellValueTag,


sysInfoType15-2





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-3





SIBOccurrenceIdentityAndValueTag,


sysInfoType15-4





CellValueTag,


sysInfoType18





CellValueTag,


sysInfoType15-5





CellValueTag,


sysInfoType5bis





CellValueTag,


spare2







NULL,


spare1







NULL

}

SIB-TypeExt ::=





CHOICE {


systemInformationBlockType11bis

NULL,


spare7







NULL,


spare6







NULL,


spare5







NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}

SibOFF ::=






ENUMERATED {











so2, so4, so6, so8, so10,











so12, so14, so16, so18,











so20, so22, so24, so26,











so28, so30, so32 }

SibOFF-List ::=





SEQUENCE (SIZE (1..15)) OF











SibOFF

SysInfoType1 ::=




SEQUENCE {


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,


-- Extension mechanism for non- release99 information



v3a0NonCriticalExtensions

SEQUENCE {




sysInfoType1-v3a0ext

SysInfoType1-v3a0ext-IEs,




nonCriticalExtensions

SEQUENCE {} OPTIONAL



}






OPTIONAL

}

SysInfoType1-v3a0ext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants-v3a0ext

UE-ConnTimersAndConstants-v3a0ext,


ue-IdleTimersAndConstants-v3a0ext

UE-IdleTimersAndConstants-v3a0ext

}

SysInfoType2 ::=




SEQUENCE {


-- UTRAN mobility IEs



ura-IdentityList



URA-IdentityList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType3-v4b0ext


SysInfoType3-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType3-v590ext


SysInfoType3-v590ext,





v5c0NoncriticalExtension

SEQUENCE {






sysInfoType3-v5c0ext


SysInfoType3-v5c0ext-IEs,






v670NonCriticalExtension


SEQUENCE {







sysInfoType3-v670ext



SysInfoType3-v670ext, 










v7xyNonCriticalExtension


SEQUENCE {








sysInfoType3-v7xyext



SysInfoType3-v7xyext,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




} 






OPTIONAL



}






OPTIONAL

}

SysInfoType3-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType3-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL
}

SysInfoType3-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType3-v670ext ::= SEQUENCE {

 
domainSpecificAccessRestrictionParametersForPLMNOfMIB










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestictionForSharedNetwork










DomainSpecificAccessRestrictionForSharedNetwork-v670ext
OPTIONAL

}
SysInfoType3-v7xyext ::= SEQUENCE {



mBSFNOnlyService


MBSFNOnlyService





OPTIONAL

}
SysInfoType4 ::=




SEQUENCE {


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType4-v4b0ext


SysInfoType4-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType4-v590ext


SysInfoType4-v590ext,





v5b0NonCriticalExtension

SEQUENCE {






sysInfoType4-v5b0ext


SysInfoType4-v5b0ext-IEs,






v5c0NonCriticalExtension


SEQUENCE {







sysInfoType4-v5c0ext



SysInfoType4-v5c0ext-IEs,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType4-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType4-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL
}

SysInfoType4-v5b0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoPCHFACH-v5b0ext
CellSelectReselectInfoPCHFACH-v5b0ext 

OPTIONAL
}

SysInfoType4-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, the following IEs should be absent


--   and the info included in the tdd128SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 


-- included. 





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType5-v4b0ext


SysInfoType5-v4b0ext-IEs

OPTIONAL,



-- Extension mechanism for non- rel-4 information




v590NonCriticalExtensions

SEQUENCE {





sysInfoType5-v590ext


SysInfoType5-v590ext-IEs

OPTIONAL,





v650NonCriticalExtensions

SEQUENCE {






sysInfoType5-v650ext


SysInfoType5-v650ext-IEs

OPTIONAL,





v680NonCriticalExtensions

SEQUENCE {







sysInfoType5-v680ext


SysInfoType5-v680ext-IEs

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {








sysInfoType5-v690ext


SysInfoType5-v690ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









sysInfoType5-v7xyext


SysInfoType5-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}



OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL




}

OPTIONAL




}

OPTIONAL


}

OPTIONAL

}

SysInfoType5-v4b0ext-IEs ::= SEQUENCE {


--The following IE PNBSCH-Allocation-r4 shall be used for 3.84Mcps TDD only.


pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL,


frequencyBandIndicator


RadioFrequencyBandFDD


OPTIONAL

}

SysInfoType5-v590ext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType5-v650ext-IEs ::= SEQUENCE {


frequencyBandIndicator2


RadioFrequencyBandFDD2
}

SysInfoType5-v680ext-IEs ::= SEQUENCE {


-- TABULAR: HSDPA Cell Indicator is MD in tabular description


-- Default value is ’HSDPA Capability not indicated’


hsdpa-CellIndicator

ENUMERATED { hsdpa-CapableCell }


OPTIONAL

}

SysInfoType5-v690ext-IEs ::=

SEQUENCE {


-- TABULAR: E-DCH Cell Indicator is MD in tabular description


-- Default value is ’E-DCH Capability not indicated’


edch-CellIndicator




ENUMERATED { edch-CapableCell }

OPTIONAL,


sccpch-SystemInformation-MBMS

CHOICE {


mcchOnSCCPCHusedForNonMBMS


MBMS-MCCH-ConfigurationInfo-r6,



mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r6

}

OPTIONAL,


additionalPRACH-TF-and-TFCS-CCCH-List
AdditionalPRACH-TF-and-TFCS-CCCH-List
OPTIONAL,


cBS-DRX-Level1Information-extension

CBS-DRX-Level1Information-extension-r6
OPTIONAL

}

SysInfoType5-v7xyext-IEs ::=

SEQUENCE {


pusch-SysInfoList-SFN-VHCR


PUSCH-SysInfoList-SFN-VHCR

OPTIONAL,


prach-SystemInformationList-r7

PRACH-SystemInformationList-r7
OPTIONAL,


pdsch-SysInfoList-SFN-r7


PDSCH-SysInfoList-r7


OPTIONAL,

sccpch-SystemInformation-MBMS

CHOICE {


mcchOnSCCPCHusedForNonMBMS


MBMS-MCCH-ConfigurationInfo-r6,



mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r7

}

OPTIONAL,


sCCPCH-SystemInformationList-r7

SCCPCH-SystemInformationList-r7
OPTIONAL,

tDD-MBSFNInformation



TDD-MBSFNInformation


OPTIONAL
}

-- SysInfoType5bis uses the same structure as SysInfoType5

SysInfoType5bis ::= SysInfoType5

SysInfoType6 ::=




SEQUENCE {


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset,





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, pusch-SysInfoList-SFN,





-- pdsch-SysInfoList-SFN and openLoopPowerControl-TDD should be absent





-- and the info included in the tdd128SpecificInfo instead.





-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should 





-- also be included.





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList


OPTIONAL,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList

OPTIONAL,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType6-v4b0ext


SysInfoType6-v4b0ext-IEs

OPTIONAL,



-- Extension mechanism for non- rel-4 information




v590NonCriticalExtensions
SEQUENCE {





sysInfoType6-v590ext


SysInfoType6-v590ext-IEs

OPTIONAL,




v650nonCriticalExtensions

SEQUENCE {






sysInfoType6-v650ext


SysInfoType6-v650ext-IEs

OPTIONAL,






v690nonCriticalExtensions

SEQUENCE {







sysInfoType6-v690ext


SysInfoType6-v690ext-IEs,







v7xyNonCriticalExtensions

SEQUENCE {








sysInfoType6-v7xyext


SysInfoType6-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}




OPTIONAL







}
OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType6-v4b0ext-IEs ::= SEQUENCE {


-- openLoopPowerControl-IPDL-TDD is present only if IPDLs are applied for TDD


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,


-- If SysInfoType6 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included


-- in PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 


-- IE rach-TransportFormatSet shall be absent and the corresponding IEs in the following 


-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext
OPTIONAL


}















OPTIONAL,


frequencyBandIndicator


RadioFrequencyBandFDD


OPTIONAL

}

SysInfoType6-v590ext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType6-v650ext-IEs ::= SEQUENCE {

frequencyBandIndicator2


RadioFrequencyBandFDD2
}

SysInfoType6-v690ext-IEs ::= SEQUENCE {


additionalPRACH-TF-and-TFCS-CCCH-List
AdditionalPRACH-TF-and-TFCS-CCCH-List
OPTIONAL

}
SysInfoType6-v7xyext-IEs ::=

SEQUENCE {


pusch-SysInfoList-SFN-VHCR


PUSCH-SysInfoList-SFN-VHCR

OPTIONAL,


pdsch-SysInfoList-SFN-r7


PDSCH-SysInfoList-r7


OPTIONAL,

prach-SystemInformationList-r7

PRACH-SystemInformationList-r7
OPTIONAL,


sCCPCH-SystemInformationList-r7

SCCPCH-SystemInformationList-r7
OPTIONAL
}

SysInfoType7 ::=




SEQUENCE {


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,



expirationTimeFactor


ExpirationTimeFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- This IE is not used in this version of the specification.

-- It was kept only for backwards compatibility reasons

SysInfoType8 ::=




SEQUENCE {


-- User equipment IEs



-- dummy1, dummy2, dummy3 are not used in this version of the specification and



-- they should be ignored by the receiver.



dummy1






CPCH-Parameters,


-- Physical channel IEs



dummy2






CPCH-SetInfoList,



dummy3






CSICH-PowerOffset,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- This IE is not used in this version of the specification.

-- It was kept only for backwards compatibility reasons

SysInfoType9 ::=




SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification and



-- it should be ignored by the receiver.



dummy






CPCH-PersistenceLevelsList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- This IE is not used in this version of the specification.

-- It was kept only for backwards compatibility reasons

SysInfoType10 ::=




SEQUENCE {


-- User equipment IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy






DRAC-SysInfoList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









sysInfoType11-v7xyext


SysInfoType11-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v7xyext-IEs ::= SEQUENCE {


-- Measurement IEs


mBSFNNeighbouringFrequencyList

MBSFNNeighbouringFrequencyList

OPTIONAL

}

MBSFNNeighbouringFrequencyList ::= SEQUENCE {


mBSFNFDDFrequencyList
MBSFNFDDFrequencyList


mBSFNTDDFrequencyList
MBSFNTDDFrequencyList

}

MBSFNFDDFrequencyList ::= SIZE (0..3)) OF












FrequencyInfoFDD
MBSFNTDDFrequencyList ::= SIZE (0..3)) OF












FrequencyInfoTDD
SysInfoType11bis ::=



SEQUENCE {


-- Measurement IEs



measurementControlSysInfo

MeasurementControlSysInfoExtension


OPTIONAL,



measurementControlSysInfo-LCR
MeasurementControlSysInfoExtension-LCR-r4
OPTIONAL,



measurementControlSysInfoExtensionAddon-r5











MeasurementControlSysInfoExtensionAddon-r5
OPTIONAL,


-- Extension mechanism for non-release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType12-v6b0ext


SysInfoType12-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType12-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType12-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType12-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}

SysInfoType13 ::=




SEQUENCE {


-- Core network IEs



cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Extension mechanism for non- release99 information



v3a0NonCriticalExtensions


SEQUENCE { 




sysInfoType13-v3a0ext


SysInfoType13-v3a0ext-IEs,




v4b0NonCriticalExtensions

SEQUENCE {





sysInfoType13-v4b0ext


SysInfoType13-v4b0ext-IEs,




-- Extension mechanism for non- release99 information





v7xyNonCriticalExtensions

SEQUENCE {






sysInfoType13-v7xyext


SysInfoType13-v7xyext-IEs,






nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType13-v3a0ext-IEs ::= SEQUENCE {


ue-IdleTimersAndConstants-v3a0ext

UE-IdleTimersAndConstants-v3a0ext

}

SysInfoType13-v4b0ext-IEs ::= SEQUENCE {


capabilityUpdateRequirement-r4Ext
CapabilityUpdateRequirement-r4-ext
OPTIONAL

}

SysInfoType13-v7xyext-IEs ::= SEQUENCE {


capabilityUpdateRequirement-r7Ext
CapabilityUpdateRequirement-r7-ext
OPTIONAL

}

SysInfoType13-1 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-RAND-Information

ANSI-41-RAND-Information,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType13-2 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-UserZoneID-Information
ANSI-41-UserZoneID-Information,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType13-3 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-PrivateNeighbourListInfo ANSI-41-PrivateNeighbourListInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType13-4 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-GlobalServiceRedirectInfo











ANSI-41-GlobalServiceRedirectInfo,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType14 ::=




SEQUENCE {


-- Physical channel IEs



individualTS-InterferenceList
IndividualTS-InterferenceList,



expirationTimeFactor


ExpirationTimeFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType15 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-GPS-CipherParameters

UE-Positioning-CipherParameters

OPTIONAL,



ue-positioning-GPS-ReferenceLocation
ReferenceLocation,



ue-positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime,



ue-positioning-GPS-Real-timeIntegrity

BadSatList






OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions


SEQUENCE { 




sysInfoType15-v4b0ext



SysInfoType15-v4b0ext-IEs,



-- Extension mechanism for non- release4 information




nonCriticalExtensions



SEQUENCE {}



OPTIONAL



}
OPTIONAL

}

SysInfoType15-v4b0ext-IEs ::= SEQUENCE {


up-Ipdl-Parameters-TDD


UE-Positioning-IPDL-Parameters-TDD-r4-ext
OPTIONAL

}

SysInfoType15-1 ::=




SEQUENCE {


-- DGPS corrections



ue-positioning-GPS-DGPS-Corrections


UE-Positioning-GPS-DGPS-Corrections,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL
} 

SysInfoType15-2 ::=




SEQUENCE {


-- Ephemeris and clock corrections



transmissionTOW




INTEGER (0..604799),



satID






SatID,



ephemerisParameter



EphemerisParameter,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


OPTIONAL

} 

SysInfoType15-3 ::=




SEQUENCE {


-- Almanac and other data



transmissionTOW




INTEGER (0.. 604799),



ue-positioning-GPS-Almanac




UE-Positioning-GPS-Almanac



OPTIONAL,



ue-positioning-GPS-IonosphericModel


UE-Positioning-GPS-IonosphericModel

OPTIONAL,



ue-positioning-GPS-UTC-Model



UE-Positioning-GPS-UTC-Model


OPTIONAL,



satMask






BIT STRING (SIZE (1..32))
OPTIONAL,



lsbTOW






BIT STRING (SIZE (8))

OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}




OPTIONAL

} 

SysInfoType15-4 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-OTDOA-CipherParameters
UE-Positioning-CipherParameters


OPTIONAL,



ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData,



v3a0NonCriticalExtensions


SEQUENCE {




sysInfoType15-4-v3a0ext



SysInfoType15-4-v3a0ext,


-- Extension mechanism for non- release99 information




v4b0NonCriticalExtensions


SEQUENCE {





sysInfoType15-4-v4b0ext



SysInfoType15-4-v4b0ext,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType15-4-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

SysInfoType15-4-v4b0ext ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-r4ext
UE-Positioning-OTDOA-AssistanceData-r4ext
OPTIONAL

}

SysInfoType15-5 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-OTDOA-AssistanceData-UEB

UE-Positioning-OTDOA-AssistanceData-UEB,



v3a0NonCriticalExtensions


SEQUENCE {




sysInfoType15-5-v3a0ext



SysInfoType15-5-v3a0ext,



-- Extension mechanism for non- release99 information




v7xyNonCriticalExtensions


SEQUENCE {





sysInfoType15-5-v7xyext



SysInfoType15-5-v7xyext-IEs,




nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

SysInfoType15-5-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity


SFN-Offset-Validity

OPTIONAL
}

SysInfoType15-5-v7xyext-IEs ::=

SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-UEB-ext












UE-Positioning-OTDOA-AssistanceData-UEB-ext

OPTIONAL

}

SysInfoType16 ::=




SEQUENCE {


-- Radio bearer IEs



preDefinedRadioConfiguration
PreDefRadioConfiguration,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType17 ::=




SEQUENCE {


-- Physical channel IEs



-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, pusch-SysInfoList and



-- pdsch-SysInfoList should be absent and the info included in the



-- tdd128SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 



-- included.


pusch-SysInfoList



PUSCH-SysInfoList



OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList



OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType17-v4b0ext


SysInfoType17-v4b0ext-IEs,



v590NonCriticalExtensions
SEQUENCE {





sysInfoType17-v590ext


SysInfoType17-v590ext-IEs

OPTIONAL,





v7xyNonCriticalExtensions

SEQUENCE {






sysInfoType17-v7xyext


SysInfoType17-v7xyext-IEs,






nonCriticalExtensions


SEQUENCE {}



OPTIONAL





}






OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

SysInfoType17-v4b0ext-IEs ::= SEQUENCE {


tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList



PUSCH-SysInfoList-LCR-r4

OPTIONAL,



pdsch-SysInfoList



PDSCH-SysInfoList-LCR-r4

OPTIONAL


}
















OPTIONAL

}

SysInfoType17-v590ext-IEs ::= SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList


PUSCH-SysInfoList-HCR-r5
OPTIONAL,



pdsch-SysInfoList


PDSCH-SysInfoList-HCR-r5
OPTIONAL


}














OPTIONAL

}

SysInfoType17-v7xyext-IEs ::=

SEQUENCE {


pusch-SysInfoList-SFN-VHCR


PUSCH-SysInfoList-SFN-VHCR

OPTIONAL,


pdsch-SysInfoList-r7



PDSCH-SysInfoList-r7


OPTIONAL
}

SysInfoType18 ::=





SEQUENCE {



idleModePLMNIdentities


PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentities
PLMNIdentitiesOfNeighbourCells

OPTIONAL,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoType18-v6b0ext


SysInfoType18-v6b0ext,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL

}

SysInfoType18-v6b0ext ::=



SEQUENCE {



idleModePLMNIdentitiesSIB11bis

PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentitiesSIB11bis
PLMNIdentitiesOfNeighbourCells

OPTIONAL

}
SysInfoTypeSB1 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoTypeSB1-v6b0ext


SysInfoTypeSB1-v6b0ext,




nonCriticalExtensions


SEQUENCE {}






OPTIONAL



}
OPTIONAL

}

SysInfoTypeSB1-v6b0ext ::=


SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List

OPTIONAL

}

SysInfoTypeSB2 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoTypeSB2-v6b0ext


SysInfoTypeSB2-v6b0ext,




nonCriticalExtensions


SEQUENCE {}






OPTIONAL



}
OPTIONAL

}

SysInfoTypeSB2-v6b0ext ::=


SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List

OPTIONAL

}

TDD-UMTS-Frequency-List ::= 


SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF












FrequencyInfoTDD

-- For systemInformationBlockType11bis the Value Tag Info "CellValueTag" is used

ValueTagInfo ::= CHOICE {


none







NULL,


cellValueTag





CellValueTag,


plmn-ValueTag





PLMN-ValueTag,


sIBOccurrenceIdentityAndValueTag
SIBOccurrenceIdentityAndValueTag

}

-------------------------------------- Next Change ----------------------------------------------
SecondaryCCPCH-Info-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo,






channelisationCode



SCCPCH-ChannelisationCodeList





},





tdd768






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-VHCR,






channelisationCode



SCCPCH-ChannelisationCodeList-VHCR





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,






channelisationCode



SCCPCH-ChannelisationCodeList





}




}



}


}

}

SecondaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


individualTimeslotLCR-Ext


IndividualTimeslotInfo-LCR-r4-ext

}

SecondaryCCPCHInfo-MBMS-r6 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},



tdd384






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes



},



tdd128






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4



}


}

}

SecondaryCCPCHInfo-MBMS-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0,



modulation





ENUMERATED {modQPSK, mod16QAM}



},



tdd384






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes,




modulation





ENUMERATED {modQPSK, mod16QAM}


},



tdd768






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-VHCR,




modulation





ENUMERATED {modQPSK, mod16QAM}


},



tdd128






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4



}


}

}

-------------------------------------- Next Change ----------------------------------------------
MaxAllowedUL-TX-Power ::=


INTEGER (-50..33)

MaxAvailablePCPCH-Number ::=

INTEGER (1..64)

MaxPowerIncrease-r4 ::=



INTEGER (0..3)

MaxTFCI-Field2Value ::=



INTEGER (1..1023)
MBSFNOnlyService ::=



ENUMERATED {true}

Measurement-Feedback-Info ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




measurementPowerOffset


MeasurementPowerOffset,




feedback-cycle




Feedback-cycle,




cqi-RepetitionFactor


CQI-RepetitionFactor,




deltaCQI





DeltaCQI



},



tdd







NULL


}

}

MidambleConfigurationBurstType1and3 ::= ENUMERATED {ms4, ms8, ms16}

MidambleConfigurationBurstType2 ::=

ENUMERATED {ms3, ms6}

MidambleConfigurationBurstType2-VHCR ::=

ENUMERATED {ms4, ms8}

MidambleShiftAndBurstType ::=

SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort





}




}



},



type3







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



}


}

}

MidambleShiftAndBurstType-VHCR ::=
SEQUENCE {


burstType






CHOICE {



type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2-VHCR,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort-VHCR





}




}



},



type3







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



}


}

}

MidambleShiftAndBurstType-DL ::=

SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort





}




}



}


}

}

MidambleShiftAndBurstType-DL-VHCR ::= SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2-VHCR,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort-VHCR





}




}



}


}

}

MidambleShiftAndBurstType-LCR-r4 ::=
SEQUENCE {


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,


ueSpecificMidamble




SEQUENCE {




midambleShift





INTEGER (0..15)



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8)

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)

MidambleShiftShort-VHCR ::=


INTEGER (0..7)

MinimumSpreadingFactor ::=


ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

MultiCodeInfo ::=




INTEGER (1..16)

N-EOT ::=






INTEGER (0..7)

N-GAP ::=






ENUMERATED {











f2, f4, f8 }

N-PCH ::=






INTEGER (1..8)

N-StartMessage ::=




INTEGER (1..8)

NB01 ::=






INTEGER (0..50)

NF-Max ::=






INTEGER (1..64)

NumberOfDPDCH ::=




INTEGER (1..maxDPDCH-UL)

NumberOfFBI-Bits ::=



INTEGER (1..2)

OpenLoopPowerControl-TDD ::=

SEQUENCE {


primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power,


-- alpha, prach-ConstantValue, dpch-ConstantValue and pusch-ConstantValue

-- shall be ignored in 1.28Mcps TDD mode.


alpha







Alpha





OPTIONAL,


prach-ConstantValue




ConstantValueTdd,


dpch-ConstantValue




ConstantValueTdd,


pusch-ConstantValue




ConstantValueTdd


OPTIONAL

}

OpenLoopPowerControl-IPDL-TDD-r4 ::=
SEQUENCE {


ipdl-alpha






Alpha,


maxPowerIncrease




MaxPowerIncrease-r4

}

PagingIndicatorLength ::=


ENUMERATED {











pi4, pi8, pi16 }

PC-Preamble ::=





INTEGER (0..7)

PCP-Length ::=





ENUMERATED {











as0, as8 }

PCPCH-ChannelInfo ::=



SEQUENCE {


pcpch-UL-ScramblingCode



INTEGER (0..79),


pcpch-DL-ChannelisationCode


INTEGER (0..511),


pcpch-DL-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


pcp-Length






PCP-Length,


ucsm-Info






UCSM-Info






OPTIONAL

}

PCPCH-ChannelInfoList ::=


SEQUENCE (SIZE (1..maxPCPCHs)) OF











PCPCH-ChannelInfo

PCPICH-UsageForChannelEst ::=

ENUMERATED {











mayBeUsed,











shallNotBeUsed }

PDSCH-CapacityAllocationInfo ::=
SEQUENCE {


-- pdsch-PowerControlInfo is conditional on new-configuration branch below, if this


-- selected the IE is OPTIONAL otherwise it should not be sent


pdsch-PowerControlInfo



PDSCH-PowerControlInfo



OPTIONAL,


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info,




pdsch-Identity





PDSCH-Identity



OPTIONAL



}


}

}

PDSCH-CapacityAllocationInfo-r4 ::=
SEQUENCE {


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info-r4,




pdsch-Identity





PDSCH-Identity



OPTIONAL,




pdsch-PowerControlInfo



PDSCH-PowerControlInfo

OPTIONAL



}


}

}

PDSCH-CapacityAllocationInfo-r7 ::=
SEQUENCE {


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info-r7,




pdsch-Identity





PDSCH-Identity



OPTIONAL,




pdsch-PowerControlInfo



PDSCH-PowerControlInfo

OPTIONAL



}


}

}

PDSCH-CodeInfo ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeInfoList ::=



SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











PDSCH-CodeInfo

PDSCH-CodeMap ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


multiCodeInfo





MultiCodeInfo,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

PDSCH-CodeMapList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











PDSCH-CodeMap

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit-config





PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


PDSCH-Identity ::=




INTEGER (1..hiPDSCHidentities)

PDSCH-Info ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes



OPTIONAL

}

PDSCH-Info-r4 ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PDSCH-Info-r7 ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes

OPTIONAL



},



tdd768







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-VHCR

OPTIONAL



},



tdd128







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PDSCH-Info-LCR-r4 ::=



SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4

OPTIONAL

}

PDSCH-PowerControlInfo ::=


SEQUENCE {


tpc-StepSizeTDD





TPC-StepSizeTDD





OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL

}

PDSCH-SHO-DCH-Info ::=



SEQUENCE {


dsch-RadioLinkIdentifier


DSCH-RadioLinkIdentifier,


rl-IdentifierList




RL-IdentifierList




OPTIONAL

}

PDSCH-SysInfo ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-r7 ::=



SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info-r7,


dsch-TransportChannelsInfo


DSCH-TransportChannelsInfo


OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-HCR-r5 ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-TransportChannelsInfo


DSCH-TransportChannelsInfo


OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-LCR-r4 ::=


SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info-LCR-r4,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo

PDSCH-SysInfoList-r7 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF PDSCH-SysInfo-r7

PDSCH-SysInfoList-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF PDSCH-SysInfo-HCR-r5

PDSCH-SysInfoList-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo-LCR-r4

PDSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PDSCH-SysInfoList-SFN-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo-HCR-r5,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PDSCH-SysInfoList-SFN-LCR-r4 ::=
SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo-LCR-r4,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PersistenceScalingFactor ::=

ENUMERATED {











psf0-9, psf0-8, psf0-7, psf0-6,











psf0-5, psf0-4, psf0-3, psf0-2 }

PersistenceScalingFactorList ::=
SEQUENCE (SIZE (1..maxASCpersist)) OF











PersistenceScalingFactor

PI-CountPerFrame ::=



ENUMERATED {











e18, e36, e72, e144 }

PichChannelisationCodeList-LCR-r4 ::=
SEQUENCE (SIZE (1..2)) OF












DL-TS-ChannelisationCode

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}

PICH-Info-r7 ::=




CHOICE {


fdd








SEQUENCE {



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd384








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


},


tdd768








SEQUENCE {



channelisationCode




TDD768-PICH-CCode



OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}

}

PICH-Info-LCR-r4 ::=



SEQUENCE {


timeslot






TimeslotNumber-LCR-r4



OPTIONAL,


pichChannelisationCodeList-LCR-r4
PichChannelisationCodeList-LCR-r4,

midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


repetitionPeriodLengthOffset

RepPerLengthOffset-PICH



OPTIONAL,


pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,


n-GAP







N-GAP






DEFAULT f4,


n-PCH







N-PCH






DEFAULT 2

}

PICH-PowerOffset ::=



INTEGER (-10..5)

PilotBits128 ::=




ENUMERATED {











pb4, pb8 }

PilotBits256 ::=




ENUMERATED {











pb2, pb4, pb8 }


-- Actual measurement power offset value = IE value * 0.5

MeasurementPowerOffset ::=


INTEGER (-12..26)

PLCCH-Info

::=




SEQUENCE {


plcchSequenceNumber



INTEGER(1..14),


timeslotNumber




TimeslotNumber-LCR-r4,


channelisationCode



DL-TS-ChannelisationCode,


tpcCommandTargetRate


TPC-CommandTargetRate

}

PositionFixedOrFlexible ::=


ENUMERATED {











fixed,











flexible }

PowerControlAlgorithm ::=


CHOICE {


algorithm1






TPC-StepSizeFDD,


algorithm2






NULL

}

PowerOffsetPilot-pdpdch ::=


INTEGER (0..24)
PowerOffsetTPC-pdpdch ::=


INTEGER (0..24)
PowerRampStep ::=




INTEGER (1..8)

PRACH-ChanCodes-LCR-r4 ::=


SEQUENCE (SIZE (1..4)) OF











TDD-PRACH-CCode-LCR-r4

PRACH-Definition-LCR-r4 ::=


SEQUENCE {


timeslot






TimeslotNumber-PRACH-LCR-r4,


prach-ChanCodes-LCR




PRACH-ChanCodes-LCR-r4,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


fpach-Info






FPACH-Info-r4

}

PRACH-Midamble ::=




ENUMERATED {











direct,











direct-Inverted }

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-FDD are listed, 


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-FDD,


tdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD are listed, 


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-TDD

}


PRACH-Partitioning-r7 ::=


CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-FDD are listed,


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-FDD,


tdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD are listed,


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-TDD-r7

}

PRACH-Partitioning-LCR-r4 ::=

SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD-LCR-r4 are listed, 


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-TDD-LCR-r4

PRACH-PowerOffset ::=



SEQUENCE {


powerRampStep





PowerRampStep,


preambleRetransMax




PreambleRetransMax

}

PRACH-RACH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatures




AvailableSignatures,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber
PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumbers


AvailableSubChannelNumbers



},



tdd








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



}


}

}

PRACH-RACH-Info-r7 ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatures




AvailableSignatures,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber
PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumbers


AvailableSubChannelNumbers



},



tdd384








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



},



tdd768








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD768-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



}


}

}

PRACH-RACH-Info-LCR-r4 ::=


SEQUENCE {


sync-UL-Info





SYNC-UL-Info-r4,


prach-DefinitionList



SEQUENCE (SIZE (1..maxPRACH-FPACH)) OF












PRACH-Definition-LCR-r4

}

PRACH-SystemInformation ::=


SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning




OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}


}

PRACH-SystemInformation-r7 ::=

SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info-r7,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning-r7



OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}

}

PRACH-SystemInformation-LCR-r4 ::=
SEQUENCE {


prach-RACH-Info-LCR




PRACH-RACH-Info-LCR-r4,


rach-TransportFormatSet-LCR


TransportFormatSet-LCR


OPTIONAL,


prach-Partitioning-LCR



PRACH-Partitioning-LCR-r4

OPTIONAL

}

PRACH-SystemInformationList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation

PRACH-SystemInformationList-r7 ::=
SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation-r7

PRACH-SystemInformationList-LCR-r4 ::=
SEQUENCE (SIZE (1..maxPRACH)) OF












PRACH-SystemInformation-LCR-r4

PreambleRetransMax ::=



INTEGER (1..64)

PreambleScramblingCodeWordNumber ::=
INTEGER (0..15)

PreDefPhyChConfiguration ::=

SEQUENCE {


ul-DPCH-InfoPredef




UL-DPCH-InfoPredef,


dl-CommonInformationPredef


DL-CommonInformationPredef
OPTIONAL

}

PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



-- syncCase should be ignored for 1.28Mcps TDD mode



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-r4 ::=


CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





syncCase 






CHOICE {






syncCase1






SEQUENCE {







timeslot






TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd128







SEQUENCE {





tstd-Indicator





BOOLEAN




}



},



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-r7 ::=


CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





syncCase 






CHOICE {






syncCase1






SEQUENCE {







timeslot






TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd768 





SEQUENCE {





syncCase 





CHOICE {






syncCase1





SEQUENCE {







timeslot





TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd128







SEQUENCE {





tstd-Indicator





BOOLEAN




}



},



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-LCR-r4 ::=

SEQUENCE {


tstd-Indicator





BOOLEAN,


cellParametersID




CellParametersID



OPTIONAL,


sctd-Indicator





BOOLEAN

}

-- For 1.28Mcps TDD, the following IE includes elements for the PCCPCH Info additional to those

-- in PrimaryCCPCH-Info

PrimaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


tstd-Indicator





BOOLEAN

}

PrimaryCCPCH-InfoPost ::=


SEQUENCE {


syncCase 






CHOICE {



syncCase1






SEQUENCE {




timeslot






TimeslotNumber








},



syncCase2






SEQUENCE {




timeslotSync2





TimeslotSync2



}


},


cellParametersID




CellParametersID,


sctd-Indicator





BOOLEAN

}

PrimaryCCPCH-InfoPostTDD-LCR-r4 ::=
SEQUENCE {


tstd-Indicator





BOOLEAN,


cellParametersID




CellParametersID,


sctd-Indicator





BOOLEAN

}

PrimaryCCPCH-TX-Power ::=


INTEGER (6..43)

PrimaryCPICH-Info ::=



SEQUENCE {


primaryScramblingCode



PrimaryScramblingCode

}

PrimaryCPICH-TX-Power ::=


INTEGER (-10..50)

PrimaryScramblingCode ::=


INTEGER (0..511)

PuncturingLimit ::=




ENUMERATED {











pl0-40, pl0-44, pl0-48, pl0-52, pl0-56,











pl0-60, pl0-64, pl0-68, pl0-72, pl0-76,











pl0-80, pl0-84, pl0-88, pl0-92, pl0-96, pl1 }

PUSCH-CapacityAllocationInfo ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



UL-TargetSIR



OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,






pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-CapacityAllocationInfo-r4 ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



PUSCH-PowerControlInfo-r4
OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,





pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info-r4,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-CapacityAllocationInfo-r7 ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



PUSCH-PowerControlInfo-r7
OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,






pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info-VHCR,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-Identity ::=




INTEGER (1..hiPUSCHidentities)

PUSCH-Info ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes



OPTIONAL

}

PUSCH-Info-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pusch-TimeslotsCodes



UplinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




pusch-TimeslotsCodes



UplinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PUSCH-Info-VHCR ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes-VHCR


UplinkTimeslotsCodes-VHCR


OPTIONAL

}

PUSCH-Info-LCR-r4 ::=



SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes-LCR-r4


OPTIONAL

}

PUSCH-PowerControlInfo-r4 ::=

SEQUENCE {


-- The IE ul-TargetSIR corresponds to PRX-PUSCHdes for 1.28Mcps TDD


-- Actual value PRX-PUSCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


tddOption






CHOICE {



tdd384







NULL,



tdd128







SEQUENCE {




tpc-StepSize





TPC-StepSizeTDD



OPTIONAL



}


}

}

PUSCH-PowerControlInfo-r7 ::=

SEQUENCE {


-- The IE ul-TargetSIR corresponds to PRX-PUSCHdes for 1.28Mcps TDD


-- Actual value PRX-PUSCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


tddOption






CHOICE {



tdd384







NULL,



tdd768







NULL,



tdd128







SEQUENCE {




tpc-StepSize





TPC-StepSizeTDD



OPTIONAL



}


}

}

PUSCH-SysInfo ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-VHCR ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info-VHCR





PUSCH-Info-VHCR,


usch-TransportChannelsInfo


USCH-TransportChannelsInfo


OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-HCR-r5 ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-TransportChannelsInfo


USCH-TransportChannelsInfo


OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-LCR-r4 ::=


SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info-LCR-r4,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo

PUSCH-SysInfoList-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF PUSCH-SysInfo-HCR-r5

PUSCH-SysInfoList-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo-LCR-r4

PUSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo-HCR-r5,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo-LCR-r4,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-VHCR ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo-VHCR





PUSCH-SysInfo-VHCR,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

RACH-TransmissionParameters ::=

SEQUENCE {


mmax







INTEGER (1..32),


nb01Min







NB01,


nb01Max







NB01

}

ReducedScramblingCodeNumber ::=

INTEGER (0..8191) 

Reference-Beta-QPSK ::=



SEQUENCE {


reference-Code-Rate




INTEGER (0..10),


reference-Beta





INTEGER (-15..16)

}

Reference-Beta-16QAM ::=


SEQUENCE {


reference-Code-Rate




INTEGER (0..10),


reference-Beta





INTEGER (-15..16)

}

RepetitionPeriodAndLength ::=

CHOICE {


repetitionPeriod1




NULL,


-- repetitionPeriod2 could just as well be NULL also.


repetitionPeriod2




INTEGER (1..1),


repetitionPeriod4




INTEGER (1..3),


repetitionPeriod8




INTEGER (1..7),


repetitionPeriod16




INTEGER (1..15),


repetitionPeriod32




INTEGER (1..31),


repetitionPeriod64




INTEGER (1..63)

}

RepetitionPeriodLengthAndOffset ::= CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




SEQUENCE {



length







NULL,



offset







INTEGER (0..1)


},


repetitionPeriod4




SEQUENCE {



length







INTEGER (1..3),



offset







INTEGER (0..3)


},


repetitionPeriod8




SEQUENCE {



length







INTEGER (1..7),



offset







INTEGER (0..7)


},


repetitionPeriod16




SEQUENCE {



length







INTEGER (1..15),



offset







INTEGER (0..15)


},


repetitionPeriod32




SEQUENCE {



length







INTEGER (1..31),



offset







INTEGER (0..31)


},


repetitionPeriod64




SEQUENCE {



length







INTEGER (1..63),



offset







INTEGER (0..63)


}

}

ReplacedPDSCH-CodeInfo ::=


SEQUENCE {


tfci-Field2






MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

ReplacedPDSCH-CodeInfoList ::=

SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











ReplacedPDSCH-CodeInfo

RepPerLengthOffset-PICH ::=


CHOICE {


rpp4-2







INTEGER (0..3), 


rpp8-2







INTEGER (0..7), 


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15), 


rpp16-4







INTEGER (0..15), 


rpp32-2







INTEGER (0..31), 


rpp32-4







INTEGER (0..31), 


rpp64-2







INTEGER (0..63), 


rpp64-4







INTEGER (0..63)

}

RepPerLengthOffset-MICH ::=


CHOICE {


rpp4-2







INTEGER (0..3),


rpp8-2







INTEGER (0..7),


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15),


rpp16-4







INTEGER (0..15),


rpp32-2







INTEGER (0..31),


rpp32-4







INTEGER (0..31),


rpp64-2







INTEGER (0..63),


rpp64-4







INTEGER (0..63)

}

RestrictedTrCH ::=




SEQUENCE {


dl-restrictedTrCh-Type



DL-TrCH-Type,

restrictedDL-TrCH-Identity


TransportChannelIdentity,


allowedTFIList





AllowedTFI-List

}

RestrictedTrCH-InfoList ::=


SEQUENCE (SIZE(1..maxTrCH)) OF











RestrictedTrCH
RL-AdditionInformation ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL,


-- dummy and dummy2 are not used in this version of specification


-- and the IEs should be ignored.


dummy







BOOLEAN,


dummy2







SCCPCH-InfoForFACH




OPTIONAL

}

RL-AdditionInformation-r6 ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


cell-Id







CellIdentity





OPTIONAL,


dl-dpchInfo






CHOICE {


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r5,



dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r6


},

e-HICH-Information




E-HICH-Information




OPTIONAL,


e-RGCH-Information




E-RGCH-Information




OPTIONAL

}

RL-AdditionInformation-v6b0ext ::=
SEQUENCE {


sttdIndication




STTDIndication





OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-AdditionInformationList-r6 ::=
SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation-r6

RL-AdditionInformation-list-v6b0ext ::= SEQUENCE (SIZE (1..maxRL)) OF











RL-AdditionInformation-v6b0ext

RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RPP ::=







ENUMERATED {











mode0, mode1 }

S-Field ::=






ENUMERATED {











e1bit, e2bits }

SCCPCH-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

SCCPCH-ChannelisationCode-VHCR ::=
ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16,











cc32-17, cc32-18, cc32-19, cc32-20,











cc32-21, cc32-22, cc32-23, cc32-24,











cc32-25, cc32-26, cc32-27, cc32-28,











cc32-29, cc32-30, cc32-31, cc32-32 }

SCCPCH-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..16)) OF











SCCPCH-ChannelisationCode

SCCPCH-ChannelisationCodeList-VHCR ::= SEQUENCE (SIZE (1..32)) OF











SCCPCH-ChannelisationCode-VHCR

SCCPCH-InfoForFACH ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList,




sib-ReferenceListFACH



SIB-ReferenceListFACH



},



tdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList



}


}

}

SCCPCH-InfoForFACH-r4 ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info-r4,


tfcs







TFCS,


fach-PCH-InformationList


FACH-PCH-InformationList,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




sib-ReferenceListFACH


SIB-ReferenceListFACH



},



tdd







NULL


}

}

SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformation-LCR-r4-ext ::=
SEQUENCE {


secondaryCCPCH-LCR-Extensions
SecondaryCCPCH-Info-LCR-r4-ext,


-- pich-Info in the SCCPCH-SystemInformation IE shall be absent,


-- and instead the following used.


pich-Info





PICH-Info-LCR-r4





OPTIONAL

}

SCCPCH-SystemInformation-r7 ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info-r7,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info-r7





OPTIONAL

}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

SCCPCH-SystemInformationList-r7 ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation-r7

-- SCCPCH-SystemInformationList-LCR-r4-ext includes elements additional to those in

-- SCCPCH-SystemInformationList for the 1.28Mcps TDD. The order of the IEs

-- indicates which SCCPCH-SystemInformation-LCR-r4-ext IE extends which

-- SCCPCH-SystemInformation IE.

SCCPCH-SystemInformationList-LCR-r4-ext ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF













SCCPCH-SystemInformation-LCR-r4-ext

-- The SCCPCH-SystemInformation-MBMS-r6 is used for an S-CCPCH dedicated for MBMS purposes.

SCCPCH-SystemInformation-MBMS-r6 ::= SEQUENCE {


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6,


transportFormatCombinationSet

TFCS,


fachCarryingMCCH




SEQUENCE {



mcch-transportFormatSet



TransportFormatSet,



mcch-ConfigurationInfo



MBMS-MCCH-ConfigurationInfo-r6


},


fachCarryingMTCH-List



MBMS-FACHCarryingMTCH-List


OPTIONAL,


-- If schedulingInformation is provided


fachCarryingMSCH




SEQUENCE {



msch-transportFormatSet



TransportFormatSet,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







MBMS-MSCH-ConfigurationInfo-r6


}

OPTIONAL

}

-- The SCCPCH-SystemInformation-MBMS-r7 is used for an S-CCPCH dedicated for MBMS purposes.

SCCPCH-SystemInformation-MBMS-r7 ::= SEQUENCE {


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r7,


transportFormatCombinationSet

TFCS,


fachCarryingMCCH




SEQUENCE {



mcch-transportFormatSet



TransportFormatSet,



mcch-ConfigurationInfo



MBMS-MCCH-ConfigurationInfo-r6


},


fachCarryingMTCH-List



MBMS-FACHCarryingMTCH-List


OPTIONAL,


-- If schedulingInformation is provided


fachCarryingMSCH




SEQUENCE {



msch-transportFormatSet



TransportFormatSet,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







MBMS-MSCH-ConfigurationInfo-r6


}

OPTIONAL

}

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }

ScramblingCodeType ::=



ENUMERATED {











shortSC,











longSC }

SecondaryCCPCH-Info ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




-- dummy1 is not used in this version of the specification and should be ignored.




dummy1






PCPICH-UsageForChannelEst,




-- dummy2 is not used in this version of the specification.  It should not




-- be sent and if received it should be ignored.




dummy2






SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-r4 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4





}




},




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo,






channelisationCode



SCCPCH-ChannelisationCodeList





},





tdd768






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-VHCR,






channelisationCode



SCCPCH-ChannelisationCodeList-VHCR





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,






channelisationCode



SCCPCH-ChannelisationCodeList





}




}



}


}

}

SecondaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


individualTimeslotLCR-Ext


IndividualTimeslotInfo-LCR-r4-ext

}

SecondaryCCPCHInfo-MBMS-r6 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},



tdd384






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes



},



tdd128






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4



}


}

}

SecondaryCCPCHInfo-MBMS-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},



tdd384






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes



},



tdd768






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-VHCR



},



tdd128






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4



}


}

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

SecondaryScramblingCode ::=


INTEGER (1..15)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

SF8Codes ::=





ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4, cc8-5, cc8-6,  cc8-7, cc8-8}

SF16Codes ::=





ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4, cc16-5, cc16-6, cc16-7,











cc16-8}

SF16Codes2 ::=





ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4, cc16-5, cc16-6, cc16-7,











cc16-8, cc16-9, cc16-10, cc16-11, cc16-12, cc16-13, cc16-14,











cc16-15, cc16-16}

SF32Codes ::=





ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4, cc32-5, cc32-6, cc32-7,











cc32-8, cc32-9, cc32-10, cc32-11, cc32-12, cc32-13, cc32-14,











cc32-15, cc32-16}

-- SF256-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF256-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255)

}

-- SF512-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF512-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255),


sf512







INTEGER (0..511)

}

-- SF512-AndPilot encodes both "Spreading factor" and "Number of bits for Pilot bits"

SF512-AndPilot ::=




CHOICE {


sfd4







NULL, 


sfd8







NULL, 


sfd16







NULL, 


sfd32







NULL,


sfd64







NULL, 


sfd128







PilotBits128, 


sfd256







PilotBits256, 


sfd512







NULL

}

SF-PDSCH ::=





ENUMERATED {











sfp4, sfp8, sfp16, sfp32,











sfp64, sfp128, sfp256 }

SF-PRACH ::=





ENUMERATED {











sfpr32, sfpr64, sfpr128, sfpr256 }

SFN-TimeInfo ::=




SEQUENCE {


activationTimeSFN




INTEGER (0..4095),


physChDuration




DurationTimeInfo

}

-- actual scheduling value = 2(signalled value +1) and is the periodicity of sending special burst frames
SpecialBurstScheduling ::=



INTEGER (0..7)
SpreadingFactor ::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SRB-delay ::=





INTEGER (0..7)

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

SSDT-Information-r4 ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet,


ssdt-UL-r4






SSDT-UL








OPTIONAL

}

SSDT-UL ::=






ENUMERATED {











ul, ul-AndDL }

STTDIndication ::=




ENUMERATED { true }
SynchronisationParameters-r4 ::=
SEQUENCE {


sync-UL-CodesBitmap




BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} (SIZE (8)),


fpach-Info






FPACH-Info-r4,


-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),


sync-UL-Procedure




SYNC-UL-Procedure-r4




OPTIONAL

}

SYNC-UL-Procedure-r4 ::=


SEQUENCE {


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 },


powerRampStep





INTEGER (0..3)

}

SYNC-UL-Info-r4 ::=




SEQUENCE {


sync-UL-Codes-Bitmap



BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} ( SIZE (8)),


-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),

powerRampStep





INTEGER (0..3),


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 } ,

    mmax                                INTEGER(1..32)

}

TDD-FPACH-CCode16-r4 ::=


ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-UL-Interference ::=



INTEGER (-110..-52)
TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD768-PICH-CCode ::=



ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16,











cc32-17, cc32-18, cc32-19, cc32-20,











cc32-21, cc32-22, cc32-23, cc32-24,











cc32-25, cc32-26, cc32-27, cc32-28,











cc32-29, cc32-30, cc32-31, cc32-32 }

TDD-MBSFNInformation
::=



SEQUENCE
(SIZE
(1..maxTS))
OF












TDD-MBSFNTSlotInfo

TDD-MBSFNTSlotInfo
::=



SEQUENCE
{


timeSlotNumber





TimesslotNumber,


cellParametersID




CellParametersID

}

TDD-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode-LCR-r4 ::=


ENUMERATED {











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCodeList ::= 


CHOICE {


sf8








SEQUENCE (SIZE (1..8)) OF 












TDD-PRACH-CCode8,

-- Channelisation codes cc16-9, cc16-10, cc16-11, cc16-12, cc16-13, cc16-14,

-- cc16-15 and cc16-16 shall not be used

sf16







SEQUENCE (SIZE (1..8)) OF












TDD-PRACH-CCode16

}

TDD768-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD768-PRACH-CCode32 ::=



ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16 }

TDD768-PRACH-CCodeList ::= 


CHOICE {


sf32







SEQUENCE (SIZE (1..16)) OF 












TDD768-PRACH-CCode32,

-- Channelisation codes cc32-17, cc32-18, cc32-19, cc32-20, cc32-21, cc32-22,

-- cc32-23, cc32-24, cc32-25, cc32-26, cc32-27, cc32-28, cc32-29, cc32-30, cc32-31

-- and cc32-32 shall not be used

sf16







SEQUENCE (SIZE (1..16)) OF












TDD768-PRACH-CCode16

}

-------------------------------------End of Changes --------------------------------------------
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