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8.5.19
Secondary CCPCH selection

In UTRAN Connected mode, the UE shall select the Secondary CCPCH according to the following rules:

1>
in Cell_DCH state:

2>
select Secondary CCPCH according to subclause 8.6.6.4.

1>
in Cell_FACH state:

2>
if System Information Block type 6 is defined and includes one or more SCCPCH that carry a FACH, compile a list of candidate SCCPCH that consists of these SCCPCH, in the order of appearance in System Information Block type 6.

NOTE 1:
An SCCPCH carries a FACH if the size of the "FACH/PCH information" list within the IE "Secondary CCPCH system information" exceeds 1 or if the size of this list equals 1 while IE "Secondary CCPCH system information" does not contain an IE "PICH info".

2>
otherwise:

3>
compile a list of candidate SCCPCH that consists of the SCCPCH(s) included in System Information Block type 5 or System Information Block type 5bis that carry a FACH, in the order of appearance in System Information Block type 5 or System Information Block type 5bis.

2>
select an SCCPCH from the list of candidate SCCPCHs based on U-RNTI as follows:


"Index of selected SCCPCH" = U-RNTI mod K,


where K is equal to the number of candidate SCCPCHs.

1>
in Cell_PCH and URA_PCH states:

2> if System Information Block type 6 is defined and includes one or more SCCPCH that carry a PCH, compile a list of candidate SCCPCH that consists of these SCCPCH, in the order of appearance in System Information Block type 6

NOTE 2:
An SCCPCH carries a PCH if the IE "Secondary CCPCH system information" contains IE "PICH info"
2>
otherwise compile a list of candidate SCCPCH that consists of the SCCPCH(s) included in System Information Block type 5 or System Information Block type 5bis that that carry a PCH , in the order of appearance in System Information Block type 5 or System Information Block type 5bis;
2>
select an SCCPCH from the list of candidate SCCPCHs based on U-RNTI as follows:


"Index of selected SCCPCH" = U-RNTI mod K,


where K is equal to the number of candidate SCCPCHs.

The UE shall set the CFN in relation to the SFN of the current cell according to subclause 8.5.15.

The UE shall decode all transport formats on all FACHs multiplexed on the selected S-CCPCH according to its UE capability, as defined in subclauses 8.1.1.6.5 and 8.1.1.6.6, to find blocks adressed to the UE.
If the UE supports UM duplication avoidance and reordering functionality for CCCH and IE "DL Duplication Avoidance and Reordering info" is present in IE “Secondary CCPCH system information” for the selected S-CCPCH, the UE shall:
1> configure the corresponding RLC entity connected to CCCH to use the UM duplication avoidance and reordering functionality.
*** NEXT modified Section ***
10.3.4.26

UM Duplication Avoidance and Reordering info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Timer_DAR
	MP
	
	Integer(40, 80, 120, 160, 240, 320, 480, 640, 960, 1280, 1920, 2560, 3840, 5120)
	Timer (in milliseconds) when PDUs are released to the upper layers even though there are outstanding PDUs with lower RLC SN values.
	REL-6

	Window size DAR
	MP
	
	Integer(4, 8, 16, 32, 40, 48, 56, 64)
	
	REL-6


*** NEXT modified Section ***
10.3.6.72
Secondary CCPCH system information

	Information element
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary CCPCH system information list
	MP
	1 to <maxSCCPCH>
	
	
	

	>Secondary CCPCH info
	MP
	
	Secondary CCPCH info 10.3.6.71
	Note 1
	

	>TFCS
	MD
	
	Transport format combination set 10.3.5.20
	For FACHs and PCH

Default value is the value of "TFCS" for the previous SCCPCH in the list.

NOTE:
The first occurrence is then MP.
	

	>FACH/PCH information list
	MD
	1 to <maxFACHPCH>
	
	Default value is the value of "FACH/PCH" for the previous SCCPCH in the list.

NOTE:
The first occurrence is then MP.
	

	>>TFS
	MP
	
	Transport format set 10.3.5.23
	For each FACH and PCH

Note 2
	

	>>Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	>>CTCH indicator
	MP
	
	Boolean
	The value "TRUE" indicates that a CTCH is mapped on the FACH, and "FALSE" that no CTCH is mapped.
	

	>PICH info
	OP
	
	PICH info 10.3.6.49
	PICH info is present only when PCH is multiplexed on Secondary CCPCH
	

	>DL Duplication Avoidance and Reordering info
	OP
	
	UM Duplication Avoidance and Rerdering info 10.3.4.26
	
	REL-7

	MCCH configuration information
	CV-SIB type 5
	
	MCCH configuration information

10.3.9a.13
	Included if MCCH is on an S-CCPCH used also for Non- MBMS

Note 3
	REL-6


NOTE 1:
The secondary CCPCHs carrying a PCH shall be listed first.

NOTE 2:
TFS for PCH shall be the first "FACH/PCH information" in the list if a PCH exists for the respective secondary CCPCH.

NOTE 3:
If the IE "MCCH configuration information is included", it applies to the last S-CCPCH in the IE "Secondary CCPCH system information list" and to the last FACH included in the IE "FACH/PCH information list".

	Condition
	Explanation

	SIB type 5
	The IE is optional if the IE " Secondary CCPCH system information" is included in the SIB type 5 or 5bis, otherwise the IE is not needed in the message


*** NEXT modified Section ***
13.6
RB information parameters for signalling radio bearer RB 0

The following Radio Bearer parameter values apply for signalling radio bearer RB0:

	Information element/ Group name
	Value
	Comment

	RLC info
	
	

	>Uplink RLC mode
	TM
	

	>>Transmission RLC discard
	omitted
	Neither discard is used, nor will there be a reset

	>>Segmentation indication
	FALSE
	

	>Downlink RLC mode
	UM
	

	RB mapping info
	
	Single multiplexing option

	>Uplink mapping info
	
	

	>>UL transport channel
	RACH
	RACH corresponding with selected PRACH

	>>RLC size list
	N/A
	If available the size in the IE “Additional Dynamic Transport Format Information for CCCH” for the transport channel used.

Else the first TF defined in the Transport Format Set for the transport channel is used.

	>>MAC logical channel priority
	1
	

	>Downlink mapping info
	
	

	>>DL transport channel
	FACH
	


Procedure descriptions in subclause 8.6.4.8 shall not be applied for the IE "RB mapping info" that is used for signalling radio bearer RB0.

*** NEXT modified Section ***
UM-RLC-DuplAvoid-Reord-Info-r6 ::=
SEQUENCE {


timer-DAR






TimerDAR-r6,


widowSize-DAR





WindowSizeDAR-r6

}

*** NEXT modified Section ***
SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformation-LCR-r4-ext ::=
SEQUENCE {


secondaryCCPCH-LCR-Extensions
SecondaryCCPCH-Info-LCR-r4-ext,


-- pich-Info in the SCCPCH-SystemInformation IE shall be absent,


-- and instead the following used.


pich-Info





PICH-Info-LCR-r4





OPTIONAL

}

SCCPCH-SystemInformation-r7 ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info-r7,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info-r7





OPTIONAL,

dl-UM-RLC-DuplAvoid-Reord-Info

UM-RLC-DuplAvoid-Reord-Info-r6

OPTIONAL
}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

SCCPCH-SystemInformationList-r7 ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation-r7
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